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WEIPU was established in 1996, specialize in R&D and 

manufacturing the industrial connectors, we are the member of 

"National Electrical Appliances Standardization Technical 

Committees" and one of the members to draft the national standard 

for industrial connectors GB/Tll 918. 
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WEIPU Factory 

Laboratory 

• Vibration Test
Equipment

• Instant Circuit
Breaker Tester

• Mating Cycle
Lifetime Tester

• Optical Comparator
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Catalog 

Insert Catalog 

Series Rated Voltage Rated Сштеnt Number ofContacts 

НА Series-Mini Insert 230/400 10А 3,4, 
250V 16А 1 о, 16,32 

6, 1 О, 16, НЕ Series-Regular Insert 500V 16А 24,32,48 

НVЕ Series- 830V 16А 3,6, 1 о, 12,20 
High Voltage Insert 400V/690V 16А 16,32 

НЕЕ Series- 500V 1 О, 18,32, 

High Density Insert 690V 16А 46,40,64, 
1000V 92 

НЕЕЕ Series- 200V 15 
- High Density Insert 500V 

16А 20,32,40,64,80, 
128 

HD&HDD Series- 120VDC/50VAC 
10А 

- 250V 8 
High Density Insert *400V,500V 10А 7-216

HSB Series-
400/690V 35А 6, 12 High Current Insert 

_ НК Series-High 
4,4+ 2,4+8,6+6, 

160-830V 10/100А 6+ 12,6+ 36,8, 
Current Combination Insert 8+24,12+2 

- HEAV Series-Extended Insert 5 О О V 16А 6, 10, 16,24 

- НМ Series-Modular Insert
50V-1000V 1А-200А 1-25

Optical Module, Pneumatic Module 

- HQ Series-Compact lnsert 230/400V 16А 5 

Crimp Contact 

Types 

-5А 10А 16А 40А 200А

Insert Accessories 

Types 

-Rail Bracket Suite

-CodingPin

IP00-03 

Hoods/Нousings Catalog 

Teпnination Page Size 

Screw Tennination 
Crimp Tennination 

01 /01-05 - ЗAНoods/Нousings

Screw Tennination 
Crimp Tennination 02 /01-07 - 1 OAНoods/Нousings
Cage ClampTemrination 

Screw Tennination 
03 /01-08 16AНoods/Нousings-

Crimp Tennination 

Crimp Tennination 04 /01-08 32AНoods/Нousings 

Crimp Tennination 05 /01-05 6BHoods/Нousings 

Crimp Tennination 06 /01-20 1 OBHoods/Нousings 

Screw Tennination 07 /01-03 16BHoods/Нousings 

Screw Tennination 
08 /01-18 - 24BHoods/Нousings

Crimp Tennination 

Screw Tennination 09 /01-05 - 32BHoods/Нousings

Screw Tennination 10 /01-40 48BHoods/Нousings-

Crimp Tennination 

Crimp Tennination 11 /01-06 

Tools, СаЫе Gland 

Page Types 

12 /01-02 - Tools

Page 

13 /01-02 

14 /01-02 

Types 

Plastic, Metal 

Metal 

Metal 

Metal 

Plastic, Metal , IP68/IP69K 

Plastic, Metal , IP68/IP69K 

Plastic, Metal , IP68/IP69K 

Plastic, Metal , IP68/IP69K 

Metal 

Metal 

Page 

15 /01-05 

16 /01-02 

17 /01-02 

18 /01-03 

19 /01-05 

20 /01-08 

21 /01-09 

22 /01-09 

23 /01-03 

24 /01-02 

Page 

25 /01 
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Descrip tion 

Heavy-duty connectors are mainly used for electrical or signal connections between different equipment or functional units, 

which provide great convenience for the installation and maintenance of complex control equipment. 

They are also widely used in rail transit, industrial automation, mechanical equipment, electric locomotives, petrochemical 

power and other applications that require electrical and signal connections. Heavy-duty connectors are standard electrical 

connection components for Industry 4.0. 

I I I I I /Hoods/Housings 

The hoods/housings of heavy-duty connectors are made 

of cast aluminum or flame-retardant thermoplastic material, 

and the surface of the hoods/housings is powder-coated to 

make it resistant to shock and mechanical stress. The fireproof 

level of the sealing gasket between the hoods/housings reaches 

the V-0 rating, which enables the product to reach the IP65 rating. 

Various cable glands and hoods/housing forms provide a 

variety of solutions for different installation needs. 

///// /Notes 

//////Insert 

The insert is made ofUL94 V-0 thermoplastic 

material. The termination types are screw, crimp, 

and cage clamp termination. 

I I I I I /Design Standard 

IEC 61984, IEC60664-1, IEC60352, 

IEC60529, EN 175301-801 

1. The connectors included in this catalogue should not be coupled or decoupled under electrical load

2. Plugs and sockets should not be powered until they are properly connected

3. The provision of protection against electric shock is the responsibility of the user. Protection can be achieved by the use of WEIPU

protective covers and hoods/housings coupled with, or alternatively appropriate installation methods provided by the user.

4. WEIPU female plug mating surface provides finger protection against electric shock with/without mating.

IP00-05 

Product Selection S teps 

Insert 

• Male Insert

Termination: screw termination, crimp termination,

cage clamp termination, axial screw termination

• Female Insert

Termination: screw termination, crimp termination,

cage clamp termination, axial screw termination

Hoods/Housings 

• Material

aluminum alloy, thermoplastic, high corrosion

resistance

• Hoods

Types: low structure or high structure, top entry

or side entry, two lugs or four lugs

• Housings

Types: low structure or high structure, bottom

entry or side entry, single entry or double entry,

single locking lever or double locking lever, two

lugs or four lugs

• Lock

Types:stainless stee� stainless steel with soft rubber,

stainless steel with plastic, iron with spring

• Cable to Cable Hoods/Housings

Types: low structure or high structure, top entry

or side entry, single locking lever or double locking

lever

Cable Gland 

• Metal/Plastic

• Single-outlet/Multi-outlet

Cable Gland 

Hoods 

Female Contact 

Female Insert 

Male Insert 

Male Contact 

Housings 
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А Series 

Insert 

Hoods 

ЗА 

10А 

1§ 
ф 

16А 
ф 

32А 

IP00-07 

HASeries 

Screw Termination 

Crimp Termination 

230/400V 1 Од ЭР+ (t} 

230/400V 10д4Р+(t) 

ф 

ф 

о .., .. ...  "' ф 

1@ 

ф 

250V 16д 10P+(t) 

.. '" .:  .. ,; ::: о  .. 
. . . . . . . .
. . . . . . . . 

.. ... о. .. .. и .. -

500V 16д 16P+(t) 

100 

ф 

ф 

HD Series 
Crimp Termination 

ol.[Jo 
ооо 
ооо@

250V 10д 7P+(t) 

-120V/-50V 10д8Р+ (t) 

ф ф 
..... 
..... 

1® ..... 
ф ф 

250V 10д 15P+(t) 

ф .. ....... �_. ... .,_ ф ......... 
....... 

100 . ........ 
ф 

.. .. ...  о. � .. ... ..  -

ф 

250V 1 Од 25Р+ (t} 

1 бА Hoods/Нousings 

HQ Series 

Crimp Termination 

400V 10д 12P+(t) 

5 4 
• • •

• @ •
2 • 1 

230/400V 16д 5Р+ (t) 

НМ Series 

Screw Termination 

В Series 

Insert 
Housings 

Hoods 

68 

108 

168 

D
248 

D 
328 

111,1 
488 

НЕ Series 
Screw Termination 

НVЕ Series 
НЕЕ Series НЕЕЕ Series HD/НDD Series HSB Series 

НКSeries НМ Series 

Crimp Termination Screw Termination Screw Termination Screw Termination 

Cage Clamp Termination 
Crimp Termination Crimp Termination Crimp Termination Crimp Termination Screw Termination Crimp Termination Crimp Termination 

: : : 1@ 
. . rn 

500V 16д6Р+(t) 500V 16д 10P+(t) 

soov 1вд 10Р+@взоv 16AЗ+2P+(t) soov 1вд 1вР+@ 

500V 1вд 1еР+@ rmv 1вде+2Р+@ 500V 1вдЗ2Р+(t) 

500V 16A24P+(t) 830V 16А 10+2P+(t) 500V 16A46P+(t) 

8W/ 16А 16+2P+(t) 

1 бВ Hoods/Housings 

24В Hoods/Нousings 

00 • 
250V 1 Од 24P+ (t) 

250V 1 Од 42Р+@ 

'lSN 1 OA40P+(t) 40CV600V 35А 6P+(t) i0040Cll 1!116'. 4,1JP+ (t) 

l0040Cl/1!116', 412P+(t) 

500V 16A40P+(t} ШN 10А 72P+(t} 6I0'10Cll4G'1MIVЗP+(t) 

[ ::::::::: :: :>] 
250V 10A64P+(t) l0040Clll!l16'.1/IIP+(t) 

500V 16А64Р+@ 250V 10А 108P+(t) 6\Х14ОО1100'16'. 6/6P+(t) 

require 2 modules 

require 3 modules 

require 4 modules 

require 6 modules 

Housings 

11 111 п 111 
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Termination Туре 

Screw Termination 

Screw termination conforms 
to the VDE 0609/ЕNбО 999 
standard 

VDE 0609/EN 60 999 

with wire pressing piece 

without wire pressing piece 

IP00-09 

• See below tаЫе for more details

• Two types of screw termination: with wire pressing piece and
without wire pressing piece

Thread Size and Torque 

Wire Size (mm2) 1 .5  2 .5  4.0 6.0 10 

Thread Size мз мз МЗ.5 М4 М4 

Torque (N.m) 0 .6  0.6 0.6 1.2 1.2 

Minimum Pull-out 
40 50 60 80 90 

Force (N) 

a.SuitaЫe for headless screws

Screw Termination 

16  

Мб 

1.2· 

100 

with Wire Min Wire MaxWire Stripping 
Pressing Piece Length 

Insert 
Cross Section Cross Section 

Yes No (mm2 ) AWG (mm2 ) AWG mm 

НА-003/НА-004 ✓ 0.75 18 1.5 16 4.5 

НА-01 О/НА-016/НА-032 ✓ 0.75 18 2.5 14 7.5 

НЕ Series, НVЕ Series ✓ 0.75 18 2.5 14 7.5 

HSB Series ✓ 1.5 16 6 10 11.5 

НКОО6/6, НКОО6/12 
✓ 0.2 24  2.5 14 7.5 (Signal Pin) 

НКОО4/2, НКОО4/8 
✓ 0.5 20 2.5 14 7.5 (Signal Pin) 

НК-004/0, НК-004/2, 
✓ 1.5 16 16 6 14 НК-004/8 (HighPowerPin) 

HEAV Series ✓ 0.2 24 2.5 14 8-11 

Screw torque and recommended screwdriver 

ТhreadSize ScrewTypes ApplicaЫe Inserts Tightening Torque Tightening Torque Recommended 
(N • m) (LЬft) Screwdriver 

locking НА-003/НА-004, HQ-005/ 0.25 0.2 cruciformPHO pin screw HQ-007 /HQ-012 (РЕ) 

locking HEAV, HK-006/б(signal pin), 
0.5 0.4 

linear shapeO. 6ХЗ. 5 
pin screw HK-006/12(signal pin) 

locking НА-010/НА-016/НА-032, linear shapeO. 6ХЗ. 5 

pin screw 
НЕ, HVE, НМЕ-005, 0.5 0.4 or cruciformP Н 1 

мз 
HWK-006/б(signal pin) 

shell НА-003/НА-004, HD-007 / 
fastening HD-008, HQ-005/HQOO?/ 0.5 0.4 cruciformPh 1 

screw HQ-012 

shell НА-010/НА-016/НА-032, 
linear shapeO. 6ХЗ. 5 

fastening НЕ, HVE, НЕЕ, HD/HDD, 0.5 0.4 or cruciformPH 1 

screw HSB, НК, HWK, HEAV or cruciformPH2 

coding pin СОDЕ-МЗ 0.5 0.4 linear shape1X6. О 

мз. 5 
grounding НА-010/НА-016/НА-032, 

0.8 0.6 linear shapeO. 6ХЗ. 5 
screw Н D-015/Н D-025 or cruciformP Н 1 

pin screws HSB-006/HSB-012 1. 2 0.9 linear shape О. 6ХЗ. 5 
or cruciformPH 1 

НЕ, HVE HD-040, HD-064, 
М4 HD-080, HD-128, HEAV, 

grounding НК-008/12, HWK-006/6, 1. 2 0.9 linear shape О. 8Х4. 5 
screw or cruciformPH2 

НК-006/6, НК-008/0, 

НК-006/12, HSB-006/HSB-012 

HWK-006/6 (power pin) 

М5 
grounding НК-004/0, НК-004/2, 2 1.4 linear shape О. 8Х4. 5 

screw or cruciformPH2 
НК-004/8, НК-012/2, 
НК-006/36 

НК-004/0 (power pin) 1. 2(1. 5mm2) 0.9(1. 5mm2
) 

Мб pin screws НК-004/2 (power pin) 2(2. 5mm2 ) 1.4(2. 5mm2
) linear shapeO. 8Х4. 5 

НК-004/8 (power pin) 3(4mm2 above) 2.2(4mm2 above) 

Increasing tightening torque does not fundamentally improve contact resistance. Torque is calculated according 

to optimum mechanical, thermal and electrical performance. Exceeding recommended values Ьу а large margin 
can damage wires or joints in extreme cases. 
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Crimp Termination 

а for reference only 

Note: 
For crimping tests, the same values are 
included in chapter 17 IEC 60760: 1989 
andTaЬle 9 IEC 61210 

1 РОО-11 

Well crimping has air tightness, corrosion resistance, and cold 
welding effect. The key to high quality crimping is to have good 
crimping parts and tools. Wires must Ье connected with suitaЫe 
crimp contacts. The connector can have low contact resistance and 
corrosion resistance under 
the above conditions. 

Advantages: 

l. low cost 2. high efficiency

3. better anti-vibration 4. close to the cold welding effect

Stranded Wire Pull Out Force: 

The main criterion for evaluating the quality of crimping is the 
holding force obtained Ьу the wire at the terminal part. DIN EN 
60352-2 specifies the pulling force of terminals in relation to the 
cross section of the conductor. When using WEIPU crimp tool 
for crimping and operating it in the correct way, the wire shall 
meet the standard pull out force. 

Crimp Tool: 

The crimp tool (manual or automatic) is designed to apply even 
pressure at the connection point so that the terminals and wires are 
symmetrically connected. The tool's slot positions terminals and 
wires in the correct position. 

Note: 
1. Do not put crimp contact into crimp tool before it's fully opened
2. Do not open the crimp tool during crimping

Tensile Strength ofCrimped Joints (IEC 60352-2 ТаЫе 1) 

Wire Cross Section 

mm' AWG• 
Tensile strength(N) 

0.05 30 6 

0.08 28 11 

0.12 26 15 

0.14 18 

0.22 24 28 

0.25 32 

0.32 22 40 

0.5 20 60 

0.75 85 

0.82 18 90 

1 108 

1.3 16 135 

1.5 150 

2.1 14 200 

2.5 230 

3.3 12 275 

4 310 

5.3 10 355 

6 360 

8.4 8 370 

10 380 

Wire Size Contact Diameter Stripping Length 

HDD НЕ 

mm' AWG• 0(mm) но НА 
нм Module HVE 

(1 ОА) (16А) 

0.14-0.37 26-22 0.9 8
- -

0.5 20 1.15 8 7.5 -

0.75 18 1.3 8 7.5 -

1 17 1.45 8 7.5 -

1.5 15 1.75 8 7.5 9 

2.5 13 2.25 6 7.5 9 

4 11 2.85 - 7.5 9.6 

6 10 3.5 - - 9.6 

10 7 4.6 - - 15 
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Axial Screw Termination 

Note: LA?:- LB 

1 РОО-13 

Advantages: 

1. Less space required

2. Easy to operate

3. No special tools required

Axial Screw Termination Overview 
The wire gauge mentioned in the catalog refers to the geometric 
wire gauge of the саЫе. 

Background 

According to DIN EN 60228, the wire gauge of саЫеs and insulated 

wires is determined Ьу the resistance value ( Q/km) and the maximum 

wire diameter. Minimum саЫе diameter is not specified! 
( e.g.: nominal wire gauge = 95 mm2 � actual, geometric wire gauge = 89 mm2

) 

Suggestion 

If а wire whose cross section differs greatly from the norminal wire 

gauge is used for axial screw termination, it must Ье douЫe-checked. 

Strain Relief 

То ensure that the contact is protected from radial stress, the 

саЫе must Ье fixed at а sufficient distance from the terminal. 

F or details of strain relief design, 
see DIN VDE 0100-520:2003-06(see tаЫе below). 

Maximum Fixed Maximum Fixed Distance (mm) 

Distance (mm) Horizontal Vertical 

0:%:9 250 400 

9<0:%:15 300 400 

15<0:%:20 350 450 

20<0:%:40 400 550 

СаЫе 

According to DIN EN 60228 Class 5 (see tаЫе: саЫе assemЫy 
conforms to DIN EN 60228), axial screw termination technology 
for wire is developed. Different саЫе assemЬly forms must Ье 
tested separately. 

AssemЫy Remarks: 

Before starting assemЫy, the user must ensure that the axial cone 
is completely tightened downward to fully open the termination 
cavity. After the саЫе insulation layer is stripped, the саЫе should 
not Ье twisted. The maximum саЫе insulation layer should not 
exceed the recommended size. Insert the wire completely into the 
termination cavity until the stranded copper wire reaches the bottom. 
Кеер the wire in position while applying the recommended 
tightening torque. 

Maintenance of Axial Screw Termination 

То avoid damage to individual wires, tightening torque must 
Ье re-applied only once after the initial assemЬly in use. 

DINEN60228 
Wire Size (mm2) Class 2 Standard 

Stranded Wire 

0.5 7х0.30 

0.75 7х0.37 

1 7х0.43 

1.5 7х0.52 

2.5 7х0.67 

4 7х0.85 

6 7х1 .05 

10 7х1 .35 

16 7х1 .70 

25 7х2.13 

35 7х2.52 

50 19х2.17 

70 19х2.52 

95 19х2.17 

120 37х2.03 

150 37х2.27 

185 37х2.52 

240 61х2.24 

Cage Clamp Termination 

Insert 

НЕ N ormal Insert 
HVE N ormal Insert 

DINEN 60228 
Class 5 Fine DIN EN 60228 Class 6 Extremely Fine Stranded Wire 

Stranded Wire 

16х0.20 28х0.15 64х0.10 131х0.07 256х0.05 

24х0.20 42х0.15 96х0.10 195х0.07 384х0.05 

32х0.20 56х0.15 128х0.10 260х0.07 512х0.05 

30х0.25 84х0.15 192х0.10 392х0.07 768х0.05 

50х0.25 140х0.15 320х0.10 651х0.07 128х0.05 

56х0.30 224х0.15 512х0.1 О 1040х0.07 

84х0.30 192х0.20 768х0.10 1560х0.07 

80х0.40 320х0.20 1280х0.10 2600х0.07 

128х0.40 512х0.20 2048х0.10 

200х0.40 ВООхО.20 3200х0.10 

280х0.40 1120х0.20 

400х0.40 705х0.30 

356х0.50 990х0.30 

485х0.50 1340х0.30 

614х0.50 1690х0.30 

765х0.50 2123х0.30 

944х0.50 14 70х0.40 

1225х0.50 1905х0.40 

Advantages: 

1. The preparation requirements before wire crimping are not strict
and no special installation tools are required, which can greatly
reduce the installation cost

2. ApplicaЫe to all standards and single stranded wire with а cross
-section of0.14-2.5mm2 

3. Easy саЫе assemЬly
4. No special requirements for wires
5. The larger the wire, the greater the compression force
6. Anti-vibration design for the terminal
7. Low contact resistance

Steps 

Screwdriver size: 3.5x0.5mm 

1
® 

Мах Wire Gauge Stripping Length 

mm
2 

AWG" mm 

0.14-2.5 26-14 7-9
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AssemЫy Structure 

(1) 

Bulkhead 

Mounting; 

Тор 
Entry; 

Lock 

Types 

(II) 

Bulkhead 

Mounting; 

Тор 
Entry; 

Lock 

Types 

IP00-15 

СаЫе Gland 

Hoods (4 lugs; top entry) 

Female Contact 

Female insert 

Male insert 

1 Male Contact 

Housings 

(douЫe "W-shape" locking lever) 

СаЫе Gland 

Hoods 

(douЫe "W-shape" locking lever; top entry) 

1 Female Contact 

Female insert 

Male insert 

Male Contact 

�---------

Housings ( 4 lugs) 

AssemЫy Structure 

(III) 

Surface 

Mounting; 

Тор 
Entry; 

Lock 

Types 

(N) 

СаЫе 

to 

СаЫе; 

Тор 
Entry; 

Lock 

Types 

1 

СаЫе Gland 

Hoods ( 4 lugs; top entry) 

Female Contact 

Female insert 

Male insert 

Male Contact 

Housings 

(douЫe "W-shape" locking lever; 

high structure) 

СаЫе Gland 

Hoods (4 lugs; top entry) 

Female Contact 

Female insert 

Male insert 

Male Contact 

Housings 

(douЫe "W-shape" locking lever) 

СаЫе Gland 
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AssemЫy Structure 

(V) 

Bulkhead 

Mounting; 

Side 

Entry; 

Lock 

Types 

(VI) 

Bulkhead 

Mounting; 

Side 

Entry; 

Lock 

Types 

1 

CaЬleGland 

Hoods (4 lugs; side entry) 

Female Contact 

Female insert 

Male insert 

Male Contact 

Housings 

(douЫe "W-shape" locking lever) 

СаЫе Gland 

Hoods 

(douЫe "W-shape" locking lever; side entry) 

Female Contact 

Female insert 

Male insert 

Male Contact 

�------------

Housings (4 lugs) 

1 РОО-17 

AssemЫy Structure 

(VП) 

Surface 

Mounting; 

Side 

Entry; 

Lock 

Types 

(VШ) 

СаЫе 

to 

СаЫе; 

Side 

Entry; 

Lock 

Types 

1 

1 

СаЫе Gland 

Hoods ( 4 lugs; side entry) 

Female Contact 

Female insert 

Male insert 

Male Contact 

Housings 

(douЫe "W-shape" locking lever; 

high structure) 

СаЫе Gland 

Hoods ( 4 lugs; side entry) 

Female Contact 

Female insert 

Male insert 

Male Contact 

Housings 

(douЫe "W-shape" locking lever) 

СаЫе Gland 
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Hoods/Нousings Description 

Hoods 

НА 16B-PS-2B-M25 

т -----т=_
Thread Туре: M/PG 

- Lock: 
2В: 2 lugs; 4В: 4 lugs 
2L: douЫe locking lever

� -- - - - Туре: 
РТ : top entry 
PS : side entry 
РТН: top entry&high structure (V: with extended thread)
PSH: side entry&low structure (V:with extended thread)

� -- - - - - - -Code 
� -- - - - - - - - -- Series

Housings 

HA16B-ST-4B-CV 

Cap/Cover: 
CV: plastic сар 
MCV: metal сар 

LockType: 
4В: 4 lugs 

lL: single locking lever 

2L: douЫe locking lever 

� -- - - - -- ST: Bulkhead/Panel Mount 

� -- - - - - - - - Code 

�----------- Series 

HA16B-SF-4B-CV-PG21 

т ----= Тhread Туре: M/PG

Cap/Cover: 

CV: plastic сар 

MCV: metal сар 

LockType: 

4В: 4 lugs 

lL: single locking lever 

2L: douЫe locking lever 

SF: surface mount (Ьасk cover) 

SFH: surface mount (back cover & high structure) 

МС: саЫе to саЫе 

МСН: саЫе to high structure housings (V: with extended thread) 

Specification 

Insert 

НА-016-МС 

� -- - - -- Termination:

Screw termination: М: male F: female 

Crimp termination: М: male F: female 

Cage-clamp termination: М: male F: female 

�- - - - - - -- Pin/Pole Number 
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Standard 

Overview 

Connector selection is not only about function, number of contacts, rated current and rated voltage, but also where 

the connector will Ье used and environmental conditions. Тhis means that different current or different voltage may 

apply to the same connector, but these should comply with the relevant installation conditions and standards. 

Overvoltage Category 

The following categories comply with IEC 60664-1 

Equipment supplied directly from the low-voltage grid is subject to the concept of the overvoltage category. 

Тhе overvoltage category has а probabilistic meaning and does not refer to the physical decay of transient overvoltages in downstream equipment. 

Similar concepts can Ье applied to devices that connect to other systerns, such as telecommunications and data systerns. 

Each product's Standards Teachnical Committee shall determine the overvoltage category on the basis of the following basic description of the 

overvoltage category: 

- Overvoltage Category 1: Тhе quipment connected to circuits that limits transient overvoltages to relatively low levels;

Note: remote control, small power signal circuit electrical appliances

---{)vervoltage Category П: Тhе energy consuming equipment powered Ьу fixed distribution units; 

Note: appliances, portaЫe tools and other household and similar loads 

---{)vervoltage Category Ш: Тhе equipment in fixed power distribution installations, and those whose reliability and suitability must meet 

special requirements 

Note: switchgear installed in fixed power distribution units and industrial equipment peпnanently connected to fixed power distribution units 

---{)vervoltage Category N: Тhе equipment used on the power side of а power distribution unit 

Note: measuring instrument and pre-stage overcurrent protection equipment. 

Rated Pulse Voltage ( 1 ЕС 60664-ПаЫе В2) 

Nominal voltages currently used globally Equipment rated impulse voltage1) 
Conductor-netural 1------�----�----�------+-------------'V-------------1 
conductor voltage 
derived from the 
totalnominalAC 

volatge or nominal 
DC voltage 

(less or equal to) 
V 

50 

100 

100 

300 

600 

1 РОО-21 

Тhree-phase 
four-wire 

system neutral 
grounded 

66/115 

120/208* 
127/220 

220/380 
230/400 
240/415 
260/440 
270/480 

347/600 
380/660 
400/690 
417/720 

Тhree-phase 
three-wire 

system 
grounded 

or ungrounded 

66 

115 
120 
127 

200**,220, 
230,240, 
260,277 

347,380, 
400,415, 
440,480, 
500 

Single-phase 
two-wire 
system 

AC orDC 

12.5 24 
25 
42 

60 

30 
48 

100** 
110,120 

220 

480 

Single-phase 
three-wire 

system 
AC orDC 

30-60

100-200·· 
110-220
120-240

220-440

480-960

330 

500 

800 

1500 

2500 

Overvoltage category 

11 111 IV 

500 800 1500 

800 1500 2500 

1500 2500 4000 

2500 4000 6000 

4000 6000 8000 

480/830 

1000 

577,600 

600 
690, 720 
830, 1000 

* Appliedin the U.S. andCanada

** Applied in Japan

Pollution Degree 

Overview 

1000 4000 6000 8000 12000 

Тhе micro environment determines the influence of pollution on insulation, but the macro environment must Ье taken into account when 
considering the rnicro environment. 

Effective use of enclosures, enclosed or airtight meaures can reduce contamination of insulation. These pollution reduction measures may Ье 
ineffective when the equipment is contaminated Ьу condensation or Ьу itself during normal operation. Solid particles, dust, and water can completely 
bridge small electrical gaps, so rninimum electrical gaps should Ье specified wherever contamination can exist in the rnicroscopic environment. 
Note 1 :Contamination will change to conductive contarnination in hurnid conditions. Pollution caused Ьу polluted water, soot, metal dust, carbon 

dust is а common conductive pollution. 
Note 2:Conductive pollution from ionized gases or metal deposits occurs only in certain circumstances, such as arc suppression chambers in 

switchgear and control equipment, and is not covered in this section. 

1n order to calculate creepage distance and electrical clearance, the pollution level of rnicro environment is stipulated as the following 4 levels: 

-- Pollution level 1 

Pollution free or only dry, non-conductive pollution, which has no effect; 

-- Pollution level 2 

Generally, only non-conductive contamination occurs, although occasional transient conductive contarnination must Ье expected from condensation. 

-- Pollution level 3 

There is conductive pollution or dry non-conductive pollution becomes conductive pollution due to expected condensation; 

* WEIPU heavy-duty connectors are designed according to this pollution level.

-- Pollution level 4

Persistent conductive pollution, such as the pollution that caused Ьу conductive dust or rain or other hurnid conditions.

Special rules 

Тhе lower level pollution connector is allowed to Ье used under certain condistions. Based on DIN ЕNб 1984, section 6.19.2.3: 
-- For connectors with IP54 or above, the insulating parts in the housing can Ье graded according to the lower pollution level. 
-- It is also suitaЫe for cartridge connectors where the connector housing is used to ensure tightness, and for connectors that are separated only 

during testing and maintenance. 

Requirements: 

1. Connectors with at least IP54 rating according to IEC 60529

2. lnstalled in the housing and disconnected only for testing and maintenance

3. lnstalled in the shell and protected Ьу а cover when disconnected, so that its protection level is at least IP54

4. 1n а control Ьох with а protection level of at least IP54

Note: Тhе above conditions cannot apply if the connector is exposed to the industrial atrnosphere in the disconnected state

Typical applications where pollution level 2 is used: 

А connector that serves the drive motor and is disconnected only to replace the darnaged motor, even if the equipment or system requires а pollution level 3. 

• Connectors for modular design machines, for transport purposes only, and can Ье quickly installed and reliaЬly debugged. А protective cover or

equivalent package must Ье provided during transportation to ensure that the connector is not contaminated.

• Connector that located in IP54 switch cabinet, its IP54 housing can Ье ignored.
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Other Terminology 

Electrical Clearance 

Тhе shortest distance in air between two conductive parts. 

Electrical clearances withstanding transient overvoltages (IEC 60664-1 ТаЫе F.2) 

Minimum electrical clearance in the atmosphere from sea level to 2000m above sea level 
Required 
impulse 
withstand 
voltage 1Js) 

kV 

0.40 

0.502 > 

0.60 

О.802 > 

1.0 

1.2 

1.52) 

2.0 
2.52) 

3.0 
4.02> 

5.0 

6.02> 

8.02> 

10.0 

12.02> 

15 

20 

25 

30 

40 

50 

60 

80 

100 

1) F or this voltage

А 
non-unifonn electric field 

Pollution Degree 6) 

2 3 

mm mm mm 

0.01 

0.02 

0.04 
0.23)4) 

0.06 

0.10 

0.15 

0.25 0.25 
0.5 0.5 
1.0 1.0 1.0 

1.5 1.5 1.5 

2.0 2.0 2.0 

3.0 3.0 3.0 

4.0 4.0 4.0 

5.5 5.5 5.5 

8.0 8.0 8.0 

11 11 11 

14 14 14 

18 18 18 

25 25 25 

33 33 33 

40 40 40 

60 60 60 

75 75 75 

90 90 90 

120 120 120 

170 170 170 

mm 

0.01 

0.02 

0.04 

0.06 

0.10 

0.15 

0.2 

0.3 

0.45 

0.60 

0.80 
1.2 

1.5 

2.0 

3.0 

3.5 

4.5 

5.5 

8.0 
10 

12.5 

17 

22 

27 

35 

45 

в 

unifonn electric field 

Pollution Degree 6) 

2 

mm 

0.23)4) 

0.3 

0.45 

0.60 

0.80 

1.2 

1.5 

2.0 

3.0 

3.5 

4.5 

5.5 

8.0 

10 

12.5 

17 

22 

27 

35 

45 

--Тhе maximum impulse voltage expected to occur at both ends of the electrical gap for functional insulation;

3 

mm 

1.2 

1.5 

2.0 

3.0 

3.5 

4.5 

5.5 

8.0 
10 

12.5 

17 

22 

27 

35 

45 

--Тhе basic insulation that directly withstands the instantaneous overvoltage of the low-voltage power grid refers to the rated impulse

voltage of the equipment; 

--F or other basic insulation, the maximum impulse voltage that may occur in the circuit. 

Reinforced insulation 

2) Preferred value.

3) Printed circuit materials can Ье used for pollution level 1, but its value should not Ье less than 0.04mm.

4) Тhе minirnum electrical gaps of pollution levels 2 and 3 given in the tаЫе are proposed on the basis of the reduced tolerance characteristics

of relevant creepage distance.

5) Interpolation method is allowed for components or lines in equipment with impulse voltage requirements. However, the standard approach

should Ье to use а specified set of preferences.

6) Except for the minimum electrical clearance of 1.6mm, the electrical clearance of pollution grade 4 is the same as that of pollution grade 3.

IP00-23 

Creepage Distance 

Тhе shortest dist.ance between two conductive parts along the surface of а solid insulating material. 

IEC 60664-1 ТаЫе F.За. Single-phase (three-wire ortwo-wire)AC or DC systems 

Rationalized voltages in ТаЫе F.4 
Тhе nominal voltage of 

Wire-to-Wire Insulation
1 J Wire-to-Wire Insulation

1 J 

а power spuply system* 

V 
All systems 

V 

Тhree-wire neutral grounding system 

V 

12.5 

24 

25 

30 

42 

48 

50" 

60 

30~60 

100 

11 О 

120 

150** 

200 

100~200 

220 

110~220 

120~240 

300** 

220~440 

600** 

480~960 

1 ООО** 

12.5 

25 

32 

50 

63 

63 32 

100 

125 

160 

200 

200 100 

250 

250 125 

320 

500 250 

630 

1 ООО 500 

1 ООО 

1) Тhе wire to ground insulation level of an ungrounded or impedance grounded system is equal to the wire to wire insulation level, since

the operating voltage of any wire to ground of the system may actually approach the full wire to wire voltage. Тhis is because the actual

voltage from wire to ground is determined Ьу the insulation resistance and capacitive reactance of each wire to ground, so а wire with а

low (Ьut permitted) insulation resistance can Ье considered grounded in effect, and the other wire to ground voltage can Ье raised to the

full voltage from wire to wire.

* See section 4.3.2 ofIEC 60664-1 for the relation to rated voltage.

** Тhese values coпespond to those listed in ТАВLЕ F. l ofIEC 60664-1. 
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ШС 60664-1 ТаЫе F.3B Three-phase (four-wire or three-wire) АС systems ТаЫе F.4 Avoiding creepage distance caused Ьу electric trace fault 

Rationalized Voltages in ТаЫе F.4 Minimum Creepage Distance 

Тhе Nominal Voltage of Wire-to-wire fusulation Wire-to-ground Insulation Printed Circuit Мaterial 

а Power Supply System* Three Phase Three Wire System Voltage Pollution Degree 

AllSystems Three Phase Four Wire 
System N eutral Grounded 2 > Ungrounded 1J or (power supply) RМS1J 1 2 1 2 3 

V 
V 

Two Wire Grounded 
V Material Material/Group material/Group 

V Material Material 
/Group, /Group /Group I II III I II ПР 

60 63 32 63 Except 
mm ШЬ mm mm mm mm mm mm mm mm 

11 О 
10 0.025 0.040 О. 080 0.400 0. 400 0. 400 1.000 1.000 1.000 

120 125 80 125 12.5 0.025 0.040 о. 090 0. 420 0.420 0.420 1.050 1.050 1.050 

127 16 0.025 0.040 О. 100 0. 450 0.450 0.450 1.100 1.100 1.100 

150** 160 160 
20 0.025 0.040 0.11 О 0.480 0.480 0.480 1.200 1.200 1.200 

25 0.025 0.040 0.125 0. 500 0.500 0.500 1.250 1.250 1.250 
200 200 200 

32 0.025 0.040 0.14 0.53 0.53 0.53 1.30 1.30 1.30 
208 200 125 200 

40 0.025 0.040 0.16 0.56 О. 80 1. 1 О 1.40 1.60 1.80 

220 50 0.025 0.040 0.18 0.60 0.85 1. 2 1.50 1.70 1.90 

230 250 160 250 63 0.04 0.063 0.20 0.63 О. 90 1. 25 1.60 1.80 2.00 

240 80 0.063 0.100 0.22 0.67 0.95 1. 30 1.70 1.90 2.10 

100 0.100 0.160 О. 25 о. 71 1.00 1. 40 1.80 2.00 2.20 
300** 320 320 

125 0.160 0.250 О. 28 о. 75 1.05 1.50 1.90 2.10 2.40 
380 160 0.250 0.400 О. 32 0.80 1.1 О 1.60 2.00 2.20 2.50 

400 400 250 400 200 0.400 0.630 0. 42 1.00 1.40 2.00 2.50 2.80 3.20 

415 250 0.560 1.000 О. 56 1. 25 1.80 2.50 3.20 3.60 4.00 

440 500 250 500 
320 0.750 1.60 О. 75 1. 6 2.20 3. 20 4.00 4.50 5.00 

480 
400 1.0 2.0 1.0 2.0 2.8 4.0 5.0 5.6 6.3 

500 1.3 2.5 1.3 2.5 3.6 5.0 6.3 7 .1 
8.0 

500 500 320 500 (7.9)4

) 

575 630 400 630 
&О 9.0 10.0 

600** 630 630 630 1.8 3.2 1.8 3.2 4.5 6.3 
(9.0)4

) (7 .9)
4

) (8.4)
4

) 
660 

10.0 11.0 12.5 
690 630 400 630 800 2.4 4.0 2.4 4.0 5.6 &О 

(9. 0)
4

) (9.6)4) (10.2)4

) 

720 
12.5 14.0 16.0 

830 800 500 800 1000 3.2 5.0 3.2 5.0 7.1 10.0 

630 
(10. 2)

4

) (11.2)') (12.8)4

) 

960 ООО 1 ООО 

ООО** ООО 1 ООО 4.2 
16.0 18.0 20.0 

1250 6.3 9.0 12.5 
(12. 8)

4

) (14.4)4

) (16.0)') 

1) Тhе wire to ground insulation level of an ungrounded or impedance grounded system is equal to the wire to wire insulation level, since 20.0 22.0 25.0 

the operating voltage of any wire to ground of the system may actually approach the full wire to wire voltage. This is because the actual 1600 5.6 &О 11.0 16. О
(16. 0)

4

) (17 .6)
4

) (20.0)4

) 

voltage from wire to ground is determined Ъу the insulation resistance and capacitive reactance of each wire to ground, so а wire with а
low (Ьut permitted) insulation resistance can Ье considered grounded in effect, and the other wire to ground voltage can Ье raised to the 25.0 28.0 32.0 

2000 7.5 10.0 14.0 20.0 
full voltage from wire to wire. (20. 0)

4

) (22.4 )4) (25.0)
4) 

2) If the equipment can Ье used for both grounded and ungrounded, three-phase three-wire and three-phase four-wire power supply, only
the data in the three-phase three-wire system will Ье used. 32.0 36.0 40.0 

2500 10.0 12.5 1&0 25.0 
* Тhе relationship with rated voltage is described in IEC60664-l section 4.3.2. (25. 6)') (28.8)') (32.0)') 

** These values correspond to those listed in ТАВLЕ F. l ofIEC60664-l.
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IEC 60664-1 ТаЫе F.4 

Minimum Creepage Distance 

Printed Circuit Materia 

Voltage 
Pollution Degree 

RМS 1) 1 2 1 2 3 

V Material/Group Material/Group 
Material Material Material 
/Group /Group, /Group, I II III I II III2) 

mm Except Except 
ПIЬ mm ПIЬ mm mm mm mm mm mm mm 

3200 12.5 16.0 22.0 32.0 
40.0 45.0 50.0 

(32. 0)41 (36. 0)41 (40. 0)41 

4000 20.0 2&0 40.0 
50.0 56.0 63.0 

16.0 
(40. 0)41 (44. 8)41 (50. 4 )41 

5000 
20.0 25.0 36.0 50.0 

63.0 71.0 ВО.О 

(50. 4)41 (56. 8)41 (64. 0)41 

6300 25.0 32.0 45.0 63.0 
во.о 90.0 100.0 

(64. 4)
41 (72. 2)

41 (80. 0)41 

8000 
32.0 40.0 560 80.0 100.0 11 О.О 125.0 

(80. 0)41 (88. 0)41 (100. 0)'1 

10000 40.0 50.0 71.0 100.0 
125.0 140.0 160.0 

(100. 0)41 (112. 0)4
) (128. 0)41 

12500 50.03' 63.03 ' 90.03 ' 125.03 ' 

16000 63.03' 80.03 ' 110.03' 160.03' 

20000 80.0
3' 100.03' 140.03 ' 200.03' 

25000 100.03' 125.03 ' 180.03 ' 250.03 ' 

32000 125.03' 160.03 ' 220.03 ' 320.03 ' 

40000 160.03' 200.03' 280.03 ' 400.03 ' 

50000 200.03' 250.03 ' 360.03 ' 500.03 ' 

63000 250.03' 320.03 ' 450.03 ' 600.03 ' 

1) For this voltage

Тhе functional insulation is the working voltage;

--Тhе basic insulation and additional insulation of the circuit directly supplied Ьу the grid (see IEC60664- l 4. 3. 2.2. 1) is the rationalized

voltage or rated insulation voltage converted Ьу the rated voltage of the equipment through tаЫе F.3a or F.3b; 

--For systems not directly supplied Ьу the grid, the basic insulation and additional insulation of equipment and intemal circuits (see IEC 

60664-1 4. 3. 2. 2) is the highest RМS voltage that may occur in the system, equipment or intemal circuits under the most onerous 

combination of operating conditions within the rated range of equipment and when the rated voltage is applied extemally. 

2) MateriaJ/Group ШЬ is not recommended for pollution level 3 and voltage over 630V products.

3) Based on provisional data obtained Ьу extrapolation, each Prodicuct Standards Technical Committee may use its own data if it has other

empirical data.

4) Тhе values in brackets are suitaЫe for the reduced creepage distance when the reinforcement is used (see IEC60664- l 5.2.5).

Note: Тhе measurement deviation is not necessary to Ье maintained at the same high degree of accuracy as creepage distance in this tаЫе.

IP00-27 

creepage distance 

electrical clearance 

Working Voltage 

With fixed current, preferaЫy at ambient temperature of 40°С, the connector can make permanent (uninterrupted) connections 
simultaneously through all contacts of the maximum conductor without exceeding the temperature upper limit. 

The dependence of rated current on amЬient temperature is illustrated U 
in the coпesponding derating diagram. 

Rated hnpulse Voltage 

The impulse withstand voltage value specified Ьу the manufacturer 5 О% 
for the equipment or its components to characterize the specified aЬility 
of its insulation to withstand transient overvoltages. 
(Test waveform voltage is 1.2/50 microseconds according to IEC 60060-1) 

Instantaneous Overvoltage 

1.2 µ s 

50 µ s 

Those overvoltages that appear within а few milliseconds or less and they're oscillating or non-oscillating, usually highly damped. 

Power Frequency Withstand Voltage 

Apply а voltage on the sample for 1 minute under specified test conditions that will not cause breakdown and/ or flashover of the sample. 

Test voltage (DIN EN6 l 984 tаЫе 8) 

Rated Pulse Voltage ( U ; • .) 
Test Voltage oflmpulse Withstand Voltage 

Withstand Voltage RМS kV(1. 2 µs / 50 µs) 
kV (50 /60Hz) 

kV Altitude 2000m SeaLevel 
0.5 0.5 о. 55 о. 37 
0.8 0.8 о. 91 о. 50 
1.5 1.5 1. 75 о. 84 

2.5 2.5 2. 95 1. 39 
4 4 4. 8 2. 21
6 6 7. 3 3. 31
8 8 9. 8 4. 26

12 12 14.8 6. 60
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CTI Values for Classification oflnsulating Materials 

The perfonnance of insulating materials is very complex under different kinds of pollution and voltage. Many materials may
exhiЬit two or even three of these properties under various conditions. There is virtually по direct relationship between insulating 
materials and material groups. However, experience and tests have shown that the arrangement of insulating materials with higher
relative properties is also approximately the same as that of the corresponding class according to the comparative electrocrease
index(CТI).

IPRating 

1n the actual use ofthe connector, the dust and water
vapor in the surrounding environment will affect the 
nonnal use ofthe connector, so IEC classifies electrical
appliances according to their dust-proof and moisture
proof characteristics. The IP protection level is composed 
of two numbers. The first number represents the level of
the electrical appliance being dust-proof and preventing
the intrusion of external objects ( extemal objects referred 
to here include tools, and human fingers cannot touch the 
live parts ofthe electrical appliance to avoid electric shock),

the second number indicates the degree of airtightness of 
the electrical appliance against moisture and water immersion.
The larger the number, the higher the protection level.

Material Group 

• Insulating materials are divided into four groups

according to their СП values, and the specific groups

are as follows:

• Group 1: 600::;СТI;

• Group П: 40Q::;CТI<600;

• Group Ша: 175::;СТI<400;

• Grouplllb: 1ОО::;СТI<175

• Insulation materials can use Tracking Resistance lndex (PTI)

to indicate tracking resistance. А certain insulating material

belongs to one ofthe above four insulating material groups

IP00-29 

Number 

1 

IP 

о

1 

2 

з

4 

5 

6 

Solids Number 

2 

® No Protection 
IP 

о

� 

Protected against 
solid objects over 
50mm, 1 
e.g.accidenta\ 
touch Ьу hands 

Protected against 

�-
solid objects over 

2 12.Smщ 

e.g. fmgers 

� 

Protected against 
solid objects over з2.5mm, 
e.g. tools & wires 

Protected against 
so\id objects over 

4 lmщ e.g. 
wires, nails etc. 

_ · .. _. ;· : •. • _. _. Protected agзinst 
• ."--�: _". dust limited 
• _: ® / ingress, not 5 

ф·:·.-· ;.·;. ·:.-: harmfu\\ depoыts 

.. 
.:-.·-

�

·'·····-, •. 
Totally protected 

._:·."."®·_": 6 

.;{ ,. ,} 
against dust 

7 

8 

9К 

Liquids

® No Protection 

111111111111 
1�11 1111 
11�11 
1 1 
1 1 

! ! 

, 15
° 

\ \ 1 \ 1!111ij 
1
�

1!11/1 

,,�,, 1 / 
\ / 

Protected against 
vertically fa\Eng 
drops of water 
e.g. condensation 

Protected against 
ilirect sprays of 
water up to 15 °
ftom the vertical 

,о Protected against 
\\\\\' //11

1 
• 

,'"'\, 
� 

1/// direct sprays of 
,':.._.::-.:-' /�� waterupto60° ', / 

ftom the vertical ш 

:/}®"":-','-:;__-·,,,, -..:-
">/1:·S'' 

••• •Сс®ёа•
1,; .. � �\ 

·� //11\ --· 

J [ •"®"'•"-' ? 

[? \�/ �\ 

Protected against 
water splashed 
ftom а11 ilirections, 
limited ingress 
permitted 

Protected against 
\ow pressure jets 
of water for at 
\east 3 minutes 

Protected against 
strongjets of 
water for at \east 
Зminutes 

l'III� 
Protected against 

the effects of 
tешроrшу 

mmersionin 
lmwater 

lllJ=tg 
"'{) � r;?/ Protected against 

�sry ® Ф=� 
\ong periods of 
immersion WI.der 

/;J rfir ('\ pressure 

Current-Carrying Capacity 

Current carrying capacity is detennined according to the tests carried out in DIN EN 60512-5-2. The current carrying
capacity is limited Ьу the thermal properties of the tenninal materials and the insulation materials. There is а limit temperature 
for these components. According to DIN EN 61984, the sum of amЬient temperature and connector temperature rise must
not exceed the limit temperature. Limit temperature is valid for the entire connector, including connector and housing. 

The relationship between current, temperature rise (loss of contact resistance ), and connector amЬient temperature is
shown as а curve. 1n а linear coordinate systern, the current is located оп а vertical line ( ordinate ), and the amЬient temperature
is located оп а horizontal line ( abscissa ), above which the temperature limit ends.

Current(l)

Upper limit of

PennissiЫe working area

Withstand

Current Carrying Capacity Curve

Material's 
Temperature Limit 

Electronic devices themselves have а maximum allowaЫe resistance value. Since it is not possiЫe to select this maximum 
allowaЫe resistance for actual measurement, the base curve obtained above must Ье modified. According to experience, and 
considering the influence ofthe maximum allowaЫe resistance and measurement епоr, ifthe current intensity is reduced to 80%,
it can meet the needs ofthe actual situation. The resulting curve is called the toleraЫe current curve.

n 
� 
n 

n 

�-

Current(l)

13 

12 

1 1 

о 

дtЗ 

1 дt2 
1 

_______ L _______ _ 
1 
1 
1 
1 
1 
1 1 

-------+--------L----------
1 1 
1 1 
1 1 
1 1 
1 1 
1 1 
1 1 

--------------------------- EnvironmentTemperature ( t) 
tЗ t2 t1
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Low Current and Low Voltage 

WEIPU connector pin is plated with silver,which has excellent electrical conductivity. Over time, during the 

connector's life cycle, the interaction of the connector and the sulfide in the air will produce a black oxide layer on the silver 

plated surface, which will increase the contact resistance of the connector and affect its ability to transmit current. The figure 

below illustrates a comparison of an artificially aged contact representing a 20-year life span with a new contact. 

j 

__/ 

�
�

, 
�l 

New Contact 

After Aging 

\ 
\ 
\ 

� .../'

� ......
" 

�l 
I 
I 

� // \ 
j � 

Gold-plated pins are recommended for particularly demanding transient signals and signal transmission 

Choice of silver-plated or gold-plated pins 

silver-plated 
5V 

gold-plated 

5mA 

I P00-31 

--

Metric Thread 

Metric threads are specified in the international DIN EN 50262 standard, which describes the metric series M12 to 

M63. Thread dimensions are given by the product type description. For example, M20 refers to a thread diameter of 

20mm. For easy identification, metric threaded housing and housing are marked with M. 

Cable range of metric sealing sleeve: 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32 

PG29 

PG29 

PG29 I 

PG21 

I PG21 I 

I PG16 I 
PG16 M40 

M40 

PG13.5 

M32 

PG11 I M32 

PG11 

M25 

M25 

M20 

M20 

M20 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32 

Cable 

The figure shows different cable diameters, depending on wire gauge and number of conductors. 

All data are average values for commercial cables. 
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НА Series-Мini Inserts 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No.ofContact: З+РЕ, 4+РЕ , 10+РЕ , 16+РЕ, 32 (2Х16) +РЕ 

Insert 

Rated Current 

Rated Current 

Rated Voltage 

Rated Pulse Voltage 

Pollution Degree 

Insulation resistance 

Material 

Working Temperature 

Нд-003, Нд-004: 1 Од 
Нд-010, Нд-016, Нд-032: 16д 
{see current load diagram) 

Нд-3, Нд-4: 1 Од 
Нд-10, Нд-16, Нд-32: 16д 
{see current load diagram) 

Нд-003, Нд-004: 250V/400V 
Нд-010, Нд-016, Нд-32: 250V 

4kV 

3 

:::::::1010 0 

Polycarbonate 

-40°С-125°С 

Flammability Rating (Ul94) V-0 

Complies with UL/CSArated voltage 

Mating Cycle 

Contact 

Material Copper Alloy 

600V 

:::::::soo 

Plating Gold-plated, Silver-plated 

Contact resistance � 1 m О 

Termination Screw Termination 

WireSize 0.75-1.5mm2 (Нд-003, Нд-004) 
18-16дWG (Нд-003, Нд-004)
0.75-2.5mm2 (Нд-010, Нд-016, Нд-032)
18-14дWG (Нд-010, Нд-016, Нд-032)

stripping length 4.5mm2 
( Нд-003, Нд-004) 

7.5mm2 (Нд-010, Нд-016, Нд-032) 

Crimp Termination 

WireSize 0.14-4 mm2 26-12дWG 
stripping length 7 .5mm2 

Current-Carrying Capacity 

Тhе current carrying capacity is limited Ьу the thermal properties 
of the terminal materials and the insulation materials. Test and control 
procedшes are in accordance with IEC 60512-5-2 

А 

35 
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25 
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15 
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--
-- !'-,._ ......... 
--� 1'-

r--.. 
' 

!'-,._ r---S 10 
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� 
ьо 5 
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Environment Temperature НА-004 
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Environment Temperature НА-010 

А 

30 
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.............. 20 

15 

' 
1'-k --
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-
� r--- ........ 

!"---
-- r---г-- r--.. 

® 
г---r:::: r::: �

\ 
20 30 40 50 60 70 80 90 100 110 120 130 

Environment Temperature НА-О 1 6 / Н А-З 2 

G) wire size : 2. 5mm'
® wire size : 1. 5mm'
®wiresize: 1. Omm2 

G) wire size : 2. 5mm'
® wire size : 1. 5mm'
®wiresize: 1. Omm2 

G) wire size : 2. 5mm'
® wire size : 1. 5mm'
®wiresize: 1. Omm2 

'С 

НА-003, НА-004 НА Series-Mini Insert 

З+�, 4+� 
1 ОА 230/ 400V 4kV 3 

Insert 

Screw Termination 
Contact surface: silver-plated 

Screw Termination 
Contact surface: silver-plated 

Wire Size 
(mm

2
) 

о. 75~1. 5 

о. 75~1. 5 

Product Code 

male 
190 01 О 003 2000 

female 
190 011 003 2000 

male 
190 01 О 004 2000 

female 
190 011 004 2000 

Use with ЗAhoods/housings, re ferto P15-0l-P15-05 

PartNumber 

male НА-003-М 

female HA-003-F 

male НА-004-М 

female HA-004-F 

male 

female 

Drawings 
(mm) 

г
275

1 

�] 

г
266

� 

�

stripping length : 4. 5mm 
Torque: О. 25N • m 

г
29_9

-::-1 

male mJ 

1
295

� 

female � w �-ъ] 

stripping length , 4. 5mm 
Torque: О. 25N • m 

IP01-01 РО1-О2I 

01 
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НА-01 О НА Series-Mini Insert 

10+@ 
16А 250V 4kVЗ Use with l0Ahoods/housings, referto Рlб-01-Рlб-02 

Insert 

Screw Teпnination 
Contact surface: silver-plated 

Crimp Teпnination 
Contact surface: silver-plated, 

gold-plated 

WireSize 
(mm2

) 

о. 75~2. 5 

0.14~ 4 

Product Code 

male 
190 010 0102000 

female 
190 011 0102000 

male 
190 010 0103000 

female 

PartNumber 

male НА-010-М/В 

female НА-010-F/B 

male НА-01 О-МС 

Drawings 
(mm) 

ф Maximum distance between inserts24mm 
stripping length: 7. 5mm 
Torque: О. SN·m 

_,,
_

� 

nti 

, ... ,.�-an 
@� L22вJ: 

ф Maximum distance between inserts24mm 

190 011 0103000 female НА-О 10-FC ContactLayout(ГerminationFrontView) Pane!MountingCUtoutDrawing 

male female 

Crimp Contact Product Code PartNumber Product Code Part Number 

silver-plated 191 100 0160030 У J2.5-25- 0.37 AG 191200 016 0030 УК2.5-22-О.37 AG 

191 100 0160040 У J2.5-25- 0.5AG 191200 016 0040 YK2.5-22- 0.5AG 

191 100 0160060 У J2.5-25- 0. 75AG 191200 016 0060 УК2.5-22- 0. 75AG 

191 100 0160080 У J2.5-25- 1.0AG 191200 016 0080 YK2.5-22- 1.0AG 

191 100 0160090 У J2.5-25-1.5AG 191200 016 0090 YK2.5-22- 1.5AG 

-
,. 

191 100 0160100 У J2.5-25-2.5AG 191200 0160100 YK2.5-22-2.5AG 

191 100 0160110 У J2.5-25- 3.0AG 191200 0160110 YK2.5-22- 3.0AG 

191 100 0160120 У J2.5-25- 4.0AG 191200 0160120 YK2.5-22- 4.0AG 

191 110 0160030 У J2.5-25- 0.37 AU 191210 0160030 УК2.5-22-О.37 AU 

gold-plated 
191 110 0160040 У J2.5-25-0.5AU 191210 0160040 YK2.5-22- 0.5AU 

191 110 0160060 У J2.5-25- 0. 75AU 191210 0160060 УК2.5-22-О. 75AU 

191 110 0160080 YJ2.5-25- 1.0AU 191210 0160080 YK2.5-22- 1.0AU 

191 110 0160090 У J2.5-25-1.5AU 191210 0160090 YK2.5-22- 1.5AU 

191 110 0160100 У J2.5-25-2.5AU 191210 0160100 YK2.5-22-2.5AU 

191 110 0160110 У J2.5-25-3.0AU 191210 0160110 YK2.5-22- 3.0AU 

191 110 0160120 У J2.5-25- 4.0AU 191210 0160120 YK2.5-22- 4.0AU 

For crimp tool and removal tool, see page Р25-01 

1 РО1-ОЗ 

�
68 81 

,. 8 2 
88 8 з 

98 8, 

10 8 85 

male 

�
1 8 86 

28 8, 

38 88 

,8 89 

58 810 

female 

,F---���---1 1 • 1 
1 1 

:- ------1---F - : � 
1 i±зr- 1 <; -
t=

-------- 1 

ф
<>;, 

43.5 З 

Drawings 
(mm) 

;� j l 
1

��� 
25 22 - - -

male female 

Msrks wire size (mm
2

) 

Without о. 14-0. 37 AWG26-22 
Gшov 
Without О. 5 AWG20 <koov 
Withl о. 75 AWG18 <koove 
Withl 1 AWG18 
Groove 
With2 1. 5 AWG16 <koove 
With3 
<koove 2. 5 AWG14 
Wide з AWG12 

Without 4 AWG12 Groove 

stripping length : 7 .Smm 

Contact resistance� 1 m О 

НА-016 НА Series-Mini Insert 

16+@ 
16А 250V 4kV 3 Use with 16Ahoods/housings, refer to Pl 7-01-Pl 7-02 

Insert 

Screw Teпnination 
Contact surface: silver-plated 

Crimp Teпnination 
Contact surface: silver-plated, 

gold-plated 

Crimp Contact 

silver-plated 

-- ,.

gold-plated 

WireSize 
(mm2

) 

о. 75~2. 5 

0.14~ 4 

Product Code 

male 
190 010 0162000 

female 
190 011 0162000 

male 
190 010 0163000 

female 
190 011 0163000 

PartNumber 

male НА-О 16-М 

female HA-016-F 

male НА-016-МС 

female НА-О 16-FC 

male female 

Product Code PartNumber Product Code Part Number 

191 100 016 0030 YJ2.5-25- 0.37AG 191200 016 0030 УК2.5-22-О.37 AG 

191 100 016 0040 YJ2.5-25- 0.5AG 191200 016 0040 YK2.5-22- 0.5AG 

191 100 016 0060 YJ2.5-25- 0.75AG 191200 016 0060 УК2.5-22- 0. 75AG 

191 100 016 0080 У J2.5-25- 1.0AG 191200 016 0080 YK2.5-22- 1.0AG 

191 100 016 0090 YJ2.5-25- 1.5AG 191200 016 0090 YK2.5-22-1.5AG 

191 100 016 0100 YJ2.5-25-2.5AG 191200 016 0100 YK2.5-22-2.5AG 

191 100 016 0110 YJ2.5-25- 3.0AG 191200 016 0110 YK2.5-22- 3.0AG 

191 100 016 0120 У J2.5-25- 4.0AG 191200 016 0120 YK2.5-22- 4.0AG 

191 110 016 0030 YJ2.5-25- 0.37AU 191210 016 0030 УК2.5-22-О.37 AU 

191 110 016 0040 У J2.5-25- 0.5AU 191210 016 0040 YK2.5-22-0.5AU 

191 110 016 0060 YJ2.5-25- 0.75AU 191210 016 0060 УК2.5-22-О. 75AU 

191 110 016 0080 YJ2.5-25- 1.0AU 191210 016 0080 YK2.5-22- 1.0AU 

191 110 016 0090 YJ2.5-25- 1.5AU 191210 016 0090 YK2.5-22-1.5AU 

191 110 0160100 У J2.5-25-2.5AU 191210 016 0100 YK2.5-22-2.5AU 

191 110 016 0110 YJ2.5-25- 3.0AU 191210 016 0110 YK2.5-22-3.0AU 

191 110 016 0120 У J2.5-25- 4.0AU 191210 016 0120 YK2.5-22- 4.0AU 

For crimp tool and removal tool, see page Р25-О 1 

Drawings 
(mm) 

fWJ1 
Д![Е_U 

МЗХ1

� 

� 

ф Maximum distance between inserts24mm 
stripping length: 7. 5mm 
Torque: О. 5N·m 

@� �--t mа!ег��---� п±i1 

,)[�j'"lw 
ф Maximum distance between inserts24mm 

Contact Layout (TerminationFront View) Panel Mounting CUtout Drawing 

9 8 8 1 
10 8 8 2 
11 8 8 3 
12 8 8 4 
13 8 8 5 
14 8 8 6 
15 8 8 7 
16 8 8 8 

1 8 8 9 
28 810 
38 811 
48 812 
58 813 
68 814 
78 815 
88 816 

male female 

г�1 
: [ 7

. 5 
& 25 

male 

Msrks 

Without 
Groove 
Without 
Groove 
Withl 
Groove 
Withl 
Groove 
With2 
Groove 
WithЗ 
Groove 
Wide 

Groove 
Without 
<koove 

Drawings 
(mm) 

j l 
1 
l� 

wire size (mm2
) 

�]� 22 & 

female 

о. 14-0. 37 AWG26-22 

о. 5 AWG20 

о. 75 AWG18 

1 AWG18 

1. 5 AWG16 

2. 5 AWG14 

з AWG12 

4 AWG12 

stripping length : 7.5mm 

Contact resistance� 1 m О 

РО1-041 

01 
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01 
НА-032 НА Series-Mini Insert 

32+@ 
16А 250V 4kV 3 

Insert 

Screw Teпnination 

Contact surface: silver- plated 

Crimp Teпnination 

Contact surface: silver-plated, 

gold-plated 

Crimp Contact 

silver-plated 

- -

-

-
-·· ·-

gold-plated 

-

WireSize 
(mm') Product Code 

male 
190 010 0162000 
190 010 016 2010 

О. 75~2. 5 

female 
190 011 0162000 
190 011 0162010 

male 
190 010 0163000 
190 010 016 3010 

0.14~4 

female 

190 011 0163000 
190 011 0163010 

male 

Product Code PartNumber 

191 100 016 0030 У J2.5-25- 0.37 AG 

191 100 016 0040 У J2.5-25- 0.5AG 

191 100 016 0060 У J2.5-25- 0. 75AG 

191 100 016 0080 У J2.5-25- 1.0AG 

191 100 016 0090 У J2.5-25- 1.5AG 

191 100 0160100 У J2.5-25-2.5AG 

191 100 0160110 У J2.5-25- 3.0AG 

191 100 0160120 У J2.5-25- 4.0AG 

191 110 0160030 У J2.5-25- 0.37 AU 

191 110 0160040 У J2.5-25- 0.5AU 

191 110 0160060 У J2.5-25- 0. 75AU 

191 110 0160080 У J2.5-25- 1.0AU 

191 110 0160090 У J2.5-25- 1.5AU 

191 110 0160100 У J2.5-25-2.5AU 

191 110 0160110 У J2.5-25- 3.0AU 

191 110 0160120 У J2.5-25- 4.0AU 

For crimp tool and removal tool, see page Р25-01 

1 РО1-05 

Use with 32Ahoods/housings, referto Р18-01-Р18-03 

PartNumber 

male 
НА-016-М 
НА-016-М(17-32) 

Drawings 
(mm) 

� u_l_J 

female 
HA-016-F 
HA-016-F(17-32) 

Cem,� 
72. 5 

МЗХ1

ю 

rn+-1 

male 
НА-016-МС 
НА-016-МС(17-32) 

female 
HA-016-FC 
HA-016-FC(17-32) 

female 

Product Code Part Number 

191200 0160030 YK2.5-22- 0.37AG 

191200 0160040 YK2.5-22- 0.5AG 

191200 0160060 YK2.5-22- 0.75AG 

191200 0160080 YK2.5-22- 1.0AG 

191200 0160090 YK2.5-22- 1.5AG 

191200 0160100 YK2.5-22-2.5AG 

191200 0160110 YK2.5-22- 3.0AG 

191200 016 0120 YK2.5-22- 4.0AG 

191210 0160030 YK2.5-22- 0.37AU 

191210 0160040 YK2.5-22- 0.5AU 

191210 0160060 YK2.5-22- 0.75AU 

191210 0160080 YK2.5-22- 1.0AU 

191210 0160090 YK2.5-22- 1.5AU 

191210 0160100 YK2.5-22-2.5AU 

191210 0160110 YK2.5-22- 3.0AU 

191210 0160120 YK2.5-22- 4.0AU 

ф Maximum distance between inserts24mm stripping length: 7. 5mm Torque: О. 5N·m 

Contact Layout (Тermination Front View) 

29 е 8 21 13 8 8 � 

30 8 8 22 1'4 8 8 6 

male Panel Mounting 
Cutout Drawing 

�- 813 218 829 

68 814 22 8 8 зо 

female 

Drawings 
(mm) 

·� l 1 �1 
�-75- :J .. .  � 
•---25 --22-- "1. 

i} щ 

Marks wire size (mm2) 

l��t о. 14-0. 37 AWG26-22 
Without о. 5 AWG20 
Groove 

�thl о. 75 AWG18 
�thl 1 AWG18 

��.�- 1. 5 AWG16 

��Т�А 2. 5 AWG14 
Wide 

3 AWG12 Groow 
Without 4 AWG12 
Groove 

stripping length : 7 .5mm Contact resistance� 1 m О 
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02 НЕ Series-Regular Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No.ofContact: 6+РЕ, 10+РЕ , 16+РЕ , 24+РЕ, 32(2Х16)+РЕ, 

48 (2 Х 24) +РЕ 

Insert 

Rated Current 16А { see current load diagram) 

Rated Voltage 500V 

Rated Pulse Voltage 6kV 

Pollution Degree з 

Insulation resistance �10 10 О 

Material Polycarbonate 

Working Temperature -40°С-125°С

FlanпnaЬility Rating (Ul94) V-0 

Complies with UL/CSArated voltage 600V 

Mating Cycle 

Contact 

Material 

Plating 

Contact resistance 

Termination 

Wire Size 

stripping length 

Wire Size 

stripping length 

Wire Size 

�500 

Copper Alloy 

Gold-plated, Silver-plated 

�1mQ 

Screw Termination 

0.75-2 .5mm2 

18-14AWG 
7.5mm 

Crimp Termination 

0.14-4 mm2 2 6-12AWG 

7.5mm 

Cage Clamp Termination 

0.14-2 .5 mm2 2 6-14AWG 
(Not apply to wires with terminals) 

stripping length 7 -9 m m 

1 РО2-01 

Current-Carrying Capacity 

Тhе current carrying capacity is limited Ьу the thermal properties 
ofthe terminal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

30 

25 

20 

15 

1= 10 

j
5 

i 

А 

20 30 40 50 60 70 80 90 100 110 120 130 

Environrnent Temperature 

G) НЕ-006
® НЕ-010
® НЕ-016, НЕ-032
@ НЕ-024, НЕ-048

А 

20 30 40 50 60 70 80 

Environrnent Temperature 

G) НЕ-006
® НЕ-010
® НЕ-016, НЕ-032
@ НЕ-024, НЕ-048

1.5mm' 

90 100 110 120 130 

2.5mm' 

ос 

НЕ-006 Regular Insert 

6+� 
16А 500V 6kV 3 Use with бВ hoods/housings, referto Pl9-0l-Pl9-05 

Insert 

Screw Termination 
Contact surface: silver-plated 

Crimp Termination 
Contact surface: silver-plated, 
gold-plated 

Cage Clamp Termination 
Contact surface: silver-plated 

WireSize 
(mm') 

о. 75-2. 5 

0.14-4 

0.14-2.5 

male 

Product Code PartNumber 

male 
190 040 006 2000 male НЕ-006-М 

female 
190 041 006 2000 female HE-006-F 

male 
190 040 006 3000 male НЕ-006-МС 

female 
190 041 006 3000 female HE-006-FC 

male 
190 040 006 4000 male HE-006-MS 

female 
190 041 006 4000 female HE-006-FS 

female 

Crimp Contact Product Code Product Code Part Number Part Number 

silver-plated 191100 016 0030 У J2.5-25- 0.37 AG 1 91200 0160030 YK2.5-22- 0.37AG 

191100 0160040 У J2.5-25- 0.5AG 1 91200 0160040 YK2.5-22- 0.5AG 

191 100 016 0060 У J2.5-25- 0. 75AG 1 91200 0160060 YK2.5-22- 0.75AG 

- - 191 100 016 0080 У J2.5-25- 1.0AG 1 91200 0160080 YK2.5-22- 1.0AG 

191100 016 00 90 У J2.5-25- 1.5AG 1 91200 01600 90 YK2.5-22- 1.5AG 

-
''1 

191100 0160100 У J2.5-25-2.5AG 1 91200 016 0100 YK2.5-22-2.5AG 

191100 0160110 У J2.5-25- 3.0AG 191200 0160110 YK2.5-22- 3.0AG 

191100 0160120 У J2.5-25- 4.0AG 1 91200 016 0120 YK2.5-22- 4.0AG 

191110 0160030 У J2.5-25- 0.37 AU 1 91210 0160030 YK2.5-22- 0.37AU gold-plated 
191110 0160040 У J2.5-25- 0.5AU 1 91210 0160040 YK2.5-22- 0.5AU 

191110 0160060 У J2.5-25- 0. 75AU 1 91210 0160060 YK2.5-22- 0.75AU 

191110 0160080 У J2.5-25- 1.0AU 1 91210 0160080 YK2.5-22- 1.0AU 

191110 01600 90 У J2.5-25- 1.5AU 1 91210 01600 90 YK2.5-22- 1.5AU 

191110 0160100 У J2.5-25-2.5AU 1 91210 0160100 YK2.5-22-2.5AU 

1 91110 0160110 У J2.5-25- 3.0AU 191210 0160110 YK2.5-22- 3.0AU 

191110 0160120 У J2.5-25- 4.0AU 1 91210 0160120 YK2.5-22- 4.0AU 

For crimp tool and removal tool, see page Р25-01 

Drawings 
(mm) 

(D Maximurn distance between inserts24mm 

stripping length: 7. 5mm 

Torque: О. 5N·m 

·�male 
r 

l--
_j 

еЦ') 

51 МЗХ10 

Cuntact I.ayou1 (Terrnination Front View) Panel Mounting Cutout Drawing 

48 8 1 

58 8 2 

68 8 З 

male 

18 8 4 

28 8 5 

38 8 6 

female 

Drawings 
(mm) 

�� ) 
' 1 

�l :) [ 7. 5 -
'.i l . 25 

- 22 -
male female 

М<rks wire size (mm
2
) 

Without о. 14-0. 37 AWG26-22 
Groove 
Without О. 5 AWG20 Groovo 
Withl о. 75 AWG18 Groove 
Withl 1 AWG18 Groove 
With2 1. 5 AWG16 Groove 
With3 2. 5 AWG14 Groo-
Wide 

3 AWG12 Groove 
Without 4 AWG12 Groove 

stripping length : 7 .5mm 

Contactresistance� 1 m О 

P02 -02 I

02 

Консультация, подбор, покупка: 8 (800) 551-33-61 | sale@weipu.ruБольше информации: weipu.ru



02 НЕ-010 Regular Insert 

10+@ 
16А 500V 6kV 3 U se with 1 ОБ hoods/housings, refer to Р20-1 О 

Insert 

Screw Tennination 

Contact surface: silver-plated 

Crimp Tennination 
Contact surface: silver-plated, 
gold-plated 

Cage Clamp Tennination 

Contact surface: silver-plated 

WireSize 
(mm') 

0.75-2.5 

0.14-4 

0.14-2.5 

male 

Product Code 

male 
190 040 01 О 2000 

female 
190 041 010 2000 

male 
190 040 01 О 3000 

female 
190 041 0103000 

male 
190 040 01 О 4000 

female 
190 041 010 4000 

PartNumber 

male НЕ-010-М 

female НЕ-010-F 

male НЕ-010-МС 

female HE-010-FC 

male HE-010-MS 

female HE-010-FS 

female 

Crimp Contact Product Code Product Code PartNumber PartNumber 

silver-plated 
191 100 016 0030 У J2.5-25- 0.37 AG 191200 0160030 YK2.5-22- 0.37AG 

191 100 0160040 У J2.5-25-0.5AG 191200 0160040 YK2.5-22-0.5AG 

191 100 0160060 У J2.5-25- 0. 75AG 191200 0160060 УК2.5-22- 0. 75AG 

191 100 016 0080 У J2.5-25-1.0AG 191200 0160080 YK2.5-22- 1.0AG 

191 100 016 0090 У J2.5-25-1.5AG 191200 0160090 YK2.5-22-1.5AG 

-- 191 100 0160100 У J2.5-25-2.5AG 191200 0160100 YK2.5-22-2.5AG 

191 100 0160110 У J2.5-25-3.0AG 191200 0160110 YK2.5-22-3.0AG 

191 100 0160120 У J2.5-25- 4.0AG 191200 0160120 YK2.5-22- 4.0AG 

191 110 0160030 У J2.5-25- 0.37 AU 191210 0160030 YK2.5-22- 0.37AU 

gold-plated 
191 110 0160040 У J2.5-25-0.5AU 191210 0160040 YK2.5-22- 0.5AU 

191 110 0160060 У J2.5-25- 0. 75AU 191210 0160060 УК2.5-22-О. 75AU 

191 110 0160080 У J2.5-25- 1.0AU 191210 0160080 YK2.5-22- 1.0AU 

191 110 0160090 У J2.5-25-1.5AU 191210 0160090 YK2.5-22- 1.5AU 

191 110 0160100 У J2.5-25-2.5AU 191210 0160100 YK2.5-22-2.5AU 

191 110 0160110 У J2.5-25-3.0AU 191210 0160110 YK2.5-22- 3.0AU 

191 110 0160120 У J2.5-25- 4.0AU 191210 0160120 YK2.5-22- 4.0AU 

For crimp tool and removal tool, see page Р25-01 

IP02-03 

Drawings 
(mm) 

in 
8 

� 63• 5 � мз Х 1 О 

\ 
� 

,о 

G) Maximum distance between inserts24� 
stripping length: 7. 5mm 
Torque: О. 5N·m 

Contact Layout (Termination Front View) Panel Mounting Cutout Drawing 

<1> 

6 8 8 1 

7 8 8 2 

в • •  з 
9 8 8 4 

<1> 

<1> <1> 

male 

<1> 

1 8 8 6 

2 8 8 7 

3 8 8 8 

4 8 8 9 

<1> <1> 

female 

Drawings 
(mm) 

�� ) 
' 1 

�l 
' 

: - 7. 5 -

� 

·- 25 - - 22 

male female 

Мшks wire size (mm
2) 

Without 
lr-"V о. 14-0. 37 AWG26-22 

Without О. 5 AWG20 Groovo 
Withl о. 75 AWG18 Groove 
Withl 1 AWG18 Groove 
With2 1. 5 AWG16 Groove 
WithЗ 2. 5 AWG14 Groove 
Wide 

Groove 
з AWG12 

Wi1hout 4 AWG12 Groove 
stripping length : 7 .5mm 

Contactresistance� 1 m О 

НЕ-016 Regular Insert 

16+@ 
16А 500V 6kV 3 U se with 1 бВ hoods/housings, refer to Р21-О 1 

Insert 

Screw Tennination 

Contact surface: silver-plated 

Crimp Tennination 
Contact surface: silver-plated, 
gold-plated 

Cage Clamp Tennination 

Contact surface: silver-plated 

WireSize 
(mm') 

О. 75~2. 5 

0.14-4 

0.14-2.5 

male 

Product Code 

male 
190 040 016 2000 

female 
190 041 016 2000 

male 
190 040 016 3000 

female 
190 041 016 3000 

male 
190 040 016 4000 

female 
190 0410164000 

PartNumber 

male НЕ-016-М 

female HE-016-F 

male НЕ-016-МС 

female HE-016-FC 

male HE-016-MS 

female HE-016-FS 

female 

Crimp Contact Product Code Product Code PartNumber PartNumber 

silver-plated 
191 100 016 0030 У J2.5-25- 0.37 AG 191200 0160030 YK2.5-22- 0.37AG 

191 100 016 0040 У J2.5-25- 0.5AG 191200 0160040 YK2.5-22- 0.5AG 

191 100 016 0060 У J2.5-25- 0. 75AG 191200 0160060 YK2.5-22- 0.75AG 

- - 191 100 016 0080 У J2.5-25- 1.0AG 191200 0160080 YK2.5-22- 1.0AG 

191 100 016 0090 У J2.5-25-1.5AG 191200 0160090 YK2.5-22-1.5AG 

�·-''\ 191 100 0160100 У J2.5-25-2.5AG 191200 016 0100 YK2.5-22-2.5AG 

191 100 0160110 У J2.5-25- 3.0AG 191200 0160110 YK2.5-22- 3.0AG 

191 100 0160120 У J2.5-25- 4.0AG 191200 016 0120 YK2.5-22- 4.0AG 

191 110 016 0030 У J2.5-25- 0.37 AU 191210 0160030 YK2.5-22- 0.37AU 
gold-plated 

191 110 0160040 У J2.5-25-0.5AU 191210 0160040 YK2.5-22-0.5AU 

191 110 016 0060 У J2.5-25- 0. 75AU 191210 0160060 YK2.5-22- 0.75AU 

191 110 016 0080 У J2.5-25- 1.0AU 191210 0160080 YK2.5-22- 1.0AU 

191 110 016 0090 У J2.5-25-1.5AU 191210 0160090 YK2.5-22-1.5AU 

191 110 0160100 У J2.5-25-2.5AU 191210 0160100 YK2.5-22-2.5AU 

191 110 0160110 У J2.5-25-3.0AU 191210 0160110 YK2.5-22-3.0AU 

191 110 0160120 У J2.5-25- 4.0AU 191210 0160120 YK2.5-22- 4.0AU 

For crimp tool and removal tool, see page Р25-01 

Drawings 
(mm) 

G) Maximum distance between inserts24mm 
stripping length: 7. 5mm 
Torque: О. 5N·m 

мзх1О - 34 -
� 

-- 34 ---- � 

ConlJ!c1 Layou1 (Ternrination Front View) Рапе! Mounting Cutou1 Drawing 

.... 

1] •• � 
1,1 е 8 6 

.... 77. 5 

1, __ ----------------------- --

male female 

�� 
� [ 7. 5 - 25 

male 

Мшks 

Drawings 
(mm) 

) ' 1 ' 
� 

l -

wire size (mm
2) 

68. 
5 

s---

B]l 22 • 

female 

Without о. 14-0. 37 AWG26-22 Groove 
Without О. 5 AWG20 Groovo 
Withl о. 75 AWG18 Groove 

)У}!11! 1 AWG18 

��•�а 1. 5 AWG16 

�ith3 2. 5 AWG14 

Wide з AWG12 Groove 
Without 4 AWG12 Groove 
stripping length : 7 .5mm 

Contactresistance� 1 m О 

РО2-041 

02 
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02 НЕ-024 Regular Insert 

24+� 
16А 500V 6kV 3 U se with 24В hoods/housings, refer to Р22-О 1-Р22-09 

Insert 

Screw Tennination 

Contact surface: silver-plated 

Crimp Tennination 
Contact surface: silver -plated, 
gold-plated 

Cage Clamp Tennination 

Contact surface: silver-plated 

Jr 

WireSize 
(mm2)

0.75-2. 5 

0.14-4 

0.14-2. 5 

male 

Product Code PartNumber 

male 
190 040 024 2000 male НЕ-024 -М 

female 
190 041 024 2000 female HE-024-F 

male 
190 040 024 3000 male НЕ-024-МС 

female 
190 041 024 3000 female HE-024-FC 

male 
190 040 024 4000 male HE-024-MS 

female 
190 041 024 4000 female HE-024-FS 

female 

Crimp Contact Product Code Product Code PartNumber PartNumber 

silver-plated 
191 100 0160030 У J2.5-25- 0.37 AG 191200 0160030 YK2.5-22- 0.37AG 

191 100 0160040 У J2.5-25- 0.5AG 191200 0160040 YK2.5-22- 0.5AG 

191 100 0160060 У J2.5-25- 0. 75AG 191200 0160060 YK2.5-22- 0.75AG 

- - 191 100 0160080 У J2.5-25- 1.0AG 191200 0160080 YK2.5-22- 1.0AG 

191 100 0160090 У J2.5-25- 1.5AG 191200 0160090 YK2.5-22- 1.5AG 

--
.. 

191 100 0160100 У J2.5-25-2.5AG 191200 0160100 YK2.5-22-2.5AG 

191 100 0160110 У J2.5-25- 3.0AG 191200 0160110 YK2.5-22- 3.0AG 

191 100 0160120 У J2.5-25- 4.0AG 191200 016 0120 YK2.5-22- 4.0AG 

191 110 0160030 У J2.5-25- 0.37 AU 191210 0160030 YK2.5-22- 0.37AU 

gold-plated 
191 110 0160040 У J2.5-25- 0.5AU 191210 0160040 YK2.5-22- 0.5AU 

191 110 0160060 У J2.5-25- 0. 75AU 191210 0160060 YK2.5-22- 0.75AU 

191 110 0160080 У J2.5-25- 1.0AU 191210 0160080 YK2.5-22- 1.0AU 

191 110 0160090 У J2.5-25- 1.5AU 191210 0160090 YK2.5-22- 1.5AU 

191 110 0160100 У J2.5-25-2.5AU 191210 0160100 YK2.5-22-2.5AU 

191 110 0160110 У J2.5-25- 3.0AU 191210 0160110 YK2.5-22- 3.0AU 

191 110 0160120 У J2.5-25- 4.0AU 191210 0160120 YK2.5-22- 4.0AU 

For crimp tool and removal tool, see page Р25-01 

IP02-05 

Drawings 
(mm ) 

мтч 
от МЗХ10 33•5 N 

female 

f------110.5 --� ф Maximum distance between inserts24mm stripping length: 7. 5mm Torque: О. 5N·m 

��-11 11 �
female

. S S В S S S S � � lМ
>-�---110.s � 

Cont.act Layout (Гennination Front View) Panel Mounting Cutout Drawing 

� 

16 е • _. 11 • е 5 

� 

_. 8 8 16 5 8 8 17 

-ф- -ф- -$- -ф-

male female 

Drawings 
(mm) 

�� ) 
''

� [ 7. 5 -
� 
<;j 

25 -

male 

Ma,ks wire size (mm2) 

1 
l �Jl

22 & 

female 

�ithout о. 14-0. 37 AWG26-22 
Without о. 5 AWG20 Groove Withl о. 75 AWG18 
Groovo Withl 1 AWG18 
Groovo With2 1. 5 AWG16 
Groovo 

With3 2. 5 AWG14 
Groovo 

Wide 3 AWG12 
Groove Without 4 AWG12 
Groove 

strippinglength: 7.5mm 
Contact resistance� 1 m О 

НЕ-032 Regular Insert 

32+� 
16А 500V 6kV 3 U se with 32В hoods/housings, refer to Р23-О 1-Р23-03 

Insert 

Screw Tennination 

Contact surface: silver-plated 

Crimp Tennination 
Contact surface: silver-plated, 
gold-plated 

Cage Clamp Tennination 

Contact surface: silver-plated 

WireSize 
(mm2)

О. 75-2. 5 

0.14-4 

0.14-2.5 

male 

Product Code 

male 
190 040 016 2000 
190 040 016 2010 

female 
190 041 0162000 
190 041 0162010 

male 
190 040 016 3000 
190 040 016 301 О 

female 
190 041 016 3000 
190 041 0163010 

male 
190 040 016 4000 
190 040 016 4010 

female 
190 041 0164000 
190 041 0164010 

PartNumber 

male 
НЕ-016-М 
НЕ-016-М(17-32) 

female 
HE -016-F 
HE-016-F(17-32) 

male 
НЕ-016-МС 
НЕ-016-МС(17-32) 

female 
HE-016-FC 
HE -016-FC(17-32) 

male 
HE-016-MS 
HE-016-MS(17-32) 

female 
HE-016-FS 
HE-016-FS(17-32) 

female 

Crimp Contact Product Code Product Code PartNumber PartNumber 

silver-plated 191 100 016 0030 У J2.5-25- 0.37 AG 191200 0160030 YK2.5-22- 0.37AG 

191 100 0160040 У J2.5-25- 0.5AG 191200 0160040 YK2.5-22- 0.5AG 

191 100 016 0060 У J2.5-25- 0. 75AG 191200 0160060 YK2.5-22- 0.75AG 

- - 191 100 016 0080 У J2.5-25- 1.0AG 191200 0160080 YK2.5-22- 1.0AG 

191 100 016 0090 У J2.5-25- 1.5AG 191200 0160090 YK2.5-22- 1.5AG 

-
''1 

191 100 0160100 У J2.5-25-2.5AG 191200 016 0100 YK2.5-22-2.5AG 

191 100 0160110 У J2.5-25- 3.0AG 191200 0160110 YK2.5-22- 3.0AG 

191 100 0160120 У J2.5-25- 4.0AG 191200 016 0120 YK2.5-22- 4.0AG 

191 110 0160030 У J2.5-25- 0.37 AU 191210 0160030 YK2.5-22- 0.37AU 
gold-plated 

191 110 0160040 У J2.5-25- 0.5AU 191210 0160040 YK2.5-22- 0.5AU 

191 110 0160060 У J2.5-25- 0. 75AU 191210 0160060 YK2.5-22- 0.75AU 

191 110 0160080 У J2.5-25- 1.0AU 191210 0160080 YK2.5-22- 1.0AU 

191 110 0160090 У J2.5-25- 1.5AU 191210 0160090 YK2.5-22- 1,5AU 

191 110 0160100 У J2.5-25-2.5AU 191210 0160100 YK2.5-22-2.5AU 

191 110 0160110 У J2.5-25- 3.0AU 191210 0160110 YK2.5-22- 3.0AU 

191 110 0160120 У J2.5-25- 4.0AU 191210 0160120 YK2.5-22- 4.0AU 

F or crimp tool and removal tool, see page Р25 -О 1 

Drawings 
(mm) 

84 33.5 r--G) Maximum distance between inserts24�stripping lengtЬ: 7. 5mmTorque: О. 5N·m

� male 
0� �84--------1 
:"�- 11 �

МЗХ

1

WО � 
female� �

4

� 
� 

34 � 
Contact Layou1 (Tennination Front View) Panel Mounting Cutout Drawing 

♦ ♦ .. 

♦ ♦♦ ♦ 

male 

♦ ♦♦ ♦ 

female 

Drawings 
(mm) 

�� ) ' 1' 
� [ 7. 5 -

� 

l -

<;j 
25 22 �l 

male female 

Ma,ks wire size (mm2) 
)Yithout о. 14-0. 37 AWG26-22 
Without о. 5 AWG20 Groove 
Withl о. 75 AWG18 Gro= Withl 1 AWG18 
GroovoWith2 1. 5 AWG16 
Groovo 

WithЗ 2. 5 AWG14 Gro= 
Wide 3 AWG12 

Groove Without 4 AWG12 
Groove 

strippinglength: 7.5mm 
Contact resistance� 1 m О 

P02-06 I 

02 
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О 2 НЕ-048 Regular Insert 

48+� 
16А 500V 6kV 3 U se with 48В hoods/housings, refer to Р24-О 1-Р24-02 

Insert 

Screw Tennination 

Contact surface: silver-plated 

Crimp Tennination 
Contact surface: silver-plated, 
gold-plated 

Cage Clamp Tennination 

Contact surface: silver-plated 

WireSize 
(mm') 

0.75-2.5 

0.14-4 

0.14-2.5 

male 

Product Code 

male 
190 040 024 2000 
190 040 024 201 О 

female 
190 041 024 2000 
190 041 024 2010 

male 
190 040 024 3000 
190 040 024 301 О 

female 
190 041 024 3000 
190 041 0243010 

male 
190 040 024 4000 
190 040 024 401 О 

female 
190 041 024 4000 
190 041 024 4010 

PartNumber 

male 
НЕ-024-М 
НЕ-024-М(25-48) 

female 
HE-024-F 
HE-024-F(25-48) 

male 
НЕ-024-МС 
НЕ-024-МС(25-48) 

female 
HE-024-FC 
HE-024-FC(25-48) 

male 
HE-024-MS 
HE-024-MS(25-48) 

female 
HE-024-FS 
HE-024-FS(25-48) 

female 

Crimp Contact Product Code Product Code PartNumber PartNumber 

silver-plated 
191 100 0160030 У J2.5-25- 0.37 AG 191200 0160030 YK2.5-22- 0.37AG 

191 100 0160040 У J2.5-25- 0.5AG 191200 0160040 YK2.5-22- 0.5AG 

191 100 0160060 У J2.5-25- 0. 75AG 191200 0160060 YK2.5-22- 0.75AG - - 191 100 0160080 У J2.5-25- 1.0AG 191200 0160080 YK2.5-22- 1.0AG 

191 100 0160090 У J2.5-25- 1.5AG 191200 0160090 YK2.5-22- 1.5AG -- -�
191 100 0160100 У J2.5-25-2.5AG 191200 0160100 YK2.5-22-2.5AG 

191 100 0160110 У J2.5-25- 3.0AG 191200 0160110 YK2.5-22- 3.0AG 

191 100 0160120 У J2.5-25- 4.0AG 191200 016 0120 YK2.5-22- 4.0AG 

191 110 0160030 У J2.5-25- 0.37 AU 191210 0160030 YK2.5-22- 0.37AU 

gold-plated 
191 110 0160040 У J2.5-25- 0.5AU 191210 0160040 YK2.5-22- 0.5AU 

191 110 0160060 У J2.5-25- 0. 75AU 191210 0160060 YK2.5-22- 0.75AU 

191 110 0160080 У J2.5-25- 1.0AU 191210 0160080 YK2.5-22- 1.0AU 

191 110 0160090 У J2.5-25- 1.5AU 191210 0160090 YK2.5-22- 1.5AU 

191 110 0160100 У J2.5-25-2.5AU 191210 0160100 YK2.5-22-2.5AU 

191 110 0160110 У J2.5-25- 3.0AU 191210 0160110 YK2.5-22- 3.0AU 

191 110 0160120 У J2.5-25- 4.0AU 191210 0160120 YK2.5-22- 4.0AU 

For crimp tool and removal tool , see page Р25-01 

IP02-07 

Drawings 
(mm) 

� 
104 

1 

МТh
m,,:�

-пт··, ..... г,м �"'>-------110.s-----, мзх10 зз.s N 

w1 
G) Maximum distance between inserts24mm

stripping lengtЬ: 7. 5mm

Torque: О. 5N·m 

Cootact Layout (Termination Front View) 

,з •• , 
14 е 8 2 

19 8 8 7 
20 8 8 8 

ф ф ф 
male 

Panel Mounting 

Cutout Drawing 

1 8 8 13 2!5 8 8 37 
2 8 8 14 26 8 8 38 

7 8 8 19 
8 8 8 20 

ф ф 
female 

Drawings 
(mm) 

�� ) ' 1 � 

� [ 7. 5 - 25 - l �Jl 
22 & 

male female 

Ммks wire size (mm
2

) 

)Yithout о. 14-0. 37 AWG26-22 Wi.thout о. 5 AWG20 Groove Withl о. 75 AWG18 Groove Withl 1 AWG18 ilioov With2 1. 5 AWG16 Groove WithЗ 2. 5 AWG14 Groove Wide 
3 AWG12 Groove )Yithout 4 AWG12 

stripping length : 7 .5mm 

Contact resistance� 1 m О 
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03 

HVE Series Insert 

Technical Information 

Standard: IEC 60664-1 , IEC61984 

No. of Con1act: 3+РЕ, 6+РЕ , 1 О+РЕ , 12 ( 2 Х 6) +РЕ, 
20 (2Х 10) +РЕ, 16+РЕ, 32 (2Х 16) +РЕ 

Insert 

Rated Cuпent 16А ( see cuпent load diagram) 

3, 6, 10, 12, 20 PIN: 830V 
Rated Voltage 16, 32 PIN: Pole-to-ground: 400V, 

Pole-to-pole: 690V 

3 ,  6,  1 О, 12, 20 PIN: 8kV Rated Pulse Voltage 
16, 32 PIN: 6kV 

Pollution Degree 3 

Insulation resistance ;?:;1010 о 
Material Polycarbonate 

Working Temperature -40°С~125°С

FlammaЬility Rating (Ul94) V-0

Complies with UL/CSA rated voltage 600V 

Mating Cycle ;?:;500 

Contact 

Material Copper Alloy 

Plating Gold-plated, Silver-plated 

Contact resistance :(1mO 

Termination Screw Terrnination 

Wire Size 0.75-2.5mm' 18-13AWG 

stripping length 0.75mm 

Crimp Terrnination 

Wire Size 0.14-4 mm2 26-12AWG 

stripping length 0.75mm 

Cage Clamp Terrnination 

Wire Size 0.14-2.5 mm2 26-14AWG 

stripping length 7-9mm 

1 РО3-01 

Current-Carrying Capacity 

Тhе cuпent caпying capacity is limited Ьу the thennal properties 
of the tenninal rnaterials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

А 
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�i\ 
"r--... 1"-;

"' \, .. 
'rs...� 

\� 

1� 

� 2 

� ос 
20 30 40 50 60 70 80 90 100 110 120 130 

Environment Ternperature 1.5mm' 

ф HVE-003 
(2) HVE-006, HVE012 
@ HVE-01 О, HVE-016, HVE-020, HVE-032 
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@!' 5 
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� r---.. � 
......_ "'- / 

r---... Г'----. 
'"'-....!. !"-, r---... 

1'--.. r--...._ 

r--...._ 
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�� "' "\ 

�' 
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'\� 

ос 
20 30 40 50 60 70 80 90 100 110 120 130 

Environment Ternperature 2.5mm' 

G) HVE-003
(2) HVE-006, HVE012
@ HVE-01 О, HVE-016, HVE-020, HVE-032

HVE-003 Series-High Voltage Insert 

З+� 
16A830V 8kV 3 +21'- Safetydelaypin Usewith l0B hoods/housings, referto P20-0l-P20-08 

Insert Wire Size 

Screw Terrnination 
Contact surface: silver-plated 

Crimp Terrnination 
Contact surface: silver-plated, 

gold-plated 

(mm') 

о. 14-4 

Product Code PartNumber 

male 
190 090 003 2000 male HVE-003-M 

female 
190 091 003 2000 female HVE-003-F 

male 
190 090 003 3000 male HVE-003-MC 

female 

male 

Drawings 
(mm) 

� 
8� 1-- 63. 5 _______J 

МЗХ10 

female 

34 N ;i � .,...: 

ф Maxirnurn distance between inserts21rnrn 
stripping length: 7. 5mm Torque: О. 5N·rn 

male ,,,�:�� 
е � 

femaleL� 

"'� 
ф Maxirnurn distance between inserts21 rnrn -

190 091 003 3000 f emal е Н V Е-0 О 3-F С Cootact Layout (Гermination Front View) Panel Mounting CutoutDrawing 

male female 

Crimp Contact Product Code PartNumber Product Code PartNumber 

silver-plated 
191 100 016 0030 YJ2.5-25-0.37AG 191 200 0160030 YK2.5-22-0.37AG 

191 100 016 0040 YJ2.5-25-0.5AG 191 200 0160040 YK2.5-22-0.5AG 

191 100 016 0060 YJ2.5-25-0.75AG 191 200 0160060 YK2.5-22-0.75AG 

191 100 016 0080 У J2.5-25-1.0AG 191 200 0160080 YK2.5-22-1.0AG 
-

- - 191 100 016 0090 YJ2.5-25-1.5AG 191 200 0160090 YK2.5-22-1.5AG 
� -· --- 191 100 016 0100 У J2.5-25-2.5AG 191 200 0160100 YK2.5-22-2.5AG 

191 100 016 0110 YJ2.5-25-3.0AG 191 200 016 0110 YK2.5-22-3.0AG 

191 100 016 0120 YJ2.5-25-4.0AG 191 200 016 0120 YK2.5-22-4.0AG 

191 110 016 0030 YJ2.5-25-0.37AU 191 210 0160030 YK2.5-22-0.37AU 
gold-plated 

191 110 016 0040 YJ2.5-25-0.5AU 191 210 0160040 YK2.5-22-0.5AU 

191 110 016 0060 YJ2.5-25-0.75AU 191 210 0160060 YK2.5-22-0.75AU 

191 110 016 0080 YJ2.5-25-1.0AU 191 210 0160080 YK2.5-22-1.0AU 

191 110 016 0090 У J2.5-25-1.5AU 191 210 0160090 YK2.5-22-1.5AU 

191 110 016 0100 У J2.5-25-2.5AU 191 210 0160100 YK2.5-22-2.5AU 

191 110 016 0110 У J2.5-25-3.0AU 191 210 016 0110 YK2.5-22-3.0AU 

191 110 016 0120 У J2.5-25-4.0AU 191 210 0160120 YK2.5-22-4.0AU 

wire size(mm') Product Code PartNumber 
Safety delay pin 1 191 100 0164080 YJ2.5-22.8-1.0AG 
silver-plated 1.5 191 100 0164090 У J2.5-22.8-1.5AG 

- -
2.5 191 100 0164100 У J2.5-22.8-2.5AG 

F or crimp tool and removal tool, see page Р25-О 1 

4 

4 

4 4 
-'1_ 

'о ., 

-'1_ 

,. о' 

4 

rг:---
1 ' 

,. о' 'о . ' 1 

'о . ' '. о' : ! jtrl '. о' ,о . ' 
L°t=-�-- s 

4 4 4 • Work:ing pin о Without pin male female • Safety delay pin 

Drawings 
(mm) 

' 1 � 1�1 ) 
�l=_:_5-i • 2s- -� 

� 
L22� male female 

Marks wire size (mm2) �� о. 14-0. 37 AWG26-22 
Withmrt о. 5 AWG20 
Gпюvе 

Withl о. 75 AWG18 
Groove 

Withl 
1 AWG18 

Groove 

With.2 
1. 5 AWG16 

Groove 

With.3 
Groove 

2. 5 AWG14 
Wide 3 AWG12 

Groove 

Without 4 AWG12 
Gпюvо 

stripping length : 7.5mm 

Contact resistance� 1 m О 

f �:2-8·--------,-- � 

1 
i 

Shortdelaypin am delaythe contact time in orderto рюш! the circuitftom arcing 

P03-02 I
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HVE-006 Series-High Voltage Insert 

6+� 
16А 830V 8kV 3 +2 Safety delay pin U se with 1 бВ hoods/housings, refer to Р21-О 1-Р21-09 

Insert 

Screw Termination 
Contact surface: silver-plated 

Crimp Termination 
Contact surface: silver-plated, 

gold-plated 

WireSize 
(mm') 

О. 75-2. 5 

О. 14-4 

Product Code PartNumber 

male 
190 090 006 2000 male HVE-006-M 

female 
190 091 006 2000 female HVE-006-F 

male 
190 090 006 3000 male HVE-006-MC 

female 
190 091 006 3000 female HVE-006-FC 

male female 

Crimp Contact Product Code PartNumber Product Code PartNumber 

silver-plated 
191 100 0160030 У J2.5-25-0.37AG 191 200 016 0030 YK2.5-22-0.37AG 

191 100 0160040 У J2.5-25-0.5AG 191 200 016 0040 YK2.5-22-0.5AG 

191 100 0160060 YJ2.5-25-0.75AG 191 200 016 0060 УК2.5-22-О. 75AG 

- - 191 100 0160080 У J2.5-25-1.0AG 191 200 016 0080 YK2.5-22-1.0AG 
-

191 100 0160090 У J2.5-25-1.5AG 191 200 016 0090 YK2.5-22-1.5AG 

� � 
191 100 0160100 YJ2.5-25-2.5AG 191 200 0160100 YK2.5-22-2.5AG 

191 100 0160110 У J2.5-25-3.0AG 191 200 016 0110 YK2.5-22-3.0AG 

191 100 0160120 У J2.5-25-4.0AG 191 200 0160120 YK2.5-22-4.0AG 

191 110 0160030 YJ2.5-25-0.37AU 191 210 0160030 YK2.5-22-0.37AU 

gold-plated 
191 110 0160040 У J2.5-25-0.5AU 191 210 0160040 YK2.5-22-0.5AU 

191 110 016 0060 YJ2.5-25-0.75AU 191 210 0160060 УК2.5-22-О. 75AU 

191 110 016 0080 У J2.5-25-1.0AU 191 210 0160080 YK2.5-22-1.0AU 

191 110 0160090 У J2.5-25-1.5AU 191 210 0160090 YK2.5-22-1.5AU 

191 110 0160100 У J2.5-25-2.5AU 191 210 0160100 YK2.5-22-2.5AU 

191 110 0160110 У J2.5-25-3.0AU 191 210 016 0110 YK2.5-22-3.0AU 

191 110 0160120 У J2.5-25-4.0AU 191 210 0160120 YK2.5-22-4.0AU 

wire size(mm') Product Code PartNumber 
Safety delay pin 1 191 100 0164080 У J2.5-22.8-1.0AG 

silver-plated 
1.5 191 100 0164090 У J2.5-22.8-1.5AG - -

2.5 191 100 0164100 У J2.5-22.8-2.5AG 

Drawings 
(mm) 

�� 
male� 

0
� 

L-в4__J 

.... Ji.-JM�
мзх1о

�

з4 

"' ..; 

33. 5 N 

ф Maximum distance between inserts2 lmm 
stripping length: 7. 5mm 
Torque: О. 5N·m 

ф Maximum distance between inserts2 lmm 
ContactLayout (Terrnination Front View) Panel Mountmg Cutout Drawing 

..!.. ..!.. 

♦ ♦ ♦ ♦ 
male female 

• Working pin 
ю Safety delay pin 
о Without pin 

Drawings 
(mm) 

г� ' 1 ) : 1 �� 

� [ 7. 5 -

"' 
l 22 - 7. 5 ] - � 

25 
male female 

Mmks wire size (mm2

) 

Without о. 14-0. 37 AWG26-22 IC-ye 
Without о. 5 AWG20 Groove Withl о. 75 AWG18 Groove 

1�t'!.�4 1 AWG18 
With2 1 с--··- 1. 5 AWG16 
With3 GrOOV'" 

2. 5 AWG14 
Wide з AWG12 Groove Without 4 AWG12 Groove 

strippinglength: 7.5mm 

Contact resistance� 1 m О 

[�.,,:�.5 i& 22. 8 

"' 
-g 

Short delay pin can delay 1he oontш:t time in order 1о pro1ect 1he circuit ftom arcing 

IРОЗ-03 For crimp tool and removal tool, see page Р25-01 

HVE-010 Series-High Voltage Insert 

10+� 
16А 830V 8kV 3 +2 Safety delay pin U se with 24 В hoods/housings, refer to Р22-О 1 -Р22-09 

Insert 

Screw Termination 
Contact surface: silver-plated 

Crimp Termination 
Contact surface: silver-plated, 

gold-plated 

. ' 

�::.. 
�.;- . ;, 

WireSize 
(mm') 

О. 75-2.5 

О. 14-4 

Product Code PartNumber 

male 
190 090 01 О 2000 male HVE-010-М 

female 
190 091 01 О 2000 female HVE-010-F 

male 
190 090 01 О 3000 male HVE-01 О-МС 

female 
190 091 01 О 3000 female HVE-010-FC 

male female 

Crimp Contact Product Code PartNumber Product Code PartNumber 

silver-plated 191 100 016 0030 YJ2.5-25-0.37AG 191 200 0160030 YK2.5-22-0.37AG 

191 100 016 0040 YJ2.5-25-0.5AG 191 200 0160040 YK2.5-22-0.5AG 

191 100 016 0060 У J2.5-25-0.75AG 191 200 0160060 YK2.5-22-0.75AG 

- -
191 100 016 0080 YJ2.5-25-1.0AG 191 200 0160080 YK2.5-22-1.0AG 

-

191 100 016 0090 У J2.5-25-1.5AG 191 200 0160090 YK2.5-22-1.5AG 

- ...

191 100 016 0100 YJ2.5-25-2.5AG 191 200 0160100 YK2.5-22-2.5AG 

191 100 016 0110 У J2.5-25-3.0AG 191 200 016 0110 YK2.5-22-3.0AG 

191 100 016 0120 YJ2.5-25-4.0AG 191 200 016 0120 YK2.5-22-4.0AG 

191 110 016 0030 YJ2.5-25-0.37AU 191 210 0160030 YK2.5-22-0.37AU gold-plated 
191 110 016 0040 У J2.5-25-0.5AU 191 210 0160040 YK2.5-22-0.5AU 

191 110 016 0060 YJ2.5-25-0.75AU 191 210 0160060 YK2.5-22-0.75AU 

191 110 016 0080 У J2.5-25-1.0AU 191 210 0160080 YK2.5-22-1.0AU 

191 110 016 0090 У J2.5-25-1.5AU 191 210 0160090 YK2.5-22-1.5AU 

191 110 016 0100 YJ2.5-25-2.5AU 191 210 0160100 YK2.5-22-2.5AU 

191 110 016 0110 У J2.5-25-3.0AU 191 210 016 0110 YK2.5-22-3.0AU 

191 110 016 0120 YJ2.5-25-4.0AU 191 210 0160120 YK2.5-22-4.0AU 

wire size(mm') Product Code PartNumber 
Safety delay pin 1 191 100 0164080 YJ2.5-22.8-1.0AG 

silver-plated 
1.5 191 100 0164090 У J2.5-22.8-1.5AG 

2.5 191 100 0164100 У J2.5-22.8-2.5AG 

For crimp tool and removal tool, see page Р25-01 

Drawings 
(mm) 

шп, 
М3Х10 

33
•
5 

�111 - ....: 
ф Maximum distance between inserts2 lmm 
stripping length: 7. 5mm 
Torque: О. 5N·m 

�
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rmru] 
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�гj� 

'1,, 1---- 110.5 -------1 
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Е_
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1111�femalea В В В В
� 
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ф Maximum distance between inserts2 lrnm -

Contact Layout (Гermmation Front View) 

170 8 5 188 О 6 
190 8 1208 О 8 

5 8 017 6 О 816 Т 8 О 1� а о е20 

Panel Mounting Cu1out Drawing 
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rrг=====-, 
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, ' 
t ---------+--------- т � � �

�t------i5-�
♦ ♦ ♦ ♦ • Working pin 

male female с Safety delay pin 
о Without pin 

Drawings 
(mm) 

г�1 ) : 1 �l "' 
l � [ 7. 5 -

- 7. 5 ] : 
25 -

male 

� 22 & 
female 

Мmks wire size (mm') 
Withaut о. 1 4-0. 37 AWG26-22 C=ve Witlшut о. 5 AWG20 Groove With.1 о. 75 AWG18 Groove 
)Yi,_�,�a 1 AWG18 
With.2 
с-----

1. 5 AWG16 
With.3 Groove 2. 5 AWG14 
Wide з AWG12 Groove Without 4 AWG12 Groove 

stripping length : 7.5mm 

Contact resistance� 1 m О 

с•�.,, :�.5 i & 22. 8 
Slюrt delay pin can delay lhe oonlact time in order 1о pro1ect 1he ckcuit ftom arcing 

РОЗ-04 I
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HVE-012 Series-High Voltage Insert 

12+� 
16А 830V 8kV 3 +4 Safety delay pin Use with 32В hoods/housings, referto P23-0l-P23-03 

Insert 

Screw Tennination 

Contact surface: silver -plated 

Crimp Tennination 

Contact surface: silver -plated, 

gold-plated 

WireSize 
(mm2)

о. 75-2. 5 

О. 14-4 

Product Code 

male 
190 090 006 2000 
190 090 006 2010 

female 
190 091 006 2000 
190 091 0062010 

male 
190 090 006 3000 
190 090 006 3010 

female 
190 091 006 3000 
190 091 0063010 

PartNumber 

male 
HVE-006-M 
HVE-006-M(7-12) 

female 
HVE-006-F 
HVE-006-F(7-12) 

male 
HVE-006-MC 
HVE-006-MC(?-12) 

female 
HVE-006-FC 
HVE-006-FC(?-12) 

male female 

Crimp Contact Product Code PartNumber Product Code PartNumber 

silver-plated 191 100 0160030 YJ2.5-25-0.37AG 191 200 016 0030 YK2.5-22-0.37AG 

191 100 0160040 У J2.5-25-0.5AG 191 200 016 0040 YK2.5-22-0.5AG 

191 100 0160060 YJ2.5-25-0.75AG 191 200 016 0060 YK2.5-22-0.75AG 
- - 191 100 0160080 У J2.5-25-1.0AG 191 200 016 0080 YK2.5-22-1.0AG 
- -

191 100 0160090 У J2.5-25-1.5AG 191 200 016 0090 YK2.5-22-1.5AG - -·· � 191 100 0160100 У J2.5-25-2.5AG 191 200 0160100 YK2.5-22-2.5AG 

191 100 0160110 У J2.5-25-3.0AG 191 200 016 0110 YK2.5-22-3.0AG 

191 100 0160120 У J2.5-25-4.0AG 191 200 0160120 YK2.5-22-4.0AG 

191 110 0160030 YJ2.5-25-0.37AU 191 210 0160030 YK2.5-22-0.37AU 
gold-plated 

191 110 0160040 У J2.5-25-0.5AU 191 210 0160040 YK2.5-22-0.5AU 

191 110 016 0060 YJ2.5-25-0.75AU 191 210 0160060 УК2.5-22-О. 75AU 

191 110 016 0080 У J2.5-25-1.0AU 191 210 0160080 YK2.5-22-1.0AU 

191 110 0160090 У J2.5-25-1.5AU 191 210 0160090 YK2.5-22-1.5AU 

191 110 0160100 У J2.5-25-2.5AU 191 210 0160100 YK2.5-22-2.5AU 

191 110 0160110 У J2.5-25-3.0AU 191 210 016 0110 YK2.5-22-3.0AU 

191 110 0160120 У J2.5-25-4.0AU 191 210 0160120 YK2.5-22-4.0AU 

wire size(mm') Product Code PartNumber 
Safety delay pin 1 191 100 0164080 У J2.5-22.8-1.0AG 
silver-plated - 1.5 191 100 0164090 У J2.5-22.8-1.5AG 

2.5 191 100 0164100 У J2.5-22.8-2.5AG 

Drawings 
(mm) 

L-==-female 
"' В4 33.5 r-- "'! 

(j) Maxnnum distance between inserts2 lmm 
stripping lengtЬ: 7. 5nnn 
Torque: О. 5N·m 

@� maleг� 
91{) L--В4___j 

�111�
female

�4
� 

�"� 
Q) Maximum distance between inserts21�
ContactLayout (ГerminationFront View) 
-ф- -ф -ф -ф ф- -ф -ф ... ... 

1�0 •1 1i;o e1 7 е О 1� 

8 О О 15 

7 8 О 1� 

� О О 18 

• Working pin 
16 О 08 18 Ю О 8 • Safety delay pin 

Panel Mounting 
CutoutDrawing 

Ф о Without pin 

�
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-�-t;_
5 
__ --ii;I"--;---. 

1 i rt ______ ! __ _ 

�1 1 u -- i ___ . 
1 1 1 
1 

i 
1 

68.5 

Drawings 
(mm) 

г� L 1 ) ' 1��=
::;�.5-& 25- -� 

male 

� 
L_ 22 -7

.
5--1 i 

female 

Mш-ks wire size (mm2) 
Without о. 14-0. 37 AWG26-22 Groove 
Without о. 5 AWG20 Groove 
With1 о. 75 AWG18 
Groove 

Withl 1 AWG18 
Groove 

With2 1. 5 AWG16 Groove 
WithЗ 2. 5 AWG14 
Groove 

Wide 3 AWG12 Groove 
Without 4 AWG12 Groove 
strippinglength: 7.5mm 

Contact resistance� 1 m О 

f �:2�

---------

,--1 

� 
-i: 

Short delay pin can delay 1he contact time in onler1o pro1ec11he circui1 fiom arcing 

IРОЗ-05 For crimp tool and removal tool, see page Р25-01 

HVE-016 Series-High Voltage Insert 

16+� 
16A400/690V 6КVЗ +2 Safetydelaypin 

Insert 

Screw Tennination 

Contact surface: silver -plated 

Wire Size 
(mm') 

О. 75-2.5 

Product Code 

male 

190 090 0162000 

female 

190 091 0162000 

F or crimp tool and removal tool, see page Р25-О 1 

U se with 32В hoods/housings, refer to Р23-О 1-Р23-03 

PartNumber 

male HVE-016-М 

female HVE-016-F 

female 

Drawings 
(mm) 

34 

МЗХ10 

'№� 
8!ti 

Q) Maximum distance between inserts2 lnnn 
stripping length: 7. 5nnn 
Torque: О. 5N·m 

Contact Layout (Тennination Front View) 

ф ф ф ф 
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ф ф ф ф 

male female 

• Working pin 
• Safety delay pin 
о Without pin 

Panel Mounting Cutout Dгawing 
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НЕЕ Series-High Density Insert 

Technical Information 

Standard: IEC 60664-1, IECбl 984 
No. ofContact: 10-+-РЕ, 18+РЕ, 32+РЕ, 46+РЕ, 

64 (2 Х 32)+РЕ, 92(2 Х 46) + РЕ 

Insert 

Rated Current 16А {see current load diagram) 

Rated Voltage 500V 

Rated Pulse Voltage 6kV 

Pollution Degree 3

Insulation resistance 

Material Polycarbonate 

Working Temperature -40°С-125°С

FlammaЬility Rating (Ul94) V-0

Complies with UL/CSArated voltage 600V 

Mating Cycle �500 

Contact 

Material 

Plating 

Contact resistance 

Termination 

Wire Size 

stripping length 

1 РО4-01 

Copper Alloy 

Gold-plated, Silver-plated 

�1m0 

Crimp Termination 

0.14-4 mm2 26-12AWG 

7.5mm 

Current-Carrying Capacity 

Тhе cuпent caпying capacity is limited Ьу the theпnal properties 
of the teпninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

А 

20 i-----.--,-----,------,,-----,------,,-----,------,----,------,-� 

10 -
r-,

;:� �"'

� @ Г1 r·-<::::: � 
U� 5 

� -"" 

'� 
j 

�, g ;> '----'---'----'---'----'-----''--....1....---''--....l....---'L...L....l...._ oc 
20 30 40 50 60 70 80 90 100 110 120 130 

Environment Temperature 

(D НЕЕ-010 
® НЕЕ-018 
® НЕЕ-032, НЕЕ-064 
@ НЕЕ-046, НЕЕ-092 

А 

1.5mm' 

20 30 40 50 60 70 80 90 100 110 120 130 

Environment Temperature 

(D НЕЕ-010 
® НЕЕ-018 
® НЕЕ-032, НЕЕ-064 
@ НЕЕ-046, НЕЕ-092 

2.5mm' 

НЕЕ Series Series-High Density Insert 

НЕЕ series insert in the state offull pins, and pollution level is 3, its working voltage is 500V 

After adjusting the pin layout, it can work up to 1 00OV at pollution level 3 

НЕЕ Series 

690V-Pollution Degree 3 

зе O O е 10 
о о 

,. о о 
8 8 

8 withpins 

о without pins 

НЕЕ Series 

l000V-Pollution Degree 3 
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HEE-010 Series-High Density Insert 

10+@ 
16A 500V 6kV 3 Use with 6B hoods/housings, refer to P19-0l-P19-05 

Insert 

Crimp Termination 
Contact surface: silver-plated, 

gold-plated 

Wire Size 
(mm') 

0.14~4 

Product Code Part Number 

male 
190 050 010 3000 male HEE-010-MC 

female 
190 051 010 3000 female H EE-010-FC 

male female 

Crimp Contact Product Code Part Number Product Code Part Number 

silver-plated 
191 100 0160030 Y J2.5-25- 0.37 AG 191200 016 0030 YK2.5-22- 0.37 AG 

191 100 0160040 Y J2.5-25- 0.5AG 191200 016 0040 YK2.5-22- 0.5AG 

191 100 0160060 Y J2.5-25- 0. 75AG 191200 016 0060 YK2.5-22- 0. 75AG 

191 100 0160080 Y J2.5-25- 1.0AG 191200 016 0080 YK2.5-22- 1.0AG 

191 100 0160090 Y J2.5-25-1.5AG 191200 016 0090 YK2.5-22-1.5AG 

-
,. 

191 100 0160100 Y J2.5-25-2.5AG 191200 0160100 YK2.5-22-2.5AG 

191 100 0160110 Y J2.5-25- 3.0AG 191200 0160110 YK2.5-22- 3.0AG 

191 100 0160120 Y J2.5-25- 4.0AG 191200 0160120 YK2.5-22- 4.0AG 

191 110 0160030 Y J2.5-25- 0.37 AU 191210 0160030 YK2.5-22- 0.37 AU 

gold-plated 
191 110 0160040 Y J2.5-25-0.5AU 191210 0160040 YK2.5-22- 0.5AU 

191 110 016 0060 Y J2.5-25- 0. 75AU 191210 0160060 YK2.5-22- 0. 75AU 

191 110 0160080 YJ2.5-25- 1.0AU 191210 0160080 YK2.5-22- 1.0AU 

191 110 0160090 Y J2.5-25-1.5AU 191210 0160090 YK2.5-22- 1.5AU 

191 110 0160100 Y J2.5-25-2.5AU 191210 0160100 YK2.5-22-2.5AU 

191 110 0160110 Y J2.5-25-3.0AU 191210 0160110 YK2.5-22- 3.0AU 

191 110 0160120 Y J2.5-25- 4.0AU 191210 0160120 YK2.5-22- 4.0AU 

For crimp tool and removal tool, see page P25-0l 

IP04-03 

Drawings 
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CD Maximum distance between inserts2lmm

Contact Layout (Termination Front View) 
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Drawings 
(mm) 

�� l l 
I 

�� .. .  'li & - 25 22 - -
male female 

Marks wire size (mm2
) 

Without 0. 14-0. 37 AWG26-22 Groove 
Without 0. 5 AWG20 Grnov 
Withl 0. 75 AWG18 Grnovo 
Withl 1 AWG18 Grnovo 
With2 1. 5 AWG16 Grnovo 
With3 2. 5 AWG14 Grnovo 
Wide 3 AWG12 Groo,e 

Without 
4 AWG12 Groove 

stripping length : 7 .Smm 

Contact resistance� 1 m 0 

HEE-018 Series-High Density Insert 

18+@ 
16A 500V 6kV 3 Use with 1 OB hoods/housings, refer to P20-01-P20-08 

Insert 

Crimp Termination 

Contact surface: silver-plated, 

gold-plated 

Wire Size 
(mm') 

0.14~4 

male 

Product Code Part Number 

male 
190 050 018 3000 male HEE-018-MC 

female 
190 051 018 3000 female HEE-018-FC 

female 

Crimp Contact Product Code Part Number Product Code Part Number 

silver-plated 
191 100 016 0030 YJ2.5-25- 0.37AG 191200 0160030 YK2.5-22- 0.37AG 

191 100 016 0040 YJ2.5-25- 0.5AG 191200 0160040 YK2.5-22- 0.5AG 

191 100 016 0060 Y J2.5-25- 0.75AG 191200 0160060 YK2.5-22- 0.75AG 

191 100 016 0080 YJ2.5-25- 1.0AG 191200 0160080 YK2.5-22- 1.0AG 

191 100 016 0090 YJ2.5-25-1.5AG 191200 0160090 YK2.5-22- 1.5AG 

�-
191 100 016 0100 YJ2.5-25-2.5AG 191200 0160100 YK2.5-22-2.5AG 

191 100 016 0110 YJ2.5-25- 3.0AG 191200 016 0110 YK2.5-22- 3.0AG 

191 100 016 0120 Y J2.5-25- 4.0AG 191200 016 0120 YK2.5-22- 4.0AG 

191 110 016 0030 YJ2.5-25- 0.37AU 191210 0160030 YK2.5-22- 0.37AU 

gold-plated 
191 110 016 0040 Y J2.5-25-0.5AU 191210 0160040 YK2.5-22- 0.5AU 

191 110 016 0060 YJ2.5-25- 0.75AU 191210 0160060 YK2.5-22- 0.75AU 

191 110 016 0080 YJ2.5-25- 1.0AU 191210 0160080 YK2.5-22- 1.0AU 

191 110 016 0090 Y J2.5-25-1.5AU 191210 0160090 YK2.5-22- 1.5AU 

191 110 016 0100 Y J2.5-25-2.5AU 191210 0160100 YK2.5-22-2.5AU 

191 110 016 0110 YJ2.5-25-3.0AU 191210 016 0110 YK2.5-22- 3.0AU 

191 110 016 0120 Y J2.5-25- 4.0AU 191210 0160120 YK2.5-22- 4.0AU 

For crimp tool and removal tool, see page P25-01 

Drawings 
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male-
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J--L- 63. 5 ___j 34. 5 
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CD Maxnnum distance between inserts2 lmm 

Contact Layout (Termination Front View) 

10 6 14. e e •1 
15. �. •2 
16. 12 8 .3 
11• �: .4 
1a• • • e5 

male 

Panel Mounting Cutout Drawing 
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5e • • e1s 

female 

Drawings 
(mm) 

1�1 ) ' I � 
l i [ 7. 5 

- 'li 
25 -
male 

Marks wire size (mm2
) 

�l 
- 7. 5 J :22 & 

female 

Without 0. 14-0. 37 AWG26-22 Grnove 
Wi1hmrt 0. 5 AWG20 Grnove 
Withl 0. 75 AWG18 Groove 
With! 
r'.roove 1 AWG18 

)Yi,!1!,�a 1. 5 AWG16 
)Yith.3 2. 5 AWG14 
Wide 3 AWG12 Groove 

Wi1hmrt 4 AWG12 Grnove 
stripping length : 7.5mm 

Contact resistance� 1 m 0 

P04-04 I Консультация, подбор, покупка: 8 (800) 551-33-61 | sale@weipu.ruБольше информации: weipu.ru



НЕЕ-032 Series-High Density Insert 

32+� 
16А 500V 6kV 3 U se with 1 бВ hoods/housings, refer to Р21-О 1 -Р21-09 

Insert 

Crimp Termination 

Contact surface: silver-plated, 

gold-plated 

WireSize 
(mm

2
) 

0.14~4 

Product Code PartNumber 

male 
190 050 032 3000 male НЕЕ-032-МС 

female 
190 051 032 3000 female HEE-032-FC 

male female 

Crimp Contact Product Code PartNumber Product Code Part Number 

silver-plated 
191 100 0160030 У J2.5-25- 0.37 AG 191200 016 0030 УК2.5-22-О.37 AG 

191 100 0160040 У J2.5-25- 0.5AG 191200 016 0040 YK2.5-22- 0.5AG 

191 100 0160060 У J2.5-25- 0. 75AG 191200 016 0060 УК2.5-22- 0. 75AG 

191 100 0160080 У J2.5-25- 1.0AG 191200 016 0080 YK2.5-22- 1.0AG 

191 100 0160090 У J2.5-25-1.5AG 191200 016 0090 YK2.5-22- 1.5AG 
-

,. 191 100 0160100 У J2.5-25-2.5AG 191200 0160100 YK2.5-22-2.5AG 

191 100 0160110 У J2.5-25- 3.0AG 191200 0160110 YK2.5-22- 3.0AG 

191 100 0160120 У J2.5-25- 4.0AG 191200 0160120 YK2.5-22- 4.0AG 

191 110 0160030 У J2.5-25- 0.37 AU 191210 0160030 УК2.5-22-О.37 AU 
gold-plated 

191 110 0160040 У J2.5-25-0.5AU 191210 0160040 YK2.5-22- 0.5AU 

191 110 0160060 У J2.5-25- 0. 75AU 191210 0160060 УК2.5-22-О. 75AU 

191 110 0160080 YJ2.5-25- 1.0AU 191210 0160080 YK2.5-22- 1.0AU 

191 110 0160090 У J2.5-25-1.5AU 191210 0160090 YK2.5-22- 1.5AU 

191 110 0160100 У J2.5-25-2.5AU 191210 0160100 YK2.5-22-2.5AU 

191 110 0160110 У J2.5-25-3.0AU 191210 0160110 YK2.5-22- 3.0AU 

191 110 0160120 У J2.5-25- 4.0AU 191210 0160120 YK2.5-22- 4.0AU 

For crimp tool and removal tool, see page Р25-01 

IP04-05 

Drawings 
(mm) 

ф Maximum distance between inserts21mm 

Contact Layout (Tennination Front View) 
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10 17 1 8 8 8 824 
2 8 � � 825 
З 8 12 19 826 
4 8 �: 827 
5 8 8 8 828 
68��829 
7 8 15 22 830 
8 8 1�: 831 
9 8 8 8 832 

ф ф 
female 

Panel Mounting Cutout Drawing 

77. 5 

1 - ,--------
' ' 1 1 

i : Шi 
l 
O 

�68! s �����tГо 
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male female 

Marks wire size (mm2
) Without о. 14-0. 37 AWG26-22 Groove Without О. 5 AWG20 <koov Withl о. 75 AWG18 <koove 

'!Ytml 
Groove 1 AWG18 
With2 1. 5 AWG16 
G,oo,e 

WithЗ 2. 5 AWG14 <koove 
Wide 

з AWG12 Groo,e 
Without 

4 AWG12 Groove 
stripping length : 7 .Smm 

Contact resistance� 1 m О 

НЕЕ-046 Series-High Density Insert 

46+� 
16А 500V 6kV 3 U se with 24 В hoods/housings, refer to Р22-О 1 -Р22-09 

Insert 

Crimp Termination 
Contact surface: silver-plated, 

gold-plated 

WireSize 
(mm

2 ) 

0.14~4 

male 

Product Code PartNumber 

male 
190 050 046 3000 male НЕЕ-046-МС 

female 
190 051 046 3000 female HEE-046-FC 

female 

Crimp Contact Product Code PartNumber Product Code PartNumber 

silver-plated 191 100 016 0030 YJ2.5-25- 0.37AG 191200 0160030 YK2.5-22- 0.37AG 

191 100 016 0040 YJ2.5-25- 0.5AG 191200 0160040 YK2.5-22- 0.5AG 

191 100 016 0060 У J2.5-25- 0.75AG 191200 0160060 YK2.5-22- 0.75AG 

191 100 016 0080 YJ2.5-25- 1.0AG 191200 0160080 YK2.5-22- 1.0AG 

191 100 016 0090 YJ2.5-25-1.5AG 191200 0160090 YK2.5-22- 1.5AG 
�- 191 100 016 0100 YJ2.5-25-2.5AG 191200 0160100 YK2.5-22-2.5AG 

191 100 016 0110 YJ2.5-25- 3.0AG 191200 016 0110 YK2.5-22- 3.0AG 

191 100 016 0120 У J2.5-25- 4.0AG 191200 016 0120 YK2.5-22- 4.0AG 

191 110 016 0030 YJ2.5-25- 0.37AU 191210 0160030 YK2.5-22- 0.37AU gold-plated 
191 110 016 0040 У J2.5-25-0.5AU 191210 0160040 YK2.5-22- 0.5AU 

191 110 016 0060 YJ2.5-25- 0.75AU 191210 0160060 YK2.5-22- 0.75AU 

191 110 016 0080 YJ2.5-25- 1.0AU 191210 0160080 YK2.5-22- 1.0AU 

191 110 016 0090 У J2.5-25-1.5AU 191210 0160090 YK2.5-22- 1.5AU 

191 110 016 0100 У J2.5-25-2.5AU 191210 0160100 YK2.5-22-2.5AU 

191 110 016 0110 YJ2.5-25-3.0AU 191210 016 0110 YK2.5-22- 3.0AU 

191 110 016 0120 У J2.5-25- 4.0AU 191210 0160120 YK2.5-22- 4.0AU 

F or crimp tool and removal tool, see page Р25-О 1 
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Мarks Witlюut <koove Wi1hmrt <koove Withl 
Groove Withl 
Groove With.2 
�-'-•О With.3 
Groove Wide 
Groove Wi1hmrt <koove 

';j 
- 22 & 

female 

wire size (mm2
) 

о. 14-0. 37 AWG26-22 

О. 5 AWG20 

о. 75 AWG18 

1 AWGtB 

1. 5 AWG16 

2. 5 AWG14 

з AWGt2 

4 AWGt2 

stripping length : 7.5mm 

Contact resistance� 1 m О 

РО4-061 Консультация, подбор, покупка: 8 (800) 551-33-61 | sale@weipu.ruБольше информации: weipu.ru



НЕЕ-064 Series-High Density Insert 

64+� 
16А 500V 6kV 3 Use with 32В hoods/housings, refer to P23-0l -P23-03 

Insert 

Crimp Termination 
Contact surface: silver -plated, 

gold-plated 

WireSize 
(mm 2 ) 

0.14~4 

Product Code 

male 

190 050 032 3000 

190 050 032 301 О 

female 

190 051 032 3000 

190 051 032 301 О 

male 

PartNumber 

male 

НЕЕ-032-МС 

НЕЕ--{)32-МС(33-64) 

female 

HEE-032- FC 

НЕЕ--{)32-FС(ЗЗ-64) 

female 

Crimp Contact Product Code PartNumber Product Code PartNumber 

silver-plated 
191 100 0160030 У J2.5-25- 0.37 AG 191200 016 0030 УК2.5-22-О.37 AG 

191 100 0160040 У J2.5-25- 0.5AG 191200 016 0040 YK2.5-22- 0.5AG 

191 100 0160060 У J2.5-25- 0. 75AG 191200 016 0060 УК2.5-22- 0. 75AG 

191 100 0160080 У J2.5-25- 1.0AG 191200 016 0080 YK2.5-22- 1.0AG 

191 100 0160090 У J2.5-25-1.5AG 191200 016 0090 YK2.5-22- 1.5AG 

-
,. 

191 100 0160100 У J2.5-25-2.5AG 191200 0160100 YK2.5-22-2.5AG 

191 100 0160110 У J2.5-25- 3.0AG 191200 0160110 YK2.5-22- 3.0AG 

191 100 0160120 У J2.5-25- 4.0AG 191200 0160120 YK2.5-22- 4.0AG 

191 110 0160030 У J2.5-25- 0.37 AU 191210 0160030 УК2.5-22-О.37 AU 
gold-plated 

191 110 0160040 У J2.5-25-0.5AU 191210 0160040 YK2.5-22- 0.5AU 

191 110 0160060 У J2.5-25- 0. 75AU 191210 0160060 УК2.5-22-О. 75AU 

191 110 0160080 YJ2.5-25- 1.0AU 191210 0160080 YK2.5-22- 1.0AU 

191 110 0160090 У J2.5-25-1.5AU 191210 0160090 YK2.5-22- 1.5AU 

191 110 0160100 У J2.5-25-2.5AU 191210 0160100 YK2.5-22-2.5AU 

191 110 0160110 У J2.5-25-3.0AU 191210 0160110 YK2.5-22- 3.0AU 

191 110 0160120 У J2.5-25- 4.0AU 191210 0160120 YK2.5-22- 4.0AU 

For crimp tool and removal tool, see page Р25-01 

IP04-07 

Drawings 
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Contact Layout (Tennination Front View) 
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Drawings 
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Without о. 14-0. 37 AWG26-22 Groove Without О. 5 AWG20 <koov Withl о. 75 AWG18 Groove Withl 1 AWG18 
Groovo Wi1h2 1. 5 AWG16 Groove With3 2. 5 AWG14 
Groove Wide 

з AWG12 Groo,e Without 
4 AWG12 Groove 

stripping length : 7 .Smm 
Contact resistance� 1 m О 

НЕЕ-092 Series-High Density Insert 

92+� 
16А 500V 6kV 3 U se with 48В hoods/housings, refer to Р24-О 1 -Р24-02 

Insert 

Crimp Termination 

Contact surface: silver-plated, 

gold-plated 

WireSize 
(mm 2) 

0.14~4 

male 

Product Code 

male 
190 050 046 3000 

190 050 046 301 О 

female 
1 90 051 046 3000 

190 051 046 301 О 

PartNumber 

male 
НЕЕ-046-МС 

НЕЕ--046-МС(47-92) 

female 
HEE-046- FC 

HEE--{)46-FC(47-92) 

female 

Crimp Contact Product Code PartNumber Product Code PartNumber 

silver-plated 
191 100 016 0030 YJ2.5-25- 0.37AG 191200 0160030 YK2.5-22- 0.37AG 

191 100 016 0040 YJ2.5-25- 0.5AG 191200 0160040 YK2.5-22- 0.5AG 

191 100 016 0060 У J2.5-25- 0.75AG 191200 0160060 YK2.5-22- 0.75AG 

191 100 016 0080 YJ2.5-25- 1.0AG 191200 0160080 YK2.5-22- 1.0AG 

191 100 016 0090 YJ2.5-25-1.5AG 191200 0160090 YK2.5-22- 1.5AG 

�-
191 100 016 0100 YJ2.5-25-2.5AG 191200 0160100 YK2.5-22-2.5AG 

191 100 016 0110 YJ2.5-25- 3.0AG 191200 016 0110 YK2.5-22- 3.0AG 

191 100 016 0120 У J2.5-25- 4.0AG 191200 016 0120 YK2.5-22- 4.0AG 

191 110 016 0030 YJ2.5-25- 0.37AU 191210 0160030 YK2.5-22- 0.37AU 
gold-plated 

191 110 016 0040 У J2.5-25-0.5AU 191210 0160040 YK2.5-22- 0.5AU 

191 110 016 0060 YJ2.5-25- 0.75AU 191210 0160060 YK2.5-22- 0.75AU 

191 110 016 0080 YJ2.5-25- 1.0AU 191210 0160080 YK2.5-22- 1.0AU 

191 110 016 0090 У J2.5-25-1.5AU 191210 0160090 YK2.5-22- 1.5AU 

191 110 016 0100 У J2.5-25-2.5AU 191210 0160100 YK2.5-22-2.5AU 

191 110 016 0110 YJ2.5-25-3.0AU 191210 016 0110 YK2.5-22- 3.0AU 

191 110 016 0120 У J2.5-25- 4.0AU 191210 0160120 YK2.5-22- 4.0AU 

F or crimp tool and removal tool, see page Р25-О 1 
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Groove Wi1hl Groove Wi1hl 
Groove With2 Groove Wi1h3 Groove Wide Groove 
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female 

wire size (mm2) 

о. 14-0. 37 AWG26-22 

О. 5 AWG20 

о. 75 AWG18 

1 AWG18 

1. 5 AWG16 

2. 5 AWG14 

з AWG12 

4 AWG12 

stripping length : 7.5mm 
Contact resistance� 1 m О 

РО4-081 Консультация, подбор, покупка: 8 (800) 551-33-61 | sale@weipu.ruБольше информации: weipu.ru



НЕЕЕ Series-Шgh Density Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 40+РЕ, 64+РЕ, 80(2 Х 40)+РЕ, 128(2 Х 64)+РЕ

Insert 

Rated Current 16А (see current load diagram)

Rated Voltage 500V

Rated Pulse Voltage 6kV

Pollution Degree 3

Insulation resistance ;:::1010 о

Material Polycarbonate

Working Temperature -40°С-125°С

FlarnmaЬility Rating (Ul94) V-0

Mating Cycle 

Contact 

Material

Plating

Contact resistance

Termination

WireSize

Copper Alloy 

Gold-plated, Silver-plated

:::;1mo

Crimp Termination

0.14-4 mm2 26-12AWG

stripping length 7. 5mm

1 РО5-01

Current-Carrying Capacity 

Тhе current carrying capacity is limited Ьу the thermal properties 
of the terminal materials and the insulation materials. Test and control
procedures are in accordance with IEC 60512-5-2
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НЕЕЕ-040 Series-High Density Insert 

40+� 
16А 500V 6kV 3 U se with 1 бВ hoods/housings, refer to Р21-О 1-Р21-09

Insert 

Crimp Termination 
Contact surface: silver-plated,

gold-plated

WireSize 
(mm2)

0.14-4

Product Code 

male 
190 11 О 040 3000

female 
190 111 0403000

male 

PartNumber 

male 
НЕЕЕ-040-МС

female 
HEEE-040-FC

female 

Crimp Contact Product Code PartNumber Product Code Part Number 

silver-plated 191 100 016 0030 У J2.5-25- 0.37 AG 191200 0160030 YK2.5-22- 0.37AG 

191 100 016 0040 У J2.5-25- 0.5AG 191200 0160040 YK2.5-22- 0.5AG 

191 100 016 0060 У J2.5-25- 0. 75AG 191200 0160060 YK2.5-22- 0.75AG 

- - 191 100 016 0080 У J2.5-25- 1.0AG 191200 0160080 YK2.5-22- 1.0AG 

191 100 016 0090 У J2.5-25-1.5AG 191200 0160090 YK2.5-22-1.5AG 

�--'"1 
191 100 016 0100 У J2.5-25-2.5AG 191200 016 0100 YK2.5-22-2.5AG 

191 100 0160110 У J2.5-25- 3.0AG 191200 016 0110 YK2.5-22- 3.0AG 

191 100 016 0120 У J2.5-25- 4.0AG 191200 016 0120 YK2.5-22- 4.0AG 

191 110 016 0030 У J2.5-25- 0.37 AU 191210 0160030 YK2.5-22- 0.37AU gold-plated
191 110 016 0040 У J2.5-25-0.5AU 191210 0160040 YK2.5-22-0.5AU 

191 110 016 0060 У J2.5-25- 0. 75AU 191210 0160060 YK2.5-22- 0.75AU 

191 110 016 0080 У J2.5-25- 1.0AU 191210 0160080 YK2.5-22- 1.0AU 

191 110 016 0090 У J2.5-25-1.5AU 191210 0160090 YK2.5-22-1.5AU 

191 110 016 0100 У J2.5-25-2.5AU 191210 0160100 YK2.5-22-2.5AU 

191 110 0160110 У J2.5-25-3.0AU 191210 016 0110 YK2.5-22-3.0AU 

191 110 016 0120 У J2.5-25- 4.0AU 191210 0160120 YK2.5-22- 4.0AU 

F or crimp tool and removal tool, see page Р25-О 1

Drawings 
(mm)

CD Maximum distance between inserts2 lmm
Contact Layout (Тermination Front View) 
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Panel Mounting Cutout Drawing 
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male 

Ммks 

-

wire size (mm
2
) 

22 & 

female 

Witlюut о. 14-0. 37 AWG26-22 Groove 
Without О. 5 AWG20 Groovc Withl о. 75 AWG18 Groov, Withl 1 AWG18 GrooveWith2 1. 5 AWG16 GrooveWithЗ 2. 5 AWG14 Groov,Wide 

3 AWG12 Groove Without 4 AWG12 Groove
stripping length : 7 .5mrn 

Contact resistance� 1 m О 
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НЕЕЕ-128 Series-High Density Insert 

128+� 
16А 500V 6kV 3 U se with 48В hoods/housings, refer to Р24-О 1 -Р24-02 

Insert 

Crimp Tennination 

Contact surface: silver-plated, 

gold-plated 

WireSize 
(mm') 

0.14~4 

Product Code 

male 

190 11 О 064 3000 

190 110 064 3010 

male 

190 111 064 3000 

190 111 064 3010 

male 

PartNumber 

male 

НЕЕЕ-064-МС 

НЕЕЕ--064--МС(65-128) 

male 

HEEE-064-FC 

HEEE--o64--FC(65-128) 

female 

Crimp Contact Product Code PartNumber Product Code Part Number 

silver-plated 
191 100 0160030 У J2.5-25-0.37 AG 191 200 0160030 УК2.5-22-О.37 AG 

191 100 0160040 У J2.5-25-0.5AG 191 200 016 0040 YK2.5-22-0.5AG 

191 100 0160060 У J2.5-25-0. 75AG 191 200 016 0060 УК2.5-22-0. 75AG 

191 100 0160080 У J2.5-25-1.0AG 191 200 0160080 YK2.5-22-1.0AG 

191 100 0160090 У J2.5-25-1.5AG 191 200 0160090 YK2.5-22-1.5AG 

- 111; 
191 100 0160100 У J2.5-25-2.5AG 191 200 0160100 YK2.5-22-2.5AG 

191 100 0160110 У J2.5-25-3.0AG 191 200 0160110 YK2.5-22-3.0AG 

191 100 0160120 У J2.5-25-4.0AG 191 200 0160120 YK2.5-22-4.0AG 

191 110 0160030 YJ2.5-25-0.37AU 191 210 0160030 УК2.5-22-О.37 AU 

gold-plated 
191 110 0160040 У J2.5-25-0.5AU 191 210 0160040 YK2.5-22-0.5AU 

191 110 0160060 У J2.5-25-0. 75AU 191 210 0160060 УК2.5-22-О. 75AU 

191 110 0160080 YJ2.5-25-1.0AU 191 210 0160080 YK2.5-22-1.0AU 

191 110 0160090 У J2.5-25-1.5AU 191 210 0160090 YK2.5-22-1.5AU 

191 110 0160100 У J2.5-25-2.5AU 191 210 0160100 YK2.5-22-2.5AU 

191 110 0160110 У J2.5-25-3.0AU 191 210 0160110 YK2.5-22-3.0AU 

191 110 0160120 У J2.5-25-4.0AU 191 210 016 0120 YK2.5-22-4.0AU 

F or crimp tool and removal tool, see page Р25-О 1 

IP05-05 

Drawings 
(mm) 

ф Maximum distance between inserts2 lmm

Contact Layout (Тennination Front View) 
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Drawings 
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male female 

Мыks wire size (mm
2

) 

Without о. 14-0. 37 AWG26-22 
Groove 

Without 
О. 5 AWG20 

Groovc 
Withl о. 75 AWG18 Groove 
Withl 

1 AWG18 
Groove 
With2 

1. 5 AWG16 Groove 
WithЗ 

2. 5 AWG14 Groove 
Wide 

3 AWG12 
Groove 
Without 

4 AWG12 
Groove 

stripping length : 7 .5mrn 

Contactresistance� 1 m О 
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НD Series-Шtra-Шgh Density Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: ?+РЕ, 8+РЕ, 15+РЕ, 25+РЕ, 40+РЕ, 

50(2Х25)+РЕ, 64+РЕ, 80(2Х40)+РЕ, 128(2Х64)+РЕ 
lnsert (HD007, HD015-HD128) 

Rated Cuпent 1 ОА 

{see cuпent load diagram) 

Rated Voltage 250V 

Rated Pulse Voltage 4kV 

Pollution Degree 3 

Insulation resistance ?е:10'0 Q 

Material Polycarbonate 

Working Temperature -40
°

С-125
°

С

FlarnrnaЬility Rating (Ш94) V-0

Complies with UL/CSArated voltage 600V 

Mating Cycle ?е:500 

Insert {HD008) 

Rated Cuпent 10А 

Rated Voltage 50V 

Rated Pulse Voltage 0.8kV 

Pollution Degree 3 

Insulation resistance ?е:10'0 Q 

Material Polycarbonate 

Working Temperature -40°С-125°С

FlarnпшЬility Rating (Ш94) V-0

Complies with UL/CSArated voltage 50V 

Mating Cycle 

Contact 

Material 

Plating 

Contact resistance 

Termination 

Wire Size 

stripping length 

1 РО6-01 

Copper Alloy 

Gold-plated, Silver-plated 

�ЗmQ 

Crimp Termination 

0.14-2.5 mm2 26-14AWG 

0.14-1.5 mm2 

: 8mm 
2.5 mm2

: 6mm 

Current-Carrying Capacity 

Тhе current carrying capacity is limited Ьу the thermal properties 
of the terminal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 
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НD Series-Шgh Density Insert 

НD series Insert in the state of full pins, and pollution level is 3, its working voltage is 250V 

After adjusting the pin layout, it сап work up to 500V at pollution level 3 

HD series 
10А 500V 6KV З 

male female 

• withpins
О without pins

10 8 01 
28 О 82 
30 8 03 
48 О 84 

50 8 05 

10 8 01 
28 О 82 
30 8 03 
48 О 84 

50 8 05 

male female 

11+@ 

1 О 01 10 01 

2 8 О 8 2 28 О 8 2 

з о. о з 30 8 О 3 
48 О 8 4 48 О 8 4 
50 8 О 5 50 8 О 5 
68 О 8 6 68 О 8 6 

70 8 О 7 70 8 О 7 
88 О 8 8 88 О 8 8 

90 09 90 09 

male female 

20+@ 32+@ 

� � ® ® 

D А А D 

1 8080 1 1 0808 1 
2 0808 2 2 8080 2 
3 8080 3 3 0808 3 
4 0808 4 4 8080 4 
5 8080 5 5 0808 5 
6 0808 6 68080 6 
7 80807 7 08087 
808088 880808 
980809 908089 
10080810 10 8 О 8 О 10 

D С 8 А А В С D 
1 8080 1 1 0808 1 
2 0808 2 2 8080 2 
3 8080 3 3 0808 3 
4 0808 4 4 8080 4 
5 8080 5 5 0808 5 
6 0808 6 6 8080 6 
7 80807 7 08087 
808088 880808 
980809 908089 
10 О 8 О 810 10 8 О 8 О 10 
11 8 О 8 011 11  О 8 О 81 1
12  О 8 О 812 1 2  8 О 8 О 12 
13 8 О 8 О 13 13 О 8 О 813 
14 О 8 О 814 14 8 О 8 О 14 

male female 
15 8 О 8 О 15 15 О 8 О 815 
16 О 8 О 816 16808016 

male female 
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НD-007 Series-Шtra-Шgh Density Insert 

7+� 
1 ОА 250V 4kV 3 Use with ЗAhoodsЛюusings, referto Pl5-0l-Pl5-05 

Insert 

Crimp Tennination 

Contact surface: silver-plated, 

gold-plated 

WireSize 
(mm2

) 

0.14~2.5 

Product Code PartNumber 

male 

190 020 007 3000 male HD-007-MC 

female 

190 021 007 3000 female HD-007-FC 

male female 

Crimp Contact Product Code PartNumber Product Code PartNumber 

silver-plated 191 100 010 0030 У J 1.6-25- 0.37 AG 191200 010 0030 УК1 .6-21.5- 0.37AG 

191 100 010 0040 У J 1.6-25- 0.5AG 191200 010 0040 УК1 .6-21.5- 0.5AG 

, 191 100 010 0060 У J 1.6-25- 0. 75AG 191200 010 0060 УК1 .6-21.5- 0. 75AG 

191 100 010 0080 YJ1.6-25- 1.0AG 191200 010 0080 УК1 .6-21.5- 1.0AG 

191 100 010 0090 YJ1.6-25- 1.5AG 191200 010 0090 YK1.6-21.5- 1.5AG 

191 100 010 0100 У J 1.6-25-2.5AG 191200 010 0100 УК1 .6-21.5-2.5AG 

gold-plated 191 110 010 0030 У J 1.6-25- 0.37 AU 191210 010 0030 УК1 .6-21.5- 0.37AU 

191 110 010 0040 У J 1.6-25- 0.5AU 191210 010 0040 УК1 .6-21.5- 0.5AU 

191 110 010 0060 У J 1.6-25- 0. 75AU 191210 010 0060 УК1 .6-21.5- 0. 75AU 

- 191 110 010 0080 YJ1.6-25- 1.0AU 191210 010 0080 УК1 .6-21.5- 1.0AU 

191 110 010 0090 YJ1.6-25- 1.5AU 191210 010 0090 УК1 .6-21.5- 1.5AU 

191 110 010 0100 У J 1.6-25-2.5AU 191210 010 0100 УК1 .6-21.5-2.5AU 

For crimp tool and removal tool, see page Р25-01 

IP06-03 

Drawings 
(mm) 

г�17� 

male □ ◊ 

1�-
"�8.2 � - 8. 2 -

25 - - 21. 5 -

male female 

1 "

silver-plated • stripping length 
О. 14-0. 37mm' AWG26-22 о. 9 8mm 

о. Smm
2 AWG20 1.1 8mm 

о. 75mm' AWG18 1. З 8mm 
1mm' AWG18 1. 45 8mm 

1. 5mm2 AWG16 1. 75 8mm 
2. Smm2 AWG14 2. 25 6mm 

Contact resistance�Зm О 

НD-008 Series-Шtra-Шgh Density Insert 

8+� 
10А 50V 0.8kV 3 Use with ЗAhoods/housings, referto Pl5-0l-Pl5-05 

Insert 

Crimp Tennination 

Contact surface: silver-plated 

gold-plated 

Wire Size 
(mm2

) 

0.14~2.5 

Product Code 

male 

190 020 008 3000 

female 

PartNumber 

male HD-008-MC 

female 

Drawings 
(mm) 

33 6 

190 021 008 3000 female HD-008-FC _ 

male female 

Crimp Contact Product Code PartNumber Product Code Part Number 

silver-plated 191 100 010 0030 YJ1 .6-25- 0.37AG 191200 010 0030 УК1 .6-21.5- 0.37 AG 

191 100 010 0040 YJ1 .6-25- 0.5AG 191200 010 0040 УК1 .6-21.5- 0.5AG 

:�-
' 

- 1 

� 
191 100 010 0060 YJ1 .6-25- 0.75AG 191200 010 0060 УК1 .6-21.5- 0.75AG �" "

-8.2-

- 25 - 21. 5 
191 100 010 0080 У J 1.6-25- 1.0AG 191200 010 0080 УК1 .6-21.5- 1.0AG male female 

191 100 010 0090 YJ1 .6-25- 1.SAG 191200 010 0090 УК1 .6-21.5- 1.SAG 

191 100 010 0100 YJ1 .6-25-2.SAG 191200 010 0100 УК1 .6-21.5-2.SAG silver-plated • stripping length 
gold-plated 191 110 010 0030 YJ1 .6-25- 0.37AU 191210 010 0030 УК1 .6-21.5- 0.37 AU 

О. 14-0. 37mm' 
о. 5mm

2 

AWG26-22 о. 9 8mm 
AWG20 1.1 8mm 

191 110 010 0040 YJ1 .6-25- 0.SAU 191210 010 0040 УК1 .6-21.5- 0.SAU о. 75mm' AWG18 1. З 8mm 
1mm' AWG18 1. 45 8mm 

191 110 010 0060 YJ1 .6-25- 0.75AU 191210 010 0060 УК1 .6-21.5- 0.75AU 1.5mm' AWG16 1. 75 8mm 
...., __ 

2. 5mm' AWG14 2. 25 6mm 

191 110 010 0080 У J 1.6-25- 1.0AU 191210 010 0080 УК1 .6-21.5- 1.0AU 

Contact resistance�Зm О 
191 110 010 0090 У J 1.6-25- 1.SAU 191210 010 0090 УК1 .6-21.5- 1.SAU 

191 110 010 0100 YJ1.6-25-2.5AU 191210 010 0100 УК1 .6-21.5-2.SAU 

For crimp tool and removal tool, see page Р25-01 
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НD-015 Series-Шtra-Шgh Density Insert 

15+@ 
1 ОА 250V 4kV 3 Use with l0Ahoods/housings, referto P15-0l-P15-05 

Insert 

Crimp Tennination 

Contact surface: silver-plated, 

gold-plated 

WireSize 
(mm2) 

0.14-2.5 

Product Code 

male 
190 020 015 3000 

female 
190 021 0153000 

male 

PartNumber 

male HD-015-MC 

female HD-015-FC 

female 

Crimp Contact Product Code PartNumber Product Code PartNumber 

silver-plated 191 100 010 0030 У J 1.6-25- 0.37 AG 191200 010 0030 УК1 .6-21.5- 0.37AG 

191 100 010 0040 У J 1.6-25- 0.5AG 191200 010 0040 УК1 .6-21.5- 0.5AG 

, 191 100 010 0060 У J 1.6-25- 0. 75AG 191200 010 0060 УК1 .6-21.5- 0. 75AG 

191 100 010 0080 YJ1.6-25- 1.0AG 191200 010 0080 УК1 .6-21.5- 1.0AG 

191 100 010 0090 YJ1.6-25- 1.5AG 191200 010 0090 YK1.6-21.5- 1.5AG 

191 100 010 0100 У J 1.6-25-2.5AG 191200 010 0100 УК1 .6-21.5-2.5AG 

gold-plated 191 110 010 0030 У J 1.6-25- 0.37 AU 191210 010 0030 УК1 .6-21.5- 0.37AU 

191 110 010 0040 У J 1.6-25- 0.5AU 191210 010 0040 УК1 .6-21.5- 0.5AU 

191 110 010 0060 У J 1.6-25- 0. 75AU 191210 010 0060 УК1 .6-21.5- 0. 75AU 

- 191 110 010 0080 YJ1.6-25- 1.0AU 191210 010 0080 УК1 .6-21.5- 1.0AU 

191 110 010 0090 YJ1.6-25- 1.5AU 191210 010 0090 УК1 .6-21.5- 1.5AU 

191 110 010 0100 У J 1.6-25-2.5AU 191210 010 0100 УК1 .6-21.5-2.5AU 

For crimp tool and removal tool, see page Р25-01 

IP06-05 

Drawings 
(mm) 

male РВА� 

-�-,�l i
ф Maximum distance between inserts24mm 

Contact Layout (Teпnination Front View) 

ф ф ф ф 
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Panel Mounting Cutout Drawing 
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male fernale 

1 "

silver-plated • stripping length 

О. 14-0. 37mm' AWG26-22 о. 9 8mm 
о. Smm2 AWG20 1.1 8mm 

о. 75mm' AWG18 1. З 8mm 
1mm' AWG18 1. 45 8mm 

1. 5mm2 AWG16 1. 75 8mm 
2. Smm2 AWG14 2. 25 6mm 

Contact resistance�Зm О 

НD-025 Series-Шtra-Шgh Density Insert 

25+ @ 
1 ОА 250V 4kV 3 Use with lбAhoods/housings, refer to Pl 7-01-Pl 7-02 

Insert 

Crimp Tennination 

Contact surface: silver-plated, 

gold-plated 

Wire Size 
(mm') 

0.14-2.5 

Product Code PartNumber 

male 
190 020 025 3000 male HD-025-MC 

female 
190 021 025 3000 female HD-025-FC 

male female 

Crimp Contact Product Code PartNumber Product Code Part Number 

silver-plated 191 100 010 0030 YJ1 .6-25- 0.37AG 191200 010 0030 УК1 .6-21.5- 0.37 AG 

191 100 010 0040 YJ1 .6-25- 0.5AG 191200 010 0040 УК1 .6-21.5- 0.5AG 
-

191 100 010 0060 YJ1 .6-25- 0.75AG 191200 010 0060 УК1 .6-21.5- 0.75AG 

191 100 010 0080 У J 1.6-25- 1.0AG 191200 010 0080 УК1 .6-21.5- 1.0AG 

191 100 010 0090 YJ1 .6-25- 1.5AG 191200 010 0090 УК1 .6-21.5- 1.SAG 

191 100 010 0100 YJ1 .6-25-2.5AG 191200 010 0100 УК1 .6-21.5-2.SAG 

gold-plated 191 110 010 0030 YJ1 .6-25- 0.37AU 191210 010 0030 УК1 .6-21.5- 0.37 AU 

191 110 010 0040 YJ1 .6-25- 0.5AU 191210 010 0040 УК1 .6-21.5- 0.SAU 

...., __ 191 110 010 0060 YJ1 .6-25- 0.75AU 191210 010 0060 УК1 .6-21.5- 0.75AU 

191 110 010 0080 У J 1.6-25- 1.0AU 191210 010 0080 УК1 .6-21.5- 1.0AU 

191 110 010 0090 У J 1.6-25- 1.5AU 191210 010 0090 УК1 .6-21.5- 1.5AU 

191 110 010 0100 YJ1.6-25-2.5AU 191210 010 0100 УК1 .6-21.5-2.5AU 

For crimp tool and removal tool, see page Р25-01 
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Drawings 
(mm) 
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6� 

ф Maximum distance between inserts24mm 

Contact Layout (Termination Front View) 
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male female 

silver-plated • stripping length 

О. 14-0. 37mm' AWG26-22 о. 9 8mm 
о. 5mm' AWG20 1.1 8mm 
о. 75mm' AWG18 1. З 8mm 

1mm' AWG18 1. 45 8mm 
1.5mm2 AWG16 1. 75 8mm 
2. 5mm' AWG14 2. 25 6mm 

Contact resistance�Зm О 
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НD-040 Series-Шtra-Шgh Density Insert 

40+@ 
1 ОА 250V 4kV 3 U se with 1 бВ hoods/housings, refer to Р21-О 1 -Р21-09 

Insert 

Crimp Tennination 

Contact surface: silver-plated, 

gold-plated 

WireSize 
(mm') 

0.14-2.5 

male 

Product Code PartNumber 

male 
190 020 040 3000 male HD-040-MC 

female 
190 021 040 3000 female HD-040-FC 

female 
Crimp Contact Product Code PartNumber Product Code PartNumber 

silver-plated 191 100 010 0030 У J 1,6-25- 0.37 AG 191200 010 0030 УК1 .6-21.5- 0.37AG 

191 100 010 0040 У J 1,6-25- 0.5AG 191200 010 0040 УК1 .6-21.5- 0.5AG 

, 
191 100 010 0060 У J 1,6-25- 0. 75AG 191200 010 0060 УК1 .6-21.5- 0. 75AG 

191 100 010 0080 YJ1,6-25- 1.0AG 191200 010 0080 УК1 .6-21.5- 1.0AG 

191 100 010 0090 YJ1.6-25- 1.5AG 191200 010 0090 YK1.6-21.5- 1.5AG 

191 100 010 0100 У J 1,6-25-2.5AG 191200 010 0100 УК1 .6-21.5-2.5AG 

gold-plated 191 110 010 0030 У J 1,6-25- 0.37 AU 191210 010 0030 УК1 .6-21.5- 0.37AU 

191 110 010 0040 У J 1,6-25- 0.5AU 191210 010 0040 УК1 .6-21.5- 0.5AU 

191 110 010 0060 У J 1,6-25- 0. 75AU 191210 010 0060 УК1 .6-21.5- 0. 75AU - 191 110 010 0080 YJ1,6-25- 1.0AU 191210 010 0080 УК1 .6-21.5- 1.0AU 

191 110 010 0090 YJ1,6-25- 1.5AU 191210 010 0090 УК1 .6-21.5- 1.5AU 

191 110 010 0100 У J 1,6-25-2.5AU 191210 010 0100 УК1 .6-21.5-2.5AU 

For crimp tool and removal tool, see page Р25-01 

IP06-07 

Drawings 
(mm) 

Wlt 
МЗХ10 

ф Maximum distance between inserts21mm 

Contact Layout (Тermination Front View) 
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male fernale 

silver-plated • stripping length 

О. 14-0. 37mm' AWG26-22 о. 9 8mm 
о. Smm2 AWG20 1.1 8mm 

о. 75mm' AWG18 1. З 8mm 
1mm' AWG18 1. 45 8mm 

1. 5mm2 AWG16 1. 75 8mm 
2. Smm2 AWG14 2. 25 6mm 

Contact resistance�Зm О 

НD-050 Series-Шtra-Шgh Density Insert 

50+� 
1 ОА 250V 4kV 3 Use with 32Ahoods/housings, refer to Р23-01-Р23-ОЗ 

Insert 

;фJ.IIOi 
�fffi11t*i!ii��: tшi�, tш�

WireSize 
(mm') 

0.14~2.5 

male 

Product Code 

male 
190 020 025 3000 
190 020 0253010 

female 
190 021 025 3000 
190 021 0253010 

PartNumber 

male 
HD-025-MC 
HD-025-MC(26-50) 

female 
HD-025-FC 
HD-025-FC(26-50) 

female 

Crimp Contact Product Code PartNumber Product Code Part Number 

silver-plated 191 100 010 0030 YJ1 .6-25- 0.37AG 191200 010 0030 УК1 ,6-21,5- 0.37 AG 

191 100 010 0040 YJ1 .6-25- 0.5AG 191200 010 0040 УК1 ,6-21,5- 0.5AG 

-
191 100 010 0060 YJ1 .6-25- 0.75AG 191200 010 0060 УК1 ,6-21,5- 0.75AG 

191 100 010 0080 У J 1.6-25- 1.0AG 191200 010 0080 УК1 ,6-21,5- 1.0AG 

191 100 010 0090 YJ1 .6-25- 1.5AG 191200 010 0090 УК1 .6-21.5- 1.5AG 

191 100 010 0100 YJ1 .6-25-2.5AG 191200 010 0100 УК1 ,6-21,5-2.5AG 

gold-plated 191 110 010 0030 YJ1 .6-25- 0.37AU 191210 010 0030 УК1 ,6-21,5- 0.37 AU 

191 110 010 0040 YJ1 .6-25- 0.5AU 191210 010 0040 УК1 ,6-21,5- 0.5AU 

...., __ 191 110 010 0060 YJ1 .6-25- 0.75AU 191210 010 0060 УК1 ,6-21,5- 0.75AU 

191 110 010 0080 У J 1.6-25- 1.0AU 191210 010 0080 УК1 ,6-21,5- 1.0AU 

191 110 010 0090 У J 1.6-25- 1.5AU 191210 010 0090 УК1 ,6-21,5- 1.5AU 

191 110 010 0100 YJ1.6-25-2.5AU 191210 010 0100 УК1 ,6-21,5-2.5AU 

For crimp tool and removal tool, see page Р25-01 

1 

Drawings 
(mm) 

Ф Maximum distance between inserts24mm

Contact Layout (Гerminarion Front View) 
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male female 

silver-plated • stripping length 

О. 14-0. 37mm' AWG26-22 о. 9 8mm 
о. 5mm2 AWG20 1.1 8mm 

о. 75mm' AWG18 1. З 8mm 
1mm' AWG18 1. 45 8mm 

1.5mm2 AWG16 1. 75 8mm 
2. 5mm' AWG14 2. 25 6mm 

Contact resistance�Зm О 

P06-08 I Консультация, подбор, покупка: 8 (800) 551-33-61 | sale@weipu.ruБольше информации: weipu.ru



НD-064 Series-Шtra-Шgh Density Insert 

64+@ 
1 ОА 250V 4kV 3 U se with24 В hoods/housings, refer to Р22-О 1-Р22-09 

Insert 

Crimp Tennination 
Contact surface: silver-plated, 

gold-plated 

WireSize 
(mm') 

0.14-2.5 

male 

Product Code PartNumber 

male 
190 020 064 3000 male HD-064-MC 

female 
190 021 064 3000 female HD-064-FC 

female 

Crimp Contact Product Code PartNumber Product Code PartNumber 

silver-plated 191 100 010 0030 У J 1.6-25- 0.37 AG 191200 010 0030 УК1 .6-21.5- 0.37AG 

191 100 010 0040 У J 1.6-25- 0.5AG 191200 010 0040 УК1 .6-21.5- 0.5AG 

, 191 100 010 0060 У J 1.6-25- 0. 75AG 191200 010 0060 УК1 .6-21.5- 0. 75AG 

191 100 010 0080 YJ1.6-25- 1.0AG 191200 010 0080 УК1 .6-21.5- 1.0AG 

191 100 010 0090 YJ1.6-25- 1.5AG 191200 010 0090 YK1.6-21.5- 1.5AG 

191 100 010 0100 У J 1.6-25-2.5AG 191200 010 0100 УК1 .6-21.5-2.5AG 

gold-plated 191 110 010 0030 У J 1.6-25- 0.37 AU 191210 010 0030 УК1 .6-21.5- 0.37AU 

191 110 010 0040 У J 1.6-25- 0.5AU 191210 010 0040 УК1 .6-21.5- 0.5AU 

191 110 010 0060 У J 1.6-25- 0. 75AU 191210 010 0060 УК1 .6-21.5- 0. 75AU 

- 191 110 010 0080 YJ1.6-25- 1.0AU 191210 010 0080 УК1 .6-21.5- 1.0AU 

191 110 010 0090 YJ1.6-25- 1.5AU 191210 010 0090 УК1 .6-21.5- 1.5AU 

191 110 010 0100 У J 1.6-25-2.5AU 191210 010 0100 УК1 .6-21.5-2.5AU 

For crimp tool and removal tool, see page Р25-01 

IP06-09 

Drawings 
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Ф Maximum distance between inserts21mm 
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silver-plated • stripping length 
О. 14-0. 37mm' AWG26-22 о. 9 8mm 

о. Smm2 AWG20 1.1 8mm 
о. 75mm' AWG18 1. З 8mm 

1mm' AWG18 1. 45 8mm 
1. 5mm2 

AWG16 1. 75 8mm 
2. Smm2 AWG14 2. 25 6mm 

Contact resistance�Зm О 

НD-080 Series-Шtra-Шgh Density Insert 

80+� 
1 ОА 250V 4kV 3 Use with 32В hoods/housings, refer to Р23-О 1-Р23-03 

Insert 

Crimp Tennination 
Contact surface: silver-plated, 

gold-plated 

Wire Size 
(mm') 

0.14-2.5 

Product Code 

male 
190 020 040 3000 
190 020 040 301 О 

female 
190 021 040 3000 
190 021 040 301 О 

male 

PartNumber 

male 
HD-040-MC 
HD-040-MC(41-80) 

female 

HD-040-FC 

HD-040-FC(41-80) 

female 

Crimp Contact Product Code PartNumber Product Code Part Number 

silver-plated 191 100 010 0030 YJ1 .6-25- 0.37AG 191200 010 0030 УК1 .6-21.5- 0.37 AG 

191 100 010 0040 YJ1 .6-25- 0.5AG 191200 010 0040 УК1 .6-21.5- 0.5AG 
-

191 100 010 0060 YJ1 .6-25- 0.75AG 191200 010 0060 УК1 .6-21.5- 0.75AG 

191 100 010 0080 У J 1.6-25- 1.0AG 191200 010 0080 УК1 .6-21.5- 1.0AG 

191 100 010 0090 YJ1 .6-25- 1.5AG 191200 010 0090 УК1 .6-21.5- 1.SAG 

191 100 010 0100 YJ1 .6-25-2.5AG 191200 010 0100 УК1 .6-21.5-2.SAG 

gold-plated 191 110 010 0030 YJ1 .6-25- 0.37AU 191210 010 0030 УК1 .6-21.5- 0.37 AU 

191 110 010 0040 YJ1 .6-25- 0.5AU 191210 010 0040 УК1 .6-21.5- 0.SAU 

...., __ 191 110 010 0060 YJ1 .6-25- 0.75AU 191210 010 0060 УК1 .6-21.5- 0.75AU 

191 110 010 0080 У J 1.6-25- 1.0AU 191210 010 0080 УК1 .6-21.5- 1.0AU 

191 110 010 0090 У J 1.6-25- 1.5AU 191210 010 0090 УК1 .6-21.5- 1.5AU 

191 110 010 0100 YJ1.6-25-2.5AU 191210 010 0100 УК1 .6-21.5-2.5AU 

For crimp tool and removal tool, see page Р25-01 
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male female 

silver-plated • stripping length 
О. 14-0. 37mm' AWG26-22 о. 9 8mm 

о. 5mm' AWG20 1.1 8mm 
о. 75mm' AWG18 1. 3 8mm 

1mm' AWG18 1. 45 8mm 
1.5mm2 AWG16 1. 75 8mm 
2. 5mm' AWG14 2. 25 6mm 

Contact resistance�Зm О 
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НD-128 Series-Шtra-Шgh Density Insert 

128+� 
1 ОА 250V 4kV 3 U se with48B hoods/housings, refer to Р24-О 1-Р24-02 

Insert 

Crimp Tennination 

Contact surface: silver-plated, 

gold-plated 

WireSize 
(mm') 

О. 14~2.5 

male 

Product Code 

male 

190 020 064 3000 
190 020 064 301 О 

female 

190 021 064 3000 
190 021 064 301 О 

PartNumber 

male 

HD-064-MC 
HD-064-MC(65-128) 

female 

HD-064-FC 
HD-064-FC(65-128) 

female 

Crimp Contact Product Code PartNumber Product Code PartNumber 

silver-plated 191 100 010 0030 У J 1.6-25- 0.37 AG 191200 010 0030 УК1 .6-21.5-0.37AG 

191 100 010 0040 У J 1.6-25- 0.5AG 191200 010 0040 УК1 .6-21.5-0.5AG 

, 

191 100 010 0060 У J 1.6-25- 0. 75AG 191200 010 0060 УК1 .6-21.5-0. 75AG 

191 100 010 0080 YJ1.6-25- 1.0AG 191200 010 0080 УК1 .6-21.5- 1.0AG 

191 100 010 0090 YJ1.6-25- 1.5AG 191200 010 0090 YK1.6-21.5- 1.5AG 

191 100 010 0100 У J 1.6-25-2.5AG 191200 010 0100 УК1 .6-21.5-2.5AG 

gold-plated 191 110 010 0030 У J 1.6-25- 0.37 AU 191210 010 0030 УК1 .6-21.5-0.37AU 

191 110 010 0040 У J 1.6-25- 0.5AU 191210 010 0040 УК1 .6-21.5-0.5AU 

191 110 010 0060 У J 1.6-25- 0. 75AU 191210 010 0060 УК1 .6-21.5-0. 75AU 

- 191 110 010 0080 YJ1.6-25- 1.0AU 191210 010 0080 УК1 .6-21.5- 1.0AU 

191 110 010 0090 YJ1.6-25- 1.5AU 191210 010 0090 УК1 .6-21.5- 1.SAU 

191 110 010 0100 У J 1.6-25-2.5AU 191210 010 0100 УК1 .6-21.5-2.SAU 

For crimp tool and removal tool, see page Р25-01 
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Contact resistance�Зm О 
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НDD Series-Шtra-Шgh Density Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 24+РЕ, 42+РЕ, 72+РЕ, 108+РЕ,

144 (2 Х 72) +РЕ, 216 (2Х 108) +РЕ

Insert 

Rated Current 1 ОА (see current load diagram)

Rated Voltage 250V

Rated Pulse Voltage 4kV

Pollution Degree 3

Insulation resistance ;:,:1010 

о 

Material Polycarbonate

Working Temperature -40°С-125°С

FlannnaЬility Rating (Ul94) V-0

Complies with UL/CSArated voltage 600V

Mating Cycle

Contact 

Material

Plating

Contact resistance

Terrnination

Wire Size

Stripping Length

1 РОб-13

;:,:500

Copper Alloy

Gold-plated, Silver-plated

�ЗmО

Crimp Termination

0.14-2.5 mm2 26-14AWG

0.14-1.5 mm2

: 8mm 2.5 mm2

: 6mm

Current-Carrying Capacity 

The current carrying capacity is limited Ьу the thermal properties 
of the terrninal materials and the insulation materials. Test and control
procedшes are in accordance with IEC 60512-5-2
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НDD Series-Шtra-Шgh Density Insert 

НDD series Insert in the state offull pins, and pollution level is 3, its working voltage is 250V 

After adjusting the pin layout, it can work up to 500V at pollution level 3 
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IIDD-024 Series-Шtra-Шgh Density Insert 

24+ � 
1 Од 250V 4kV 3 Use with бВ hoods/housings, referto P19-0l-P19-05 

Insert 

Crimp Termination 

Contact surface: silver-plated, 

gold-plated 

WireSize 
(mm') 

0.14~2.5 

Product Code PartNumber 

male 

190 030 024 3000 male HDD-024-MC 

female 

190 031 024 3000 femaleHDD-024-FC 

male female 

Crimp Contact Product Code PartNumber Product Code Part Number 

silver-plated 191 100 010 0030 YJ1 .6-25- 0.37AG 191 200 010 0030 УК1 .6-21.5- 0.37AG 

191 100 010 0040 YJ1 .6-25-0.5AG 191 200 010 0040 УК1 .6-21.5- 0.5AG 

191 100 010 0060 YJ1 .6-25- 0. 75AG 191 200 010 0060 УК1 .6-21.5- 0.75AG 

191 100 010 0080 YJ1.6-25-1.0AG 191 200 010 0080 УК1 .6-21.5- 1.0AG 

191 100 010 0090 У J1 .6-25- 1.5AG 191 200 010 0090 УК1 .6-21.5- 1.5AG 

191 100 010 0100 YJ1 .6-25-2.5AG 191200 010 0100 УК1 .6-21.5-2.5AG 

gold-plated 191 110 010 0030 YJ1.6-25- 0.37AU 191210 010 0030 УК1 .6-21.5- 0.37AU 

191 110 010 0040 У J1 .6-25-0.5AU 191210 010 0040 УК1 .6-21.5- 0.5AU 

..., __ 191 110 010 0060 У J1 .6-25- 0. 75AU 191210 010 0060 УК1 .6-21.5- 0.75AU 

191 110 010 0080 У J1 .6-25-1.0AU 191210 010 0080 УК1 .6-21.5- 1.0AU 

191 110 010 0090 У J1 .6-25- 1.5AU 191210 010 0090 УК1 .6-21.5- 1.5AU 

191 110 010 0100 У J1 .6-25-2.5AU 191210 010 0100 УК1 .6-21.5-2.5AU 

For crimp tool and removal tool, see page Р25-О 1 

IP06-15 

Drawings 
(mm) 

М3Х10 

ф Maximшn distance between inserts21mm 
Con1act Layout (Teпrunation Fron1 View) 

ф ф 
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4 24 ••••••••••••••••••••••••
1 21 
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male 

Panel Mounting Cutout Drawing 
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male female 

silver-plated • stripping length 

О. 14-0. 37mm' AWG26-22 о. 9 8mm 

о. 5mm' AWG20 1.1 8mm 

о. 75mm' AWG18 1. 3 8mm 

1mm' AWG18 1. 45 8mm 

1.5mm' AWG16 1. 75 8mm 

2. 5mm' AWG14 2. 25 6mm 

Contact resistance�Зm О 

IIDD-042 Series-Шtra-Шgh Density Insert 

42+� 
1 Од 250V 4kV 3 U se with 1 ОВ hoods/housings, refer to Р20-О 1-Р20-08 

Insert 

Crimp Termination 

Contact surface: silver-plated, 

gold-plated 

WireSize 
(mm') 

0.14~2.5 

male 

Product Code PartNumber 

male 

190 030 042 3000 male HDD-042-MC 

female 

190 031 042 3000 female HDD-042-FC 

female 

Crimp Contact Product Code PartNumber Product Code Part Number 

silver-plated 191 100 010 0030 YJ1 .6-25- 0. 37AG 191200 010 0030 УК1 .6-21.5- 0.37AG 

191 100 010 0040 YJ1 .6-25-0.5AG 191200 010 0040 УК1 .6-21.5- 0.5AG 

, 
191 100 010 0060 YJ1 .6-25- 0. 75AG 191200 010 0060 УК1 .6-21.5- 0. 75AG 

191 100 010 0080 YJ1 .6-25-1.0AG 191200 010 0080 УК1 .6-21.5- 1.0AG 

191 100 010 0090 YJ1 .6-25- 1.5AG 191200 010 0090 УК1 .6-21.5- 1.5AG 

191 100 010 0100 YJ1 .6-25-2.5AG 191200 010 0100 УК1 .6-21.5-2.5AG 

gold-plated 191 110 010 0030 YJ1 .6-25- 0. 37AU 191210 010 0030 УК1 .6-21.5- 0.37AU 

191 110 010 0040 YJ1 .6-25-0.SAU 191210 010 0040 УК1 .6-21.5- 0.5AU 

,.._ 191 110 010 0060 YJ1 .6-25- 0. 75AU 191210 010 0060 УК1 .6-21.5- 0. 75AU 

... 191 110 010 0080 У J1 .6-25-1.0AU 191210 010 0080 УК1 .6-21.5- 1.0AU 

191 110 010 0090 YJ1 .6-25- 1.5AU 191210 010 0090 УК1 .6-21.5- 1.5AU 

191 110 010 0100 У J1 .6-25-2.5AU 191210 010 0100 УК1 .6-21.5-2.5AU 

F or crimp tool and removal tool, see page Р25-О 1 

Drawings 
(mm) 

Ф Maxiniшn distance between inserts2 lmm 

Contact Layout (Тennination Front View) 
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Panel Mounting Cutout Drawing 
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25 - 21 .5 

male female 

silver-plated • stripping length 

О. 14-0. 37mm' AWG26-22 о. 9 8mm 

о. 5mm 2 AWG20 1.1 8mm 

о. 75mm' AWG18 1. 3 8mm 

1mm' AWG18 1. 45 8mm 

1.5mm' AWG1б 1. 75 8mm 

2. 5mm' AWG14 2. 25 6mm 

Contact resistance�Зm О 
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IIDD-072 Series-Шtra-Шgh Density Insert 

72+ � 
1 Од 250V 4kV 3 Use with lбВ hoods/housings, referto P21-0l-P21-09 

Insert 

Crimp Termination 
Contact surface: silver-plated,

gold-plated

WireSize (mm')

0.14-2.5

male 

Product Code PartNumber 

male 190 030 072 3000 male HDD-072-MC

female 190 031 0723000 female HDD-072-FC

female 

Crimp Contact Product Code PartNumber Product Code Part Number 

silver-plated 191 100 010 0030 YJ1 .6-25- 0.37AG 191 200 010 0030 УК1 .6-21.5- 0.37AG 

191 100 010 0040 YJ1 .6-25-0.5AG 191 200 010 0040 УК1 .6-21.5- 0.5AG 

191 100 010 0060 YJ1 .6-25- 0. 75AG 191 200 010 0060 УК1 .6-21.5- 0.75AG 

191 100 010 0080 YJ1.6-25-1.0AG 191 200 010 0080 УК1 .6-21.5- 1.0AG 

191 100 010 0090 У J1 .6-25- 1.5AG 191 200 010 0090 УК1 .6-21.5- 1.5AG 

191 100 010 0100 YJ1 .6-25-2.5AG 191200 010 0100 УК1 .6-21.5-2.5AG 

gold-plated 191 110 010 0030 YJ1.6-25- 0.37AU 191210 010 0030 УК1 .6-21.5- 0.37AU 

191 110 010 0040 У J1 .6-25-0.5AU 191210 010 0040 УК1 .6-21.5- 0.5AU 

...., __ 191 110 010 0060 У J1 .6-25- 0. 75AU 191210 010 0060 УК1 .6-21.5- 0.75AU 

191 110 010 0080 У J1 .6-25-1.0AU 191210 010 0080 УК1 .6-21.5- 1.0AU 

191 110 010 0090 У J1 .6-25- 1.5AU 191210 010 0090 УК1 .6-21.5- 1.5AU 

191 110 010 0100 У J1 .6-25-2.5AU 191210 010 0100 УК1 .6-21.5-2.5AU 

For crimp tool and removal tool, see page Р25-01

1 РО6-17 

Drawings 
(mm)

Q) Maximum distance between inserts21mm

Contact Layout (Тeпnination Front View) 
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Panel Mounting Cutout Drawing 
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male female 

silver-plated • stripping length 

О. 14-0. 37mm' AWG26-22 о. 9 8mm 

о. 5mm' AWG20 1.1 8mm 

о. 75mm' AWG18 1. 3 8mm 

1mm' AWG18 1. 45 8mm 

1.5mm' AWG16 1. 75 8mm 

2. 5mm' AWG14 2. 25 6mm 

Contact resistance�Зm О 

IIDD-108 Series-Шtra-Шgh Density Insert 

108+� 
1 Од 250V 4kV 3 Use with 24В hoods/housings, refer to P22-0l -P22-09 

Insert 

Crimp Termination 
Contact surface: silver-plated,

gold-plated

WireSize (mm')

0.14-2.5

Product Code PartNumber 

male 190 030 1 08 3000 male HDD-108-MC

female 190 031 108 3000 female HDD-108-FC

male female 

Crimp Contact Product Code PartNumber Product Code Part Number 

silver-plated 191 100 010 0030 YJ1 .6-25- 0. 37AG 191200 010 0030 УК1 .6-21.5- 0.37AG 

191 100 010 0040 YJ1 .6-25-0.5AG 191200 010 0040 УК1 .6-21.5- 0.5AG 

, 
191 100 010 0060 YJ1 .6-25- 0. 75AG 191200 010 0060 УК1 .6-21.5- 0. 75AG 

191 100 010 0080 YJ1 .6-25-1.0AG 191200 010 0080 УК1 .6-21.5- 1.0AG 

191 100 010 0090 YJ1 .6-25- 1.5AG 191200 010 0090 УК1 .6-21.5- 1.5AG 

191 100 010 0100 YJ1 .6-25-2.5AG 191200 010 0100 УК1 .6-21.5-2.5AG 

gold-plated 191 110 010 0030 YJ1 .6-25- 0. 37AU 191210 010 0030 УК1 .6-21.5- 0.37AU 

191 110 010 0040 YJ1 .6-25-0.5AU 191210 010 0040 УК1 .6-21.5- 0.5AU 

-..а::- 191 110 010 0060 YJ1 .6-25- 0. 75AU 191210 010 0060 УК1 .6-21.5- 0. 75AU 

... 191 110 010 0080 У J1 .6-25-1.0AU 191210 010 0080 УК1 .6-21.5- 1.0AU 

191 110 010 0090 YJ1 .6-25- 1.5AU 191210 010 0090 УК1 .6-21.5- 1.5AU 

191 110 010 0100 У J1 .6-25-2.5AU 191210 010 0100 УК1 .6-21.5-2.5AU 

F or crimp tool and removal tool, see page Р25-О 1

Drawings 
(mm)

Q) Maximum distance between inserts2 lmm 

Contact Layout (Гermination Front View) 
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Panel Mounting Cutout Drawing 
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male female 

silver-plated • stripping length 

О. 14-0. 37mm' AWG26-22 о. 9 8mm 

о. 5mm
2 AWG20 1.1 8mm 

о. 75mm' AWG18 1. 3 8mm 

1mm' AWG18 1. 45 8mm 

1.5mm' AWG1б 1. 75 8mm 

2. 5mm' AWG14 2. 25 6mm 

Contact resistance�Зm О 
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IIDD-144 Series-Шtra-Шgh Density Insert 

144+� 
1 Од 250V 4kV 3 Use with 32В hoods/housin

g
s, referto P23-0l-P23-03 

Insert 

Crimp Termination 
Contact surface: silver-plated, 

gold-plated 

WireSize 
(mm') 

0.14-2.5 

male 

Product Code 

male 
190 030 072 3000 
190 030 0723010 

female 
190 031 072 3000 
190 031 0723010 

PartNumber 

male 
HDD-072-MC 
HDD-072-MC(73-144) 

female 
HDD-072-FC 
HDD-072-FC(73-144) 

female 

Crimp Contact Product Code PartNumber Product Code PartNumber 

silver-plated 191 100 010 0030 YJ1 .6-25- 0.37AG 191 200 010 0030 УК1 .6-21.5- 0.37AG 

191 100 010 0040 YJ1 .6-25-0.5AG 191 200 010 0040 УК1 .6-21.5- 0.5AG 

191 100 010 0060 YJ1 .6-25- 0. 75AG 191 200 010 0060 УК1 .6-21.5- 0.75AG 

191 100 010 0080 YJ1.6-25-1.0AG 191 200 010 0080 УК1 .6-21.5- 1.0AG 

191 100 010 0090 У J1 .6-25- 1.5AG 191 200 010 0090 УК1 .6-21.5- 1.5AG 

191 100 010 0100 YJ1 .6-25-2.5AG 191200 010 0100 УК1 .6-21.5-2.5AG 

gold-plated 191 110 010 0030 YJ1.6-25- 0.37AU 191210 010 0030 УК1 .6-21.5- 0.37AU 

191 110 010 0040 У J1 .6-25-0.5AU 191210 010 0040 УК1 .6-21.5- 0.5AU 

...., __ 191 110 010 0060 У J1 .6-25- 0. 75AU 191210 010 0060 УК1 .6-21.5- 0.75AU 

191 110 010 0080 У J1 .6-25-1.0AU 191210 010 0080 УК1 .6-21.5- 1.0AU 

191 110 010 0090 У J1 .6-25- 1.5AU 191210 010 0090 УК1 .6-21.5- 1.5AU 

191 110 010 0100 У J1 .6-25-2.5AU 191210 010 0100 УК1 .6-21.5-2.5AU 

For crimp tool and removal tool, see page Р25-О 1 

1 РО6-19 

Drawings 
(mm) 

Q) Maxmшm distance between inserts2 lmm

Contact Layout (Termination Front View) 
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silver-plated • stripping length 

О. 14-0. 37mm' AWG26-22 о. 9 8mm 
о. 5mm' AWG20 1.1 8mm 

о. 75mm' AWG18 1. 3 8mm 
1mm' AWG18 1. 45 8mm 

1.5mm' AWG16 1. 75 8mm 
2. 5mm' AWG14 2. 25 6mm 

Contact resistance�Зm О 

IIDD-216 Series-Шtra-Шgh Density Insert 

216+� 
1 Од 250V 4kV 3 U se with 48В hoods/housin

g
s, refer to Р24-О 1-Р24-02 

Insert 

Crimp Termination 
Contact surface: silver-plated, 

gold-plated 

WireSize 
(mm') 

0.14-2.5 

Product Code 

male 
190 030 1 08 3000 
190 030 108 3010 

female 
190 031 108 3000 
190 031 1083010 

male 

PartNumber 

male 
HDD-108-MC 
HDD-108-МС(109-216) 

female 
HDD-108-FC 
HDD-108-FC(109-216) 

female 

Crimp Contact Product Code PartNumber Product Code PartNumber 

silver-plated 191 100 010 0030 YJ1 .6-25- 0. 37AG 191200 010 0030 УК1 .6-21.5- 0.37AG 

191 100 010 0040 YJ1 .6-25-0.5AG 191200 010 0040 УК1 .6-21.5- 0.5AG 

, 191 100 010 0060 YJ1 .6-25- 0. 75AG 191200 010 0060 УК1 .6-21.5- 0. 75AG 

191 100 010 0080 YJ1 .6-25-1.0AG 191200 010 0080 УК1 .6-21.5- 1.0AG 

191 100 010 0090 YJ1 .6-25- 1.5AG 191200 010 0090 УК1 .6-21.5- 1.5AG 

191 100 010 0100 YJ1 .6-25-2.5AG 191200 010 0100 УК1 .6-21.5-2.5AG 

gold-plated 191 110 010 0030 YJ1 .6-25- 0. 37AU 191210 010 0030 УК1 .6-21.5- 0.37AU 

191 110 010 0040 YJ1 .6-25-0.5AU 191210 010 0040 УК1 .6-21.5- 0.5AU 

....,_ 191 110 010 0060 YJ1 .6-25- 0. 75AU 191210 010 0060 УК1 .6-21.5- 0. 75AU 

... 191 110 010 0080 У J1 .6-25-1.0AU 191210 010 0080 УК1 .6-21.5- 1.0AU 

191 110 010 0090 YJ1 .6-25- 1.5AU 191210 010 0090 УК1 .6-21.5- 1.5AU 

191 110 010 0100 У J1 .6-25-2.5AU 191210 010 0100 УК1 .6-21.5-2.5AU 

F or crimp tool and removal tool, see page Р25-О 1 

Drawings 
(mm) 

Q) Maxmшm distance between inserts2 lmm
Contact Layout (Тennination Front View) 

ф ф ф ф �
199 109 

•••••• 

•••••• 

...... 

...... 

...... 

•••••• 

•••••• 

•••••• 

•••••• 

•••••• 

...... 

...... 

•••••• 

•••••• 

•••••• 

...... 

•••••• 

...... 

216 126 

�
91 1 

•••••• 

•••••• 

...... 

...... 

...... 

•••••• 

•••••• 

•••••• 

•••••• 

•••••• 

...... 

...... 

•••••• 

•••••• 

•••••• 

...... 

•••••• 

...... 

108 18 

male 

ф �
1 91 

•••••• 

• •••••

...... 

. ..... 

...... 

• •••••

••••••

• •••••

• •••••

• •••••

. .... . 

. .... . 

• •••••

••••••

• •••••

...... 

• •••••

...... 

18 108 

�
109 199 

• •••••

• •••••

. .... . 

. .... . 

. .... . 

• •••••

• •••••

• •••••

• •••••

• •••••

. .... . 

. .... . 

• •••••

• •••••

• •••••

. ..... 

• •••••

. ..... 

126 216 

female 

Panel Mounting Cutout Drawing 

�
-------- 104 --------

1 1 
1 

' Гi -------------1-------------Н 1 

L� - i� [ L._
t 

________ , --------
>---- - --•, 5 

,,� 
1' 

N & Ф 

',j �'-' -' 25 
• ���- 21. 5 

male female 

silver-plated • stripping length 

О. 14-0. 37mm' AWG26-22 о. 9 8mm 
о. 5mm2 AWG20 1.1 8mm 

о. 75mm' AWG18 1. 3 8mm 
1mm' AWG18 1. 45 8mm 

1.5mm' AWG1б 1. 75 8mm 
2. 5mm' AWG14 2. 25 6mm 

Contact resistance�Зm О 
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HSB Series-High Current Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 6+РЕ, 12+РЕ 

Insert 

Rated Cuпent 35А 
(see cuпent load diagram) 

Rated Voltage -Pole-to-ground rated voltage: 400V
--Pole-to-pole rated voltage: 690V
-Optional rated voltage: 500V

Rated Pulse Voltage 6kV 

Pollution Degree 3 

Insulation resistance 

Material Polycarbonate 

Working Temperature -40°С-125°С

FlammaЬility Rating (Ul94) V-0 

Complies with UL/CSArated voltage 600V 

Mating Cycle 

Contact 

Material 

Plating 

Contact resistance 

Termination 

Wire Size 

1 РО7-01 

�500 

Copper 

Silver-plated 

�1m0 

Screw Termination 

1.5-6 mm' 15-9AWG 

Current-Carrying Capacity 

The cuпent carrying capacity is limited Ьу the thermal properties 
of the terminal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 
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Enwonment Temperature 

(!)WireSize: 4mm' 
®WireSize: 6mm' 

1.5mm' 

·с

HSB-006 Series-Шgh Current Insert 

6+� 
ЗSА 400/690V 6kV 3 
ЗSА 500V 6kV 3 

Insert 

Screw Termination 
Contact surface: silver-plated 

WireSize 
(mm') 

1.5-6 

Product Code 

male 
190 080 006 2000 

female 
190 081 006 2000 

U se with 1 бВ hoods/housings, refer to Р21-О 1 -Р21-09 

PartNumber 

male HSB-006-M 

female HSB-006-F 

Drawings 
(mm) 

ф Maximum distance between inserts2lmm 

stripping length: 11.5mm 

Torque: l.2N·m 

Contact Layout (Teпnination Front View) 

18 81 

82 28 

38 83 

84 48 

58 85 

86 68 

male female 

Panel Moшiting Cutout Drawing 

г

-

77.5 
11-;===-----------

1 ! 
1 ----------- 1----------- -1 � � � 
!о 1 � j

L � 68
1

5 -----1= 
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HSB-012 Series-Шgh Current Insert 

12+� 
ЗSА 400/690V 6kV 3 
ЗSА 500V 6kV 3 

Insert 

Screw Teпnination 

Contact surface: silver-plated 

IP07-03 

WireSize 
(mm') 

1.5-6 

Product Code 

male 

190 080 006 2000 
190 080 006 2010 

female 

190 081 006 2000 
190 081 0062010 

Use with 32В hoods/housings, refer to P23-0l-P23-03 

PartNumber 

male 
HSB-006-M 
HSB-006-M(?-12) 

female 

HSB-006-F 
HSB-006-F(7-12) 

"' 

male 

Drawings 
(mm) 

27 

г � 

,J{J �ш�-"� 84 _____:__j 34 ..... 

ф Maximum distance between inserts2 lmm 

stripping length: 11.5mm 

Torque: 1.2N·m 

Contact Layout (Тermination Front View) 

ф ф ф ф ф ф ф 

� � � � 
78 1 8  81 87 

88 82 2 8  88 

98 38 83 89 

810 84 48 108 

118 58 85 811 

812 86 68 128 

ф ф ф ф ф ф ф 

male female 

Panel Mounting Cutout Drawing 

ф 

ф 
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НК-004/8 Series- Comblnation Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: Power: 4-tfE Signal: 8 

Insert: Power (4+РЕ) 

Rated Cuпent 8 О А 

Insert : S i gna 1 8 

Rated Cuпent 

Rated Voltage 

Rated Pulse Voltage 

Pollution Degree 

Insulation resistance 

Material 

Working Temperature 

16А 

400V 

6kV 

3 

Polycarbonate 

-40 °С~125 °С

Flammability Rating (Ul94) V-0 

Complies with UL/CSArated voltage 600V 

Mating Cycle 

Contact 

Material 

Plating 

Contact resistance 

Contact resistance 

Termination 

Wire Size 

Wire Size 

1 РО8-01 

?:500 

Copper Alloy 

Silver-plated 

Power: �О. ЗmО 

Signal: �1 mO 

power screw termination 

1.5-16mm 2 15-6AWG 

signal screw termination 

0.5-2.5mm 2 20-1 ЗAWG 

Current-Carrying Capacity 

The cuпent caпying capacity is limited Ьу the theпnal properties 
of the teпninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

� 
� 

А 

90 
80 
70 
60 
50 
40 
30 
20 

'--

r--... 1'--.. 
1--... 

G) 

� r---.... L" 1/

�� 
!'-:::: 

"� 
'� 

10 
\ 

20 30 40 50 60 70 80 90 100 11 О 120 1 30 
Environment Temperature 

G) wire size: 16mm'
� wiresize:10mm'

ос 

НК-004/8 Series- Combination Insert 

4+� 
80А 400V 6kV 3 
+8 signal pin
16А 400V 6kV 3

Insert 

Screw Termination 
Contact surface: silver-plated 

WireSize 
(mm') 

Power 
1 .5- 1 6  

Signal 
0.5-2.5 

Product Code 

male 
190 060 0122000 

female 
190 061 0122000 

Use with 24В hoods/housings, refer to P22-0l-P22-09 

PartNumber 

male НК-004/8-М 

female HK-004/8-F 

Drawings 
(mm) 

ф Maximum distance between inserts21mm 

Contact Layout (Termination Front View) 

<1> <1> <1> 
-"1 -"1 

18 81 

8з з8 

28 82 

84 48 

58 8 9 9 8 85 

68 810 108 86 

78 811 11• 87 

В• 812 12• •В 

<1> <1> + 4 

male female 

powerpin 
wire size locking torque stripping length 
1. 5mm' 1. 2N • m
2. 5mm' 2N • m
4mm' ЗN • m
6mm' ЗN • m
16mm' ЗN • m

signal pin 
stripping length: 7. 5mm 
Torque: О. 5N ·m 

14mm 
14mm 
14mm 
14mm 
14mm 

P08-02 IКонсультация, подбор, покупка: 8 (800) 551-33-61 | sale@weipu.ruБольше информации: weipu.ru



НК-004/0 Series- Comblnation Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 4+РЕ 

Power Insert: (4+РЕ) 

Rated Cuпent 

Rated Voltage 

Rated Pulse Voltage 

Pollution Degree 

Insulation resistance 

Material 

80А 

830V 

8kV 

3 

::::::1010 

о

Polycarbonate 

Working Temperature -40°С~125°С

FlammaЬility Rating (U]94) V-0

Complies with UL/CSArated voltage 600V/300V 

Mating Cycle :::::,500 

Contact 

Material Copper Alloy 

Plating Silver-plated 

Contact resistance �О. Зmо 

Teпnination Screw Tennination 

Wire Size 1 .5-1 6mm 2 15-6AWG 

IP08-03 

Current-Carrying Capacity 

The cuпent caпying capacity is limited Ьу the theпnal properties 
of the teпninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

1:i 

� 
� 

А 

90 

80 

70 

60 

50 

40 

30 

20 

......__ (j) 

..._ !'---1 

,,,.... 
' 

'r-----.. ..... !',. 
,r----... "� 

" 1,> 
"� 

10 

20 30 40 50 60 70 80 90 100 110 120 130 

Environment Temperature 

G) wiresize:16mm' 
� wiresize:10mm' 

ос 

НК-004/0 Series- Combination Insert 

4+� 
80А 830V 8kV 3 Use with lбВ hoods/housings, referto P21-0l-P21-09 

Insert 

Screw Tennination 
Contact surface: silver-plated 

WireSize 
(mm') 

1.5~16 

Product Code PartNumber 

male 
190 060 004 2000 male НК-004/0-М 

female 
190 061 004 2000 female Н K-004/0-F 

Drawings 
(mm) 

ф Maximum distance between inserts2 lmm 

Contact Layout (Termination Front View) 

•·

male female 

power pin 
wire size locking torque st ripping leugth 
1. 5mm' 1. 2N • m 14mm 
2. 5mm' 2N • m 14mm 

4mm' ЗN • m 14mm 
6mm' ЗN • m 14mm 
16mm' ЗN • m 14mm 
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НК-004/2 Series- Comblnation Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContlct: Power: 4-tfE Signal: 2 

Insert : Power (4+РЕ) 

Rated Cuпent 

Rated Voltage 

Rated Pulse Voltage 

Insert :Signa12 

Rated Cuпent 

Rated Voltage 

Rated Pulse Voltage 

Pollution Degree 

Insulation resistance 

Material 

Working Temperature 

FlammaЬility Raring (Ш94) 

80А 

830V 

8kV 

16А 

400V 

6kV 

з 

:;::::1010 0 

Polycarbonate 

-40°С-125°С

V-0

Complies with UL/CSArated voltage 600V/300V 

Mating Cycle ?:500 

Contact 

Material 

Plating 

Power Contact Resistance 

Signal Contact Resistance 

Termination 

Wire Size 

Wire Size 

IP08-05 

Copper Alloy 

Silver-plated 

�О. Зmа 

power screw teпnination 

1.5-16mm2 15-6AWG 

signal screw teпnination 

0.5-2.5mm2 20-1 ЗAWG 

Current-Carrying Capacity 

The cuпent caпying capacity is limited Ьу the theпnal properties 
of the teпninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

11 

� 

� 

90 

80 

70 

60 

50 

40 

30 

20 

10 

А 

r----... 
Г"-,. ф 

Г"-,. I

r----..... 
' 

�------,.._ 1""" 

I Г----.. 
" 

ф ' 
г, "\ 

'['\.\ 

'� 

20 30 40 50 60 70 80 90 100 110 120 130 

Environment Temperature 

(j) wiresize:16mm' 
ф wiresize,10mm' 

ос 

НК-004/2 Series- Combination Insert 

4+� 
80А 830V 8kV 3 
+2 signal pin
16А 400V 6kV 3

Use with lбВ hoods/housi ngs, referto P21-0l-P21-09 

Insert 

Screw Termination 
Contact surface: silver-plated 

WireSize 
(mm') 

Power 
1.5~16 

Signal 
0.5~2.5 

Product Code PartNumber 

male 
190 060 006 2000 male НК-004/2-М 

female 
190 061 006 2000 female Н K-004/2-F 

Drawings 
(mm) 

84-

77.5 

��(Иj 
� ,,.,-г--,,----,-,...,.,.,, мз Х 1 О 

� 
� N 

�.,..; 

ф Maximum distance between inserts2 lmm 

Contact Layout (Termination Front View) 

ф 4 4 4 
� � 

811 118 

,. ., 
. , , .

,. ., 
• 4 4 • 

128 128 

4 4 4 4 male female 

powerpin 
wire size locking torque 
1. 5mm' 1. 2N • m 

2. 5mm' 2N • m 

4mm' ЗN • m 

6mm' ЗN • m 

16mm' ЗN • m 

signalpin 
stripping length: 7. 5mm 
Torque: О. 5N ·m 

stripping length 
14mm 

14mm 

14mm 

14mm 

14mm 
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НWК-006/6 Series- Comblnation Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No.ofContact: Power: 6+РЕ Signal: 6 

Insert: Power (б+РЕ) 

Rated Cuпent 

Rated Voltage 

Rated Pulse Voltage 

Insert: Signal 6 

Rated Cuпent 

Rated Voltage 

Rated Pulse Voltage 

Pollution Degree 

Insulation resistance 

Material 

Working Temperature 

40А 

690V 

8kV 

16А 

400V 

6kV 

3 

Polycarbonate 

-40°С-125°С

FlammaЬility Rating (Ul94) V-0 

Complies with UL/CSArated voltage 600V

Mating Cycle 

Contact 

Material 

Plating 

Contact resistance 

Teпnination 

Wire Size 

Wire Size 

IPOB-07 

Copper Alloy 

Silver-plated 

::;;;1mo 

power screw termination 

4-10mm2 11-?AWG

signal screw teпnination 

1-2.5mm2 17-13AWG

Current-Carrying Capacity 

The current caпying capacity is limited Ьу the theпnal properties 
of the teпninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

88 

80 

72 

64 

56 

48

40

32 

1:i 24 

А 

t----.... 

г---.. 
' 

r---...

r---... 

r--.:: 

� 16 

и 8 

� 20 30 40 50 60 70 80 90 100 110 120 130 
Envi ronment Ternperature 

(1) wi resize:16mm' 
(2) wi resize,10mm' 

НWК-006/6 Series- Comblnation Insert 

6+� 
40А 690V 8kV 3 
+6 signal pin
16А 400V 6kV 3

Use with lбВ hoods/housings, referto P21-0l-P21-09 

Insert 

Screw Termination 
Contact su rface: silver-plated 

WireSize 
(mm') 

Po wer 
4~10 

Signal 
1~2.5 

Product Code 

male 
190 060 012 2100 

female 

PartNumber 

male HWK-006/6-M 

190 061 012 2100 female HWK-006/6-F 

Drawings 
(mm) 

ф Maximum distance between inserts2 lmrn 

Contact Layout (Termination Front View) 

<!> � <!> <!> � <!> 

158 816 168 815 

138 814 148 813 

118 812 128 811 

58 86 68 85 

38 84 48 83 

18 82 28 81 

male female 

powerpin 
wire size locking torque strippi ng length 
1. 5mm' 1. 2N • m 

2. 5mm' 2N • m 

4mm' ЗN • m 

6mm2 
ЗN • m 

16mm' ЗN • m 

signalpin 
stripping length: 7. 5mm 
Torque: О. 5N ·m

14mm 

14mm 

14mm 

14mm 

14mm 
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НК-008/24 Series- Comblnation Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: Power: 8+РЕ Signal: 24

Insert: Power (8+РЕ) 

Rated Cuпent 16А 

Rated Voltage Pole-to-ground: 230V Pole-to-pole: 400V 

Rated Pulse Voltage 4kV 

Insert: Signal 24 

Rated Cuпent 

Rated Voltage 

Rated Pulse Voltage 

Pollution Degree 

Insulation resistance 

Material 

Working Temperature 

FlarnmaЬility Rating (Ul94) 

10А 

160V 

2.5kV 

3 

?:1010 

о

Polycarbonate 

-40°С-125°С

V-0

Complies with UL/CSArated voltage 600V/300V 

Mating Cycle 

Contact 

Material 

Plating 

Power Contact Resistance 

Signal Contact Resistance 

Teпnination 

Wire Size 

Wire Size 

IP0B-09 

?:500 

Copper Alloy 

Silver-plated 

�1m0 

�ЗmО 

power screw teпnination 

О. 14-4mm2 26-11AWG 

signal screw termination 

О. 14-2.5mm2 26-13AWG 

Current-Carrying Capacity 

The cuпent caпying capacity is limited Ьу the theпnal properties 
of the teпninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

А 

50 

40 

30 

!'--. 
!'---

!'--,.._ 

G) 
r-...... 

.... 
� r----.. 

r----.. 
1'-.. !'---

20 .......... 

� 

I'\ 

\ 
20 30 40 50 60 70 80 90 100 110 120 130 

Environment Ternperature 

(1) wiresize: 4mm' 
(2) wiresize: 2.5mm' 

ос 

НК-008/24 Series- Comblnation Insert 

8+� 
16А 230/400V 4kV 3 
+24 signal pin
1 ОА 160V 2.SkV 3

Use with 18В hoods/housings, referto Р20-01-Р20-08 

Insert 

Crimp Teпnination 
Contact surface: silver-plated, 

gold-plated 

WireSize 
(mm') 

Power 
0.14~4 

Signal 
0.14~2.5 

male 

Product Code PartNumber 

male 
190 060 032 3000 male НК-008/24-МС 

female HK-008/24-FC 

female 

Crimp Contact Product Code PartNumber Product Code Part Number 

silver-plated 
--

gold-plated 

Crimp Contact 

silver-plated 

gold-plated 

191 100 010 0030 YJ 1 .6-25-0.37AG 191 200 01 О 0030 УК1 .6-21.5-0.37AG 

191 100 010 0040 YJ 1 .6-25- 0.5AG 191 200 01 О 0040 УК1 .6-21.5- 0.5AG 

191 100 010 0060 У J 1  .6-25-0.75AG 191 200 01 О 0060 УК1 .6-21.5-0.75AG 

191 100 010 0080 YJ 1 .6-25-1.0AG 191 200 01 О 0080 УК1 .6-21.5- 1.0AG 

191 100 010 0090 У J 1  .6-25-1.5AG 191 200 01 О 0090 УК1 .6-21.5- 1.5AG 

191 100 010 0100 YJ 1 .6-25-2.SAG 191200 010 0100 УК1 .6-21.5-2.SAG 

191 110 010 0030 YJ 1 .6-25- 0.37AU 191210 010 0030 УК1 .6-21.5- 0.37 AU 

191 110 010 0040 YJ 1 .6-25-0.SAU 191210 010 0040 УК1 .6-21.5- 0.SAU 

191 110 010 0060 YJ 1 .6-25-0.75AU 191210 010 0060 УК1 .6-21.5-0.75AU 

191 110 010 0080 YJ 1 .6-25- 1.0AU 191210 010 0080 УК1 .6-21.5- 1.0AU 

191 110 010 0090 YJ 1 .6-25-1.5AU 191210 010 0090 УК1 .6-21.5- 1.5AU 

191 110 010 0100 YJ 1 .6-25-2.SAU 191210 010 0100 УК1 .6-21.5-2.SAU 

male female 

Product Code PartNumber Product Code Part Number 

191 100 016 0030 YJ2.5-25-0.37AG 191 200 016 0030 YK2.5-22-0.37AG 

191 100 0160040 YJ2.5-25-0.5AG 191200 0160040 YK2.5-22-0.5AG 

191 100 016 0060 YJ2.5-25-0.75AG 191 200 016 0060 YK2.5-22-0.75AG 

191 100 0160080 YJ2.5-25- 1.0AG 191200 0160080 YK2.5-22- 1.0AG 

191 100 0160090 YJ2.5-25-1.5AG 191200 0160090 YK2.5-22-1.5AG 

191 100 0160100 YJ2.5-25-2.5AG 191200 0160100 YK2.5-22-2.5AG 

191 100 0160110 YJ2.5-25-3.0AG 191200 0160110 YK2.5-22-3.0AG 

191 100 0160120 YJ2.5-25-4.0AG 191200 0160120 YK2.5-22-4.0AG 

191 110 0160030 YJ2.5-25- 0.37AU 191210 0160030 YK2.5-22- 0.37AU 

191 110 0160040 YJ2.5-25-0.5AU 191210 0160040 YK2.5-22-0.5AU 

191 110 0160060 YJ2.5-25-0.75AU 191210 0160060 YK2.5-22-0.75AU 

191 110 0160080 YJ2.5-25-1.0AU 191210 0160080 YK2.5-22-1.0AU 

191 110 0160090 YJ2.5-25-1.5AU 191210 0160090 YK2.5-22-1.5AU 

191 110 0160100 YJ2.5-25-2.5AU 191210 0160100 YK2.5-22-2.5AU 

191 110 0160110 YJ2.5-25-3.0AU 191210 0160110 YK2.5-22-3.0AU 

191 110 0160120 YJ2.5-25-4.0AU 191210 0160120 YK2.5-22-4.0AU 

For crimp tool and removal tool, see page Р25-01 

Drawings 
(mm) 

. . . . 

1е • • е1 1е • • е, 
2е • • ев ве • • е2 

male female 

Drawings 
(mm) 

p:=s: : >-- � 1 1 � 
L �в

.2
� 

м - 8.2 - ,; <;j - --25- -- 21.5--

wiresize 0 stripping leng1h 
О. 14-0. 37mm

2 AWG26-22 о. 9 8mm 
О. Smm

2 

О. 75mm2 

1mm2 

1.5mm2 

2.5mm 2 

AWG20 1. 1 
AWG18 1. 3 
AWG17 1. 45 
AWG15 1. 75 
AWG13 2. 25 

Contactresistance�Зm О 

Drawings 
(mm) 

) : 

8mm 
8mm 
8mm 
8mm 
6mm 

к� 
151 L 2s 

-Ell =3�1 
22 � & 

male female 

Мarks wire size (mm
2

) 

AWG26-22 

,thl 
Groove 
With2 
Groove 
WithЗ 
Groove 
W,de 

Groove 
Without 
Groove 

1. 5 

2. 5 

stripping length : 7 .5mm 

AWG20 

AWG18 

AWG17 

AWG15 

AWG13 

AWG12 

AWG11 

Contactresistance� 1 m О 
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НК-006/36 Series- Comblnation Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No.ofContact: Power: 6+РЕ Signal: 36 

Insert: Power (б+РЕ) 

Rated Cuпent 

Rated Voltage 

Rated Pulse Voltage 

Insert: Signal 36 

Rated Cuпent 

Rated Voltage 

Rated Pulse Voltage 

Pollution Degree 

Insulation resistance 

Material 

Working Temperatшe 

FiarnrnaЬility Rating (Ul94) 

Complies with UL/CSArated voltage 

Mating Cycle 

Contact 

Material 

Plating 

Power Contact Resistance 

Signal Contact Resistance 

Tennination 

Wire Size 

Wire Size 

1 РО8-11 

40А 

690V 

8kV 

10А 

160V 

2.5kV 

3 

�1010 

о

Polycarbonate 

-40
°

С~125
°

С

V-0

600V/300V 

�500 

Copper Alloy 

Gold-plated, Silver-plated 

,;:;1mo 

power screw tennination 

1. 5-10mm2 15-?AWG

signal screw tennination 

О. 14-2.5mm2 25-13AWG 

Current-Carrying Capacity 

Тhе cuпent carrying capacity is limited Ьу the theпnal properties 
of the terminal materials and the insulation materials. Test and control 
procedшes are in accordance with IEC 60512-5-2 

"" 
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50 

40 
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20 
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............ r--.... 
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........... 
!'---............ 

........... 
;-,..._ 

1 ............ " Г'--.. 
� 

\ 
20 30 40 50 60 70 80 9 0  100 110 120 130 

Environment Temperature 

Ф wire size: 6mm
2 

(2) wire size: 4mm
2 

НК-006/36 Series- Combination Insert 

6+@ 
40А 690V 8kV 3 
+36 signal pin
1 ОА 160V 2.5kV 3 U se with 1 бВ hoods/housings, refer to Р201-01 -Р21-09

Insert 

Crimp Tennination 
Contact surface: silver-plated, 

gold-plated 

WireSize 
(mm') 

Power 
1.5~1 О 

Signal 
0.14~2.5 

male 

Product Code PartNumber 

male 
190 060 042 3000 male НК-006/36-МС 

female 
190 061 042 3000 female Н K-006/36-FC 

female 

Crimp Contact Product Code PartNumber Product Code Part Number 

191100 010 0030 YJ1 .6-25- 0.37AG 19 1 200 01 О 0030 УК 1 .6-21.5- 0.37AG 

Drawings 
(mm) 

Ф Maximum distance between inserts21mm 
Contact Layout (Гermination Front View) 

,, ...... " 
,, ...... ,, .. ...... ,. 

.. .. 
male 

Drawings 
(mm) 

silver-plated 
1 � 

1 
>---

� 
191100 010 0040 YJ1 .6-25- 0.5AG 19 1 200 01 О 0040 УК1 .6-21.5- 0.5AG 

l -8.2- <;j 191100 010 0060 YJ1 .6-25- 0.75AG 

191100 010 0080 YJ1 .6-25- 1.0AG 

191100 010 009 0 YJ1 .6-25- 1.5AG 

191100 010 0100 У J1 .6-25-2.5AG 

gold-plated 191110 010 0030 YJ1 .6-25- 0.37AU 

191110 010 0040 У J1 .6-25- 0.5AU 

191110 010 0060 YJ1 .6-25- 0.75AU 

191110 010 0080 YJ1 .6-25- 1.0AU 

191110 010 009 0 У J1 .6-25- 1.SAU 

191110 010 0100 YJ1 .6-25-2.SAU 

male 

Crimp Contact Product Code PartNumber 

silver-plated 191 100 040 009 0 YJ4.0-29 .1-1.5AG 

191100 040 0100 YJ4.0-29 .1-2.5AG 

191100 040 0120 У J4.0-29 .1- 4.0AG 

191100 040 0130 У J4.0-29 .1- 6.0AG 

191 100 040 0140 У J4.0-29 .1-1 O.OAG 

gold-plated 191110 040 009 0 YJ4.0-29 .1-1.5AU 

191110 040 0100 YJ4.0-29 .1-2.5AU 

191110 040 0120 У J4.0-29 .1- 4.0AU 

191110 040 0130 У J4.0-29 .1- 6.0AU 

191110 040 0140 YJ4 0-29 .1-10.0AU 

For crimp tool and removal tool, see page Р25-01 

19 1 200 01 О 0060 УК 1 .6-21.5- 0.75AG '.l �3.2� 
- 25 

19 1 200 01 О 0080 УК1 .6-21.5-1.0AG 

19 1 200 01 О 009 0 УК1 .6-21.5-1.5AG wiresize 

.; - 21.5 -

s1ripping length 

19 1200 010 0100 УК1 .6-21.5-2.SAG О. 14-0. 37mm
2 AWG26-22 о. 9 8mm 

19 1210 010 0030 УК 1 .6-21.5- 0.37AU О. 5mm
2 AWG20 1.1 8mm 

О. 75mm
2 AWG18 1.3 8mm 

19 1210 010 0040 УК1 .6-21.5- 0.5AU 1mm' AWG17 1.45 8mm 
19 1210 010 0060 УК 1 .6-21.5- 0.75AU 1.5mm

2 AWG15 1.75 8mm 

19 1210 010 0080 УК1 .6-21.5-1.0AU 2.5mm' AWG13 2.25 6mm 

19 1210 010 009 0 УК1 .6-21.5-1.SAU Contactresistance�Зm О 

19 1210 010 0100 УК1 .6-21.5-2.SAU 

female 

Product Code PartNumber 
Drawings 

(mm) 

191 200 040 009 0 YK4.0-23.4-1.5AG 

191 200 040 0200 YK4.0-23.4-2.5AG 1�� 
�. L_,,_. ,---j. � 191200 040 0120 YK4.0-23.4- 4.0AG 151 

29.1 

male female 
191200 040 0130 YK4.0-23.4- 6.0AG 

191200 040 0140 YK4.0-23.4- 10.0AG CrossSection AWG • slrippinglength 

1.5mm' 15 1.75 9mm 
191 21 О 040 009 0 YK4.0-23.4-1.5AU 2.5mm

2 
13 2.25 9mm 

4mm
2 11 2.85 9.6mm 

191210 040 0100 YK4.0-23.4-2.5AU 
6mm' 9 3. 5 9.6mm 

10mm' 7 4. 5 15mm 

191210 040 0120 YK4.0-23.4- 4.0AU 
stripping lengthA= 15mm for СаЫе QD;;::5mm 

stripping lengthA=18mm for СаЫе OD�6.4mm 
191210 040 0130 YK4.0-23.4- 6.0AU 

Contact resistance� 1 m О 
191210 040 0140 УК4.О-23.4- 1 O.OAU 
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НК-021/2 Series- Comblnation Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: Power: 12+РЕ Signal: 12 

Insert: Power (12+РЕ) 

Rated Current 

Rated Voltage 

Rated Pulse Voltage 

Insert: Signal 2 

Rated Current 

Rated Voltage 

Rated Pulse Voltage 

Pollution Degree 

Insulation resistance 

Material 

Working Temperature 

FlammaЬility Rating (Ul94)

40А 

690V 

8kV 

10А 

250V 

4kV 

3 

?:1010 

о

Polycarbonate 

-40
°

С~125
°

С

V-0

Complies with UL/CSArated voltage 600V/300V 

Mating Cycle 

Contact 

Material 

Plating 

Power Contact Resistance 

Signal Contact Resistance 

Tennination 

Wire Size 

Wire Size 

1 РО8-13 

?:500 

Copper Alloy 

Gold-plated, Silver-plated 

c:::;1mo 

с:::;Зmо 

power screw termination 

1. 5-10mm2 15-?AWG

signal screw tennination 

О. 14-2.5mm2 25-1 ЗAWG 

Current-Carrying Capacity 

Тhе current caпying capacity is limited Ьу the thennal properties 
ofthe tenninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

"" 

А 

50 

40 

30 

20 

10 

---..... r---. (j) 
r---. 1 г--... 

r---. "" 
r-----r----.. 

r----.. 
r--... 1'-,.

J 
......... 

�
� 

\
20 30 40 50 60 70 80 9 0  100 110 120 130 

Environment Temperature 

CD wire sizewire size: 6 m m 2 

(2) wire sizewire size: 4 m m2 

ос 

НК-021/2 Series- Combination Insert 

12+(¼) 
40А 690V 8kV 3 
+2 signal pin 
10А 160V 4kVЗ U se with 1 бВ hoods/housings, refer to Р201-01 -Р21-09 

Insert 

Crimp Tennination 
Contact surface: silver-plated, 

gold-plated 

WireSize 
(mm') 

Power 
1.5-1 О 

Signal 
0.14- 2.5 

male 

Product Code 

male 
190 060 0143000 

female 

PartNumber 

male НК-012/2-МС 

190 0610143000 female HK-012/2-FC 

female 

Crimp Contact Product Code PartNumber Product Code Part Number 

191100 010 0030 YJ1 .6-25-0.37AG 19 1 200 01 О 0030 УК 1 .6-21.5-0.37AG 

Drawings 
(mm) 

@�� maleг� nmjj 
0 / N 

� МЗХ10 
-

l \ =�,,-.�1-.1 Щ ·- 1� 
�84.5 � 

Ф Maximum distance between inserts2 lmm 

Contact Layout {Termination Front View) 

♦ 

♦ 

♦ ♦ ♦ 
.._ .._ 

е1• а а
•1е 

., ., ,. ,. ., , .

. , ., ,. ,. 
., ,. 

., •' '• ,. 
•" "• 

е11 е12 
., 

28 118 
,. 

♦ ♦ ♦ male female 

Drawings 
(mm) 

silver-plated 
191100 010 0040 YJ1 .6-25-0.5AG 19 1 200 01 О 0040 УК1 .6-21.5-0.SAG 1� 

1 ,._ 
� l - 8.2 - 'а 191100 010 0060 YJ1 .6-25-0.75AG 

191100 010 0080 YJ1 .6-25-1.0AG 

191100 010 009 0 YJ1 .6-25-1.5AG 

191100 010 0100 У J1 .6-25-2.5AG 

gold-plated 191110 010 0030 YJ1 .6-25-0.37AU 

191110 010 0040 У J1 .6-25-0.5AU 

191110 010 0060 YJ1 .6-25-0.75AU 

191110 010 0080 YJ1 .6-25-1.0AU 

191110 010 009 0 У J1 .6-25-1.5AU 

191110 010 0100 YJ1 .6-25-2.5AU 

male 

Crimp Contact Product Code PartNumber 

silver-plated 191 100 040 009 0 YJ4.0-29 .1-1.5AG 

191100 040 0100 YJ4.0-29 .1-2.5AG 

191100 040 0120 YJ4.0-29 .1-4.0AG 

191100 040 0130 YJ4.0-29 .1-6.0AG 

191 100 040 0140 YJ4.0-29 .1-10.0AG 

gold-plated 191110 040 009 0 YJ4.0-29 .1-1.5AU 

191110 040 0100 YJ4.0-29 .1-2.5AU 

191110 040 0120 YJ4.0-29 .1-4.0AU 

191110 040 0130 YJ4.0-29 .1-6.0AU 

191110 040 0140 YJ4.0-29 .1-10.0AU 

For crimp tool and removal tool, see page Р25-01 

19 1 200 01 О 0060 УК 1 .6-21.5-0.75AG 'а �в.2� 
- 25 

19 1 200 01 О 0080 УК1 .6-21.5-1.0AG 

19 1 200 01 О 009 0 УК1 .6-21.5-1.5AG wiresize 

" -

• 

21.5 -

s1ripping length 

19 1 200 010 0100 УК1 .6-21.5-2.5AG О. 14-0. 37mm2 AWG26-22 о. 9 8mm 

19 1 210 010 0030 УК 1 .6-21.5-0.37AU О. 5mm
2 AWG20 1. 1 8mm 

О. 75mm2 AWG18 1. 3 8mm 
19 1 210 010 0040 УК1 .6-21.5-0.5AU 1mm' AWG17 1. 45 8mm 

19 1 210 010 0060 УК 1 .6-21.5-0.75AU 1. Smm2 AWG15 1. 75 8mm 

19 1 210 010 0080 УК1 .6-21.5-1.0AU 2. 5mm' AWG13 2. 25 6mm 

19 1 210 010 009 0 УК1 .6-21.5-1.5AU Contactresistance�Зm О 
19 1 210 010 0100 УК1 .6-21.5-2.5AU 

female 

Product Code PartNumber 
Drawings 

(mm) 

191 200 040 009 0 YK4.0-23.4-1.5AG 

191 200 040 0200 YK4.0-23.4-2.5AG 1�� 
�. L,, .• ,---J. �191 200 040 0120 YK4.0-23.4-4.0AG 151 

29.1 

male female 
191 200 040 0130 YK4.0-23.4-6.0AG 

191 200 040 0140 YK4.0-23.4-10.0AG CrossSection AWG • slrippinglength 

1.5mm' 15 1.75 9mm 
191 21 О 040 009 0 YK4.0-23.4-1.5AU 2.5mm2 13 2.25 9mm 

4mm2 
11 2.85 9.6mm 

191 210 040 0100 YK4.0-23.4-2.5AU 6mm2 9 3. 5 9.6mm 

10mm' 7 4. 5 15mm 
191 210 040 0120 YK4.0-23.4-4.0AU stripping lengthA= 15mm for СаЫе OD�5mm 

.stripping lengthA=18mm for СаЫе OD;;::6.4mm 

191 210 040 0130 YK4.0-23.4-6.0AU 

Contact resistance� 1 m О 
191 210 040 0140 УК 4.О-23.4-1 0.0AU 
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НК-006/6 Series- Comblnation Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No.ofContact: Power: 6+РЕ Signal: 6 

Insert: Power (6+РЕ) 

Rated Current 100А 

Rated Voltage 690V 

Rated Pulse Voltage 8kV 

Signal 

Rated Current 16А 

Rated Voltage 400V 

Rated Pulse Voltage 6kV 

Pollution Degree 3 

Power 600V/600V 
Complies with UL/CSArated voltage 

Signal ЗООV/ЗООV 

Power 1 ООА/1 ООА 
Complies with UL/CSARated Current 

Insulation resistance 

Material 

Working Temperature 

FlammaЬility Rating (Ul94) 

Mating Cycle 

Contact 

Power 

Material 

Plating 

Contact resistance 

Axial Terrnination 

Signal 

Material 

Plating 

Contact resistance 

Axial Terrnination 

IP0B-15 

Signal 16А/15А 

;:::10 10 

о

Polycarbonate 

-40 °С-125°С

V-0

Copper Alloy 

Silver-plated 

�0.5mO 

16-35mm2 5-2AWG

Copper Alloy 

Gold-plated, Silver-plated 

�Зmо 

О. 14-2.5mm2 25-13AWG 

Current-Carrying Capacity 

Тhе current carrymg capacity is limited Ьу the thermal properties 
ofthe terminal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

А 

150 
140 
130 
120 
11 О 
100 
90 
80 
70 
60 
50 

�t---... 

1j 40 
� 30 
00 20 
j 10 
1 

t--..� 

,___ 
-1---1

ф 

� 

�r--..... 

t--.. 

r--, 

® 

1"--.... 

-i----... 
]'-._ 1""-

г---- 1'-... 
'- ,'\ 

'\\ 
""\ 

�\ 

20 30 40 50 60 70 80 90 100 11 О 120 1 30 
Environment Temperature 

ф wire size: 35mm' 
ф wire size: 25mm' 
®wiresize: 16mm' 

ос 

НК-006/6 Series- Combination Insert 

6+� 
1 ООА 690V 8kV 3 
+6 signal pin
16А 400V 6kV 3

Use with 24В hoods/housings, refer to Р22-О 1-Р22-09 

Insert 

Screw Terrnination 
Contact surface: silver-plated 

Tools 

Hexagon socket wrench 

WireSize 
(mm') 

Power 
16-35 

Signal 
0.14-2.5 

Product Code PartNumber 

male 
190 060 012 2200 male НК-006/6-М 

female 
190 061 012 2200 female HK-006/6-F 

Product Code 

193 005 003 0000 

Drawings 
(mm) 

ф Maximum distance between inserts21mm 

Conmct Layout (Tennination Front View) 

<1> <1> <1> <1> Torque 
� � 

16mm
2

:6 N • m 118 813 138 8 1 1  
25mm

2

:7 N • m 

18 
814 148 

8 1 ЗSmm
2

:8 N • m 

85 58 
28 82 

8® ®8 
38 83 

86 68 
48 

815 1 58 
84 

128 816 1 68 8 12 

<1> <1> <1> <1> 

male female 

PartNumber 

НТ-4/150 
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НК-008/0 Series- Comblnation Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 8+РЕ 

Signal 

Rated Cuпent 100А 

Rated Voltage 690V 

Rated Pulse Voltage 8kV 

Pollution Degree з

Insulation resistance ;,::1010 О 

Material Polycarbonate 

Working Temperature -40°С-125°С

FlarnmaЬility Rating (Ш94) V-0 

Complies with UL/CSArated voltage 600V 

Mating Cycle 

Contact 

Material 

Plating 

Contact resistance 

Termination 

Wire Size 

Hexagon socket wrench 

stripping length 

1 РО8-17 

;:::soo 

Copper Alloy 

Silver-plated 

�0.Smo 

Axial Termination 

10-25mm2 

7-ЗAWG

SW4 

13mm 

Current-Carrying Capacity 

Тhе cuпent carrying capacity is limited Ьу the thermal properties 
of the terminal rnaterials and the insulation rnaterials. Test and control 
procedшes are in accordance with IEC 60512-5-2 

1:i 

"" 
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� 
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1"-.. !'--
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Г\ � 
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'1 � 

О 10 20 30 40 50 60 70 80 90 100 110 120 130 

Environment Temperature 

ф wire size: 25mm' 
11) wire size: 16mm' 
® wire size: 10mm' 

ос 

НК-008/0 Series- Combination Insert 

8+� 
1 ООА 690V 8kV 3 Use with 24В hoods/housings, refer to Р22-О I -P22-09 

Insert 

Screw Termination 
Contact sшface: silver-plated 

Tools 

WireSize 
(mm') 

10-25

Hexagon socket wrench 

Product Code PartNumber 

male 
190 060 008 2000 male НК-008/0-М 

female 
190 061 008 2000 female HK-008/0-F 

Product Code 

193 005 003 0000 

Drawings 
(mm) 

m
�
�

I ':�
� IJ 

l�:� �-·§
ф Maximum distance between inserts2 lmm 

Contact Layout (Tennination Front View) 

<1> <1> <1> <1> Torque 
� � 10mm

2

:6 N • m 

85 58 16mm':7 N • m 

18 81 25mm
2

:8 N • m 

86 68 

28 82 

8@ @8 
38 83 

87 78 
48 84 

88 88 

<1> <1> <1> <1> 

male female 

PartNumber 

НТ-4/150 
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НЕАV Series Insert 

Technical Information 

Standard: IEC 60664 -1, IEC61984 
No.ofContact: 6+РЕ, 10+РЕ , 16+РЕ, 24+РЕ 

Insert 

Rated Cuпent 16А ( see cuпent load diagram) 

Rated Voltage 500V 

Rated Pulse Voltage 6kV 

Pollution Degree 3 

Insulation resi stance 

Materi al Polycarbonate 

Working Temperature -40°С-125°С

Flammahility Rating (Ul94) V-0

Complies with UL/CSArated voltage 600V 

Mating Cycle 

Contact 

Material 

Plating 

Contact resistance 

Teпnination 

Wire Size 

1 РО9-01 

�500 

Copper Alloy 

Silver-plated 

::::::;4mO 

Screw Teпnination 

0.2-2.5mm 2 2 4-13AWG 

Current-Carrying Capacity 

The cuпent carrying capacity is limited Ьу the theпnal properties 
ofthe teпninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512 -5-2 

16 

14 
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6 

" 
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.....____ J � � 

1........., " � ф 
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�

'1�� 

20 30 40 50 60 70 80 90 100 110 120 130 

Environment Temperature 1.5mm' 

16 

14 

12 

10 
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6 

G)HEAV-006 
(Z)HEAV-010 
Q)HEAV-016 
@HEAV-024 

А 

"-
"' 

'\ 
' 
" 

i\ i (j) 

'\ 
[\ \ 

'� 1'\ \ 1\ \ ф 

®1\ l\\ .\ 
.! � ® �\ 

1� 

20 30 40 50 60 70 80 90 100 110 120 130 

Environment Temperature 

G)HEAV-006 
(Z)HEAV-010 
Q)HEAV-016 
@HEAV-024 

2.5mm' 

ос 

ос 

НЕАV-006 Series-Extended Insert 

6+� 
16А 500V 6kV 3 

Insert 

Screw Teпnination 
Contact surface: silver -plated 
Left Side 

Screw Teпnination 
Contact surface: silver -plated 
RightSide 

WireSize 
(mm2)

0.2-2.5 

о. 2-2. 5 

For crirnp tool and removal tool, see page Р25-0 1 

U se with бВ hoods/housings, refer to Р 19-01-Р 19-05 

Product Code 

male 
190 110 0062020 

female 
190 111 006 2020 

male 
190 110 0062030 

female 

PartNumber 

14 

male HEAV-006-ML male 

female HEAV-006-FL 

male HEAV-006-MR male 

190 111 006 2030 female HEAV-006-FR female 

Drawings 
(mm) 

44 

14 

27 

34 
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НЕАV-010 Series-Extended Insert 

10+� 
16А 500V 6kV 3 

Use with 1 ОВ hoods/housings, refer to Р20-О 1-Р20-08 

Insert WireSize 
(mm') 

Product Code PartNumber 
Drawings 

(mm) 

Screw Termination 
Contact surface: silver-plated 

Left Side 

Screw Termination 
Contact surface: silver-plated 
RightSide 

0.2-2.5 

0.2-2. 5 

For crimp tool and removal tool, see page Р25-01 

IP09-03 

male 
190 110 010 2020 male HEAV-010 -ML 

female 
190 111 01 О 2020 female HEAV-010 -FL 

male 
190 11 О 01 О 2030 male HEAV-010-MR 

female 
190 111 010 2030 female HEAV-010-FR 

1

4 

����11 

3 

�-u 
27 

57 

3

4 

1

4��-зз 7. 

3 

зз-��14 

7. 

3 

НЕАV-016 Series-Extended Insert 

16+� 
16А 500V 6kV 3 

Insert 

Screw Termination 
Contact surface: silver-plated 

Left Side 

Screw Termination 
Contact surface: silver-plated 
RightSide 

WireSize 
(mm') 

0.2-2.5 

о. 2-2. 5 

For crimp tool and removal tool, see page Р25-01 

U se with 1 бВ hoods/housings, refer to Р21-О 1-Р21-09 

Product Code PartNumber 

male 
190 110 016 2020 male HEAV-016-ML 

female 
190 111 0162020 female HEAV-016-FL 

male 
190 110 016 2030 male HEAV-016-MR 

female 
190 111 0162030 female HEAV-016-FR 

Drawings 
(mm) 

г53-��-14 
7.3 

г53-��-14 
7.3 

1---77.5 
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НЕАV-024 Series-Extended Insert 

24+� 
16А 500V 6kV 3 

Insert 

Screw Teпnination 

Contact surface: silver-plated 

Left Side 

Screw Teпnination 

Contact surface: silver-plated 
RightSide 

WireSize 
(mm') 

0 .2-2.5 

0.2-2. 5 

Product Code 

male 
190 11 О 024 2020 

female 
190 1110242020 

male 
190 11 О 024 2030 

female 
190 1110242030 

F or crimp tool and removal tool, see page Р25-О 1 

IP09-05 

Use with 24В hoods/housings, refer to Р22-О 1-Р22-09 

PartNumber 

male HEAV-024-ML 

female HEAV-024-FL 

male HEAV-024-MR 

female HEAV-024-FR 

14 

" 

"1 1 ! 

Drawings 
(mm) 

80 

11 11 11 Н 11 11 

1 ! 

104 

7.3 

ll 

u 1 

�--104--� 

г-80 

27 

34 
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Overview 

Н2МК-001 

No. of Contact 
<( Electrical 
о 
о parameters 200A/100UV 

1 Termination Axial Screw Termination 
о 

о Wire Size 40-70mm' 
male 192 200 001 2220 

female 192 201 001 2220 
Wire Size 25-40mm' 

male 192 200 001 2120 
female 192 201 001 2120 

НМК70-002 НМК-003 

/-..._, 
No. ofContact 

<( Electrical 2 3 
о parameters 70A/1000V 40A/690V 

1 Termination Axial Screw Termination Axial Screw Termination 
о 

Wire Size 14-22mm' 6-10mm' 
male 192 210 002 2220 192 200 003 2200 

female 192 211 002 2220 192 201 003 2200 
Wire Size 6-16mm' 2.5-8mm' 

male 192 210 002 2120 192 200 003 2100 
female 192 211 002 2120 192 201 003 2100 

НМЕ-006 

No. ofCont.act 
<( 

Electrical 6 
parameters 16A/500V 
Termination Crimp Termination 

Wire Size О. 14-4mm' 
male 192 200 006 3000 

female 192 201 006 3000 

HMD-012 

No. ofCont.act 
<( 

Н2МК-001 

200A/1000V 
Crimp Termination 

25-70mm' 
192 200 001 3020 
192 201 001 3020 

НМК-002 НМК-003 

2 
40A/1000V 

Crimp Termination 
1. 5-10mm' 

192 200 002 3000 
192 201 002 3000 

НМЕЕ-008 

8 
16A/500V 

Crimp Terrnination 
О. 14-4mm' 

192 200 008 3000 
192 201 008 3000 

3 
40A/690V 

Crimp Termination 
1. 5-6mm' 

192 200 003 3000 
192 201 003 3000 

Н2МЕЕ-020 

1/ 
::.•
::::: 
·-·::20 

16A/400V 
Crimp Termination 

О. 14-4mm' 
192 200 020 3000 
192 201 020 3000 

HMDD-017 

.. 

Н2МК-002 

2 
100A/1000V 

Axial Screw Termination 
16-35mm' 

192 200 002 2220 
192 201 002 2220 

10-25mm' 
192 200 002 2120 
192 201 002 2120 

НМК-004 НМК-003/4 

�?: 
4 

40A/830V 
Crimp Termination 

1. 5-6mm' 
192 200 004 3000 
192 201 004 3000 

7 
40A+10A/830V 
Crimp Termination 

0.14-6mm' 
192 200 0073000 
192 201 007 3000 

HVME-006 

/ 

6 
16A/830V 

Crimp Termination 
О. 14-4mm' 

192 210 006 3000 
192 211 006 3000 

HMDS-025 

О Electrical 17 �\•:-:❖: 25 
4A/50V 

Crimp Termination 
parameters 
Termination 

Wire Size 
male 

female 

10A/250V 
Crimp Termination 

О. 14-2.5mm' 
192 200 012 3000 
192 201 012 3000 

HM-USB 

/ 
�,. (,, 

10A/250V 
Crimp Termination 

О. 14-2.5mm' 
192 200 017 3000 
192 201 017 3000 

О. 08-0.52mm' 
192 200 025 3000 
192 201 025 3000 

HM-RJ45 

С No. ofContact � 
;:Е Electrical 8 
"' ч- parameters 
� 

5Gblt/S (USB3.0) cat5e 10/100/1 000MЬit/S 
1A/50V 

Wire Size 
male 

female 

10A/250V 

192 21 О ООО 0000 
192 211 ООО 0000 

6.0mm / 1/4" 
maximum 8bar/116psi 

192 220 ООО 0000 
192 231 ООО 0000 
192 230 ООО 0000 

НМР-003 

1.6mm / 1/16" 
3.0mm 

4.0mm / 1/8" 
maximum 8bar/116psi 

-� 
1----------■-

1 
----L----

.
�

l
--�■-------------1 

� f--
О
-
D

--т-------
6

-
.О

-----------==,с------
1

-.6
------т------

3
-
.О

------т------
4
- . -

0
-------1 

J:: male 191 123 000 5130 191123 0005230 191 123 0005110 191 123 0005120 
t-------<t------------------+--------------t------------+--------------t fomalo(wiilioutlocl) 191 223 000 5130 191 223 ООО 5230 191 223 ООО 511 О 191 223 ООО 5120 
male(withlock) 191 223 ООО 6130 191 223 ООО 6230 191 223 ООО 611 О 191 223 ООО 6120 

1 Р10-01 

Technical Information 

No. of module inserts 2, 3, 4, 6 

Mater ial Zinc alloy 

Plating Nickel-plated or zinc- nickel alloy 

Working Temper ature 

FrameбBfor 
бВ Hoods/Нousings 

Frame lOB for 
1 ОБ Hoods/Нousings 

Frame lбВ for 
1 бВ Hoods/Нousings 

Frame 24В for 
24В Hoods/Нousings 

-40'С-125'С

Numberof 
modules 

2 

3 

4 

6 

Mark 

А-В 

а-Ь 

А-С 

а-с 

A-D

a-d

A-F 

a-f

Modular Frames А 

Product Code 

male 
192 100 006 2000 

female 
192 101 006 2000 

male 
192100 010 3000 

female 
192101 0103000 

male 
192100 016 4000 

female 
192100 016 4000 

male 
192 100 024 6000 

female 
192 101 024 6000 

PartNumber 

male 
Н6В-ТА2-М 

female 
H6B -TA2-F 

male 
Н10В-ТА3-М 

female 
H10B -TA3-F 

male 
Н16В -ТА4-М 

female 
H16B-TA4-F 

male 
Н24В-ТА6-М 

female 
H24B-TA 6-F 

Drawings 
(mm) 

�о� 

"'" 
о 

j ф) 
27 �36_J 

34. 4 

[ 
�36_J 
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Technical Information 

No. ofmodule inserts 2, З, 4, 6 

Material Zinc alloy 

Plating Nickel-plated or zinc-nickel alloy 

Working Temperature 

Frame6Bfor 

бВ Hoods/Нousings 

Frame 1 ОБ for 

lOB Hoods/Нousings 

Frame lбВ for 

lбВ Hoods/Нousings 

Frame 24В for 

24В Hoods/Нousings 

1Р10-03 

-40
°

С~125
°

С 

Numberof 
modules 

2 

3 

4 

6 

Modular Frames В 

Mark Product Code 

А-В 

а-Ь 

А-С 

а-с 

A-D

a-d

A-F 

a-f 

male 
192110 006 2000 

female 
192111 006 2000 

male 
192110 010 3000 

female 
192111 010 3000 

male 
192110 016 4000 

female 
192111 016 4000 

male 
192110 0 24 6000 

female 
192111 0 24 6000 

PartNumber 

male 
Н6В-ТВ2-М 

female 
Н6В-ТВ2-М 

male 
Н10В-ТВ3 -М 

female 
H10B-TB3 -F 

male 
Н16В-ТВ4 -М 

female 
H16B-TB4 -F 

male 
Н 24В-ТВ6 -М 

female 
H 24B-TB6 -F 

Drawings 
(mm) 

�tfrlr, �-'1
34.4 

., ,._ 
"' "'

34.4 
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Н2МК-001 Modular Insert-Axial Termination 

Technical Information 

Standard: IEC 60664-1- IEC61984 
No. ofContact: 1 

Insert 

Rated Cuпent 200А (see cuпent load diagram) 

Rated Voltage 1000V 

Rated Pulse Voltage 8kV 

Pollution Degree 3 

Insulation resistance :?.'::1010 о 

Material Polycarbonate 

Working Temperature -40°С-125°С

FlamrnaЬilityRanng(Ul94) V-0

Mating Cycle 

Contact 

Material 

Plating 

Contact resistance 

Termination 

Wire Size 

stripping Length 

:?.'::500 

Copper Alloy 

Gold-plated, 

�0.2mO 

Axial Termination 

25-70 mm'
3-00AWG

16mm 

Hexagon socket wrench SW5 

1Р10-05 

Cuттent-Carrying Capacity 

The cuпent carrying capacity is limited Ьу the theпnal properties 
of the teпninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

А 

350 

300 

250 

200 

150 

] 100 

OJJ 50 
] 

r----.. 
---

---

ф 
r---.... 

r----. 
"'� 

r--.... 

............ 
� (j) 

1\ 
О 1 О 20 30 40 50 60 70 80 90 1 00 11 О 120 130 

Environment Temperature 
ос 

G) 24BHoods/Нousings require 3 modules, wire size: 50mm'
(2) 24BHoods/Нousings require 3 modules, wire size: 70mm'

Н2MK-001Modular Insert-Axial Termination 

200А 1 000V 8kV 3 
can Ье used with frames and all other modular products 

Insert 

Axia1 Tennination 
Contact surface: silver-plated 

Tools 

WireSize 
(mm2) 

25-40

40-70

Hexagon socket wrench 

Product Code PartNumber 

male male 
192 200 001 2120 Н2МК-001.1-М (25-40mm') 

female female 
192 201 001 2120 H2MK-001.1-F (25-40mm2

) 

male male 
192 200 001 2220 Н2МК-001.2-М (40-?0mm') 

female female 
192 201 001 2220 H2MK-001.2-F (40-70mm2

) 

Product Code 

193 005 004 0000 

�
294

] 

ma
t_Ш 

Drawings 
(mm) 

rнSR 

tt

�

o 

ш-- -

stripping length: 1 6 m m 
Torque: 25mm2

: 8N·m 
40mm2

: 8N-m 
40mm2

: 9N·m 
70mm2

: 10N·m 

PartNumber 

НТ-5/150 
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ШМК-001 Modular Insert-Crimp Termination 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 1 

Insert 

Rated Cuпent 200А {see current load diagram) 

Rated Voltage 1000V 

Rated Pulse Voltage 8kV 

Pollution Degree 3 

Insulation resistance �1010 Q

Material Polycarbonate 

Working Temperature -40°С-125°С 

FlammaЬility Rating (Ul94) V-0 

Mating Cycle 

Contact 

Material 

Plating 

Contact resistance 

Termination 

Wire Size 

stripping Length 

Hexagon socket wrench 

1 Р10-07 

�500 

Copper Alloy 

Silver-plated 

�О.ЗmО 

Crimp Tennination 

25-70 mm2 

3-00AWG

22.5mm 

Cuттent-Carrying Capacity 

The cuпent carrying capacity is limited Ьу the theпnal properties 
of the terminal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

А 

350 

300 

250 

200 

150 

t---..... 
г--..... 

....... 
� t---..... 

r--..... 
' 

11 t--.... 

r----... ;:: G) 

О 10 20 30 40 50 60 70 80 90 100 110 120 130 

Environment Temperature 

G) 24BHoods/Нousings require 3 modules, wire size: 50mm2 

ф 24BHoods/Нousingsrequire3modules, wire size: 70mm2 

ос 

Н2MK-001Modular Insert-Crimp Termination 

200А 1 000V 8kV 3 

Insert 

Crimp Teпnination 
Contact surfuce: silver-plated, 

Crimp Contact 

silver-plated 

r-_.., 

-=-� 

WireSize 
(mm2

) 
Product Code 

male 
192 200 001 3020 

25-70

female 
192 201 001 3020 

male 

Product Code PartNumber 

191 100200 0160 У J9.5-42.3-25AG 

191 100 200 0170 YJ9.5-42.3-35AG 

191 100 200 О 180 У J9.5-42.3-50AG 

191 100 200 О 190 У J9.5-42.3-70AG 

For crimp tool and removal tool, see page Р25-01 

can Ье used with frames and all other modular products 

PartNumber 

male Н2МК-001-МС 

female H2MK-001-FC 

female 

Product Code Part Number 

191200200 0160 YK9.5-40.1-25AG 

191200200 0170 YK9.5-40.1-35AG 

191200200 0180 YK9.5-40.1- 50AG 

191200200 0190 YK9.5-40.1-70AG 

Drawings 
(mm) 

�� 

г,,---� 

[[]] 

Drawings 
(mm) 

�

23 
с

•о.1� 

[r -�=,н �� � 
male female 

Cross Section "' stripping length 
25mm' 7 17.9mm 

35mm' 8.2 17.9mm 

50mm' 10 17.9mm 

70mm' 11. 5 17.9mm 

stranded wires comply with IEC 60228-5 

Contact resistance�O.Зm О 
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ШМК-002 Modular Insert-Axial Termination 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. of Contact: 2 

Insert 

Rated Cuпent 1 ООА (see cuпent load diagram) 

Rated Voltage 1000V 

Rated Pulse Voltage 8kV 

Pollution Degree 3

Complies with UL rated voltage 600V 

lnsulation resis tance ::::::10 10 0 

Material Polycarbonate 

Working Temperature -40°С~125°С

Flammability Rating (Ul94) V-0

Mating Cycle ::::::soo 

Contact 

Material Copper Alloy 

Plating Silver-plated 

Contac t  resistance ::::;о.зто 

Termination Axial Termination 

Wire Size 
10-35 mm'
7-2AWG

stripping Length 13mm

Hexagon socket wrench SW4 

1Р10-09 

Cuттent-Carrying Capacity 

The cuпent carrying capacity is limited Ьу the theпnal properties 
of the terminal materials and the insulation materials. Tes t and control 
procedures are in accordance with IEC 60512-5-2 

А 

180 

160 

140 

120 

100 

['--,_ ф 
.........._ 

t---... !"-. 

� 
1"-.

-......_ 
"" "" 

80 

60 

'\ 

ос 
20 30 40 50 60 70 80 90 100 110 120 130 

Environment Temperature 

G) 24BHoods/Нousings require 3 modules, wire size: 35mm' 

ф 24BHoods/Нousingsrequire3modules, wire size: 25mm'

Н2МК-002 Modular Insert-Axial Termination 

1 ООА 1 000V 8kV 3 can Ье used with frames and all other modular products 

Insert 

Axia1 Termination 

Contact surface: silver-plated 

Tools 

WireSize 
(mm') 

10~25 

16~35 

Hexagon socket wrench 

Product Code PartNumber 

male male 
192 200 002 2120 Н2МК-002.1-М (10-25mm') 

female female 
192 201 002 2120 H2MK-002.1-F(10-25mm') 

male male 
192 200 002 2220 Н2МК-002.2-М (16-35mm') 

female female 
192 201 002 2220 H2MK-002.2-F( 16-35mm') 

Product Code 

193 005 003 0000 

Drawings 
(mm) 

оmale� 

�9.4 .,.,.� (] 
stripping length: 1 3 m m 

Torque: 10mm': 

16mm': 

25mm': 

6N·m 

6N·m 

7N·m 

35mm', 8N·m 

PartNumber 

НТ-4/15 0 
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НМК.70-002 Modular Insert-Axial Termination 

Technical Information 

Standard: IEC 60664-1, IEC61984
No. of Contact: 2

Insert 

Rated Current 70А {see current load diagram)

Rated Voltage 1000V

Rated Pulse Voltage 8kV

Pollution Degree 3

Complies with UL rated voltage 600V

lnsulation resistance

Material

Working Temperature 

Flammability Rating (Ul94)

Mating Cycle

Contact 

Material

Plating

Contact resistance

Termination

Wire Size

stripping Length

Hexagon socket wrench

1Р10-11

Polycarbonate

-40 °С~125 °С

V-0

�500

Copper Alloy 

Silver-plated

�0.5mO

Axial Termination

6 -22 mm' 9-4AWG

6mm': 11 mm 
16mm': 11mm

SW2.5

10mm': 11 mm 
22mm': 12. 5mm

Cuттent-Carrying Capacity 

The current carrying capacity is limited Ъу the thermal properties 
of the terminal materials and the insulation materials. Test and control
procedures are in accordance with IEC 60512-5-2

А 

90 

80 

100 

70 

� 
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1'-.... � 
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� "' 

60 

,___ 
50 

r---.... r---.... ..__
40 

G) 
30 

20 

ф � / "' 

ф 
"' 

--r---.... 

�

!'\ 
'\ 

�r---... -
--1'---

' 

'-..

8 10 
�\ 

О 10 20 30 40 50 60 70 80 90 100 110 120 130 

Environment Ternperatnre

G) 24BHoods/Нousingsrequireбmodules, wire size: 6mm' 
ф 24BHoods/Нousingsrequireбmodules, wire size: lбmm'
Q) 24BHoods/Нousings require 6 modules, wire size: 22mm'

НМК70-002 Modular Insert-Axial Termination 

2 
70А 1 000V 8kV 3 

Insert 

Axia1 Terrnination 
Contact surface: silver-plated

Tools 

WireSize
(mm') 

6-16

14-22

Product Code 

male 
192 210 002 2120 
female 
192 211002 2120 

male 
192 21О002 2220

female 
192 211 002 2220

can Ье used with frames and all other modular products

PartNumber 

male 
НМК?О-002.1-М (6-16mm') 
female 
HMK70-002.1-F(6-16mm') 

male 
НМК?О-002.2-М (14-22mm') 

female 
HMK?0-002.2-F( 14-22mm') 

14. 6 

Drawings
(mm) 

г-45� 

□ 

□ 

45 

N �
1 

female..; �2 
"' о 
u 

strippinglength: 6mm': 11 mm 
10mm': 11mm
16mm', 11mm 
22mm': 12.5mm

Torque: 6mm': 2N·m 
10mm': ЗN·m
14mm': 4N·m
16mm': 4N·m
22mm': 4N·m

Hexagon socket wrench Product Code PartNumber 

193 005 002 0000 НТ-2.5/100
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НМК-003 Modular Insert-Axial Termination 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 3 

Rated Cuпent 40А (see cuпent load diagram) 

Rated Voltage 690V 

Rated Pulse Voltage 8kV 

Pollution Degree 3 

Complies with ULrated voltage 600V 

Insulation resistance 

Material 

Working Temperature 

F1arnmaЬility Ra1ing (Ul94) 

Mating Cycle 

Contact 

Material 

Plating 

Contact resistance 

Teпnination 

Wire Size 

stripping Length 

Hexagon socket wrench 

1Р10-13 

Polycarbonate 

-40°С~125°С

V-0 

:?:500 

Copper Alloy 

Silver-plated 

�1m0 

Axial Termination 

2.5-10 mm' 

2.5mm' : 5mm 

6mm' : 8mm 

SW2 

13-7AWG

4mm' : 5mm 

10mm' : 11 mm 

Cuттent-Carrying Capacity 

Тhе cuпent caпying capacity is limited Ьу the theпnal properties 
of the teпninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

А 

48 

40 

24 

32 

--
г--- ' ---...._ 

г--- ---------
---

r--,. 
------ ' 

�
(j) ---------

20 30 40 50 60 70 80 90 100 110 120 130 
Environment Temperature 

G) 24BHoods/Нousingsrequire6 modules, wire size: 4mm'

ф 24BHoods/Нousingsrequireбmodules, wire size: 6mm'

ос 

НМК-003 Modular Insert-Axial Termination 

3 
40А 690V 8kV 3 

Insert 

Axial Teпnination 
Contact surface: silver-plated 

,/ 

Tools 

WireSize 
(mm') 

2.5-8 

6~10 

Hexagon socket wrench 

Product Code 

male 
192 200 003 2100 

female 
192 201 003 2100 

male 
192 200 003 2200 

female 
192 201 003 2200 

Product Code 

193 005 001 0000 

can Ье used with frames and all other modular products 

PartNumber 

male 
НМК-003.1-М (2.5-8mm2) 

female 
HMK-003.1-F (2.5-8mm2) 

male 
НМК-003.2-М (6-10mm') 

female 
HMK-003.2-F (6-1 0mm') 

Drawings 
(mm) 

I 
42. 1 

� 

··{W
г-

4

3.7:l 

!ОШ

� 

strippi ng length: 2.5mm': 
4mm': 
6mm': 

10mm': 

Torque: 2.5mm': 
4mm', 
6mm', 

10mm': 

PartNumber 

НТ-2/100 

ст,4.6 

о, 
()2 

()з 

сг146 

о, 
()2 

Оз 

5mm 
5mm 
8mm 
11mm 

1.5N·m 
1.5N·m 
2N·m 
2N·m 
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НМК-002 Modular Insert-Crimp Termination 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 2 

Insert 

Rated Current 40А ( see current load diagrarn) 

Rated Voltage 1000V 

Rated Pulse Voltage 8kV 

Pollution Degree З 

Insulation resistance �1010 о 
Material Polycarbonate 

Working Temperature -40°С-125°С 

FlamrnaЬility Rating (U194) V-0 

Mating Cycle �500 

Contact 

Material Copper Alloy 

Plating Silver-plated 

Contact resistance �1m0 

Termination Crimp Termination 

Wire Size 1.5-10 mm' 15-?AWG 

stripping Length 

1Р10-15 

1.5mm' : 9mm 2.5mm' : 9mm 

4mm' : 9. 6mm 

10mm' : 15mm 

6mm' : 9. 6mm 

Cuттent-Carrying Capacity 

The cuпent caпying capacity is limited Ьу the thennal properties 
of the terminal materials and the insulation materials. Test and control
procedures are in accordance with IEC 60512-5-2 
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----z_____ 
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..........__ 
" 

---.....,. 

� "'- "" G) 
"'-

20 30 40 50 60 70 80 90 100 110 120 130 

Enviroшnent Temperature 

G) 24BHoods/Нousings require 6 modules, wire size: 4mm'
� 24BHoods/Нousings require 6 modules, wire size: 6mm'

ос 

НМК-002 Modular Insert-Crimp Termination 

40А 1 000V 8kV 3 

Insert 
WireSize Product Code (mm2) 

Crimp Teпnination 
Contact surface: silver-plated, 

male 
192 200 002 3000

1.5-10 

female 
192 201 0023000 

male 

Crimp Contact Product Code PartNumber 

silver-plated 
191 100 040 0090 YJ4.0-29.1-1.5AG 

191 100 040 0100 YJ4.0-29.1-2.5AG 
- --

- 191 100 040 0120 YJ4.0-29.1-4.0AG 
- -

191 100 040 0130 YJ4.0-29.1-6.0AG 

191 100 040 0140 YJ4.0-29.1-10.0AG 

For crimp tool and removal tool, see page Р25-01 

can Ье used with frames and all other modular products 

PartNumber 

male НМК-002-МС 

female HMK-002-FC 

female 

Product Code Part Number 

191 200 040 0090 YK4.0-23.4-1.5AG 

191 200 040 0200 YK4.0-23.4-2.5AG 

191 200 040 0120 YK4.0-23.4-4.0AG 

191 200 040 0130 YK4.0-23.4-6.0AG 

191 200 040 0140 YK4.0-23.4-10.0AG 

Drawings
(mm) 

с 43. 7 
� 

--�� 

female 

Drawings 
(mm) 

н=ес=::::_

1 

:J� 
& 

29.1 

male 

Cross Section AWG 

1.5mm
2 

15 

2.5mm' 13 

4mm
2 11 

6mm
2 

9 

10mm
2 

7 

.. �[1@ �@ 

"'1 1 @' 

J 

L_
1 

�::=:J
� 

23.4 
& 

female 

• stripping length 

1 .75 9mm 

2.25 9mm 

2.85 9.6mm 

з. 5 9.6mm 

4. 5 15mm 

stripping LengthA= 15mm for СаЫе OD�Smm 

stripping Length А= 18mm for СаЫе 0D.!:6.4mm 

Contact resistance� 1 m О 

P10-16I 
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НМК-003 Series Modular Insert-Crimp Termination 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 3 

Insert 

Rated Cuпent 40А ( see cuпent load diagram} 

Rated Voltage 690V 

Rated Pulse Voltage 8kV 

Pollution Degree 

Complies with UL/CSArated voltage 600V 

Complies with UL/CSARated Current 32А 

Insulation resistance 

Material 

Working Temperature 

FlarnmaЬility Rating (Ul94) 

Mating Cycle 

Contact 

Material 

Plating 

Contact resistance 

Tennination 

Wire Size 

stripping Length 

1 Р10-17 

Polycarbonate 

-40°С-125°С

V-0

;,::500,� 

Copper Alloy 

Silver-plated 

�1m0 

Crimp Termination 

1.5-10mm 2 15-7AWG 

1.5mm' : 9mm 2.5mm' : 9mm 

4mm' : 9. 6mm 
10mm' : 15mm 

6mm' : 9. 6mm 

Cuттent-Carrying Capacity 

The cuпent caпying capacity is limited Ьу the thennal properties 
of the terminal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

48 

40 

32 

24 
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г---.._ 

--г---. г--- r----..... 
� r---r ,__ 
........_ .....

� G) r----.... 

1� 

20 30 40 50 60 70 80 90 100 110 120 130 

Environment Temperature 

G) 24BHoods/Нousings require 6 modules, wire size: 4mm'

ф 24BHoods/Нousings require 6 modules, wire size: 6mm' 

ос 

НМК-003 Series Modular Insert-Crimp Termination 

3 
40А 690V 8kV 3 

can Ье used with frames and all other modular products 

Insert 

Crimp Termination 
Contact surface: silver-plated, 

Crimp Contact 

silver-plated 

- -.
-

- .

WireSize 
(mm') Product Code 

male 
192 200 003 3000 

1.5-10 

female 
192 201 003 3000 

male 

Product Code PartNumber 

191 100 040 0090 YJ4.0-29.1-1.5AG 

191 100 040 0100 У J4.0-29.1-2.5AG 

191 100 040 0120 У J4.0-29.1-4.0AG 

191 100 040 0130 У J4.0-29.1-6.0AG 

191 100 040 0140 YJ4.0-29.1-10.0AG 

For crimp tool and removal tool, see page Р25-01 

PartNumber 

male НМК-003-МС 

female HMK-003-FC 

female 

Product Code Part Number 

191 200 040 0090 YK4.0-23.4-1.5AG 

191 200 040 0200 YK4.0-23.4-2.5AG 

191 200 040 0120 YK4.0-23.4-4.0AG 

191 200 040 0130 YK4.0-23.4-6.0AG 

191 200 040 0140 YK4.0-23.4-10.0AG 

Drawings 
(mm) 

!
43.

З� 

·+П::1r:
г-
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f••""tH••f: 

Drawings 
(mm) 

н=ес=::::_

1 

:J� 
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29.1 

male 

Cross Section AWG 

1.5mm
2 

15 

2.5mm' 13 

4mm
2 11 

6mm
2 9 

10mm
2 7 

14. 6 

())1 

())2

()Jз

сг-
14.6 

()1 

()2

Оз

L_
I �::=:J� 

23.4 
& 

female 

• stripping length 

1.75 9mm 

2.25 9mm 

2.85 9.6mm 

з. 5 9.6mm 

4. 5 15mm 

stripping LengthA= 15mm for СаЫе OD�Smm 

stripping Length А= 18mm for СаЫе 0D�6.4mm 

Contact resistance� 1 m О 

P10-18I 
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НМК-004 Modular Insert-Crimp Termination 

Technical Information 

Standard: IEC 60664-1, IEC61984
No. ofContact: 4

Insert 

Rated Current 40А (see current load diagram)

Rated Voltage 830V

Rated Pulse Voltage 8kV 

Pollution Degree З

Complies with UL/CSArated voltage 600V

Insulation resistance :::,: 1 О 10 О

Material Polycarbonate

Working Temperature

F1arnmaЬility Ra1ing (Ul94)

Mating Cycle

Contact 

Material

Plating

Contact resistance

Termination

Wire Size

stripping Length

1Р10-19

-40°С~125°С

V-0

::::,:500

Copper Alloy

Silver-plated

�1m0 

Crimp Termination

1.5-10mm' 15-7AWG

1.5mm' : 9mm 2.5mm' : 9mm

4mm' : 9. 6mm

10mm' : 1 5mm

6mm' : 9. 6mm

Cuттent-Carrying Capacity 

The current carrying capacity is limited Ьу the thennal properties 
of the teпninal materials and the insulation materials. Test and control
procedures are in accordance with IEC 60512-5-2
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17 t--. �,._ 

г-----.... 
� ф 

"\ 
20 30 40 50 60 70 80 90 100 110 120 130 

Environment Temperature 

G) 24BHoods/Нousings require 6 modules, wire size: 4mm'

ф 24BHoods/Нousings require 6 modules, wire size: 6mm'

ос 

НМК-004 Modular Insert-Crimp Termination 

4 
40А 830V 8kV 3 

Insert 

Crimp Termination
Contact surface: silver-plated,

Crimp Contact 

silver-plated

- -

. 

-

- . 

WireSize 
(mm') 

Product Code 

male
192 200 004 3000

1.5~10

female 
192 201 0043000

male 

Product Code PartNumber 

191100 040 009 0 YJ4.0-29.1-1.5AG 

191100 040 0100 YJ4.0-29.1-2.5AG 

191100 040 0120 YJ4.0-29.1-4.0AG 

191100 040 0130 YJ4.0-29.1-6.0AG 

191100 040 0140 YJ4.0-29 .1-10.0AG 

For crimp tool and removal tool, see page Р25-01

can Ье used with frames and all other modular products

PartNumber 

male НМК-004-МС

female HMK-004-FC

female 

Product Code Part Number 

191 200 040 009 0 YK4.0-23.4-1.5AG 

191 200 040 0200 YK4.0-23.4-2.5AG 

191 200 040 0120 YK4.0-23.4-4.0AG 

191 200 040 0130 YK4.0-23.4-6.0AG 

191 200 040 0140 YK4.0-23.4-10.0AG 

male 

female 

Drawings 
(mm) 

40.9 

Drawings 
(mm) 

н=ес:==_

1 :J� 
& 

29.1 L_
1 �::=:J� 

23.4 
& 

male female 

Cross Section AWG • stripping length 

1.5mm
2 

15 1.75 9mm 

2.5mm' 13 2.25 9mm 

4mm
2 11 2.85 9.6mm 

6mm
2 

9 з. 5 9.6mm 

10mm
2 

7 4. 5 15mm 

stripping LengthA=15mm for СаЫе OD�5mm 

stripping LengthA= 18mm for СаЫе OD2:6.4mm 

Contact resistance� 1 m О 

Р10-201
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НМК-003/4 Modular Insert-Crimp Termination 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No.ofContact: Power: 3 Signal: 4 

Insert 

Rated Current 

Rated Voltage 

Rated Pulse Voltage 

Pollution Degree 

Power: 40А { see current load diagram) 
Signal: 10А 

830V 

8kV 

3 

Complies with UL/CSArated voltage 600V

Insulation resistance 

Material 

Working Temperature 

FlammaЬility Rating (Ul94) 

Mating Cycle 

Contact 

Material 

Plating 

Contact resistance 

Termination 

Wire Size 

1 Р10-21 

Polycarbonate 

-40
°

С-125
°

С

V-0

�500 

Copper Alloy 

Gold-plated, Silver-plated 

Power:: �1mO Signal: �ЗmО 

Crimp Termination 

Power:: 1. 5-10 пm' 15-?AWG 
Signal: О. 14-2. 5пm' 26-1 ЗAWG 

Cuттent-Carrying Capacity 

The current carrying capacity is limited Ьу the thennal properties 
of the teпninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 
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48 

40 

32 

24 
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r-- 1 ............. 
г---.... г,1',,

г---.... 

"\ 
20 30 40 50 60 70 80 90 100 11 О 120 130 

Environment Temperature 

G) 24BHoods/Нousings require 6 modules, wire size: 4mm'
(2) 24BHoods/Нousings require 6 modules, wire size: 6mm'

ос 

НМК-003/4 Modular Insert-Crimp Termination 

3 
40А 830V 8kV 3 

+4 signal pin can Ье used with frames and all other modular products 
1 Од 830V 8kV 3 

Insert 

Crimp Tennination 
Contact surface: silver-plated 

Crimp Contact 

silver-plated 

� 

gold-plated 

Crimp Contact 

silver-plated 

�-

WireSize 
(mm') 

Power 
1.5-1 О 

Signal 
0.14-2.5 

Product Code 

male 
192 200 007 3000 

female 
192 201 007 3000 

male 

Product Code PartNumber 

191 100 010 0030 YJ1.6-25- 0.37AG 

191 100 010 0040 YJ1.6-25- 0.5AG 

191 100 010 0060 YJ1.6-25- 0.75AG 

191 100 010 0080 YJ1.6-25- 1.0AG 

191 100 010 0090 У J1 .6-25- 1 .5AG 

191 100 010 0100 YJ1 .6-25-2.5AG 

191 110 010 0030 YJ1.6-25- 0.37AU 

191 110 010 0040 YJ1 .6-25- 0.5AU 

191 110 010 0060 YJ1 .6-25-0.75AU 

191 110 010 0080 У J1 .6-25- 1 .0AU 

191 110 010 0090 У J1 .6-25- 1 .5AU 

191 110 010 0100 У J 1 .6-25-2.5AU 

male 

Product Code PartNumber 

191 100 040 0090 YJ4 .0-29 .1-1.5AG 

191 100 040 0100 YJ4.0-29.1-2.5AG 

191 100 040 0120 У J4.0-29 .1-4.0AG 

191 100 040 0130 YJ4 .0-29 .1-6.0AG 

191 100 040 0140 YJ4.0-29.1-10.0AG 

For crimp tool and removal tool, see page Р25-01 

PartNumber 

male НМК-003/4-МС 

female HMK-003/4-FC 

female 

Product Code Part Number 

191200 010 0030 УК1 .6-21.5-0.37 AG 

191200 010 0040 УК1 .6-21.5-0.5AG 

191200 010 0060 УК1 .6-21.5-0.75AG 

191200 010 0080 УК1.6-21.5-1.ОАG 

191200 010 0090 УК1.6-21.5-1.5АG 

191200 010 0100 УК1 .6-21.5-2.5AG 

191210 010 0030 УК1 .6-21.5-0.37 AU 

191210 010 0040 УК1 .6-21.5-0.5AU 

191210 010 0060 УК1 .6-21.5-0.75AU 

191210 010 0080 УК1.6-21.5-1.ОАU 

191210 010 0090 УК1.6-21.5-1.5АU 

191210 010 0100 УК1.6-21.5-2.5АU 

female 

Product Code Part Number 

191 200 040 0090 YK4.0-23.4- 1 .5AG 

191 200 040 0200 YK4.0-23.4-2.5AG 

191200 040 0120 YK4.0-23.4-4.0AG 

191200 040 0130 YK4.0-23.4- 6 .0AG 

191200 040 0140 YK4.0-23.4- 10.0AG 

male 

female 

Drawings 
(mm) 

34. 2

Drawings 
(mm) 

��-' �-• 
25--·- � - -21.5 

male female 

wire size • stripping length 

0.14-0.37mm2 AWG26-22 о. 9 8mm 
О. 5mm' AWG20 1.1 8mm 
О. 75mm' AWG18 1.3 8mm 

1mm2 AWG17 1.45 8mm 
1.5mm2 AWG15 1.75 8mm 
2.5mm2 AWG13 2.25 6mm 

Contactresistance�Зm О 

Drawings 
(mm) 

ffat==_

I :J� 
Ф 

29.1 

male 

CrossSection AWG 

1.5mm2 15 

2.5mm2 13 

4mm2 11 

6mm2 9 
10mm2 7 

L_I �
�

� 

23.4 
Ф 

female 

• stripping length 

1.75 9mm 

2.25 9mm 

2.85 9.6mm 

3. 5 9.6mm 

4. 5 15mm 

stripping LengthA=15mm for СаЫе OD�5mm 

stripping LengthA= 18mm for СаЫе OD�6.4mm 

Contact resistance� 1 m О 

Р10-22 I 
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НМЕ-006 НМ Series-Modular Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. of Contact: 6 

Insert 

Rated Cuпent 16А (see cuпent load diagram) 

Rated Voltage 500V 

Rated Pulse Voltage 6kV 

Pollution Degree 3 

Complies with UL/CSArated voltage 600V 

Insulation resistance 

Material Polycarbonate 

Working Temperature -40°С~125°С

FlarnmaЬility Rating (Ul94) V-0

Mating Cycle ;:::soo 

Contact 

Material Copper Alloy 

Plating Gold-plated, Silver-plated 

Contact resistance ::;::;1mo 

Termination Crimp Termination 

Wire Size 0.14-4 mm' 26-11AWG 

stripping Length 7.5mm 

1 Р10-23 

Cuттent-Carrying Capacity 

The cuпent caпying capacity is limited Ьу the theпnal properties 
of the teпninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

А 

15 

10 

20 30 40 50 60 70 80 90 100 110 120 130 

Environment Temperature 

G) 24BHoods/Нousings require 6 modules, wire size: 2.5mm'
� 24BHoods/Нousings require 6 modules, wire size: 1.5mm'

Нl\1:Е-006 Нl\1 Series-Modular Insert 

6 
16А 500V 6kV 3 

Insert 

Crimp Teпnination 
Contact surface: 
silver-plated, 
gold-plated 

Crimp Contact 

silver-plated 

,i 

-
''1 

gold-plated 

WireSize 
(mm') Product Code 

male 
192 200 006 3000 

о. 14-4 

female 
192 201 006 3000 

male 

Product Code PartNumber 

191 100 0160030 У J2.5-25-0.37 AG 

191 100 0160040 У J2.5-25-0.5AG 

191 100 0160060 YJ2.5-25-0.75AG 

191 100 0160080 YJ2.5-25-1.0AG 

191 100 0160090 У J2.5-25-1.5AG 

191 100 0160100 У J2.5-25-2.5AG 

191 100 0160110 У J2.5-25-3.0AG 

191 100 0160120 У J2.5-25-4.0AG 

191 110 0160030 У J2.5-25-0.37AU 

191 110 0160040 У J2.5-25-0.5AU 

191 110 0160060 У J2.5-25-0. 75AU 

191 110 0160080 У J2.5-25-1.0AU 

191 110 0160090 У J2.5-25-1.5AU 

191 110 0160100 У J2.5-25-2.5AU 

191 110 0160110 У J2.5-25-3.0AU 

191 110 0160120 У J2.5-25-4.0AU 

For crimp tool and removal tool, see page Р25-01 

can Ье used with frames and all other modular products 

PartNumber 

male НМЕ-006-МС 

female HME-006-FC 

female 

Product Code Part Number 

191 200 016 0030 УК2.5-22-0.37 AG 

191 200 016 0040 YK2.5-22-0.5AG 

191 200 016 0060 УК2.5-22-О. 75AG 

191 200 016 0080 YK2.5-22-1.0AG 

191 200 016 0090 YK2.5-22-1.5AG 

191 200 0160100 YK2.5-22-2.5AG 

191 200 0160110 YK2.5-22-3.0AG 

191 200 0160120 YK2.5-22-4.0AG 

191 210 0160030 УК2.5-22-О.37 AU 

191 210 0160040 YK2.5-22-0.5AU 

191 210 0160060 YK2.5-22-0.75AU 

191 210 0160080 YK2.5-22-1.0AU 

191 210 0160090 YK2.5-22-1.5AU 

191 210 0160100 YK2.5-22-2.5AU 

191 210 0160110 YK2.5-22-3.0AU 

191 210 0160120 YK2.5-22-4.0AU 

Drawings 
(mm) 

г--Б 34 1 
сг 14. 6 

male� 
" 8!i"lli "' • 1., ' 

• 

N • 
female � • 

LJ 

3
5. 8 

Drawings 
(mm) 

о@• 
tg@, 
lg@, 
,@О 

0
14.6 

'©В 

19©3 
,©6 
В,@ 

�� ::::j 1 1 �l
� - 7 5 -.. .  
�-- -25 - - 22--

male female 

Мшks wire size (mm
2
) 

Without о, 14-0, 37 AWG26-22 
Groovo 

Without о. 5 AWG20 
Groovo 

Withl О, 75 AWG18 
Groove 

Withl 1 AWG18 
Groove 

With2 1. 5 AWG16 
Groove 

WithЗ 
Groove 

2. 5 AWG14 

Wxk 
3 AWG12 

Groove 

Without 4 AWG12 
Groove 

stripping length : 7 .5mm 

Contact resistance::::; 1 m О 

P10-24 I 
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НМЕЕ-008 Modular Insert-Crimp Termination 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 8 

Insert 

Rated Сштеnt 16А ( see сштеnt load diagram) 

Rated Voltage 400V 

Rated Pulse Voltage 6kV 

Pollution Degree 3 

Complies with UL/CSArated voltage 600V 

Insulation resistance 

Material Polycarbonate 

Working Temperatшe -40°c-12s0c

F1arnmaЬility Rating (Ul94) V-0

Mating Cycle ?::500 

Contact 

Material Copper Alloy 

Plating Gold-plated, Silver-plated 

Contact resistance �1mO 

Termination Crimp Tennination 

Wire Size 0.14-4 mm' 26-11AWG

1 Р10-25 

Cuттent-Carrying Capacity 

The сштеnt carrying capacity is limited Ьу the theпnal properties 
ofthe teпninal materials and the insulation materials. Test and control 
procedшes are in accordance with IEC 60512-5-2 
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Environment Temperature 

G) 24BHoods/Нousings require 6 modules, wire size: 1.5mm'
(2) 24BHoods/Нousings require 6 modules, wire size: 2.5mm'

·с

НМЕЕ-008 Modular Insert-Crimp Termination 

8 
16A400V 6kV 3 

can Ье used with frames and all other modular products 

Insert 

Crimp Terrnination 
Contact surface: 
silver-plated, 
gold-plated 

Crimp Contact 

silver-plated 

·•

- '"1 

gold-plated 

WireSize 
(mm') Product Code 

male 
192 200 008 3000 

0.14-4 

female 
192 201 008 3000 

male 

Product Code PartNumber 

191 100 0160030 У J2.5-25-0.37 AG 

191 100 0160040 У J2.5-25-0.5AG 

191 100 0160060 YJ2.5-25-0.75AG 

191 100 0160080 YJ2.5-25-1.0AG 

191 100 0160090 У J2.5-25-1.5AG 

191 100 0160100 У J2.5-25-2.5AG 

191 100 0160110 У J2.5-25-3.0AG 

191 100 0160120 У J2.5-25-4.0AG 

191 110 0160030 У J2.5-25-0.37AU 

191 110 0160040 У J2.5-25-0.5AU 

191 110 0160060 У J2.5-25-0. 75AU 

191 110 0160080 У J2.5-25-1.0AU 

191 110 0160090 У J2.5-25-1.5AU 

191 110 0160100 У J2.5-25-2.5AU 

191 110 0160110 У J2.5-25-3.0AU 

191 110 0160120 У J2.5-25-4.0AU 

For crimp tool and removal tool, see page Р25-01 

PartNumber 

male НМЕЕ-008-МС 

fernale HMEE-008-FC 

female 

Product Code Part Number 

191 200 016 0030 УК2.5-22-0.37 AG 

191 200 016 0040 YK2.5-22-0.5AG 

191 200 016 0060 УК2.5-22-О. 75AG 

191 200 016 0080 YK2.5-22-1.0AG 

191 200 016 0090 YK2.5-22-1.5AG 

191 200 0160100 YK2.5-22-2.5AG 

191 200 0160110 YK2.5-22-3.0AG 

191 200 0160120 YK2.5-22-4.0AG 

191 210 0160030 УК2.5-22-О.37 AU 

191 210 0160040 YK2.5-22-0.5AU 

191 210 0160060 YK2.5-22-0.75AU 

191 210 0160080 YK2.5-22-1.0AU 

191 210 0160090 YK2.5-22-1.5AU 

191 210 0160100 YK2.5-22-2.5AU 

191 210 0160110 YK2.5-22-3.0AU 

191 210 0160120 YK2.5-22-4.0AU 

Drawings 
(mm) 
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Drawings 
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male female 

Ma,ks wire size (mm2) 

Without 
о. 14-0. 37 AWG26-22 Groove 

Without 
о. 5 AWG20 Groove 

Withl 
о. 75 AWG18 

Groove 

With 1 
1 AWG18 

Groovc 

With2 
1. 5 AWG16 

Groov 

Wi1h3 
2. 5 AWG14 

Groove 

Wide 
3 AWG12 

Groove 

Without 
4 AWG12 

Groove 

strippinglength: 7.5mm 

Contact resistance� 1 m О 

Р10-26 I 
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ШМЕЕ-020 Modular Insert-Crimp Termination 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 8 

Insert 

Rated Cuпent 16А ( see current load diagram) 

Rated Voltage 500V 

Rated Pulse Voltage 6kV 

Pollution Degree 3 

Complies with UL/CSArated voltage 600V 

Insulation resistance 

Material Polycarbonate 

Working Temperature -40°С~125°С

F1arnmaЬility Ra1ing (Ul94) V-0

Mating Cycle :;,:::500 

Contact 

Material Copper Alloy 

Plating Gold-plated, Silver-plated 

Contact resistance �1m0 

Termination Crimp Tennination 

Wire Size 0.14-4 mm' 26-11AWG 

1 Р10-27 

Cuттent-Carrying Capacity 

The cuпent caпying capacity is limited Ьу the theпnal properties 
of the teпninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 
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Environment Temperature 

(D 24BHoods/Нousings require 3 modules, wire size: 1.5mm' 
® 24BHoods/Нousings require 3 modules, wire size: 2.5mm' 
® 24BHoods/Нousings require 3 modules, wire size: 4mm' 

ос 

Н2МЕЕ-020 Modular Insert-Crimp Termination 

20 
16А 500V 6kV 3 

can Ье used with frames and all other modular products 

Insert 

Crimp Termination 
Contact surface: 
silver-plated, 
gold-plated 

Crimp Contact 

silver-plated 

·•

-
'"1 

gold-plated 

WireSize 
(mm') Product Code 

male 
192 200 020 3000 

О. 14-4 

female 
192 2010203000 

male 

Product Code PartNumber 

191 100 0160030 У J2.5-25-0.37 AG 

191 100 0160040 У J2.5-25-0.5AG 

191 100 0160060 YJ2.5-25-0.75AG 

191 100 0160080 YJ2.5-25-1.0AG 

191 100 0160090 У J2.5-25-1.5AG 

191 100 0160100 У J2.5-25-2.5AG 

191 100 0160110 У J2.5-25-3.0AG 

191 100 0160120 У J2.5-25-4.0AG 

191 110 0160030 У J2.5-25-0.37AU 

191 110 0160040 У J2.5-25-0.5AU 

191 110 0160060 У J2.5-25-0. 75AU 

191 110 0160080 У J2.5-25-1.0AU 

191 110 0160090 У J2.5-25-1.5AU 

191 110 0160100 У J2.5-25-2.5AU 

191 110 0160110 У J2.5-25-3.0AU 

191 110 0160120 У J2.5-25-4.0AU 

For crimp tool and removal tool, see page Р25-01 

PartNumber 

male Н2МЕЕ-020-МС 

Mfemale H2EE-020-FC 

female 

Product Code Part Number 

191 200 016 0030 УК2.5-22-0.37 AG 

191 200 016 0040 YK2.5-22-0.5AG 

191 200 016 0060 УК2.5-22-О. 75AG 

191 200 016 0080 YK2.5-22-1.0AG 

191 200 016 0090 YK2.5-22-1.5AG 

191 200 0160100 YK2.5-22-2.5AG 

191 200 0160110 YK2.5-22-3.0AG 

191 200 0160120 YK2.5-22-4.0AG 

191 210 0160030 УК2.5-22-О.37 AU 

191 210 0160040 YK2.5-22-0.5AU 

191 210 0160060 YK2.5-22-0.75AU 

191 210 0160080 YK2.5-22-1.0AU 

191 210 0160090 YK2.5-22-1.5AU 

191 210 0160100 YK2.5-22-2.5AU 

191 210 0160110 YK2.5-22-3.0AU 

191 210 0160120 YK2.5-22-4.0AU 

Drawings 
(mm) 
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Drawings 
(mm) 

1 1 �l�� ::::j ��25 - - 22 -- & 

male female 

Ma,ks wire size (mm2) 

Without 
о. 14-0. 37 AWG26-22 Groove 

Without 
о. 5 AWG20 Groove 

Withl 
о. 75 AWG18 

Groove 

With 1 
1 AWG18 

Groovc 

With2 
1. 5 AWG16 

Groov 

Wi1h3 
2. 5 AWG14 

Groove 

Wide 
3 AWG12 

Groove 

Without 
4 AWG12 

Groove 

strippinglength: 7.5mm 

Contact resistance� 1 m О 

Р10-28 I
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НVМЕ-006 Modular Insert with Шgh Protection 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 6 

Insert 

Rated Cuпent 16А ( see current load diagram) 

Rated Voltage 830V 

Rated Pulse Voltage 8kV 

Pollution Degree 3 

Complies with UL/CSArated voltage 600V 

Insulation resistance 

Material Polycarbonate 

Working Temperature -40°С~125°С

F1arnmaЬility Ra1ing (Ul94) V-0

Mating Cycle �500 

Contact 

Material Copper Alloy 

Plating Gold-plated, Silver-plated 

Contact resistance ::::,1mO 

Termination Crimp Tennination 

Wire Size 0.14-4 mm' 26-11AWG 

1 Р10-29 

Cuттent-Carrying Capacity 

The cuпent caпying capacity is limited Ьу the theпnal properties 
of the teпninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

А 

20 30 40 50 60 70 80 90 100 11 О 120 130 

Environment Temperature 

ф 24BHoods/Нousings reqшre 6 modules, wnce size: 1.5mm' 

® 24BHoods/Нousingsreqшreбmodules, wnce size: 2.5mm' 

® 24BHoods/Housingsreqшre6modules, wnce size: 4mm' 

НVМЕ-006 Modular Insert with Шgh Protection 

6 
16А 830V 8kV 3 

can Ье used with frames and all other modular products 

Insert 

Crimp Termination 
Contact surface: 
silver-plated, 
gold-plated 

/ 

Crimp Contact 

silver-plated 

·•

-
""1 

gold-plated 

WireSize 
(mm') Product Code 

male 
192 210 006 3000 

О. 14~4 

female 

192 211 0063000 

male 

Product Code PartNumber 

191 100 0160030 У J2.5-25-0.37 AG 

191 100 0160040 У J2.5-25-0.5AG 

191 100 0160060 YJ2.5-25-0.75AG 

191 100 0160080 YJ2.5-25-1.0AG 

191 100 0160090 У J2.5-25-1.5AG 

191 100 0160100 У J2.5-25-2.5AG 

191 100 0160110 У J2.5-25-3.0AG 

191 100 0160120 У J2.5-25-4.0AG 

191 110 0160030 У J2.5-25-0.37AU 

191 110 0160040 У J2.5-25-0.5AU 

191 110 0160060 У J2.5-25-0. 75AU 

191 110 0160080 У J2.5-25-1.0AU 

191 110 0160090 У J2.5-25-1.5AU 

191 110 0160100 У J2.5-25-2.5AU 

191 110 0160110 У J2.5-25-3.0AU 

191 110 0160120 У J2.5-25-4.0AU 

For crimp tool and removal tool, see page Р25-01 

PartNumber 

male HVME-006-MC 

female HVME-006-FC 

female 

Product Code Part Number 

191 200 016 0030 УК2.5-22-0.37 AG 

191 200 016 0040 YK2.5-22-0.5AG 

191 200 016 0060 УК2.5-22-О. 75AG 

191 200 016 0080 YK2.5-22-1.0AG 

191 200 016 0090 YK2.5-22-1.5AG 

191 200 0160100 YK2.5-22-2.5AG 

191 200 0160110 YK2.5-22-3.0AG 

191 200 0160120 YK2.5-22-4.0AG 

191 210 0160030 УК2.5-22-О.37 AU 

191 210 0160040 YK2.5-22-0.5AU 

191 210 0160060 YK2.5-22-0.75AU 

191 210 0160080 YK2.5-22-1.0AU 

191 210 0160090 YK2.5-22-1.5AU 

191 210 0160100 YK2.5-22-2.5AU 

191 210 0160110 YK2.5-22-3.0AU 

191 210 0160120 YK2.5-22-4.0AU 

П11 

male 

П11 

� - 7 5 -
.. .  

Drawings 
(mm) 

Drawings 
(mm) 

1 1 �l�� ::::j �---25 - - 22--

male female 

Ma,ks wire size (mm2) 

Without 
о. 14-0. 37 AWG26-22 Groove 

Without 
о. 5 AWG20 Groove 

Withl 
о. 75 AWG18 

Groove 

With 1 
1 AWG18 

Groovc 

With2 
1. 5 AWG16 

Groov 

Wi1h3 
2. 5 AWG14 

Groove 

Wide 
3 AWG12 

Groove 

Without 
4 AWG12 

Groove 

strippinglength: 7.5mm 

Contact resistance� 1 m О 

Р10-30I 
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НМD-012 Modular Insert-Crimp Termination 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No.ofContact: 12 

Insert 

Rated Cuпent 1 ОА ( see current load diagram) 

Rated Voltage 250V 

Rated Pulse Voltage 4kV 

Pollution Degree 3 

Complies with UL/CSArated voltage 600V 

Insulation resistance ?::1010 
о

Material Polycarbonate 

Working Temperature -40°С-125°С

F1arnmaЬility Ra1ing (Ul94) V-0

Mating Cycle ?::500 

Contact 

Material Copper Alloy 

Plating Gold-plated, Silver-plated 

Contact resistance �ЗmО 

Termination Crimp Tennination 

Wire Size 0.14-2.5 mm' 26-13AWG 

1 Р10-31 

Cuттent-Carrying Capacity 

The cuпent caпying capacity is limited Ьу the theпnal properties 
of the teпninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

А 

12 

8 

6 

4 

10 
['--.._ 

......____
r--... r---.... 

............. 
"' 

� 
"-._ " 

ф "' 

"� 

20 30 40 50 60 70 80 90 100 110 120 130 

Environment Temperature 

G) 24BHoods/Нousings require 6 modules, wire size: l .Ornm'
(2) 24BHoods/Нousings require 6 modules, wire size: 1.5mm'

ос 

НМD-012 Modular Insert-Crimp Termination 

12 
1 Од 250V 4kV 3 

can Ье used with frames and all other modular products 

Insert 

Crimp Termination 
Contact surface: 
silver-plated, 
gold-plated 

Crimp Contact 

silver-plated 

gold-plated 

WireSize 
(mm') Product Code 

male 
192 200 012 3000 

0.14-2.5 

female 
192 2010123000 

male 

Product Code PartNumber 

1911000100030 У J1 .6-25-{).37AG 

1911000100040 У J1 .6-25-{).5AG 

1911000100060 У J1 .6-25-{).75AG 

1911000100080 YJ1.6-25- 1.0AG 

1911000100090 YJ1.6-25- 1.5AG 

1911000100100 У J1 .6-25-2.5AG 

1911 100100030 YJ1.6 -25-0.37 AU 

1911 100100040 У J1 .6-25-0.5AU 

1911 100100060 У J1 .6 -25- 0.75AU 

1911 100100080 У J1 .6-25- 1.0AU 

1911 100100090 У J1 .6-25- 1.5AU 

1911 100100100 У J1 .6-25-2.5AU 

For crimp tool and removal tool, see page Р25-01 

PartNumber 

male HMD-012-MC 

female HMD-012-FC 

female 

Product Code Part Number 

19 1 200 01 О 0030 УК1 .6-21.5-{).37 AG 

19 1 200 01 О 0040 УК1 .6-21 _5-{)_5AG 

19 1 200 01 О 0060 УК1 .6-21 .5-{).75AG 

19 1 200 01 О 0080 УК1.6-21.5-1.ОАG 

19 1 200 01 О 0090 УК1 .6-21.5-1.5AG 

19 12000100100 УК1 .6-21.5-2.5AG 

19 12 100100030 УК1 .6-21.5-{).37 AU 

19 12 100100040 УК1 .6-21 .5-{).5AU 

19 12 100100060 УК1 .6-21 _5-{).75AU 

19 12 100100080 УК1 .6-21.5-1.0AU 

19 12 100100090 УК1 .6-21.5-1.5AU 

19 12 100100100 УК1 .6-21.5-2.5AU 

Drawings 
(mm) 

34 

Drawings 
(mm) 

>-------+- 14. 6 

>--- ----+ - 14. 6 

�-
ыа� NO>� � 

� в.2� 25 --�� - -21.s--

male female 

wire size • stripping length 

О. 14-0. 37mm
2 AWG26-22 О. 9 8mm 

О. 5mm
2 

AWG20 1.1 8mm 
О. 75mm

2 AWG18 1.3 8mm 
1mm' AWG17 1 .45 8mm 

1.5mm' AWG15 1.75 8mm 
2. Smm

2 AWG13 2.25 6mm 

Contact гesistance� Зm О 
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НМDD-017 Modular Insert-Crimp Termination 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 17 

Insert 

Rated Cuпent 1 ОА ( see current load diagram) 

Rated Voltage 160V 

Rated Pulse Voltage 2.5kV 

Pollution Degree 3 

Complies with UL/CSArated voltage 250V 

Insulation resistance 

Material Polycarbonate 

Working Temperature -40°С~125°С

F1arnmaЬility Ra1ing (Ul94) V-0

Mating Cycle :;::::soo 

Contact 

Material Copper Alloy 

Plating Gold-plated, Silver-plated 

Contact resistance �3m0 

Termination Crimp Tennination 

Wire Size 0.14-2.5 mm' 26-13AWG 

1Р10-33 

Cuттent-Carrying Capacity 

The cuпent caпying capacity is limited Ьу the theпnal properties 
of the teпninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

12 

10 

8 

6 

4 

г---г-----. 
--

........... 

- '"" г-----.г---
г -- "' 

G) ........... 
........... 

\ 
10 20 30 40 50 60 70 80 90 100 1 10 120 1 30 

Environment Temperature 

G) 24BHoods/Нousings require 6 modules, wire size: 1.0mm'

Ф 24BHoods/Нousings require 6 modules, wire size: 1.5mm'

ос 

НМDD-017 Modular Insert-Crimp Termination 

17 
1 Од 160V 2.5kV 3 

can Ье used with frames and all other modular products 

Insert 

Crimp Termination 
Contact surface: 
silver-plated, 
gold-plated 

Crimp Contact 

silver-plated 

gold-plated 

WireSize 
(mm') Product Code 

male 
192 200 017 3000 

О. 14-2.5 

female 
192 2010173000 

male 

Product Code PartNumber 

191 1000100030 У J1 .6-25-{).37AG 

191 1000100040 У J1 .6-25-{).5AG 

191 1000100060 У J1 .6-25-{).75AG 

191 1000100080 YJ1.6-25- 1.0AG 

191 1000100090 YJ1.6-25- 1.5AG 

191 1000100100 У J1 .6-25-2.5AG 

191 1100100030 YJ1.6-25-0.37AU 

191 1100100040 У J1 .6-25-0.SAU 

191 1 100100060 У J1 .6-25- 0.75AU 

191 1 100100080 У J1 .6-25- 1.0AU 

191 1 100100090 У J1 .6-25- 1.5AU 

191 1100100100 У J1 .6-25-2.5AU 

For crimp tool and removal tool, see page Р25-01 

PartNumber 

male HMDD-017-MC 

female HMDD-017-FC 

female 

Product Code Part Number 

191 200 01 О 0030 УК1 .6-21.5-0.37 AG 

191 200 01 О 0040 УК1 .6-21.5-0.SAG 

191 200 01 О 0060 УК1 .6-21.5-0.75AG 

191 200 01 О 0080 УК1.6-21.5-1.ОАG 

191 200 01 О 0090 УК1 .6-21.5-1.SAG 

1912000100100 УК1 .6-21.5-2.SAG 

1912 100100030 УК1 .6-21.5-0.37 AU 

1912 100100040 УК1 .6-21.5-0.SAU 

1912 100100060 УК1 .6-21.5-0.75AU 

1912 100100080 УК1 .6-21.5-1.0AU 

1912 100100090 УК1 .6-21.5-1.SAU 

1912 100100100 УК1 .6-21.5-2.SAU 

female; 

Drawings 
(mm) 

34.7� 

Drawings 
(mm) 

�-
NO>� � 

� в.2� � ыа� 
2s- -� - -21.s--

male female 

wire size 0 stripping length 
О. 14-0. 37mm2 AWG26-22 О. 9 8mm 

О. 5mm2 AWG20 1.1 8mm 
О. 75mm

2 AWG18 1.3 8mm 
1mm' AWG17 1.45 8mm 

1.5mm' AWG15 1.75 8mm 
2. Smm

2 AWG13 2.25 6mm 

Contact гesistance� Зm О 
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НМDS-025 Modular Insert with Шgh Density 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No.ofContact: 25 

Insert 

Rated Cuпent 

Rated Voltage 

Rated Pulse Voltage 

Pollution Degree 

4А ( see current load diagram) 

50V 

0.8kV 

3 

Complies with UL/CSArated voltage 30V 

Insulation resistance 

Material Polycarbonate 

Working Temperature -40°С~125°С

F1ammaЬility Ra1ing (Ul94) V-0

Mating Cycle :;::::soo 

Contact 

Material Copper Alloy 

Plating Gold-plated, Silver-plated 

Contact resistance �10mO 

Termination Crimp Tennination 

Wire Size 0.09-0.82 mm' 28-18AWG 

1Р10-35 

Cuттent-Carrying Capacity 

The cuпent caпying capacity is limited Ьу the theпnal properties 
of the teпninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

4.5 

4.0 

3.5 

3.0 

2.5 

2.0 

1.5 

1:1 1.0 

"" 0.5 

j 

А 

' 
r---... !"--

..... 
"-............... ...._

..... � 

ф 

.....__ 

� 

i 20 30 40 50 60 70 80 90 100 11 О 120 130 

Environment Temperature 

ос 

ф 24BHoods/Нousings require 6 modules, wire size: 0.5mm'(Tumed Pin) 
Ф 24BHoods/Нousings require 6 modules, wire size: 0.5mm'(Stamping Pin) 

НМDS-025 Modular Insert with High Density 

25 
4А 50V 0.8kV 3 

can Ье used with frames and all other modular products 

Insert 

Crimp Termination 
Contact surface: 
silver-plated, 
gold-plated 

Crimp Contact 

silver-plated 

gold-plated 

WireSize 
(mm') 

О. 09-0.82 

Product Code 

male 
192 200 025 3000 

female 
192 2010253000 

male 

Product Code PartNumber 

PartNumber 

male HMDS-025-MC 

female HMDS-025-FC 

female 

Product Code Part Number 

191 100 0050010 YJ1.0-14.8-0.25AG 191 200 0050010 YK1.0-14.4-0.25AG 

191 100 005 0020 YJ1 .0-14.8-0.ЗЗАG 191 200 005 0020 УК1.0-14.4-0.ЗЗАG 

191 100 005 0050 YJ1 .0-14.8-0.52AG 191 200 005 0050 УК1.О-14.4-О.52АG 

191 100 005 0070 YJ1 .0-14.0-0.82AG 191 200 005 0070 YK1.0-13.6-0.8 2AG 

191 110 0050010 YJ1.0-14.8-0.25AU 191 210 0050010 УК1.О-14.4-О.25АU 

191 110 005 0020 YJ1 .0-14.8-0.ЗЗАU 191 210 005 0020 УК1.О-14.4-О.ЗЗАU 

191 110 0050050 YJ1.0-14.8-0.52AU 191 210 0050050 YK1.0-14.4-0.52AU 

191 110 0050070 YJ1.0-14.0-0.82AU 191 210 0050070 УК1.О-13.6-О.8 2АU 

For crimp tool and removal tool, see page Р25-O1 

Drawings 
(mm) 

Drawings 
(mm) 

14. 6 

��·31 L:ci, 1 
� & "& ; 

male female 

8.1 4.0 14.8 0.64 1.66 14.4 

8.1 4.0 14.8 0.90 1.66 14.4 

8.1 4.0 14.8 1.12 1.66 14.4 

8.23 4.2 14.0 1.35 1.75 13.6 

wire size 

О. 09-0. 25mm' AWG28-23 

О. 13-0.ЗЗmm' AWG26-22 

О. 33-0.52mm' AWG22-20 

0.52-0.82mm
2 

AWG20-18 

stripping length 
5mm 

5mm 

5mm 

5mm 

Contact resistance� 1 m Q 
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НМ:-USВ Modular Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 4 

Insert 

Rated Cшrent 1 А { see cшrent load diagram) 

Rated Voltage 50V 

Rated Pulse Voltage 0.8kV 

Pollution Degree 3 

Complies with UL/CSArated voltage 30V 

Insert Product Code 

USB 3 .0 

/ 
�/ 

male 
192 210 ООО 0000 

female 
192 211 ООО 0000 

1Р10-37 

lnsulation resistance ?:1010 

о

Material Polycarbonate 

Working Temperature -40°С-85°С

FlammaЬility Rating (U194) V-0

Mating Cycle ?:500 

can Ье used with frames and all other modular products 

PartNumber 
Drawings 

(mm) 

52 

1 

� 

male HM-USB-M male ; 

ь 
� 

female HM-USB-F female � 

HM-RJ45 Modular Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 8 

Insert 

Rated Cшrent 1 А { see cшrent load diagram) 

Rated Voltage 50V 

Rated Pulse Voltage 0.8kV 

Pollution Degree 3 

Complies with UL/CSArated voltage 30V 

Transmission: Class E/cat 6 can reach up to 500MHz, 
based on 1SO/IEC 24 702,1SO/IEC 11801 

Insert Product Code 

RJ45 

male 
192 220 ООО 0000 

female 
192 231 ООО 0000 

Adapter 

192 230 ООО 0000 

lnsulation resistance ?:1010 

о

Material Polycarbonate 

Working Temperature -40°С-85°С

FlammaЬility Rating (U194) V-0

Mating Cycle ?:500 

TransmissionRate: 10/100/1000 MЬiVs 

can Ье used with frames and all other modular products 

PartNumber 

male HM-RJ45-M 

female HM-RJ45-F 

HM-RJ45-APT/2 

� 

Drawings 
(mm) 

.- r---------�J.-1 
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НМР-002 Pneumatic module insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 2 

Insert 

Material 

Working Temperature 

FlammaЬility Rating (Ul94) 

Contact Material: РОМ 

Pnenmatic Modnle 

Pin 

1 

1 

1 Р10-39 

Polycarbonate 

-40 °С-8О0С

V-0

Colour: Black 

Product Code 

192 200 002 0000 

Inner 
Diameter 

6.0 

6.0 

6.0 

Product Code 

withoutlock male 

191 123 ООО 5130 

without lock female 

191 223 ООО 5130 

with lock female 

191 223 ООО 6130 

СаЫе OD for hose: 6mm / 1/4" 

working pressure: maximum 8bar/116psi 

Mating Cycle: �500 

Sealing ring material: fluorine rubber 
Lock valve material: polypropylene 

can Ье used with frames and all other modular products 

PartNumber 

НМР-002 

PartNumber 

РСМ-6.0 

PCF-6.0 

PCFS-6.0 

Drawings 
(mm) 

Drawings 
(mm) 

�� 25. 8 

male female 

1 

9. 8 
-----------f------г-4 

---- 26. 5 ------

НМР-003 Pneumatic module insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 3 

Insert 

Material Polycarbonate 

Working Temperature -40°С-85°С

FlarnmaЬility Rating (Ш94) V-0

Contact Material: РОМ Colour: Black 

СаЫе OD for hose: 6mm / 1/4" 

working pressure: maximum 8bar/116psi 

Mating Cycle: �500 

Sealing ring material: fluorine rubber 

can Ье used with frames and all other modular products 

Pneumatic Module Product Code PartNumber 
Drawings 

(mm) 

192 200 003 0000 НМР-003 

Pin 
Inner 

Product Code PartNumber 
Diameter 

1.6 without lockmale 191 123 ООО 5230 РСМ-1.6 

3.0 withoutlockmale 191 123 ООО 511 О РСМ-3.0 

•1 4.0 withoutlockmale191 123 ООО 5120 РСМ-4.0 

1 1 1.6 withoutlockfemale 191 223 ООО 5230 PCF-1. 6 

3.0 without lock female 191 223 ООО 511 О PCF-3.0 

4.0 without lockfemale 191 223 ООО 5120 PCF-4.0 

1 
1.6 with lockfemale 191 223 ООО 6230 PCFS-1. 6 

3.0 withlockfemale 191 223 ООО 611 О PCFS-3.0 

4.0 withlockfemale 191 223 000 6120 PCFS-4.0 

1. 6 

3. О 

4. О 

rn 
Drawings 

(mm) 

,g 

� 
� � 
г-L,,_._J 

,g 

� 
t-�
Г-L,s.s:J 

,g 

� 
t-OJu:q 
г-L,,_.� 

male 

L_ 'g 

� � 

�� .. ,J 22.8 

L_� 

t�dIJ � 17. 9 

25.5 

N � 

�f 22.8 

female 
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HQ-005/0 Series-Compact Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 5-+РЕ 

Insert 

Rated Cuпent 16А (see cuпent load diagram) 

Rated Voltage -Pole-to-ground rated voltage : 230V

--Pole-to-pole rated voltage: 400V

Rated Pulse Voltage 4kV 

Pollution Degree 3

Insulation resistance 

Material Polycarbonate 

Working Temperature -40
°

С-125
°

С

FlammaЬility Rating (U194) V-0 

Complies with UL/CSArated voltage 600V 

Mating Cycle 

Contact 

Material 

Plating 

Contact resistance 

Termination 

Wire Size 

Termination 

Wire Size 

IP11-01 

:;,:::500 

Copper 

Gold-plated, Silver-plated 

�1m0 

Crimp Termination 

0.14-4mm' 26-12AWG 

Ground screw termination 

2. 5mm2 1 ЗAWG

Current-Carrying Capacity 

The cuпent carrying capacity is limited Ьу the thermal properties 
of the terminal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

А 

40 

35 

30 
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О 10 20 30 40 50 60 70 80 9 0 100110120130 

-.......... 

'-... ® 
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!..___ 1'--
(_'-........._ 

г---.... -.......... !"-. - r-----г---.... '--
r---. г---.... '--['..._ '\ r----- ' '\ 

---� 

ос 

Environment Temperature 

G) wire size: 1.0mm' 

® wire size: 1.5mm' 

® wire size: 2.5mm' 

HQ-005/0 Series-Compact Insert 

5+� 
16А 230/400V 4kV Use with 3Ahoods/housings, referto Р15-02-Р15-05 

Insert 

Crimp Termination 
Contact surface: 
silver-plated, 
gold-plated 

Crimp Contact 

silver-plated 

- -
1� 

-

gold-plated 

WireSize 
(mm') 

0.14-4 

Product Code PartNumber 

male 
190 070 005 3000 male HQ-005/0-MC 

female 
190 071 005 3000 female HQ-005/0-FC 

male female 

Product Code PartNumber Product Code Part Number 

191100 016 003 0 YJ2.5-25- 0.37 AG 1912 00 016 003 0 УК2.5-22 - 0.37 AG 

191100 016 0040 У J2.5-25- 0.5AG 1912 00 016 004 0 YK2.5-22 - 0.5AG 

191100 016 00 60 YJ2.5-25- 0.75 AG 1912 00 016 00 60 УК2.5-22-О. 75AG 

191100 016 0080 YJ2.5-25- 1. 0AG 1912 00 016 0080 YK2.5-22 - 1. 0AG 

191100 016 00 90 YJ2 .5-25- 1.5AG 1912 00 016 00 90 YK2.5-22 - 1.5AG 

191100 016 0100 YJ2.5-25-2.5AG 1912 00 016 0100 YK2.5-22 -2.5AG 

191100 016 0110 У J2.5-25-3. 0AG 1912 00 01 6 0110 YK2.5-22 -3. 0AG 

191100 016 012 0 YJ2.5-25-4. 0AG 1912 00 016 012 0  YK2.5-22-4. 0AG 

191110 01 6 003 0 YJ2.5-25- 0.37 AU 1912 10 016 003 0 УК2.5-22 -О.37 AU 

191110 01 6 004 0 У J2 .5-25- 0.5AU 1912 10 016 004 0 YK2.5-22 - 0.5AU 

191110 01 6 00 60 YJ2.5-25- 0.75AU 1912 10 016 00 60 УК2.5-22- 0. 75AU 

191110 01 6 0080 У J2.5-25- 1. 0AU 1912 10 016 0080 YK2.5- 22- 1. 0AU 

191110 01 6 00 90 YJ2.5-25- 1.5AU 1912 10 016 00 90 YK2.5-22- 1.5AU 

191110 01 6 0100 У J2.5-25-2.5AU 1912 10 016 0100 YK2.5-22 -2.5AU 

1 91 110 016 0110 YJ2.5-25-3. 0AU 1912 10 01 6 0110 YK2.5-22 -3. 0AU 

191110 01 6 012 0 YJ2.5-25-4. 0AU 1912 10 016 012 0  YK2.5-22-4. 0AU 

For crimp tool and removal tool, see page Р25-01 Coding elements see pages Р14-01 to Р14-02 

Drawings 
(mm) 

39. 5 

40 

Drawings 
(mm) 

5 4 3 • • •
. � .
2 • 1 

2 8 1 • (!) • • • •
5 4 3 

f��:I 
::J 1 ,��

L_ =.5 � & 25 
male 

Mюcks wire size (mm') 

22 s 
female 

Without о. 14-0. 37 AWG26-22 с-. .,, 
Without о. 5 AWG20 
Qrn<>ve 

Withl о. 75 AWG18 Groovc 
Withl 1 AWG18 
Groove 

With2 1. 5 AWG16 r-,e 

With3 2. 5 AWG14 Groovc 
Wide 

3 AWG12 
Groove 

Without 4 AWG12 Groove strippinglength: 7.5mm 
Contact resistance� 1 m О 

P11-02 I 
Консультация, подбор, покупка: 8 (800) 551-33-61 | sale@weipu.ru
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HQ-007 /0 Series-Compact Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 7-tffi 

Insert 

Rated Cuпent 1 ОА {see cuпent load diagram) 

Rated Voltage 400V 

Rated Pulse Voltage 6kV 

Pollution Degree 3 

Insulation resistance 

Material Polycarbonate 

Working Temperature -40
°

С-125
°

С

FlammaЬility Rating (U194) V-0 

Complies with UL/CSArated voltage 600V 

Mating Cycle 

Contact 

Material 

Plating 

Contact resistance 

Teпnination 

Wire Size 

Teпnination 

Wire Size 

:;,:::500 

Copper 

Gold-plated, Silver-plated 

�ЗmО 

Crimp Termination 

0.14-2.5mm' 26-13AWG 

Ground screw termination 

2. 5mm2 1 ЗAWG

Current-Carrying Capacity 

The cuпent carrying capacity is limited Ьу the theпnal properties 
of the teпninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 

1 u 
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за.о 

27.5 

25.0 

22.5 

20.0 
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10.0 
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r---
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1'-
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�� 
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"'" 
1"'--' 

i'\1'"'- ' 
1\ r---r--.. 

r----- 1"'--l\ 
1'"'-. 

О 1 О 20 30 40 50 60 70 80 90 100 11 О 120 130 

Environment Temperature 

(D wire size: 0.75mm' 
® wire size: 1.5mm' 
® wire size: 2.5mm' 

ос 

HQ-007/0 Series-Compact Insert 

7+@ 
10A400V 6kV 3 Use with 3Ahoods/housings, referto Р15-02-Р15-05 

Insert 

Crimp Termination 
Contact surface: 
silver-plated, 
gold-plated 

-

...... -

Crimp Contact 

silver-plated 

-, 

gold-plated 

WireSize 
(mm') 

о. 14-2.5 

Product Code PartNumber 

male 
190 070 007 3000 male HQ-007/0-MC 

female 
190 071 007 3000 female HQ-007/0-FC 

male female 

Product Code PartNumber Product Code Part Number 

191 100 010 00 30 YJ1.6-25- 0.37AG 191200 010 00 30 УК1 .6-21.5-0.37 AG 

191 100 010 0040 YJ1.6-25- 0.5AG 191200 010 0040 УК1 .6-21.5-0.5AG 

191 100 010 0060 YJ1.6-25- 0.75AG 191200 010 0060 УК1 .6-21.5-0. 75AG 

191 100 010 0080 YJ1.6-25- 1.5AG 191200 010 0080 УК1.6-21.5-1.ОАG 

191 100 010 0090 YJ1.6-25- 1.5AG 191200 010 0090 УК1.6-21.5-1.5АG 

191 100 010 0100 YJ1.6-25-2.5AG 191200 010 0100 УК1 .6-21.5-2.5AG 

191 110 010 00 30 YJ1.6-25- 0.37AU 191210 010 00 30 УК1 .6-21.5-0.37 AU 

191 110 010 0040 YJ1 .6-25- 0.5AU 191210 010 0040 УК1 .6-21.5-0.5AU 

191 110 010 0060 YJ1 .6-25- 0.75AU 191210 010 0060 УК1 .6-21.5-0. 7 5AU 

191 110 010 0080 У J1 .6-25- 1.0AU 191210 010 0080 УК1.6-21.5-1.ОАU 

191 110 010 0090 У J1 .6-25- 1.5AU 191210 010 0090 УК1.6-21.5-1.5АU 

191 110 010 0100 YJ1.6-25-2.5AU 191210 010 0100 УК1 .6-21.5-2.5AU 

male 

Drawings 
(mm) 

female� 

� 40.1 

Drawings 
(mm) 

85 838 
8 6 4 28 
·7· 1 · 
� 

83858
1 82'в8 

8�- 78 

��-,�-25--•� � � -21 .s 

male female 

wire size 0 stripping length 
О. 14-0. 37mm2 AWG26-22 О. 9 8mm 

О. 5mm2 AWG2O 1.1 8mm 
О. 75mm2 AWG1B 1.3 8mm 

1mm' AWG17 1.45 8mm 
1. Smm

2 AWG15 1.75 8mm 
2. 5mm' AWG13 2.25 6mm 

Contactresistance�Зm О 

For crimp tool and removal tool, see page Р25-01 Coding elements see pages Р14-01 to Р14-02 
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HQ-012/0 Series-Compact Insert 

Technical Information 

Standard: IEC 60664-1, IEC61984 
No. ofContact: 12-tffi 

Insert 

Rated Cuпent 

Rated Voltage 

1 ОА {see current load diagram) 

400V 

Rated Pulse Voltage 6kV 

Pollution Degree 

Insulation resistance 

Material 

Working Temperature 

3 
Pollution level 2: the parameters are 
1 ОА 400/690V 6kV 

Polycarbonate 

-40°С~125°С

Flammahility Rating (Ul94) V-0

Complies with UL/CSArated voltage 600V 

Mating Cycle :?:=500 

Contact 

Material Copper 

Plating Gold-plated, Silver-plated 

Contact resistance :::::::зmо 

Teпnination Crimp Tennination 

Wire Size 0.14-2.5mm' 26-13AWG 

Teпnination Ground screw tennination 

Wire Size 0.5-2. 5mm2 20-13AWG 

Current-Carrying Capacity 

The cuпent caпying capacity is limited Ьу the theпnal properties 
of the tenninal materials and the insulation materials. Test and control 
procedures are in accordance with IEC 60512-5-2 
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r---. г-.... r\ 

1"-1'\ 1\ 
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i О 10 20 30 40 50 60 70 80 90 100 110 120 130 

Environment Temperature 

ф wiresize: 0.75mm' 

® wiresize: 1.5mm' 

® wire size: 2.5mm' 

ос 

HQ-012/0 Series-Compact Insert 

12+� 
10A400V 6kV 3 Use with 3Ahoods/housings, referto Р15-02-Р15-05 

Insert 

Crimp Teпnination 
Contact surface: 
silver-plated, 
gold-plated 

Crimp Contact 

silver-plated 

-, 

gold-plated 

WireSize 
(mm') 

о. 14-2.5 

Product Code 

male 
190 070 012 3000 

female 
190 071 012 3000 

PartNumber 

male HQ-012/0-MC 

male female 

Product Code PartNumber Product Code Part Number 

191 100 010 0030 YJ1.6-25- 0.37AG 191200 010 0030 YK1.6-21.5-{).37AG 

191 100 010 0040 YJ1.6-25- 0.5AG 191200 010 0040 УК1 .6-21.5- 0.SAG 

191 100 010 0060 YJ1.6-25- 0.75AG 191200 010 0060 YK1.6-21.5-0.75AG 

191 100 010 0080 YJ1.6-25- 1.0AG 191200 010 0080 YK1.6-21.5-1.0AG 

191 100 010 0090 YJ1.6-25- 1.5AG 191200 010 0090 УК1 .6-21.5- 1.5AG 

191 100 010 0100 YJ1.6-25-2.5AG 191200 010 0100 УК1 .6-21.5-2.SAG 

191 110 010 0030 YJ1.6-25- 0.37AU 191210 010 0030 УК1 .6-21.5- 0.37AU 

191 110 010 0040 YJ1 .6-25- 0.SAU 191210 010 0040 УК1 .6-21.5- {),SAU 

191 110 010 0060 YJ1 .6-25-0.75AU 191210 010 0060 УК1 .6-21.5-0.75AU 

191 110 010 0080 У J1 .6 -25- 1.0AU 191210 010 0080 YK1.6-21.5-1.0AU 

191 110 010 0090 У J1 .6 -25- 1.SAU 191210 010 0090 УК1 .6-21.5- 1.SAU 

191 110 010 0100 YJ1.6-25-2.5AU 191210 010 0100 УК1 .6-21.5-2.SAU 

Drawings 
(mm) 

Drawings 
(mm) 

��-2�-
25--•� � � -21.s 

male female 

wire size 0 stripping length 

О. 14-0. З?mm
2 

AWG26-22 О. 9 8mm 

О. 5mm
2 

AWG20 1.1 8mm 

О. 75mm
2 

AWG1B 1.3 8mm 

1mm' AWG17 1.45 8mm 

1. Smm
2 

AWG15 1.75 8mm 

2. 5mm' AWG13 2.25 6mm 

Contactresistance�Зm О 

For crimp tool and removal tool, see page Р25-01 Coding elements see pages Р14-01 to Р14-02 

IP11-05 
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Crimp Contact 

5А crimp contacts for НМ inserts 

male 

Crimp Contact Product Code PartNumber 

silver-plated 191 100 005 0010 YJ1.0- 14.8- 0.25AG 

191 100 005 0020 YJ1.0-14.8- 0.33AG 

191 100 005 0050 YJ1.0-14.8- 0.52AG 

191 100 005 0070 YJ1.0- 14.0- 0.82AG 

gold-plated 191 110 005 0010 YJ1.0- 14.8- 0.25AU 

191 11 О 005 0020 У J1 .0-14.8- 0.33AU 

191 11 О 005 0050 У J1 .0-14.8- 0.52AU 

191 110 005 0070 YJ1.0- 14.0- 0.82AU 

Product Code 

female 

PartNumber 

191200 005 001 О УК1 .0- 14.4-{).25AG 

191200 005 0020 УК1 .0-14.4-{).ЗЗАG 

191 200 005 0050 УК1 .0-14.4-{).52AG 

191200 005 0070 YK1.0- 13.6-0.82AG 

191210 0050010 УК1 .0- 14.4-{).25AU 

191210 005 0020 УК1.О- 14.4-{).33АU 

191210 005 0050 УК1.О-14.4-{).52АU 

191210 0050070 YK1.0- 13.6-0.82AU 

1 ОА crimp contacts for НD, НDD, НМ, Н:К, HQ inserts 
male female 

PartNumber Crimp Contact Product Code PartNumber 

silver-plated 191 100 010 0030 У J1 .6-25-0.37AG 

191 100 010 0040 У J1 .6-25-0.5AG 

191 100 010 0060 У J1 .6-25-0.75AG 

191 100 010 0080 У J1 .6-25-1.0AG 

191 100 010 0090 YJ1 .6-25-1.5AG 

191 100 010 0100 У J1 .6-25-2.5AG 

gold-plated 191 110 010 0030 YJ1.6-25- 0.37AU 

191 110 010 0040 У J 1.6-25-0.5AU 

191 110 010 0060 У J 1.6-25- 0. 75AU 

�- 191 110 010 0080 YJ1 .6-25-1.0AU 

191 110 010 0090 YJ1 .6-25-1.5AU 

191 110 010 0100 YJ1 .6-25-2.5AU 

1 бА crimp contacts for НЕЕ, НМ, Н:К inserts 
male 

Crimp Contact Product Code PartNumber 

silver-plated 
191 100 0160030 У J2.5-25-0.37 AG 

191 100 0160040 У J2.5-25-0.5AG 

191 100 0160060 У J2.5-25-0. 75AG 

191 100 0160080 YJ2.5-25-1.0AG 

191 100 0160090 У J2.5-25-1.5AG - ,.
191 100 0160100 У J2.5-25-2.5AG 

191 100 0160110 У J2.5-25-3.0AG 

191 100 0160120 У J2.5-25-4.0AG 

191 110 0160030 YJ2.5-25-0.37AU 
gold-plated 

191 110 0160040 У J2.5-25-0.5AU 

191 110 0160060 У J2.5-25-0. 75AU 

191 110 0160080 У J2.5-25-1.0AU 

191 110 0160090 У J2.5-25-1.5AU 

191 110 0160100 У J2.5-25-2.5AU 

191 110 0160110 У J2.5-25-3.0AU 

191 110 0160120 У J2.5-25-4.0AU 

\ Р12-01 

Product Code 

191200 01 О 0030 УК1.6-21.5-{).37АG 

191200 01 О 0040 УК1.6-21.5-{).5АG 

191200 01 О 0060 УК1.6-21.5-{).75АG 

191200 01 О 0080 УК1.6-21.5-1.ОАG 

191200 01 О 0090 УК1.6-21.5-1.5АG 

191200 010 0100 УК1 .6-21.5-2.5AG 

191210 010 0030 УК1.6-21.5-{).37АU 

191210 010 0040 УК1.6-21.5-{).5АU 

191210 010 0060 УК1.6-21.5-{).75АU 

191210 010 0080 УК1.6-21.5-1.ОАU 

191210 010 0090 УК1.6-21.5-1.5АU 

191210 010 0100 УК1.6-21.5-2.5АU 

Product Code 

female 

PartNumber 

191200 016 0030 УК2.5-22- 0.37 AG 

191200 016 0040 YK2.5-22- 0.5AG 

191200 016 0060 УК2.5-22- О. 75AG 

191200 016 0080 YK2.5-22- 1.0AG 

191200 016 0090 YK2.5-22- 1.5AG 

191200 0160100 YK2.5-22-2.5AG 

191200 0160110 YK2.5-22- 3.0AG 

191200 0160120 YK2.5-22- 4.0AG 

191210 0160030 УК2.5-22- О.37 AU 

191210 0160040 YK2.5-22- 0.5AU 

191210 0160060 УК2.5-22- 0. 75AU 

191210 0160080 YK2.5-22- 1.0AU 

191210 0160090 YK2.5-22- 1.5AU 

191210 0160100 YK2.5-22-2.5AU 

191210 0160110 YK2.5-22- 3.0AU 

191210 0160120 YK2.5-22- 4.0AU 

Drawings 
(mm) 

��·31 с:,а, .. 
male female 

а ь с d е 

8.1 4.0 14.8 0.64 1.66 14.4 
8.1 4.0 14.8 0.90 1.66 14.4 
8.1 4.0 14.8 1.12 1.66 14.4 

8.23 4.2 14.0 1.35 1.75 13.6 

wire size s1ripping length 
О. 09-0. 25mm2 AWG28-23 5mm 
0.13--0.З Зmm" AWG26-22 5mm 
О. 33-0.52mm' AWG22-20 5mm 
0.52-0.82rrm' AWG20-1B 5mm 

Contact resistance� 1 О m О 

Drawings 
(mm) 

: 

� �"�,5� � 21. 5 

male female 
wiresize 0 stripping length 

О. 14-0. 37mm' 
О. 5mm' 

О. 75mm 2 

1mm' 
1. 5mm' 
2. 5mm' 

AWG26-22 О. 9 
AWG20 1.1 
AWG18 1.3 
AWG17 1.45 
AWG15 1.75 
AWG13 2.25 

Contact resistance:::::; 3 m О 

Drawings 
(mm) 

8mm 
8mm 
8mm 
8mm 
8mm 
6mm 

�� ::J 
1 1

�� .. .  � 
"-- -25 - -22-- " 

male female 

Marks wire size (mm
2

) 

1!.:��t о. 14-0. 37 AWG26-22 

1).YithOUt о. 5 AWG20 

�1 о. 75 AWG18 

1 ;Е11!.�� 1 AWG18 
)Yith2 1. 5 AWG16 

�thЗ 2. 5 AWG14 
)Vide 3 AWG12 

l��
t 4 AWG12 

stripping length : 7 .5mm 

Contact resistance� 1 m О 

Crimp Contact 

40А crimp contacts for НМ, НК inserts 

Crimp Contact 

silver-plated 

-

. 

� 
-

gold-plated 

~ -
� -

- -

male 

Product Code PartNumber 

191 100 040 0090 У J4.0-29.1- 1.5AG 

191 100 040 0100 У J4.0-29.1-2.5AG 

191 100 040 0120 У J4.0-29.1- 4.0AG 

191 100 040 0130 У J4.0-29.1- 6.0AG 

191 100 040 0140 YJ4.0-29.1- 10.0AG 

191 110 040 0090 У J4.0-29.1- 1.5AU 

191 110 040 0100 У J4.0-29.1-2.5AU 

191 110 040 0120 У J4.0-29.1- 4.0AU 

191 110 040 0130 У J4.0-29.1- 6.0AU 

191 110 040 0140 У J4.0-29.1- 10.0AU 

Product Code 

female 

PartNumber 

191200 040 0090 YK4.0-23.4-1.5AG 

191200 040 0200 YK4.0-23.4-2.5AG 

191200 040 0120 YK4.0-23.4- 4.0AG 

191200 040 0130 YK4.0-23.4-6.0AG 

191200 040 0140 УК4.О-23.4- 1 0.0AG 

191210 040 0090 YK4.0-23.4-1.5AU 

191210 040 0100 YK4.0-23.4-2.5AU 

191210 040 0120 YK4.0-23.4-4.0AU 

191210 040 0130 YK4.0-23.4-6.0AU 

191210 040 0140 УК4.0-23.4- 10.0AU 

200А crimp contacts for НМ inserts 

male female 

Crimp Contact Product Code PartNumber Product Code PartNumber 

silver-plated 
191 100 200 0160 У J9.5-42.3-25AG 191200200 0160 YK9.5- 40.1-25AG 

r-- 191 100200 0170 У J9.5-42.3-35AG 191200200 0170 YK9.5- 40.1- 35AG _.., 

191 100 200 0180 У J9.5-42.3-50AG 191200200 0180 YK9.5- 40.1-50AG 

191 100 200 0190 У J9.5-42.3-70AG 191200200 0190 YK9.5- 40.1- 70AG 

Safety delay pin 

Crimp Contact wire size(mm') Product Code PartNumber 

silver-plated 
1 191 100 0164080 YJ2.5-22.8- 1.0AG 

- - 1.5 191 100 0164090 У J2.5-22.8- 1.5AG 

2-5 191 100 0164100 У J2.5-22.8-2.5AG 

Drawings 
(mm) 

�с:==_
1 

�f1 & 29.1 
�� 
L_ ==:J·�23. 4 & 

male female 
Cross Section AWG • stripping length 

1.smm2 15 1.75 9mm 

2.5mm 2 13 2.25 9mm 

4mm2 11 2.85 9.6mm 

6mm2 9 3. 5 9.6mm 

1omm2 7 4. 5 15mm 

stripping length А= 15mm for СаЫе OD<::5mm 

.stripping length А= 18mm for СаЫе OD:2:6.4mm 

Contact resistance� 1 m О 

Drawings 
(mm) 

ЬiFJ 3 
r_··· ,,.� п= -'�·�� �� - -- ш::::::::f ji:�J�� 

. 

� 
male female 

CrossSection 0 Glass FiЬer Length 

25mm' 7 17.9mm 

35mm' 8.2 17.9mm 

50mm' 10 17.9mm 

70mm' 11. 5 17.9mm stranded wires comply with IEC 60228-5 
Contact resistance�O .Зm О 

с•�� :;�.5 
� s 22. В Short delay pin can delay the contact time 

in order to protect the circuit from arcing 
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Rail Bracket Suite 

Suite Series 

Rail Bracket Suite, 

including bases and fixed mounts 

6В 

10В 

16В 

24В 

1 Р13-01 

Part Number Product Code 

Н6В-СС 193 001 00 6 0000 

Н10В-СС 193001010 0000 

Н16В-СС 1930010160000 

Н24В-СС 193 001 024 0000 

Drawings 
(mm) 

Rail bracket 

Installation Steps 

3) 
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Codingpin 

Numbering with 
codingpin 

МЗ coding pin 

МЗ Modularcoding pin 

d 
Numbering with guide 

pin and guide hole 

мз Guidehole 

d 
мз Guide pin 

о 
мз Modular guide hole 

о 
мз Modular guide pin 

� 
IP14-01 

PartNumber Product Code 

CODE-M3 193 002 001 1000 

MCODE-M3 193 002 002 1 ООО 

PartNumber Product Code 

GBUSH-M3 193 002 003 1 ООО 

GPIN-M3 193 002 005 1 ООО 

MGBUSH-M3 193 002 004 1 ООО 

MGPIN-M3 193 002 006 1 ООО 

Codingpin Modular coding pin 

codingpin Modular coding pin 
i�F

23

� 

�4

3 

1 
�

"' 

igo � Hoods/Нousings for monnting (!) insert and frame □□о □
о
□• □

о
□о □•□• □

о
□
о 
□•□•

• • 8 8 0 0  8 0 8 0 0 8 0 8  0 8 0 8 8 0 8 0

male female male female male female male female male female male female Hoods/Нousings for mounting (2) insert and frame 
mm mm 
шш шш 

mm 
шш 

male female male female male female 

со • со • со • со • m 
ш 

m 
ш 

male female male female male female • Coding pin о Guidepin 
Guidehole Modular guide hole 

Guide hole Modular guide hole 

..: 

LE м 
U) ::: 

::!;: 

Modular coding pin 
[

2

� 
1 r :. 

- ----i 
�� Hoods/Нousings for mounting (1) insert and frame 

□□• □•□е □•□• □"□" □•□• □"□"
е е  е е • •  е • е •  е е е е  е е е е  е • е •

male female male female male female male female male female male female 

□□• □•□о □о □• □•□• □о □о □о□о 
0 8  8 0 8 0  8 0 8 0  0 0 8 8  0 0 8 8  8 8 0 0

male female male female male female male female male female male female 

□□• □•□о □о □• □•□о 
0 0  0 8 0 8  0 0 8 8  8 8 0 0

male female male female male female male female Hoods/Нousings for monnting (2) insert and frame ш ш++о ш··· ш•+о ш··· ш··· о++о о++о е++е о++• о++■ шш++о • + + о 
male female male female male female male female 

ш о ш о ш . ш . ш . ш . ш о ш о 
male female male female male female male female 

ш о ш. ш . ш. ш . ш о ш . ш о 
male female male female male female male female шш++О • + + о шш++О о + + • шш++ О 

• + + • шш++О о + + о 
male female male female male female male female • Coding pin о Guide pin + normal screws 

Codingpin 

PartNumber Product Code 

E-type coding pin

CODE-E 193 002 007 0000 

D-type coding pin

CODE-D 193 002 008 0000 

о=с==щ 
1. Use this coding pin to avoid mis-insertion of the same connector 2. ApplicaЬle to НЕС, НЕЕ, HQ-005/0, НМ-006, НМ--QО8 3. When using а coding pin, the corresponding hole of the male end cannot Ье installed with а pin 

1. Use this coding pin to avoid mis-insertion of the same connectoг 2.ApplicaЫe to IШ,HDD,RМD-012,RМDD-017,HQ-7/0,HQ-012/0 3. When using а coding pin, the coпesponding hole of the male end cannot Ье installed with а pin 
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Technical Specification for Hoods/Нousings 

ЗА Plastic Hoods/Housings IP65 

Material Polycarbonate 

Color gray (RAL 7032) 

locking elements 

-locking method Plastic elastic compression 

-Material Polyamide 

sealing element NBR 

Working Temperature 

FlammaЬility Rating V-0

IP rating (locked, En60529) IP65 

ЗА Metal Hoods/Housings IP65 

Material Die-cast zinc 

Color grey 

locking elements 

-Iocking method Metal elastic compression 

-Material (Iron) Galvanized/Stainless Steel 

sealing element NBR 

Working Temperature 

FlammaЬility Rating V-0

IP rating (locked, En60529) IP65 

1 Р15-01 

Plastic Hoods/Housings IP65 

Material 

Color 

locking elements 

-locking method

-Material

sealing element 

Working Temperature 

FlammaЬility Rating 

IP rating (locked, En60529) 

Metal Hoods/Housings 

Material 

Color 

locking elements 

-Iocking method

-Material

sealing element 

Working Temperature 

FlammaЬility Rating 

IP rating (locked, En60529) 

IP68/IP69K 

Material 

Color 

locking elements 

-locking method

-Material

sealing element 

Working Temperature 

FlammaЬility Rating 

IP rating (locked, En60529) 

Polyamide 

RAL 9005 (Ыасk) 

Plastic elastic compression 

Polyamide 

NBR 

V-0

IP65 

Die-cast aluminum 
grey 

Metal elastic compression 

seeP24-02 

NBR 

V-0

IP65 

Die-cast aluminum 

Ыасk or grey 

Bolted connection 

Stainless  steel 

NBR 

V-0

IP65/IP69K 

ЗА Plastic Hoods/Housings 

IP65 

thread 

Side Entry Hoods 

М20 

PG11 

Тор Entry Hoods 

М20 

PG11 

Bulkhead Mounted Housing 

Bulkhead Mounted Housing 

Surface Mounted Housings 

М20 

PG11 

СаЬ!е-tо-СаЬ!е Housings 

М20 

PG11 

Product Code PartNumber 

171 103 01 О 0200 HB3A-PS-2B-M20 

171 103 010 0110 HB3A-PS-2B-PG11 

171 103 040 0200 НВ3А-РТ-2В-М20 

171 103 040 0110 HB3A-PT-2B-PG11 

171 103 107 0000 HB3A-ST-1 L/C 

171 103 467 0000 HB3A-ST-1L/C-PS 

171 103 137 0200 HB3A-SF-1 L/C-M20 

171 103 137 0110 HB3A-SF-1 L/C-PG11 

171 103 077 0200 НВ3А-МС-1 L/C-M20 

171 103 077 0110 HB3A-MC-1L/C-PG11 

Drawings 
(mm) 

тг ffiJ 
_j_27 �1 _j_27j__ 

-3sT 

3
5 "' � 

Panel Cutout Drawing 

h '$, 

31 42 6_,__ _ __,__,__13 

]а 
.:а 42.6 

� 
B

N Panel Cutout Drawing 

� <;j ---г22-г 

� .. :� j � �J46.5 

Panel Cutout 
Drawing 

� --г22-г 

� 
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ЗА Plastic Hoods/Housings 

IP65 

connection type 
plastic c over 

--0 

--0 

plastic c over 

--0 

_,r<g) 

--0 

_,r<g) 

1Р15-03 

Product Code 

171 103 487 3000 

171 103 487 5000 

171 103510 3000 

171 103510 4000 

171 103 510 5000 

171 103 510 6000 

Part Nurnber Drawings 
(mm) 

HB3A-CV-1 L/C-M ( with male inserts) r� 
HB3A-CV-1 L/C-F ( with female inserts) 

HB3A-CV-2B-1 М ( with male inserts) 
HB3A-CV-2B-2M ( with male inserts) 

п
са.120 

"' 

.::(9 1 
HB3A-CV-2B-1 F � ( with male inserts) 
HB3A-CV-2B-2F ( with male inserts) 

ЗА Metal Hoods/Housings 

IP65 

thread 
Side Entry Hoods 

М20 

PG11 

Тор Entry Hoods 
М20 

PG11 

PG13. 5 

Bulkhead Mounted Housing 

Bulkhead Mounted Housing 

Bulkhead Mounted Housing 

Product Code 
170 103 010 0200 

170 103 010 0110 

170 103 040 0200 

170 103 040 0110 

170 103 040 0130 

170 103 106 0000 

1} 170 103 126 1000 

Щ 170 103 126 2000 

171 103 466 0000 

Part Nurnber 
HA3A-PS-2B-M20 

HA3A-PS-2B-PG 11 

НА3А-РТ-2В-М20 

HA3A-PT-2B-PG11 

HA3A-PT-2B-PG13.5 

НА3А-SТ-1 L/W 

1} HA3A-ST-1 L/W-MCV/M 

Щ HA3A-ST-1 L/W-MCV/F 

HA3A-ST-1 L/W-PS 

L21J 

m 
L21J 

Q4 ����� 

Drawings 
(mm) 

�_j.; f2 -1 

о 

L21J 

I
M/PGГ 

�l 
L27J 

г�.Р-
t 

39.5 

с 42.6 =1 16 

1 2_2т 

рапе! cutout size FtW 
� l=з�j 

�4 ����� � t;,:::tJ 
1 22т 

panel cutout size fг�! о 

� -�-3:j 

� 
.,,Lз1-1 
gJ 

1 2.2т 

рапе! cutout size FtW 
� l=зJ 
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ЗА Metal Hoods/Housings 

IP65 

thread Product Code PartNumber 

Surface Mounted Housings 

panel cut out size 

PG11 170 103 476 0110 HA3A-SF/ST-1 L/W-PG11 

without cutout 
М20 

170 103 136 0200 HA3A-SF-1 L/W-M20 

PG11 170 1 03 1 36 О 11 О HA3A-SF-1 L/W-PG11 

PG13.5 170 103 136 0130 HA3A-SF-1L/W-PG13.5 

СаЫе-tо-СаЫе Housings 

М20 170 103 076 0200 НА3А-МС-1 L/W-M20 

PG11 170 103 076 0110 НА3А-МС-1 L/W-PG11 

1Р15-05 

Drawings 
(mm) 

о 
� 

lOA Metal Hoods/Housings 

IP65 

thread 

S ide Entry Hoods 

М20 

PG16 

S ide Entry Hoods&High Structure 
М25 

PG16 

PG21 

Тор Entry Hoods 

М20 

PG13.5 

Тор Entry Hoods&High Structure 
М25 

PG16 

PG21 

Bulkhead Mounted Housing 

Product Code PartNumber 

170 110 010 0200 НА 1 0A-PS-2B-M20 

170 110 010 0160 НА10A-PS-2B-PG16 

170 110 030 0250 НА 1 0A-PSH-2B-M25 

170 110 030 0160 НА 1OA-PSH-2B-PG16 

170 110 030 0210 НА 1 0A-PSH-2B-PG21 

170 110 040 0200 НА 1 ОА-РТ-2В-М20 

170 110 040 0130 НА10A-PT-2B-PG13.5 

170 11 О 060 0250 НА 1 ОА-РТН-2В-М25 

170 110 060 0160 НА 1 0A-PTH-2B-PG 16 

170 110 060 0210 НА 1 0A-PTH-2B-PG21 

170 110 103 0000 HA10A-ST-1L/W 

170 110 113 0000 НА 1 0A-ST-1 L/W-CV 

170 110 123 0000 НА 1 0A-ST-1 L/W-MCV 

Lock selection, see pageP24-02 

Drawings 
(mm) 

�� ffiJ 63 _J 29.5 L 

1! 
L-53__J _J 29_5 L 

ГГМ/РG 

1 
L-5з__J _J 29.5 L 
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1 ОА Metal Hoods/Housings 

IP65 

thread Product Code PartNumber 

Su rface Mounted Housings 1---M_2_0 __ -+-_ 1_ 7_0_ 1_ 1_0 _ 1_3_3 _0_2_0 _0--+_H_ A_ 1_0 _A _-S_ F_ - _1 _L/_W_ - _M_2_0_--; 

metal cover 

с -=--

metal cover 

\.. -=-

1 Р16-02 

2М20 170 11 О 133 2200 НА1 0A-SF-1 L/W-2M20 
М25 
PG16 
2PG16 
PG21 

М20 
2М20 
М25 
PG16 
2PG16 
PG21 

М20 
2М20 
М25 
PG16 
2PG16 
PG21 

connection 
type 

forhoods 

for housings 

--0 

for housings 

� 

170 110 133 0250 НА 1 0A-SF-1 L/W-M25 
170 110 133 0160 НА1 0A-SF-1L/W-PG16 
170 110 133 2160 НА 1 0A-SF-1L/W-2PG16 
170 110 133 0210 НА 1 0A-SF-1 L/W-PG21 

with p las tic cover 
170 110 143 0200 HA10A-SF-1 L/W-CV-M20 
170 110 143 2200 НА 1 0A-SF-1 L/W-CV-2M20 
170 110 143 0250 НА 1 0A-SF-1 L/W-CV-M25 
170 110 143 0160 НА 1 0A-SF-1 L/W-CV-PG 16 
170 110 143 2160 HA10A-SF-1L/W-CV-2PG16 
170 110 143 0210 HA10A-SF-1L/W-CV-PG21 

with metal cover 
170 110 153 0200 HA10A-SF-1L/W-MCV-M20 
170 11 О 153 2200 HA10A-SF-1L/W-MCV-2M20 
170 110 153 0250 HA10A-SF-1L/W-MCV-M25 
170 110 153 0160 HA10A-SF-1L/W-MCV-PG16 
170 11 О 153 2160 HA10A-SF-1L/W-MCV-2PG16 
170 110 153 0210 HA10A-SF-1L/W-MCV-PG21 

Prod u ct Code PartNumber 

170 11 О 553 3000 НА 1 0A-MCV-1 L/W. 1 

170 11 О 530 5000 HA10A-MCV-2B/1S 

170 11 О 530 6000 HA10A-MCV-2B/2S 

Lock selection, see pageP24-02 

Drawings 
(mm) 

� 
1 

1 L4a_J 1 

L1s_2_J 15.4 

Drawings 
(mm) 

с

75

-ь 

�� 

� 72.9� 

�� 

� lli:"1!64.4 

12128.5 

:2) 

16А Metal Hoods/Housings 

IP65 

thread 

Side Ent ry Hoods 
М20 

PG16 

Side Entry Hoods&High Structure М25 

PG16 

PG21 

Тор Ent ry Hoods 
М20 

PG16 

Тор Entry Hoods&High Structure М25 

PG16 

PG21 

Bu lkhead Mounted Housing 

Prod u ct Code 

170 116 010 0200 

170 116 010 0160 

170 116 030 0250 

170 116 030 0160 

170 116 030 0210 

170 116 040 0200 

170 116 040 0160 

170 116 060 0250 

170 116 060 0160 

170 116 060 0210 

170 116 103 0000 

170 116 113 0000 

170 116 123 0000 

PartNumber 

НА 16A-PS-2B-M20 

НА 16A-PS-2B-PG 16 

НА 16A-PSH-2B-M25 

НА16A-PSH-2B-PG16 

НА 16A-PSH-2B-PG21 

НА 16А-РТ-2В-М20 

НА 16A-PT-2B-PG 16 

НА 16А-РТН-2В-М25 

НА 16A-PTH-2B-PG 16 

НА 16A-PTH-2B-PG21 

НА 16A-ST- 1 L/W 

НА 16A-ST- 1 L/W-CV 

НА 16A-ST-1 L/W-MCV 

Lock selection, see pageP24-02 

Drawings 
(mm) 

.�11� М 295 

§\ 80 �'

ГГМ/РG 

� 00. 

пм/РG 

00 

-�•
1 L-:� __j 1 

15 

,-; 

i 1 f if ;::,l '"'""' ''" � -----�----jt 1 
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16А Metal Hoods/Housings 

IP65 

thread Product Code PartNumber 

М20 170 116 133 0200 НА 16A-SF-1 L/W-M20 

Surface Mounted Housings 1---2_м_2 o __ +--1_7_0_ 1_1 _6 _ 1_3_3 _ 2_2_0 _0--+_H_A_1 _6 _A _-S _F-_1 _L_/W_-2_M_ 2_ 0 ___, 

metalcover 

metalcover 

IP17-02 

М25 170 116 133 0250 НА 16A-SF-1 L/W-M25 
2М25 170 116 133 2250 НА 16A-SF-1 L/W-2M25 
PG16 170 116 133 0160 HA16A-SF-1L/W-PG16 
2PG16 170 116 133 2160 HA16A-SF-1L/W-2PG16 
PG21 170 116 133 0210 HA16A-SF-1L/W-PG21 

М20 
2М20 
М25 
2М25 
PG16 
2PG16 
PG21 

М20 
2М20 
М25 
2М25 
PG16 
2PG16 
PG21 

connection 
type 

forhoods 

--0 

forhoods 

forhoods 

170 116 143 0200 НА 16A-SF-1 L/W-CV-M20 
170 116 143 2200 НА 16A-SF-1 L/W-CV-2M20 
170 116 143 0250 НА 16A-SF-1 L/W-CV-M25 
170 116 143 2250 НА 16A-SF-1 L/W-CV-2M25 
170 116 143 0160 НА 16A-SF-1L/W-CV-PG16 
170 116 143 2160 НА 16A-SF-1 L/W-CV-2PG16 
170 116 143 0210 НА16A-SF-1 L/W-CV-PG21 

170 116 153 0200 НА 16A-SF-1 L/W-MCV-M20 
170 116 153 2200 НА 16A-SF-1 L/W-MCV-2M20 
170 116 153 0250 НА 16A-SF-1 L/W-MCV-M25 
170 116 153 2250 НА 16A-SF-1 L/W-MCV-2M25 
170 116 153 0160 HA16A-SF-1L/W-MCV-PG16 
170 116 153 2160 НА 16A-SF-1 L/W-MCV-2PG16 
170 116 153 0210 HA16A-SF-1L/W-MCV-PG21 

Product Code PartNumber 

170 116 553 3000 HA16A-MCV-1L/W.1 

170 116 530 5000 HA16A-MCV-2B/1S 

170 116 530 6000 HA16A-MCV-2B/2S 

Lock selection, see pageP24-02 

Drawings 
(mm) 

Drawings 
(mm) 

����"' 
� 

32А Metal Hoods/Housings 

IP65 

Side Entry Hoods 

Side Entry Hoods & 
High Structure 

Тор Entry Hoods 

Bulkhead Mounted Housing 

Surface Mounted Housings 

thread 

М25 

PG21 

М32 

PG21 

PG29 

М25 

М32 

PG21 

PG29 

М25 

М25 

М32 

2М32 

PG21 

2PG21 

PG29 

2PG29 

Product Code PartNumber 

170 132 190 0250 HA32A-PS-4B-M25 

170 132 190 0210 HA32A-PS-4B-PG21 

170 132 210 0320 HA32A-PS Н-4В-М32 

170 132 210 0210 HA32A-PS H-4B-PG21 

170 132 210 0290 HA32A-PS H-4B-PG29 

170 132 230 0250 НА32А-РТН-4В-М25 

170 132 230 0320 НА32А-РТН-4В-М32 

170 132 230 0210 HA32A-PTH-4B-PG21 

170 132 230 0290 HA32A-PTH-4B-PG29 

170 132 253 0000 HA32A-ST-2L/W 

170 132 263 0250 HA32A-SF-2L/W-M25 

170 132 263 0320 HA32A-SF-2L/W-M32 

170 132 263 2320 HA32A-SF-2L/W-2M32 

170 132 263 0210 HA32A-SF-2L/W-PG21 

170 132 263 2210 HA32A-SF-2L/W-2PG21 

170 132 263 0290 HA32A-SF-2L/W-PG29 

170 132 253 2290 HA32A-SF-2L/W-2PG29 

Lock selection, see pageP24-02 

Drawings 
(mm) 

§\ffi] 
Lв2_J Lsв_j 
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32А Metal Hoods/Housings 

IP65 

plastic cover 

plastic cover 

Si de Entry Hoods 

Side Entry Hoods & 
Hig h  Structure 

Тор Entry Hoods 

1 Р18-02 

connection 
type 

plastic cove 
use with4 
lu gs hoods 

use with 
douЬ!e lock 

lever housings 

usewith 
douЫelock 

lever bulkhead 
/su rfacemounted

housings 

threa d 

М25 

PG21 

М32 

PG21 

PG29 

М25 

М32 

PG21 

PG29 

Product Code Part Nurnber 

170 132 500 7000 HA32A-CV-4C 

170 132 520 4000 HA32A-CV-4B/1 

170 132 520 6000 HA32A-CV-4 В/2 

Product Code Part Nurnber 

170 132 313 0250 HA32A-PS-2L/W-M25 

170 132 313 021 О HA32A-PS-2L/W-PG21 

170 132 333 0320 HA32A-PSH-2L/W-M32 

170 132 333 021 О HA32A-PSH-2L/W-PG21 

170 132 333 0290 HA32A-PSH-2L/W-PG29 

170 132 363 0250 HA32A-PTH-2L/W-M25 

170 132 363 0320 HA32A-PTH-2L/W-M32 

170 132 363 021 О HA32A-PTH-2L/W-PG21 

170 132 363 0290 HA32A-PTH-2L/W-PG29 

Lock selection, see pageP24-02 

Drawings 
(mm) 

11@ @1 1---4� 

L _J � t=sв
.7

=1] 84.7 71.7 

Drawings 
(mm) 

32А Metal Hoods/Housings 

IP65 

threa d 

Bulkhead Mounted Housing 

Surface Mounted Housings М25 

М32 

2М32 

PG21 

2PG21 

PG29 

2PG29 

М25 

М32 

2М32 

PG21 

2PG21 

PG29 

2PG29 

М25 

М32 

2М32 

PG21 

2PG21 

PG29 

2PG29 

Product Code Part Nurnber 

170 132 370 0000 HA32A-ST-4B 

witЬ plastic cover 

170 132 380 0000 HA32A-ST-4B-CV 

witЬ metal cover 

170 132 390 0000 HA32A-ST-4B-MCV 

170 132 430 0250 HA32A-SF-4B-M25 

170 132 430 0320 HA32A-SF-4B-M32 

170 132 430 2320 HA32A-SF-4B-2M32 

170 132 430 021 О HA32A-SF-4B-PG21 

170 132 430 221 О HA32A-SF-4 В-2 PG21 

170 132 430 0290 HA32A-SF-4B-PG29 

170 132 430 2290 HA32A-SF-4 В-2 PG29 

witЬ plastic cover 

170 132 440 0250 HA32A-SF-4B-CV-M25 

170 132 440 0320 HA32A-SF-4B-CV-M32 

170 132 440 2320 HA32A-SF-4B-CV-2M32 

170 132 440 021 О HA32A-SF-4B-CV-PG21 

170 132 440 221 О HA32A-SF-4B-CV-2PG21 

170 132 440 0290 HA32A-SF-4B-CV-PG29 

170 132 440 2290 HA32A-SF-4B-CV-2PG29 

with metal cover 

170 132 450 0250 HA32A-SF-4B-MCV-M25 

170 132 450 0320 HA32A-SF-4B-MCV-M32 

170 132 450 2320 HA32A-SF-4B-MCV-2M32 

170 132 450 021 О HA32A-SF-4B-MCV-PG21 

170 132 450 221 О HA32A-SF-4B-MCV-2PG21 

170 132 450 0290 HA32A-SF-4B-MCV-PG29 

170 132 450 2290 HA32A-SF-4B-MCV-2PG29 

Lock selection, see pageP24-02 

Drawings 
(mm) 

04.4 

, 04.4 
' 1 
1 1 г:------ ------ц _��-�; panel cutout size 

Е-��з� 
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6В Plastic Hoods/Housings 

IP65 

Side Entry Hoods & 
High Structure 

Тор Entry Hoods & 
High Structure 

Bulkhead Mounted Housing 

Surface Mounted Housings 
& High Structure 

removaЫe cover 

• 
removaЫe cover 

1 Р19-01 

thread 

М25 

М32 

М25 

М32 

М25 

2М25 

М32 

2М32 

Product Code PartNumber 

171 006 200 0250 Н B6B-PSH-4B-M25 

171 006 200 0320 Н B6B-PSH-4B-M32 

171 006 230 0250 Н В6В-РТН-4В-М25 

171 006 230 0320 НВ6В-РТН-4В-М32 

171 006 258 0000 HB6B-ST-2L/C 

171 006 278 0250 HB6B-SFH-2L/C-M25 

171 006 278 2250 Н B6B-S FH-2L/C-2M25 

171 006 278 0320 HB6B-SFH-2L/C-M32 

171 006 278 2320 Н B6B-S FH-2L/C-2M32 

171 006 520 0000 HB6B-CV-4B 

171 006 570 0000 HB6B-CV-2L/C 

Drawings 
(mm) 

� m 
LLвo.5_J � 

� m 
Lвo.5_J � 

70 

11.7 81.5 

rfv'r=-_5_3=J_� 
04.4 

�: D : l)J panel cutout size 

t��=т
µ

11.5 

� 55.5 

.J�1. i� 8 

6В Metal Hoods/Housings 

IP65 

Side Entry Hoods 

Side Entry Hoods & 
High Structure 

Тор Entry Hoods 

Тор Entry Hoods & 
High Structure 

СаЫе-tо-СаЫе Housings 

thread 

М20 

М25 

PG13.5 

PG16 

М25 

М32 

PG21 

PG29 

М20 

М25 

PG13.5 

PG16 

М25 

М32 

PG21 

PG29 

М20 

PG13.5 

PG16 

М20 

М25 

PG21 

PG29 

Product Code 

170 006 010 0200 

170 006 010 0250 

170 006 010 0130 

170 006 010 0160 

170 006 720 0000 

170 006 030 0250 

170 006 030 0320 

170 006 030 0210 

170 006 030 0290 

170 006 040 0200 

170 006 040 0250 

170 006 040 0130 

170 006 040 0160 

170 006 720 0000 

170 006 060 0250 

170 006 060 0320 

170 006 060 021 О 

170 006 060 0290 

170 006 073 0200 

170 006 073 0130 

170 006 073 0160 

170 006 093 0250 

170 006 093 0320 

170 006 093 0210 

170 006 093 0290 

PartNumber 

HA6B-PS-2B-M20 

HA6B-PS-2B-M25 

HA6B-PS-2B-PG13.5 

HA6B-PS-2B-PG 16 

HA6B-PNH-2B(;/G 1±1 �:Щ 

HA6B-PSH-2B-M25 

HA6B-PSH-2B-M32 

HA6B-PSH-2B-PG21 

HA6B-PSH-2B-PG29 

НА6В-РТ-2В-М20 

НА6В-РТ-2В-М25 

HA6B-PT-2B-PG13.5 

HA6B-PT-2B-PG16 

HA6B-PNH-2B(;/G l::IJ�f"L) 

НА6В-РТН-2В-М25 

НА6В-РТН-2В-М32 

HA6B-PTH-2B-PG21 

HA6B-PTH-2B-PG29 

НА6В-МС-1 L/W-M20 

НА6В-МС-1L/W-PG13.5 

НА6В-МС-1L/W-PG16 

НА6В-МСН-1 L/W-M25 

НА6В-МСН-1 L/W-M32 

НА6В-МСН-1 L/W-PG21 

НА6В-МСН-1 L/W-PG29 

Lock selection, see pageP24-02 

Drawings 
(mm) 

L______LM/PG 

24.8 

Р19-02 I 

19 

Консультация, подбор, покупка: 8 (800) 551-33-61 | sale@weipu.ruБольше информации: weipu.ru



6В Metal Hoods/Housings 

IP65 

thread Product Code PartNumber 

Bulkhead Mounted Housing 

170 006 103 0000 HA6B-ST-1 L/W 

with plastic cover 
170 006 113 0000 HA6B-ST-1 L/W-CV 

with metal cover 
170 006 123 0000 HA6B-ST-1 L/W-MCV 

М20 170 006 133 0200 HA6B-SF-1 L/W-M20 

Surface Mounted Housings 2М20 170 006 133 2200 HA6B-SF-1 L/W-2M20 

М25 170 006 133 0250 HA6B-SF-1 L/W-M25 

2М25 170 006 133 2250 HA6B-SF-1 L/W-2M25 

PG16 170 006 133 0160 HA6B-SF-1L/W-PG16 

2PG16 170 006 133 2160 HA6B-SF-1L/W-2PG16 

with plastic cover 
М20 170 006 143 0200 HA6B-SF-1 L/W-CV-M20 

2М20 170 006 143 2200 HA6B-SF-1 L/W-CV-2M20 

М25 170 006 143 0250 HA6B-SF-1 L/W-CV-M25 

2М25 170 006 143 2250 HA6B-SF-1 L/W-CV-2M25 

PG16 170 006 143 0160 HA6B-SF-1L/W-CV-PG16 

2PG16 170 006 143 2160 HA6B-S F-1 L/W-CV-2 PG 16 

with metal cover 
М20 170 006 153 0200 HA6B-SF-1 L/W-MCV-M20 

2М20 170 006 153 2200 HA6B-SF-1 L/W-MCV-2M20 

М25 170 006 153 0250 HA6B-SF-1 L/W-MCV-M25 

2М25 170 006 153 2250 HA6B-SF-1 L/W-MCV-2M25 

PG16 170 006 153 0160 HA6B-SF-1L/W-MCV-PG16 

2PG16 170 006 153 2160 HA6B-SF-1 L/W-MCV-2PG 16 

Surface Mounted Housings М25 170 006 163 0250 HA6B-SFH-1 L/W-M25 

2М25 170 006 163 2250 HA6B-SFH-1 L/W-2M25 & High Structure 
М32 170 006 163 0320 HA6B-SFH-1 L/W-M32 

19 
2М32 170 006 163 2320 HA6B-SFH-1 L/W-2M32 

PG21 170 006 163 021 О HA6B-SFH-1 L/W-PG21 

2PG21 170 006 163 221 О HA6B-SFH-1 L/W-2PG21 

PG29 170 006 163 0290 HA6B-SFH-1 L/W-PG29 

2PG29 170 006 163 2290 HA6B-SFH-1 L/W-2PG29 
with plastic cover 

М25 170 006 173 0250 HA6B-SFH-1 L/W-CV-M25 
2М25 170 006 173 2250 HA6B-SFH-1 L/W-CV-2M25 
М32 170 006 173 0320 HA6B-SFH-1 L/W-CV-M32 
2М32 170 006 173 2320 HA6B-SFH-1 L/W-CV-2M32 
PG21 170 006 173 021 О HA6B-SFH-1 L/W-CV-PG21 
2PG21 170 006 173 221 О HA6B-SFH-1 L/W-CV-2PG21 
PG29 170 006 173 0290 HA6B-SFH-1 L/W-CV-PG29 
2PG29 170 006 173 2290 HA6B-SFH-1 L/W-CV-2PG29 

with metal cover 
М25 170 006 183 0250 HA6B-SFH-1 L/W-MCV-M25 
2М25 170 006 183 2250 HA6B-SFH-1 L/W-MCV-2M25 
М32 170 006 183 0320 HA6B-SFH-1 L/W-MCV-M32 
2М32 170 006 183 2320 HA6B-SFH-1 L/W-MCV-2M32 
PG21 170 006 183 0210 HA6B-SFH-1 L/W-MCV-PG21 
2PG21 170 006 183 2210 HA6B-SFH-1 L/W-MCV-2PG21 
PG29 170 006 183 0290 HA6B-SFH-1 L/W-MCV-PG29 
2PG29 170 006 183 2290 HA6B-SFH-1 UW-MCV-2PG29 

1Р19-03 

Lock selection, see pageP24-02 

Drawings 
(mm) 

18 
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70 
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48.5 71 

6В Metal Hoods/Housings 

IP65 

Lock selection, see pageP24-02 

Termination Description Product Code PartNumber Drawings 
(mm) 

plastic cover 

t
g

62.7
� � 

plastic cove 170 006 490 0000 HA6B-CV-2C L 45.7 J 73.6 

(use with 2 
lugs hood s)

removaЬ!e metal cover 

metalcover ---о ., 
(use with single 170 006 530 3000 HA6B-MCV-2B/1 N 

lock lever 
K

65

JtJ housings) 1 

metal cover 
-----� � (use with single 170 006 530 6000 HA6B-MCV-2B/2 

lock lever 
bulkhead/surface 

mounted 
housings) 

removaЬ!e metal cover 19 

::j 

R 7;·д 1
---о metal cover 

(use with 2 170 006 553 3000 HA6B-MCV-1L/W. 1S 

(__ 
lugs hoods) 
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IP68/IP69K Metal Hoods/Housings 

IP68/IP69K 

Side Entry Hoods & 
High Structure 

Тор Entry Hoods & 
High S tructure 

Surface Mounted Housings 
& High Structure 

Bulkhead Mounted Housing 

thread 

М20 
М25 
М32 
PG16 
PG21 
PG29 

М20 
М25 
М32 
PG16 
PG21 
PG29 

М20 
М25 
М32 
PG16 
PG21 
PG29 

М20 
М25 
М32 
PG16 
PG21 
PG29 

М20 
М25 
М32 
PG16 
PG21 
PG29 

М20 
М25 
М32 
PG16 
PG21 
PG29 

Product Code 

bolt connection 

172 006 580 0200 
172 006 580 0250 
172 006 580 0320 
172 006 580 0160 
172 006 580 0210 
172 006 580 0290 
roll pin connection 

172 006 590 0200 
172 006 590 0250 
172 006 590 0320 
172 006 590 0160 
172 006 590 021 О 
172 006 590 0290 

bolt connection 

172 006 600 0200 
172 006 600 0250 
172 006 600 0320 
172 006 600 0160 
172 006 600 0210 
172 006 600 0290 
roll pin connection 

172 006 61 О 0200 
172 006 61 О 0250 
172 006 61 О 0320 
172 006 610 0160 
172 006 610 0210 
172 006 61 О 0290 

bolt connection 
172 006 620 0200 
1 72 006 620 0250 
172 006 620 0320 
172 006 620 0160 
172 006 620 021 О 
172 006 620 0290 
roll in connection 

172 006 630 0200 
172 006 630 0250 
1 72 006 630 0320 
172 006 630 0160 
172 006 630 021 О 
1 72 006 630 0290 

bolt connection 
172 006 640 0000 
roll pin connection 

172 006 650 0000 

PartNumber 

Н P6B/H-PSH-2S-M20 
Н P6B/H-PSH-2S-M25 
Н P6B/H-PSH-2S-M32 
Н P6B/H-PSH-2S-PG 16 
Н P6B/H-PSH-2S-PG21 
Н P6B/H-PSH-2S-PG29 

Н P6B/H-PSH-2T-M20 
Н P6B/H-PSH-2T-M25 
Н P6B/H-PSH-2T-M32 
Н P6B/H-PSH-2T-PG 16 
Н P6B/H-PSH-2T-PG21 
Н P6B/H-PSH-2T-PG29 

Н P6B/H-PTH-2S-M20 
Н P6B/H-PTH-2S-M25 
Н P6B/H-PTH-2S-M32 
Н P6B/H-PTH-2S-PG16 
Н P6B/H-PTH-2S-PG21 
Н P6B/H-PTH-2S-PG29 

НР6В/Н-РТН-2Т-М20 
НР6В/Н-РТН-2Т-М25 
НР6В/Н-РТН-2Т-М32 
Н P6B/H-PTH-2T-PG 16 
Н P6B/H-PTH-2T-PG21 
Н P6B/H-PTH-2T-PG29 

HP6B/H-SFH-2H-M20 
HP6B/H-SFH-2H-M25 
HP6B/H-SFH-2H-M32 
Н P6B/H-SFH-2H-PG 16 
Н P6B/H-SFH-2H-PG21 
Н P6B/H-SFH-2H-PG29 

HP6B/H-SFH-2T-M20 
HP6B/H-SFH-2T-M25 
HP6B/H-SFH-2T-M32 
Н P6B/H-SFH-2T-PG 16 
Н P6B/H-SFH-2T-PG21 
Н P6B/H-SFH-2T-PG29 

HP6B/H-ST-2H 

Н P6B/H-ST-2T 

with metal cover 

removaЫe metal cover 

removaЫe metal cover 

1Р19-05 

connection 
type 

---о 

---о 

---о 

---о 

bolt connection 
172 006 660 0000 

roll pin connection 

172 006 670 0000 

Product Code 

for housings 

bolt connection 

172 006 680 0000 

forhoods 
roll pin connection 

172 006 690 0000 

for housings 

bolt connection 

172 006 700 0000 

forhoods 
roll pin connection 

172 006 71 О 0000 

HP6B/H-ST-2H-MCV 

Н P6B/H-ST-2T-MCV 

PartNumber 

Н P6B/H-MCV-2 Н 

Н P6B/H-MCV-2T 

Н P68/H-MCV-2 Н/1 

HP68/H-MCV-2T/1 

Drawings 

(mm) 

fП 
'"'1

l-156_] L 19.5 J

;�ш� 

�� r--48--, 110 

ГF{о"1----t-ь1 
� � 1 U I panel cutout size 

���-�R7 

lOB Plastic Hoods/Housings 

IP65 

Side Entry Hoods & 
High Structure 

Тор Entry Hoods & 
High Structure 

Bulkhead Mounted Housing 

Surface Mounted Housings 
& High Structure 

removaЫe cover 

• 
removaЫe cover 

thread 

М25 

М32 

М25 

М32 

М25 

2М25 

М32 

2М32 

Product Code PartNumber 

171 010 200 0250 HB108-PSH-48-M25 

171 010 200 0320 HB10B-PSH-48-M32 

171 01 О 230 0250 НВ1 ОВ-РТН-4 В-М25 

171 010 230 0320 НВ108-РТН-48-М32 

171 01 О 258 0000 НВ1 OB-ST-2L/C 

171 01 О 278 0250 НВ1 OB-SFH-2L/C-M25 

171 01 О 278 2250 НВ1 OB-SFH-2L/C-2M25 

171 01 О 278 0320 НВ1 OB-SFH-2L/C-M32 

171 01 О 278 2320 НВ1 OB-SFH-2L/C-2M32 

171 010 520 0000 HB10B-CV-48 

171 010 570 0000 НВ1 OB-CV-2L/C 

11.9 

Drawings 

(mm) 

F 60 ---, -л••·• � ----,-1� 
. 

"'1 

D I N panel cutout s1ze 
<">1 1 (") 

�вз31 

� 55.5 

"' 

r,.� 20.8 77.1 20.8 
� 55.5 

Р20-01 1 
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lOB Metal Hoods/Housings 

IP65 

Side Entry Hoods 

Side Entry Hoods & 
High Structure 

Тор Entry Hoods 

Тор Entry Hoods & 
High Structure 

СаЫе-tо-СаЫе Housings 

СаЫе-tо-СаЫе Housings 
& High Structure 

IP20-02 

thread 

М20 

М25 

PG16 

М25 

М32 

PG21 

PG29 

М25 

М32 

PG21 

PG29 

М20 

М25 

PG16 

М25 

М32 

PG21 

PG29 

М25 

М32 

PG21 

PG29 

М20 

М25 

PG16 

М25 

М32 

PG21 

PG29 

М25 

М32 

PG21 

PG29 

Product Code PartNumber 

170 010 010 0200 НА 1 0B-PS-2B-M20 

170 010 010 0250 НА 1 0B-PS-2B-M25 

1700100100160 НА 1OB-PS-2B-PG16 

170 01 О 7 20 0000 НА 1 0B-PNH-2B(without cutout) 

170 01 О 030 0250 НА 1 0B-PSH-2B-M25 

170 01 О 030 0320 НА 1 0B-PSH-2B-M32 

170 010 030 0210 НА 1 0B-PSH-2B-PG21 

170 01 О 030 0290 НА 1 0B-PSH-2B-PG29 

with extended thread 

170 01 О 020 0250 НА 1 0B-PSHV-2B-M25 

170 01 О 020 0320 НА 1 0B-PSHV-2B-M32 

1700100200210 HA10B-PSHV-2B-PG21 

170 01 О 020 0290 НА 1 0B-PSHV-2B-PG29 

170 01 О 040 0200 НА 1 ОВ-РТ-2В-М20 

170 01 О 040 0250 НА 1 ОВ-РТ-2В-М25 

1700100400160 HA10B-PT-2B-PG16 

170 01 О 7 20 0000 HA10B-PNH-2B(withoutcutout) 

170 01 О 060 0250 НА 1 ОВ-РТН-2В-М25 

170 01 О 060 0320 НА 1 ОВ-РТН-2В-М32 

1700100600210 HA10B-PTH-2B-PG21 

170 01 О 060 0290 НА 1 0B-PTH-2B-PG29 

with extended thread 

170 01 О 050 0250 НА 1 0B-PTHV-2B-M25 

170 01 О 050 0320 НА 1 0B-PTHV-2B-M32 

170 010 050 0210 НА 1 0B-PTHV-2B-PG21 

170 01 О 050 0290 НА 1 0B-PTHV-2B-PG29 

170 01 О 07 3 0200 НА 1 ОВ-МС-1 L/W-M20 

170 01 О 07 3 0250 НА 1 ОВ-МС-1 L/W-M25 

170 010 07 3 0160 НА1 ОВ-МС-1 L/W-PG16 

170 01 О 09 3 0250 НА 1 ОВ-МСН-1 L/W-M25 

170 01 О 09 3 0320 НА 1 ОВ-МСН-1 L/W-M32 

17001009 30210 HA10B-MCH-1L/W-PG21 

170 01 О 09 3 0290 НА 1 ОВ-МСН-1 L/W-PG29 

with extended thread 

170 01 О 083 0250 НА 1 0B-MCHV-1 L/W-M25 

170 01 О 083 0320 НА 1 0B-MCHV-1 L/W-M32 

170 01 О 083 021 О НА 1 0B-MCHV-1 L/W-PG21 

170 01 О 083 0290 НА 1 0B-MCHV-1 L/W-PG29 

Lock selection, see pageP24-02 

Dra wings 

(mm) 

_j 

L_73__J 

L-1з__J 

lOB Metal Hoods/Housings 

IP65 

Lock selection, see pageP24-02 

Bulkhead Mounted Housing 

Surface Mounted Housings 

Surface Mounted Housings 
& High Structure 

thread 

М20 
2М20 
М25 
2М25 
PG16 
2PG26 

М20 
2М20 
М25 
2М25 
PG16 
2PG26 

М20 
2М20 
М25 
2М25 
PG16 
2PG26 

М25 

2М25 

М32 

2М32 

PG21 

2PG21 

PG29 

2PG29 

Product Code PartNumber 

170 010 103 0000 HA10B-ST-1L/W 

170 010 113 0000 HA10B-ST-1L/W-GV 

170 010 123 0000 HA10B-ST-1L/W-MGV 

170 О 1 О 133 0200 HA10B-SF-1L/W-M20 
170 О 1 О 133 2200 HA10B-SF-1L/W-2M20 
170 О 1 О 133 0250 HA10B-SF-1L/W-M25 
170 О 1 О 133 2250 HA10B-SF-1L/W-2M25 
170 010 133 0160 HA10B-SF-1L/W-PG16 
170 010 133 2160 HA10B-SF-1L/W-2PG16 

with plastic cover 

170 01 О 143 0200 HA10B-SF-1L/W-GV-M20 
170 01 О 143 2200 HA10B-SF-1L/W-GV-2M20 
170 01 О 143 0250 HA10B-SF-1L/W-GV-M25 
170 01 О 143 2250 HA10B-SF-1L/W-GV-2M25 
170 010 143 0160 HA10B-SF-1L/W-GV-PG16 
170 010 143 2160 HA10B-SF-1L/W-GV-2PG16 

with metal cover 

170 О 1 О 153 0200 
170 О 1 О 153 2200 
170 О 1 О 153 0250 W-MGV-M25 
170 О 1 О 153 2250 HA10B-SF-1L W-MGV-2M25 
170 010 153 0160 HA10B-SF-1L/W-MGV-PG16 
170 010 153 2160 HA10B-SF-1L/W-MGV-2PG16 

170 О 1 О 163 0250 НА 1 0B-SFH-1 L/W-M25 

170 О 1 О 163 2250 НА 1 0B-SFH-1 L/W-2M25 

170 О 1 О 163 0320 НА 1 0B-SFH-1 L/W-M32 

170 010 163 2320 HA10B-SFH-1L/W-2M32 

170 010 163 0210 HA10B-SFH-1L/W-PG21 

170 010 163 2210 HA10B-SFH-1L/W-2PG21 

170 О 1 О 163 0290 НА 1 0B-SFH-1 L/W-PG29 

170 010 163 2290 HA10B-SFH-1L/W-2PG29 

with plastic cover 

М25 170 О 1 О 173 0250 НА 1 0B-SFH-1 L/W-GV-M25 

2М25 170 О 1 О 173 2250 НА 1 0B-SFH-1 L/W-GV-2M25 

PG29 170 О 1 О 173 0290 НА 1 0B-SFH-1 L/W-GV-PG29 

2PG29 170 010 173 2290 HA10B-SFH-1L/W-GV-2PG29 

М25 

2М25 

М32 

2М32 

PG21 

2PG21 

PG29 

2PG29 

with metal cover 

170 О 1 О 183 0250 НА 1 0B-SFH-1 L/W-MCV-M25 

170 О 1 О 183 2250 НА 1 0B-SFH-1 L/W-MCV-2M25 

170 О 1 О 183 0320 НА 1 0B-SFH-1 L/W-MCV-M32 

170 О 1 О 183 2320 НА 1 0B-SFH-1 L/W-MCV-2M32 

170 О 1 О 183 021 О НА 1 0B-SFH-1 L/W-MCV-PG21 

170 О 1 О 183 221 О НА 1 0B-SFH-1 L/W-MCV-2PG21 

170 010 183 0290 HA10B-SFH-1L/W-MCV-PG29 

170 О 1 О 183 2290 НА 1 0B-SFH-1 L/W-MCV-2PG29 

Drawings 

(mm) 

25 

Р20-ОЗ 1 
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10В Metal Hoods/Housings 

IP65 

Side Entry Hoods 

Side Entry Hoods & 
High Structure 

Тор Entry Hoods 

Тор Entry Hoods & 
High Structure 

Bulkhead Mounted Housing 

thread 

М20 

М25 

PG16 

М25 

М32 

PG21 

PG29 

М25 

М32 

PG21 

PG29 

М20 

М25 

PG16 

М25 

М32 

PG21 

PG29 

М25 

М32 

PG21 

PG29 

М20 

Product Code PartNumber 

170 01 О 190 0200 НА1 0B-PS-4B-M20 

170 01 О 190 0250 НА1 0B-PS-4B-M25 

170 01 О 190 0160 НА10B-PS-4B-PG16 

170 01 О 730 0000 HA10B-PNH-4B(without cutout) 

1 70 01 О 21 О 0250 НА 1 0B-PSH-4B-M25 

1 70 01 О 21 О 0320 НА 1 0B-PSH-4B-M32 

170 010 210 0210 HA10B-PSH-4B-PG21 

1 70 01 О 21 О 0290 НА 1 0B-PSH-4B-PG29 

with extended thread 

170 01 О 200 0250 НА1 0B-PSHV-4B-M25 

170 01 О 200 0320 НА1 0B-PSHV-4B-M32 

170 010 200 0210 HA10B-PSHV-4B-PG21 

170 01 О 200 0290 НА1 0B-PSHV-4B-PG29 

170 010 220 0200 НА10В-РТ-4В-М20 

170 01 О 220 0250 НА10В-РТ-4В-М25 

170 010 220 0160 HA10B-PT-4B-PG16 

170 01 О 730 0000 НА 1 0B-PNH-48 (without cutout) 

170 01 О 240 0250 НА10В-РТН-4В-М25 

170 01 О 240 0320 НА10В-РТН-4В-М32 

170 010 240 0210 HA10B-PTH-4B-PG21 

170 01 О 240 0290 НА 1 0B-PTH-4B-PG29 

with extended thread 

170 01 О 230 0250 HA10B-PTHV-4B-M25 

170 01 О 230 0320 HA10B-PTHV-4B-M32 

170 010 230 0210 HA10B-PTHV-4B-PG21 

170 01 О 230 0290 НА1 0B-PTHV-4B-PG29 

170 01 О 253 0000 HA10B-ST-2L/W 

Surface Mounted Housings М20 1 70 01 О 263 0200 НА 1 0B-SF-2L/W-M20 

IP20-04 

t------+---------+------------t 

2М20 170 01 О 263 2200 НА1 0B-SF-2L/W-2M20 

М25 1 70 01 О 263 0250 НА 1 0B-SF-2L/W-M25 

2М25 

PG16 

2PG16 

1 70 01 О 263 2250 НА 1 0B-SF-2L/W-2M25 

170 010 263 0160 HA10B-SF-2L/W-PG16 

1 70 01 О 263 21 60 НА 1 0B-SF-2L/W-2PG 16 

Lock selection, see pageP24-02 

Drawings 

(mm) 

г M/PG l 

F 60 ----i -/i 
о4.4 \+= ----т1гf 

� 1 D
O 
1 >'1 panel cutout size 

t-L-вз=f'' 

10В Metal Hoods/Housings 

IP65 

Surface Mounted Housings 
& High Structure 

СаЫе-tо-СаЫе Housings 

СаЫе-tо-СаЫе Housings 
& High Structure 

plastic cover 

removaЫe plastic cover 

thread 

М25 

2М25 

М32 

2М32 

PG21 

2PG21 

PG29 

2PG29 

М20 

М25 

PG16 

М25 

М32 

PG21 

PG29 

М25 

М32 

PG21 

PG29 

connection 
type 

----о 

Product Code PartNumber 

170 О 1 О 273 0250 НА 1 0B-SFH-2L/W-M25 

170 О 1 О 273 2250 НА 1 0B-SFH-2L/W-2M25 

170 010 273 0320 HA10B-SFH-2L/W-M32 

170 010 273 2320 HA10B-SFH-2L/W-2M32 

170 01 О 273 021 О НА1 0B-SFH-2L/W-PG21 

170 01 О 273 221 О НА1 0B-SFH-2L/W-2PG21 

170 О 1 О 273 0290 НА 1 0B-SFH-2L/W-PG29 

170 01 О 273 2290 HA10B-SFH-2L/W-2PG29 

170 01 О 283 0200 HA10B-MC-2L/W-M20 

170 01 О 283 0250 HA10B-MC-2L/W-M25 

170 01 О 283 0160 НА10B-MC-2L/W-PG16 

170 О 1 О 303 0250 НА 1 0B-MCH-2L/W-M25 

170 О 1 О 303 0320 НА 1 0B-MCH-2L/W-M32 

170 О 1 О 303 021 О НА 1 0B-MCH-2L/W-PG21 

170 О 1 О 303 0290 НА 1 0B-MCH-2L/W-PG29 

with extended thread 

170 О 1 О 293 0250 НА 1 0B-MCHV-2L/W-M25 

170 010 293 0320 HA10B-MCHV-2L/W-M32 

170 01 О 293 021 О НА1 0B-MCHV-2L/W-PG21 

170 О 1 О 293 0290 НА 1 0B-MCHV-2L/W-PG29 

Product Code 

use with 4 lugs hoods 
170 01 О 500 0000 

use with douЫe 
lock lever housings 

170 01 О 520 5000 

use with douЫe 
lock lever 

bulkhead/surface 
mounted housings 

170 01 О 520 6000 

PartNumber 

HA10B-CV-4C 

HA10B-CV-4B/1 

HA10B-CV-4B/2 

Lock selection, see pageP24-02 

Drawings 

(mm) 

Drawings 

(mm) 

P20-05 I 
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1 ОВ Metal Hoods/Housings 

IP65 

Side Entry Hoods 

Side Entry Hoods & 
High Structure 

thread 

М20 

PG16 

М25 

М32 

PG21 

PG29 

Product Code PartNumber 

170 01О313 0200 НА 1 0B- PS- 2L/W-M20 

170 010 313 0160 HA10B- PS- 2L/W- PG16 

170 01 О 333 0250 НА 1 0B- PSH- 2L/W-M25 

170 01 О 333 0320 НА 1 0B- PSH- 2L/W-M32 

170 01 О 333 021 О НА 1 0B- PSH- 2L/W- PG21 

170 01 О 333 0290 НА 1 0B- PSH- 2L/W- PG29 

with extended thread 

М25 170 01 О 323 0250 НА 1 0B- PSHV- 2L/W-M25 

Lock selection, see pageP24-02 

Drawings 

(mm) 

М32 170 01 О 323 0320 НА 1 0B- PSHV- 2L/W-M32 
1------1-------------1-----------1 23.5 _,____,__ 

Тор Entry Hoods 

Тор Entry Hoods & 
High S tructure 

Bulkhead Mounted Housing 

IP20-06 

PG21 170 01 О 323 021 О НА 1 0B- PSHV- 2L/W- PG21 

PG29 170 01 О 323 0290 НА 1 0B- PSHV- 2L/W- PG29 

М20 

PG16 

М25 

М32 

PG21 

PG29 

М25 

М32 

PG21 

PG29 

170 01 О 343 0200 НА 1 0B- PT- 2L/W-M20 

170 010 343 0160 HA10B- PT- 2L/W- PG16 

170 01 О 363 0250 НА 1 0B- PTH- 2L/W-M25 

170 01 О 363 0320 НА 1 0B- PTH- 2L/W-M32 

170 010 363 0210 HA10B- PTH- 2L/W- PG21 

170 01 О 363 0290 НА 1 0B- PTH- 2L/W- PG29 

with extended thread 

170 010 353 0250 HA10B- PTHV- 2L/W-M25 

170 01 О 353 021 О НА1 0B- PTHV- 2L/W- PG21 

170 010 353 0290 HA10B- PTHV- 2L/W- PG29 

170 01 О 370 0000 НА 1 0B-ST-4B 

with plastic cover 

170 01 О 380 0000 НА 1 0B-ST-4B- CV 

with metal cover 

170 01 О 390 0000 НА 1 0B-ST-4B-MCV 

г•IPGl 

F so � -л••-•!+= ----,-1� 

� 1 D I PJ panel cutout size 

tL-вз==f 1 

lOB Metal Hoods/Housings 

IP65 

Surface Mounted Hous ings 

Surface Mounted Hous ings 
& High Structure 

removaЫe metal cover 

removaЫe metal cover 

\ 

thread 

М20 

2М20 

М25 

2М25 

PG16 

2PG16 

М20 

2М20 

М25 

2М25 

PG16 

2PG16 

М20 

2М20 

М25 

2М25 

PG16 

2PG16 

М25 

2М25 

М32 

2М32 

PG21 

2PG21 

PG29 

2PG29 

М25 

2М25 

М32 

2М32 

PG21 

2PG21 

PG29 

2PG29 

М25 

2М25 

М32 

2М32 

PG21 

2PG21 

PG29 

2PG29 

thread 

--0 
_,r<g) 

--0 

Product Code PartNumber 

170 010400 0200 НА 1 0B-SF-4B-M20 

170 010400 2200 НА 1 0B-SF-4B- 2M20 

170 010400 0250 НА 1 0B-SF-4B-M25 

170 010400 2250 НА 1 0B-SF-4B- 2M25 

170 010400 0160 НА 1OB-SF-4B- PG16 

170 010400 2160 HA10B-SF-4B- 2PG16 
with plastic cover 

170 010410 0200 HA10B-SF-4B- CV-M20 

170 010410 2200 HA10B-SF-4B- CV- 2M20 

170 О 1 О 41 О 0250 НА 1 0B-SF-4B- CV-M25 

170 010410 2250 HA10B-SF-4B- CV- 2M25 

170 010410 0160 HA10B-SF-4B- CV- PG16 

170 01 О 41 О 2160 НА 1OB-SF-4B- CV- 2PG16 

with metal cover 

170 010420 0200 НА 1 0B-SF-4B-MCV-M20 

170 010420 2200 НА 1 0B-SF-4B-MCV- 2M20 

170 010420 0250 НА 1 0B-SF-4B-MCV-M25 

170 010420 2250 НА 1 0B-SF-4B-MCV-2M25 

170 010420 0160 НА10B-SF-4B-MCV-PG16 

170 010420 2160 НА 1 0B-SF-4B-MCV-2PG 16 

170 01 О 430 0250 НА 1 0B-SFH-4B-M25 

170 01 О 430 2250 НА 1 0B-SFH-4B- 2M25 

170 01 О 430 0320 НА 1 0B-SFH-4B-M32 

170 010430 2320 НА 1 0B-SFH-4B- 2M32 

170 010430 0210 НА 1 О B-S F H-4B- PG21 

170 О 1 О 430 221 О НА1 0B-SFH-4B- 2PG21 

170 010430 0290 НА 1 0B-SFH-4B- PG29 

170 01 О 430 2290 НА 1 0B-SFH-4B- 2PG29 

with plastic cover 

170 О 1 О 440 0250 НА 1 0B-SFH-4B- CV-M25 

170 О 1 О 440 2250 НА 1 0B-SFH-4B- CV- 2M25 

170 О 1 О 440 0320 НА 1 0B-SFH-4B- CV-M32 

170 О 1 О 440 2320 НА 1 0B-SFH-4B- CV- 2M32 

170 01 О 440 021 О НА1 0B-SFH-4B- CV- PG21 

170 01 О 440 221 О НА1 0B-SFH-4B- CV- 2PG21 

170 О 1 О 440 0290 НА 1 0B-SFH-4B- CV- PG29 

170 О 1 О 440 2290 НА 1 0B-SFH-4B- CV- 2PG29 
with metal cover 

170 О 1 О 450 0250 НА 1 0B-SFH-4B-MCV-M25 

170 О 1 О 450 2250 НА 1 0B-SFH-4B-MCV- 2M25 

170 О 1 О 450 0320 НА 1 0B-SFH-4B-MCV-M32 

170 О 1 О 450 2320 НА 1 0B-SFH-4B-MCV- 2M32 

170 01 О 450 021 О HA10B-SFH-4B-MCV- PG21 

170 О 1 О 450 221 О НА 1 0B-SFH-4B-MCV- 2PG21 

170 О 1 О 450 0290 НА 1 0B-SFH-4B-MCV-PG29 

170 О 1 О 450 2290 НА 1 0B-SFH-4B-MCV-2PG29 

Product Code 

use with douЫe 
lock lever hoods 

170 01 О 540 3000 
use with douЫe lock lever bulkhead/surfacemounted housings 

170 01 О 540 6000 
use with 4 lugs hoods 

170 01 О 563 3000 
use with 4 lugs bulkhead/ surface mounted housings 
170 01 О 563 6000 

PartNumber 

HA10B-MCV-4B/1S 

HA10B-MCV-4B/2 

HA10B-MCV-2L/W. 1S 

HA10B-MCV-2L/W.2 

Lock selection, see pageP24-02 

Drawings 

(mm) 

Drawings 

(mm) 

е 196�г 

- L26J �-Щ � 
*!i.180rrrn 

� 

P20-07 I 

20 

Консультация, подбор, покупка: 8 (800) 551-33-61 | sale@weipu.ruБольше информации: weipu.ru



20 

1 ОВ IP68/IP69K Hoods/Housings 

IP68/IP69K 

Side Entry Hoods & 
High Structure 

Тор Entry Hoods & 
High Structure 

Surface Mounted Housings 
& High Structure 

Bulkhead Mounted Housing 

thread 

М20 
М2 
М32 
PG16 
PG21 

М20 
М25 
М32 
PG16 
Р 21 
PG29 

М20 
М25 
М32 
PG16 
PG21 

М20 
М25 
М32 
PG16 
PG21 

Product Code 

bolt connection 

172 01О 600 0290 
roll in connection 

172 010 610 0200 
172 010 610 0250 
172 010 610 0320 
172 010 610 0160 
172 010 610 0210 
172 010 610 0290 

bolt connection 
172 О 1 О 620 0200 
172 010 620 0250 
172 О 1 О 620 0320 
172 010 620 0160 
172 010 620 0210 

roll pin connection 
172 010 630 0200 
172 010 630 0250 
172 010 630 0320 
172 010 630 0160 
172 010 630 0210 

bolt connection 
172 010 640 0000 

roll pin connection 
172 О 1 О 650 0000 

PartNumber 

НР1 ОВ/Н-РТН-2Т-М20 
НР1 ОВ/Н-РТН-2Т-М25 
НР1 ОВ/Н-РТН-2Т-М32 
НР10B/H-PTH-2T-PG16 
Н Р 1 0B/H-PTH-2T-PG21 
НР1 0B/H-PTH-2T-PG29 

НР1 0B/H-SFH-2T-M20 
НР1 0B/H-SFH-2T-M25 
НР1 0B/H-SFH-2T-M32 
НР10B/H-SFH-2T-PG16 
НР1 0B/H-SFH-2T-PG21 

НР1 0B/H-ST-2H 

НР1 0B/H-ST-2T 
with metal cover 

removaЫe metal cover 

removaЫe metal cover 

IP20-08 

connection 
type  

---о 

---о 

---о 

bolt connection 
172 О 1 О 660 0000 

roll pin connection 
172 010 670 0000 

Product Code for housings bolt connection 
172 010 680 0000 forhoods roll pin connection 
172 010 690 0000 for housings bolt connection 
172 010 700 0000 forhoods roll pin connection 
172 010 710 0000 

НР1 0B/H-ST-2H-MCV 

НР1 0B/H-ST-2T-MCV 

PartNumber 

НР1 0B/H-ZMCV-2H 

Н Р 1 0B/H-ZMCV-2Т 

НР1 0B/H-TMCV-2H 

Н Р 1 ОВ/Н-ТМСV-2Т 

Drawings 
(mm) 

��,� L.__146__J LsвJ 

�□,-L.__146__J LsвJ 

Г=· 

tП-mв L-- 169 _________J l- 79.5 ---1 

�� � 
гi=юг _6()_ ---:J_���": [I::J 01 panel cutout size 1=-вз�'i R7 

98==:'J� 

"' 
"' 

Drawings 
(mm) 

L� � 146:п 
r= ;гr_ 018 

са.180 р"55 

16В Plastic Hoods/Housings 

IP65 

Side Entry Hoods & 
High Structure 

Тор Entry Hoods & 
High Structure 

Bulkhead Mounted Housing 

Surface Mounted Housings 
& High Structure 

removaЫe cover 

removaЫe cover 

thread 

М32 

М40 

М32 

М40 

М32 

2М32 

М40 

2М40 

Product Code 

171 016 200 0320 

171 016 200 0400 

171 016 210 0320 

171 016 210 0400 

171 016 258 0000 

171 016 2780320 

171 016 2782320 

171 016 278 0400 

171 016 278 2400 

171 016 520 0000 

171 016 5780000 

PartNumber 

НВ16B-PSH-4B-M32 

НВ16B-PSH-4B-M40 

НВ16В-РТН-4В-М32 

НВ16В-РТН-4В-М40 

НВ16B-ST-2L/C 

НВ16B-SFH-2L/C-M32 

НВ16B-SFH-2L/C-2M32 

НВ16B-SFH-2L/C-M40 

НВ16B-SFH-2L/C-2M40 

НВ16B-CV-4B/2 

НВ16B-CV-2L/C 

Drawings 
(mm) 

-r=�2-�т4.4 rf--�---� panel cutout size rt1oз 

�

55 5 

Е � 1 �53.5 
94.s re 

� 20.7 97.6 20.7 
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16В Metal Hoods/Housings 

IP65 

thread Product Code PartNumber 

Side Entry Hoods М25 1700160100250 НА 16B-PS-2 B-M25 

М32 1700160100320 НА 16B-PS-2 B-M32 

PG21 170 016 010 0210 НА 16B-PS-2 B-PG21 

НА 16B-PNH-2 B Side Entry Hoods & 170 016 7 20 0000 ( without wire outl et) High Structure 
М40 170 О 16 030 0400 НА 16B-PS Н-2 В-М40 

with extended thread 

М32 170 О 16 020 0320 НА 16B-PSHV-2 B-M32 

PG21 1700160200210 НА 16B-PSHV-2 B-PG21 

PG29 170 016 020 0290 НА 16B-PS HV-2 B-PG29 

Тор Entry Hoods М25 170 016 040 0250 НА 16В-РТ-2 В-М25 

М32 170 О 16 040 0320 НА 16В-РТ-2 В-М32 

PG21 1700160400210 НА 16B-PT-2 B-PG21 

Тор Entry Hoods & 170 О 16 7 20 0000 НА 16B-PNH-2 B 
High Structure (without wire outl et) 

М40 170 О 16 060 0400 НА 16В-РТН-2 В-М40 

with extended thread 

М32 170 016 050 0320 НА 16B-PTHV-2 B-M32 

PG21 1700160500210 НА 16B-PTHV-2 B-PG21 

PG29 170 016 050 0290 НА 16B-PTHV-2 B-PG29 

СаЫе-tо-СаЫе Housings М25 170 016 07 3 0250 НА 16В-МС-1 L/W-M25 

М32 170 016 07 3 0320 НА 16В-МС-1 L/W-M32 

PG21 17001607 30210 НА 16В-МС-1 L/W-PG21 

СаЫе-tо-СаЫе Housings М40 170 016 09 3 0400 НА 16В-МСН-1 L/W-M40 
& High Structure 

with extended thread 

М32 170 016 083 0320 НА 16B-MCHV-1 L/W-M32 

PG21 170 016 083 0210 НА 16B-MCHV-1 L/W-PG21 

PG29 170 016 083 0290 НА 16B-MCHV-1 L/W-PG29 

1 Р21-02 

Lock selection, see pageP24-02 

Drawings 
(mm) 

j

е ;-i
L9,5_1 L4,J 

j
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Г--Т
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Г-----Г M/PG 

1k-1 WJ 
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�47 44.2
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� 25.5 

-
ф 

М/РG "<t 

25. 5 
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u 
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16В Metal Hoods/Housings 

IP65 

thread 

Bulkhead Mounted Housing 

Surface Mounted Housings М25 

2М25 

PG21 

2PG21 

М25 

2М25 

PG21 

2PG21 

М25 

2М25 

PG21 

2PG21 
Surface Mounted Housings М32 
& High Structure 

2М32 

PG21 

2PG21 

PG29 

2PG29 

М32 

2М32 

PG21 

2PG21 

PG29 

2PG29 

М32 
2М32 

PG21 

2PG21 

PG29 

2PG29 

Product Code PartNumber 

170 016103 0000 HA16B-ST-1L/W 

170 0161 1 3 0000 НА 16B-ST-1 L/W-CV 

170 0161 23 0000 НА 16B-ST-1 L/W-MCV 

170 0161 33 0250 НА 16B-SF-1 L/W-M25 

170 016 1 33 2250 НА 16B-SF-1 L/W-2M25 

170 0161 33 0210 НА 16B-SF-1 L/W-PG21 

1700161 33 2210 НА 16B-SF-1 L/W-2PG21 
with plastic cover 

170 0161 4 3  0250 НА 16B-SF-1 L/W-CV-M25 

170 016 1 4 3  2250 НА 16B-SF-1 L/W-CV-2M25 

170 0161 4 3  0210 НА16B-SF-1 L/W-CV-PG21 

1700161 4 3 2210 НА 16B-SF-1 L/W-CV-2PG21 
with metal cover 

170 0161 5 3  0250 НА 16B-SF-1 L/W-MCV-M25 

170 016 1 5 3  2250 НА 16B-SF-1 L/W-MCV-2M25 

170 0161 5 3  0210 НА16B-SF-1 L/W-MCV-PG21 

1700161 5 3 2210 НА 16B-SF-1 L/W-MCV-2PG21 

1700161630320 НА 16B-SFH-1 L/W-M32 

170016163 2320 НА 16B-SFH-1 L/W-2M32 

170 016163 0210 НА 16B-SFH-1 L/W-PG21 

170 016163 2210 НА 16B-SFH-1 L/W-2PG21 

1700161630290 НА 16B-SFH-1 L/W-PG29 

170016163 2290 НА 16B-SFH-1 L/W-2PG29 
with plastic cover 

170 01617 3 0320 НА 16B-SFH-1 L/W-CV-M32 

170 016 17 3 2320 НА 16B-SFH-1 L/W-CV-2M32 

170 01617 3 0210 НА 16B-SFH-1 L/W-CV-PG21 

17001617 3 2210 НА16B-SFH-1 L/W-CV-2PG21 

170 01617 3 0290 НА 16B-SFH-1 L/W-CV-PG29 

170 016 17 3 2290 НА 16B-SFH-1 L/W-CV-2PG29 

with metal cover 

170 016183 0320 HA16B-SFH-1 L/W-MCV-M32 
170 016 183 2320 HA16B-SFH-1 L/W-MCV-2M32 

170 016183 0210 HA16B-SFH-1 L/W-MCV-PG21 

170016183 2210 HA16B-SFH-1 L/W-MCV-2PG21 

170 016183 0290 НА 16B-SFH-1 L/W-MCV-PG29 

170 016 183 2290 НА 16B-SFH-1 L/W-MCV-2PG29 

Lock selection, see pageP24-02 

Drawings 
(mm) 

,-r=��=t-�- •4.4 

гг:т�----- � � panel cutout size 

r"Е1оз 

�=--------------� 
� '115.6 � 
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16В Metal Hoods/Housings 

IP65 

Side Entry Hoods 

Side Entry Hoods & 
High Structure 

Тор Entry Hoods 

Тор Entry Hoods & 
High S tructure 

Bulkhead Mounted Housing 

Surface Mounted Housings 

IP21-04 

thread 

М25 

М32 

PG21 

М40 

М32 

PG21 

PG29 

М25 

М32 

PG21 

М40 

М32 

PG21 

PG29 

М25 

2М25 

PG21 

2PG21 

Product Code Part Nurnber 

170 016 190 0250 HA16B-PS-4B-M25 

170 016 190 0320 HA16B-PS-4B-M32 

170 016 190 0210 HA16B-PS-4B-PG21 

170 016 720 0000 

170 016 210 0400 

НА 16B-PNH-4B 
(without wire outlet)

НА 16B-PSH-4B-M40 

with extended thread 

170 016 200 0320 НА 16B-PSHV-4B-M32 

170 016 200 0210 HA16B-PSHV-4B-PG21 

170 016 200 0290 НА 16B-PSHV-4B-PG29 

170 016 220 0250 НА 16В-РТ-4В-М25 

170 016 220 0320 НА 16В-РТ-4В-М32 

170 016 220 0210 HA16B-PT-4B-PG21 

170 016 720 0000 

170 016 240 0400 

НА 16B-PNH-4B 
(without wire outlet)

НА 16В-РТН-4В-М40 

with extended thread 

170 016 230 0320 НА 16B-PTHV-4B-M32 

170 016 230 021 О НА 16B-PTHV-4B-PG21 

170 016 230 0290 НА 16B-PTHV-4B-PG29 

170 016 253 0000 НА 16B-ST-2L/W 

170 016 263 0250 НА 16B-SF-2L/W-M25 

170 016 263 2250 НА 16B-SF-2L/W-2M25 

170 016 263 0210 НА 16B-SF-2L/W-PG21 

170 016 263 2210 HA16B-SF-2L/W-2PG21 

Lock selection, see pageP24-02 

Drawings 
(mm) 

�\Ш} 
L.з.s_J L,зJ 

L.з.s_J 

L-.з.s__J 

_______,_,__, �. 
-F-�2--=!-�-- о4.4 

гf • 1 _____ l � � рапе! cutout size 

rЕ1оз 

� 1.i: 
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16В Metal Hoods/Housings 

IP65 

Surface Mounted Housings 
& High Structure 

СаЬ!е-tо-СаЬ!е Housings 

СаЬ!е-tо-СаЬ!е Housings
& High Structure 

thread 

М25 

М32 

2М32 

М40 

2М40 

PG21 

2PG21 

PG29 

2PG29 

М25 

М32 

PG21 

М40 

Product Code Part Nurnber 

170 016 273 0250 HA16B-SFH-2L/W-M25 

170 016 273 0320 HA16B-SFH-2L/W-M32 

170 016 273 2320 HA16B-SFH-2L/W-2M32 

170 016 273 0400 HA16B-SFH-2L/W-M40 

170 016 273 2400 НА 16B-SFH-2L/W-2M40 

170 016 273 0210 HA16B-SFH-2L/W-PG21 

170 016 273 221 О НА16B-SFH-2L/W-2PG21 

170 016 273 0290 HA16B-SFH-2L/W-PG29 

170 016 273 2290 HA16B-SFH-2L/W-2PG29 

170 О 16 283 0250 НА 16B-MC-2L/W-M25 

170 О 16 283 0320 НА 16B-MC-2L/W-M32 

170 016 283 0210 HA16B-MC-2L/W-PG21 

170 016 303 0400 НА16B-MCH-2L/W-M40 

with extended thread 
t-----�-------�-----------1 

М25 

М32 

PG21 

PG29 

thread 

plastic cover 

removaЬ!e plastic cover 

--0 

170 О 16 293 0250 НА 16B-MCHV-2L/W-M25 

170 О 16 293 0320 НА 16B-MCHV-2L/W-M32 

170 016 293 021 О HA16B-MCHV-2L/W-PG21 

170 О 16 293 0290 НА 16B-MCHV-2L/W-PG29 

Product Code Part Nurnber 

use with 4 lugs hoods 
170 016 500 0000 

use with douЬ!e 
lock lever housings
170 016 500 5000 

use with douЬ!e lock 
lever bulkhead/surface

mounted housings 
170 016 500 6000 

НА 16B-CV-4C 

НА 16B-CV-4B/1 

НА 16B-CV-4B/2 

Lock selection, see pageP24-02 

16 1 

Drawings 
(mm) 

Drawings 
(mm) 

� 962 -;J 

�457 046 

f tj 
оа.180 L-c:5 

�е�� t�::=J 
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16В Metal Hoods/Housings 

IP65 

Side Entry Hoods 

Side Entry Hoods & 
High Structure 

Тор Entry Hoods 

Тор Entry Hoods & 
High Structure 

Bulkhead Mounted Hous ing 

1 Р21-06 

thread 

М25 

М32 

PG21 

М40 

М32 

PG21 

PG29 

М25 

М32 

PG21 

М40 

М32 

PG21 

PG29 

Product Code PartNumber 

170 016 313 0250 НА 16B-PS-2L/W-M25 

170 016 313 0320 НА 16B-PS-2L/W-M32 

170 016 313 021 О НА 16B-PS-2L/W-PG21 

170 016 333 0400 НА 16B-PSH-2L/W-M40 

with extended thread 

170 016 323 0320 НА 16B-PSHV-2L/W-M32 

170 016 323 021 О НА 16B-PSHV-2L/W-PG21 

170 016 323 0290 НА 16B-PSHV-2L/W-PG29 

170 016 343 0250 НА 16B-PT-2L/W-M25 

170 016 343 0320 НА 16B-PT-2L/W-M32 

170 016 343 021 О НА 16B-PT-2L/W-PG21 

170 016 363 0400 НА 16B-PTH-2L/W-M40 

with extended thread 

170 016 353 0320 НА 16B-PTHV-2L/W-M32 

170 016 353 0210 HA16B-PTHV-2L/W-PG21 

170 016 353 0290 HA16B-PTHV-2L/W-PG29 

170 016 370 0000 

with plastic cover 
170 016 380 0000 

with metal cover 
170 016 390 0000 

НА 16B-ST-4B 

НА 16B-ST-4B-CV 

НА 16B-ST-4B-MCV 

Lock selection, see pageP24-02 

Drawings 
(mm) 

г-г--м/РG 

Г--ТМ/РG 

16В Metal Hoods/Housings 

IP65 

Surface Mounted Hous ings 

Surface Mounted Housings 
& High Structure 

removaЫe metal cover 

removaЫe metal cover 

thread 

М25 
2М25 
PG21 
2PG21 

М25 
2М25 
PG21 
2PG21 

М25 
2М25 
PG21 
2PG21 
М32 
2М32 
PG21 
2PG21 
PG29 
2PG29 

Product Code PartNumber 

170 О 16 400 0250 НА 16B-SF-4B-M25 
170 016 400 2250 НА 16B-SF-4B-2M25 
170 О 16 400 021 О НА 16B-SF-4B-PG21 
170 016 400 2210 HA16B-SF-4B-2PG21 

with plastic cover 
170 016 410 0250 HA16B-SF-4B-CV-M25 
170 016 410 2250 HA16B-SF-4B-CV-2M25 
170 016 410 0210 HA16B-SF-4B-CV-PG21 
170 016 410 2210 HA16B-SF-4B-CV-2PG21 

with metal cover 
170 016 420 0250 НА 16B-SF-4B-MCV-M25 
170 016 420 2250 НА16B-SF-4B-MCV-2M25 
170 О 16 420 021 О НА 16B-SF-4B-MCV-PG21 
170 016 420 2210 HA16B-SF-4B-MCV-2PG21 
170 О 16 430 0320 НА 16B-SFH-4B-M32 
170 016 430 2320 НА 16B-SFH-4B-2M32 
170 О 16 430 021 О НА 16B-SFH-4B-PG21 
170 016 430 2210 HA16B-SFH-4B-2PG21 
170 О 16 430 0290 НА 16B-SFH-4B-PG29 
170 016 430 2290 НА 16B-SFH-4B-2PG29 

with plastic cover 
М32 170 016 440 0320 НА 16B-SFH-4B-CV-M32 
2М32 170 016 440 2320 НА16B-SFH-4B-CV-2M32 
PG21 170 016 440 021 О НА 16B-SFH-4B-CV-PG21 
2PG21 170 О 16 440 221 О НА 16B-SFH-4B-CV-2PG21 
PG29 170 016 440 0290 НА16B-SFH-4B-CV-PG29 
2PG29 170 016 440 2290 НА16B-SFH-4B-CV-2PG29 

М32 
2М32 
PG21 
2PG21 
PG29 
2PG29 

connection 
type 

----0 

with metal cover 
170 О 16 450 0320 НА 16B-SFH-4B-MCV-M32 
170 О 16 450 2320 НА 16B-SFH-4B-MCV-2M32 
170 О 16 450 021 О НА 16B-SFH-4B-MCV-PG21 
170 О 16 450 221 О НА 16B-SFH-4B-MCV-2PG21 
170 О 16 450 0290 НА 16B-SFH-4B-MCV-PG29 
170 О 16 450 2290 НА 16B-SFH-4B-MCV-2PG29 

Product Code 

use with douЫe 
lock lever hoods 

170 016 540 3000 

use with douЫe lock 
lever bul khead/surface 

mounted housings 
170 016 540 6000 

use with 4 lugs hoods 
170 016 563 3000 

use with 4 lugs bulkhead/ 
surface mounted housings 
170 О 16 563 6000 

PartNumber 

НА 16B-MCV-4B/1 S 

НА 16B-MCV-4B/2 

НА 16B-MCV-2L/W.1 S 

НА 16B-MCV-2L/W.2 

Lock selection, see pageP24-02 

Drawings 
(mm) 

i+'P-----------� 
05.6 � 

105 
:== 

117 

Drawings 
(mm) 

�

985

� 1 (§}---i ,,г : 
-�046 
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10В IP68/IP69K Hoods/Housings 

IP68/IP69K 

Side Entry Hoods & 
High Structure 

Тор Entry Hoods & 
High Structure 

Surface Mounted Housings 
& High Structure 

Bulkhead Mounted Housing 

1 Р21-08 

thread 

М25 
М32 
М40 
М50 
PG21 
PG29 
PG36 

М25 
М32 
М40 
М50 
PG21 
PG29 
PG36 

М25 
2М25 
М32 
М40 
М50 
PG21 
2PG21 
PG29 
PG36 

М25 
2М25 
М32 
М40 
М50 
PG21 
2PG21 
PG29 
PG36 

М25 
М32 
М40 
2М40 
PG21 
PG29 
PG36 

М25 
М32 
М40 
2М40 
PG21 
PG29 
PG36 

Product Code Part Nurnber 

bolt connection 
172 016 580 0250 Н Р16B/H-PSH-2S-M25 
172 016 580 0320 Н Р16B/H-PSH-2S-M32 
172 016 580 0400 Н Р16B/H-PSH-2S-M40 
172 016 580 0500 Н Р16B/H-PSH-2S-M50 
172 016 580 0210 HP16B/H-PSH-2S-PG21 
172 016 580 0290 Н Р16B/H-PSH-2S-PG29 
172 016 580 0360 Н Р16B/H-PSH-2S-PG36 

roll pin connection 
172 016 590 0250 НР16B/H-PSH-2T-M25 
172 016 590 0320 НР16B/H-PSH-2T-M32 
172 016 590 0400 НР16B/H-PSH-2T-M40 
172 016 590 0500 НР16B/H-PSH-2T-M50 
172 016 590 021 О НР16B/H-PSH-2T-PG21 
172 016 590 0290 НР16B/H-PSH-2T-PG29 
172 016 590 0360 НР16B/H-PSH-2T-PG36 

bolt connection 
172 016 600 0250 НР16B/H-PTH-2S-M25 
172 016 600 2250 НР16B/H-PTH-2S-2M25 
172 016 600 0320 НР16B/H-PTH-2S-M32 
172 016 600 0400 НР16B/H-PTH-2S-M40 
172 016 600 0500 НР16B/H-PTH-2S-M50 
172 016 600 021 О НР16B/H-PTH-2S-PG21 
172 016 600 221 О НР16B/H-PTH-2S-2PG21 
172 016 600 0290 НР16B/H-PTH-2S-PG29 
172 016 600 0360 НР16B/H-PTH-2S-PG36 

roll pin connection 
172 016 610 0250 НР16В/Н-РТН-2Т-М25 
172 016 610 2250 НР16В/Н-РТН-2Т-2М25 
172 016 61 О 0320 НР16В/Н-РТН-2Т-М32 
172 016 61 О 0400 НР16В/Н-РТН-2Т-М40 
172 016 610 0500 НР16В/Н-РТН-2Т-М50 
172 016 610 0210 HP16B/H-PTH-2T-PG21 
172 016 610 2210 HP16B/H-PTH-2T-2PG21 
172 016 610 0290 HP16B/H-PTH-2T-PG29 
172 016 610 0360 HP16B/H-PTH-2T-PG36 

bolt connection 
172 016 620 0250 НР16B/H-SFH-2H-M25 
172 016 620 0320 НР16B/H-SFH-2H-M32 
172 016 620 0400 НР16B/H-SFH-2H-M40 
172 016 620 2400 НР16B/H-SFH-2H-2M40 
172 016 620 0210 HP16B/H-SFH-2H-PG21 
172 016 620 0290 НР16B/H-SFH-2H-PG29 
172 016 620 0360 НР16B/H-SFH-2H-PG36 

ro 11 pin connection 
172 016 630 0250 НР16B/H-SFH-2T-M25 
172 016 630 0320 НР16B/H-SFH-2T-M32 
172 016 630 0400 НР16B/H-SFH-2T-M40 
172 016 630 2400 НР16B/H-SFH-2T-2M40 
172 016 630 0210 HP16B/H-SFH-2T-PG21 
172 016 630 0290 НР16B/H-SFH-2T-PG29 
172 016 630 0360 НР16B/H-SFH-2T-PG36 

bolt connection 
172 016 640 0000 

roll pin connection 
172 016 650 0000 

bolt connection 
with metal cover 

172 О 16 660 0000 

bolt connection 
172 016 670 0000 

НР16B/H-ST-2H 

НР16B/H-ST-2T 

НР16B/H-ST-2H-MCV 

НР16B/H-ST-2T-MCV 

Drawings 
(mm) 

4 -08.5 

L-,вв__J еМ6 � 

в: :а 
160 4-08.5 

�в2---:j_0 

�". 

1 � 1 � 
panel cutout size 

- ;;; � R7
118=:1J-

10В IP68/IP69K Hoods/Housings 

IP68/IP69K 

removaЬ!e metal cover 

removaЬ!e metal cover 

connection 
type 

----о 

----о 

----о 

----о 

Product Code 

for housings 
bolt connection 

172 016 680 0000 

for housings 
roll pin connect:ion 

172 016 690 0000 

forhoods 
bolt connection 

172 016 700 0000 

forhoods 
roll pin connection 

172 016 710 0000 

PartNurnber 

HP16B/H-MCV-2S 

HP16B/H-MCV-2T 

НР16B/H-MCV-2H/1 

HP16B/H-MCV-2T/1 

�

Drawings 
(mm) 

fF?3d1f�� 

,г·-� ... 

!LJR:166 

�-·· 
Lo: s---эhi 
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24В Plastic Hoods/Housings 

IP65 

Side Entry Hoods & 
High Structure 

Тор Entry Hoods & 
High Structure 

Bulkhead Mounted Housing 

Surface Mounted Housings 
& High Structure 

removaЫe cover 

removaЫe cover 

1 Р22-01 

thread 

М32 

М40 

М32 

М40 

М32 

2М32 

М40 

2М40 

Product Code PartNumber 

171 024 200 0320 HB24B-PSH-4B-M32 

171 024 200 0400 HB24B-PSH-4B-M40 

171 024 210 0320 НВ24В-РТН-4В-М32 

171 024 210 0400 НВ24В-РТН-4В-М40 

171 024 258 0000 HB24B-ST-2L/C 

171 024 278 0320 HB24B-SFH-2L/C-M32 

171 024 278 2320 HB24B-SFH-2L/C-2M32 

171 024 278 0400 HB24B-SFH-2L/C-M40 

171 024 278 2400 HB24B-SFH-2L/C-2M40 

171 024 520 0000 HB24B-CV-4B/2 

171 024 578 0000 HB24B-CV-2L/C 

Drawings 

(mm) 

�m 
L 120.5 _1 _J 55.5 L

--1=108 =, +1

� 1 1 
: : � рапе! cutout size 

Yt::..=.=_----==-=т+i•4.4 130 

rw
=

tпf 
L- 121 __J 

� 20.8 124.1 

� 55.5 

t! 55.5 

24В Metal Hoods/Housings 

IP65 

Side Entry Hoods 

Side Entry Hoods & 
High S tructure 

Тор Entry Hoods 

Тор Entry Hoods & 
High S tructure 

СаЫе-tо-СаЫе Housings 

СаЫе-tо-СаЫе Housings 
& High Structure 

thread 

М25 

М32 

PG21 

М40 

М32 

PG21 

PG29 

М25 

М32 

PG21 

PG29 

М40 

М32 

PG21 

PG29 

М25 

М32 

PG21 

PG29 

М40 

М32 

PG21 

PG29 

Product Code PartNumber 

170 024 01 О 0250 HA24B-PS-2B-M25 

170 024 01 О 0320 HA24B-PS-2B-M32 

170 024 010 0210 HA24B-PS-2B-PG21 

170 024 720 0000 HA24B-PNH-2B 

170 024 030 0400 HA24B-PSH-2B-M40 

with extended thread 

170 024 020 0320 HA24B-PSHV-2B-M32 

170 024 020 0210 HA24B-PSHV-2B-PG21 

170 024 020 0290 HA24B-PSHV-2B-PG29 

170 024 040 0250 НА24В-РТ-2В-М25 

170 024 040 0320 НА24В-РТ-2В-М32 

170 024 040 021 О HA24B-PT-2B-PG21 

170 024 040 0290 HA24B-PT-2B-PG29 

170 024 720 0000 HA24B-PNH-2B 

170 024 060 0400 НА24В-РТН-2В-М40 

with extended thread 

170 024 050 0320 HA24B-PTHV-2B-M32 

170 024 050 021 О HA24B-PTHV-2B-PG21 

170 024 050 0290 HA24B-PTHV-2B-PG29 

170 024 073 0250 НА24В-МС-1 L/W-M25 

170 024 073 0320 НА24В-МС-1 L/W-M32 

170 024 073 0210 НА24В-МС-1 L/W-PG21 

170 024 073 0290 НА24В-МС-1 L/W-PG29 

170 024 093 0400 НА24В-МСН-1 L/W-M40 

with extended thread 

170 024 083 0320 HA24B-MCHV-1 L/W-M32 

170 024 083 021 О HA24B-MCHV-1 L/W-PG21 

170 024 083 0290 HA24B-MCHV-1 L/W-PG29 

Lock selection, see pageP24-02 

Drawings 

(mm) 

в 
1 120 1 

136.4 

� ir�s 
_J M/PG L

25.5 

_J M/PG L 
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24В Metal Hoods/Housings 

IP65 

Bulkhead Mounted Housing 

Surface Mounted Housings 

Surface Mounted Housings & High Structure 

IP22-03 

thread Product Code Part Nurnber 
170 024 103 0000 HA24B-ST-1 L/W with plastic cover 
170 024 113 0000 HA24B-ST-1 L/W-CV 

Lock selection, see pageP24-02 Drawings (mm) 

withmetal cover --�108=:i---
1-----�------�---------------1 � •11 panelcutoutsize 

170 024 123 0000 HA24B-ST-1 L/W-MCV �1за-=-=--=--=t�.44

М25 170 024 133 0250 HA24B-SF-1 L/W-M25 

2М25 170 024 133 2250 HA24B-SF-1 L/W-2M25 

PG21 170 024 133 021 О HA24B-SF-1 L/W-PG21 

2PG21 170 024 133 221 О HA24B-SF-1 L/W-2PG21 withplastic cover � М25 170 024 143 0250 HA24B-SF-1 L/W-CV-M25 

2М25 170 024 143 2250 HA24B-SF-1 L/W-CV-2M25 

л.: 

,___P_G_2_1_+-_17_0_ 0_2_4 _ 1_4 _3 _0 _2 _1 _0+--H-A-24_ B ___ S _F _-1_L _/W--C- V ___ P _G _2 _1 _ _, � � rJ 

2PG21 170 024 143 221 О HA24B-SF-1 L/W-CV-2PG21 � 1 I Ш 1 � 13 �� 

М25 

2М25 

PG21 

2PG21 

М32 

2М32 

PG21 

2PG21 

PG29 

2PG29 

М32 

2М32 

PG21 

2PG21 

PG29 

2PG29 

М32 

2М32 

PG21 

2PG21 

PG29 

2PG29 

with metal cover 
170 024 153 0250 HA24B-SF-1 L/W-MCV-M25 

170 024 153 2250 HA24B-SF-1 L/W-MCV-2M25 

170 024 153 021 О HA24B-SF-1 L/W-MCV-PG21 

170 024 153 221 О HA24B-SF-1 L/W-MCV-2PG21 

170 024 163 0320 HA24B-SFH-1 L/W-M32 

170 024 163 2320 HA24B-SFH-1 L/W-2M32 

170 024 163 0210 HA24B-SFH-1L/W-PG21 

170 024 163 2210 HA24B-SFH-1L/W-2PG21 

170 024 163 0290 HA24B-SFH-1 L/W-PG29 

170 024 163 2290 HA24B-SFH-1 L/W-2PG29 with plastic cover 
170 024 173 0320 HA24B-SFH-1 L/W-CV-M32 

170 024 173 2320 HA24B-SFH-1 L/W-CV-2M32 

170 024 173 021 О HA24B-SFH-1 L/W-CV-PG21 

170 024 173 221 О HA24B-SFH-1 L/W-CV-2PG21 

170 024 173 0290 HA24B-SFH-1 L/W-CV-PG29 

170 024 173 2290 HA24B-SFH-1 L/W-CV-2PG29 with metal cover 
170 024 183 0320 HA24B-SFH-1 L/W-MCV-M32 

170 024 183 2320 HA24B-SFH-1 L/W-MCV-2M32 

170 024 183 021 О HA24B-SFH-1 L/W-MCV-PG21 

170 024 183 221 О HA24B-SFH-1 L/W-MCV-2PG21 

170 024 183 0290 HA24B-SFH-1 L/W-MCV-PG29 

170 024 183 2290 HA24B-SFH-1 L/W-MCV-2PG29 

L
�

J (9 (9 

�11 •5
-
6 

132 1� 
144 13 

24В Metal Hoods/Housings 

IP65 

Side Entry Hoods & High Structure 

Тор Entry Hoods 

Тор Entry Hoods & High Structure 

Bulkhead Mounted Housing 

Surface Mounted Housings 

thread 
М25 

М32 

PG21 

М32 

М40 

PG21 

PG29 

М25 

М32 

PG21 

PG29 

М40 

2М32 

М32 

PG21 

PG29 

М25 

2М25 

PG21 

2PG21 

Product Code Part Nurnber 
170 024 190 0250 HA24B-PS-4B-M25 

170 024 190 0320 HA24B-PS-4B-M32 

170 024 190 0210 HA24B-PS-4B-PG21 

170 024 720 0000 HA24B-PNH-4B 

170 024 200 0320 HA24B-PSHV-4B-M32 

170 024 21 О 0400 HA24B-PSH-4B-M40 

170 024 200 021 О HA24B-PSHV-4B-PG21 

170 024 200 0290 HA24B-PSHV-4B-PG29 

170 024 220 0250 НА24В-РТ-4В-М25 

170 024 220 0320 НА24В-РТ-4В-М32 

170 024 220 021 О HA24B-PT-4B-PG21 

170 024 220 0290 HA24B-PT-4B-PG29 

170 024 720 0000 HA24B-PNH-4B(3ctlHH'L) 

170 024 240 0400 НА24В-РТН-4В-М40 

170 024 240 2320 НА24В-РТН-4В-2М32 

170 024 230 0320 HA24B-PTHV-4B-M32 

170 024 230 021 О HA24B-PTHV-4B-PG21 

170 024 230 0290 HA24B-PTHV-4B-PG29 

170 024253 0000 HA24B-ST-2L/W 

170 024 263 0250 HA24B-SF-2L/W-M25 

170 024 263 2250 HA24B-SF-2L/W-2M25 

170 024 263 021 О HA24B-SF-2L/W-PG21 

170 024 263 221 О HA24B-SF-2L/W-2PG21 

Lock selection, see pageP24-02 Drawings (mm) 
s, 
L-12o__J 

L-12o__J 

L-12o__J 

rfiri:-==-_1_Q�=i--.J �': 1 1 •1: "' ,.. 
. . 

.., panel cutout size 

o4.4-?t:=1 30________jТJ 
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24В Metal Hoods/Housings 

IP65 

Surface Mounted Housings 
& High Structure 

СаЫе-tо-СаЫе Housings 

СаЫе-tо-СаЫе Housings 
& High Structure 

plastic cover 

rem ovaЫe plastic cover 

IP22-05 

thread 

М32 

2М32 

М40 

PG21 

2PG21 

PG29 

2PG29 

М25 

М32 

PG21 

PG29 

М40 

М32 

PG21 

PG29 

thread 

Product Code PartNumber 

170 024 273 0320 HA24B-SFH-2L/W-M32 

170 024 273 2320 HA24B-SFH-2L/W-2M32 

170 024 273 0400 HA24B-SFH-2L/W-M40 

170 024 273 021 О HA24B-SFH-2L/W-PG21 

170 024 273 0290 HA24B-SFH-2L/W-PG29 

170 024 273 2290 HA24B-SFH-2L/W-2PG29 

170 024 283 0250 HA24B-MC-2L/W-M25 

170 024 283 0320 HA24B-MC-2L/W-M32 

170 024 283 021 О HA24B-MC-2L/W-PG21 

170 024 283 0290 HA24B-MC-2L/W-PG29 

170 024 303 0400 HA24B-MCH-2L/W-M40 

Lock selection, see pageP24-02 

Drawings 
(mm) 

1'"

ШJ 
l-LмtPG 

with extended thread 2•8 1

170 024 293 0320 HA24B-MCHV-2L/W-M32 

170 024 293 021 О HA24B-MCHV-2L/W-PG21 

170 024 293 0290 HA24B-MCHV-2L/W-PG29 

Product Code 

use with 4 lugs hoods 
170 024 500 0000 

use with douЫe 
lock lever housings 

170 024 500 5000 

use with douЫe 
lock lever 

bulkhead/surface 
mounted housings 

170 024 500 6000 

PartNumber 

HA24B-CV-4C 

HA24B-CV-4B/1 

HA24B-CV-4B/2 

Drawings 
(mm) 

�45-7з
56.2 

ььZ
122.7

;J 
Г {'-'=1 ==са=·'•=о 

-00 
�--с5

•46

24В Metal Hoods/Housings 

IP65 

thread 

Side Entry Hoods М25 

М32 

Product Code 

170 024 313 0250 

170 024 313 0320 

PartNumber 

HA24B-PS-2L/W-M25 

Lock selection, see pageP24-02 

Drawings 
(mm) 

HA24B-PS-2L/W-M32 � 

fF=�=-=_=_=_=_-::::__:---?\ i !1-----+----------+-------------i 22.5_,____,__·��-----�__,___.._22.5 43 

Side Entry Hoods & 
High Structure 

Тор Entry Hoods 

Тор Entry Hoods & 
High Structure 

Bu lkhead Mounted Housing 

PG21 

М40 

М32 

PG21 

PG29 

М25 

М32 

PG29 

М40 

М32 

PG21 

PG29 

170 024 313 0210 HA24B-PS-2L/W-PG21 

170 024 333 0400 HA24B-PSH-2L/W-M40 

with extended thread 

170 024 323 0320 HA24B-PSHV-2L/W-M32 

170 024 323 021 О HA24B-PSHV-2L/W-PG21 

170 024 323 0290 HA24B-PSHV-2L/W-PG29 

170 024 343 0250 HA24B-PT-2L/W-M25 

170 024 343 0320 

170 024 343 0290 HA24B-PT-2L/W-PG29 

170 024 363 0400 HA24B-PT H-2L/W-M40 

with extended thread 

170 024 353 0320 

170 024 353 021 О 

170 024 353 0290 

170 024 370 0000 

with plastic cover 
170 024 380 0000 

with metal cover 
170 024 390 0000 

HA24B-PT HV-2L/W-M32 

HA24B-PTHV-2L/W-PG21 

HA24B-PT HV-2L/W-PG29 

HA24B-ST-4B 

HA24B-ST-4B-CV 

HA24B-ST-4B-MCV 

P22-06 I Консультация, подбор, покупка: 8 (800) 551-33-61 | sale@weipu.ruБольше информации: weipu.ru



24В Metal Hoods/Housings 

IP65 

Lock selection, see pageP24-02

Product Code PartNumber 
Drawings 

thread 
(mm) 

М25 170 024 400 0250 HA24B-SF-4B-M25 Surface Mounted Housings 
2М25 170 024 400 2250 HA24B-SF-4B-2M25 

PG21 170 024 400 021 О HA24B-SF-4B-PG21 

2PG21 170 024 400 221 О HA24B-SF-4B-2PG21 

with plastic cover "' 
М25 170 024 41 О 0250 HA24B-SF-4B-CV-M25 � 
2М25 170 024 41 О 2250 HA24B-SF-4B-CV-2M25 

iPG21 170 024 410 0210 HA24B-SF-4B-CV-PG21 

2PG21 170 024 410 2210 HA24B-SF-4B-CV-2PG21 05.6 
132 

with metal cover 144 

М25 170 024 420 0250 HA24B-SF-4B-MCV-M25 

2М25 170 024 420 2250 HA24B-SF-4B-MCV-2M25 

PG21 170 024 420 021 О HA24B-SF-4B-MCV-PG21 

2PG21 170 024 420 221 О HA24B-SF-4B-MCV-2PG21 

М32 170 024 430 0320 HA24B-SFH-4B-M32 

2М32 170 024 430 2320 HA24B-SFH-4B-2M32 

Surface Mounted Housings PG21 170 024 430 021 О HA24B-SFH-4B-PG21 
& High Structure 

2PG21 170 024 430 221 О HA24B-SFH-4B-2PG21 

PG29 170 024 430 0290 HA24B-SFH-4B-PG29 

2PG29 170 024 430 2290 HA24B-SFH-4B-2PG29 

with plastic cover 
М32 170 024 440 0320 HA24B-SFH-4B-CV-M32 

2М32 170 024 440 2320 HA24B-SFH-4B-CV-2M32 

PG21 170 024 440 021 О HA24B-SFH-4B-CV-PG21 

� 
2PG21 170 024 440 221 О HA24B-SFH-4B-CV-2PG21 

PG29 170 024 440 0290 HA24B-SFH-4B-CV-PG29 

170 024 440 2290 HA24B-SFH-4B-CV-2PG29 
"' 

2PG29 132 � 
with metal cover 144 

М32 170 024 450 0320 HA24B-SFH-4B-MCV-M32 

2М32 170 024 450 2320 HA24B-SFH-4B-MCV-2M32 

PG21 170 024 450 021 О HA24B-SFH-4B-MCV-PG21 

2PG21 170 024 450 221 О HA24B-SFH-4B-MCV-2PG21 

PG29 170 024 450 0290 HA24B-SFH-4B-MCV-PG29 

2PG29 170 024 450 2290 HA24B-SFH-4B-MCV-2PG29 

connection Drawings 
PartNumber type Product Code 

(mm) 

removaЫe metal cover use with douЬ!e 
lock lever hoods � 

HA24B-MCV-4B/1 S 

�;2:�"
170 024 540 3000 

�
=

j use with douЬ!e lock 

� 
lever bulkhead/surface 

mounted housings HA24B-MCV-4B/2 

170 024 540 6000 

removaЫe metal cover use with 4 lugs hoods 
---о HA24B-MCV-2L/W.1 S 

19.6 125 
170 024 563 3000 

� �
28 

� � use with 4 lugs bulkhead/ 

� 
surface mounted housings 
170 024 563 6000 HA24B-MCV-2L/W.2 

Length180mm � 

IP22-07 

24В IP68/IP69K Hoods/Housings 

IP68/IP69K 

thread Product Code PartNumber 

Side En try Hoods & bolt connection 
High Structure М25 172 024 580 0250 HP24B/H-PSH-2S-M25 

М32 172 024 580 0320 HP24B/H-PSH-2S-M32 

М40 172 024 580 0400 HP24B/H-PSH-2S-M40 

М50 172 024 580 0500 HP24B/H-PSH-2S-M50 

PG21 172 024 580 021 О HP24B/H-PSH-2S-PG21 

PG29 172 024 580 0290 HP24B/H-PSH-2S-PG29 

PG36 172 024 580 0360 HP24B/H-PSH-2S-PG36 

roll pin connection 
М25 172 024 590 0250 HP24B/H-PSH-2T-M25 

М32 172 024 590 0320 HP24B/H-PSH-2T-M32 

М40 172 024 590 0400 HP24B/H-PSH-2T-M40 

М50 172 024 590 0500 HP24B/H-PSH-2T-M50 

PG21 172 024 590 021 О HP24B/H-PSH-2T-PG21 

PG29 172 024 590 0290 HP24B/H-PSH-2T-PG29 

PG36 172 024 590 0360 HP24B/H-PSH-2T-PG36 

Тор Entry Hoods & bolt connection 
High Structure М25 172 024 600 0250 HP24B/H-PTH-2S-M25 

М32 172 024 600 0320 HP24B/H-PTH-2S-M32 

М40 172 024 600 0400 HP24B/H-PTH-2S-M40 

М50 172 024 600 0500 HP24B/H-PTH-2S-M50 

PG21 172 024 600 021 О HP24B/H-PTH-2S-PG21 

2PG21 172 024 600 221 О HP24B/H-PTH-2S-2PG21 

PG29 172 024 600 0290 HP24B/H-PTH-2S-PG29 

PG36 172 024 600 0360 HP24B/H-PTH-2S-PG36 

roll pin connection 
М25 172 024 61 О 0250 НР24В/Н-РТН-2Т-М25 

М32 172 024 61 О 0320 НР24В/Н-РТН-2Т-М32 

М40 172 024 61 О 0400 НР24В/Н-РТН-2Т-М40 

М50 172 024 61 О 0500 НР24В/Н-РТН-2Т-М50 

PG21 172 024 610 0210 HP24B/H-PTH-2T-PG21 

2PG21 172 024 610 2210 HP24B/H-PTH-2T-2PG21 

PG29 172 024 61 О 0290 HP24B/H-PTH-2T-PG29 

PG36 172 024 61 О 0360 HP24B/H-PTH-2T-PG36 

Surface Mounted Housings bolt connection 
& High Structure М25 172 024 620 0250 HP24B/H-SFH-2H-M25 

М32 172 024 620 0320 HP24B/H-SFH-2H-M32 

М40 172 024 620 0400 HP24B/H-SFH-2H-M40 

2М40 172 024 620 2400 HP24B/H-SFH-2H-2M40 

PG21 172 024 620 021 О HP24B/H-SFH-2H-PG21 

PG29 172 024 620 0290 HP24B/H-SFH-2H-PG29 

PG36 172 024 620 0360 HP24B/H-SFH-2H-PG36 

roll pin connection 
М25 172 024 630 0250 HP24B/H-SFH-2T-M25 

М32 172 024 630 0320 HP24B/H-SFH-2T-M32 

М40 172 024 630 0400 HP24B/H-SFH-2T-M40 

2М40 172 024 630 2400 HP24B/H-SFH-2T-2M40 removaЫe metal cover 
PG21 172 024 630 021 О HP24B/H-SFH-2T-PG21 

PG29 172 024 630 0290 HP24B/H-SFH-2T-PG29 

PG36 172 024 630 0360 HP24B/H-SFH-2T-PG36 

Bulkhead Mounted Housing bolt connection 
172 024 640 0000 HP24B/H-ST-2H 

roll pin connection 
172 024 650 0000 HP24B/H-ST-2T 

with metal cover 
bolt connection 

172 024 660 0000 HP24B/H-ST-2H-MCV 

roll pin connection 
172 024 670 0000 HP24B/H-ST-2T-MCV 

Drawings 
(mm) 

п, 
[__ 192.5 __J 

g,� 
[58J 

ГТМ/РG 

2-М6 

[__ 192.5 __J [58J 

"' 

{П -j 
::J 

"' 

L-- 214.5 ______J L-----L79_5 

186.5 

о� 

о 

� 

...-; °' 58 
Li=

108=--=i_ :Я � 110 

т�01 "t"'"' -з- panelcutoutsize 

130 R7 
145 
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24В Metal Hoods/Housings 

IP65 

r emovaЫe metal cover 

for housings 

r emovaЫe metal cover 

forhoods 

IP22-09 

connection 
type 

__,,,-С) 

__,,,-С) 

Product Code 

bolt connection 

172 024 680 0000 

roll pin connection 

172 024 690 0000 

bolt connection 

172 024 700 0000 

roll pin connection 

172 024 71 О 0000 

PartNumber 

HP24B/H-MCV-2S 

HP24B/H- MCV-2T 

HP24B/H-MCV-2H/1 

HP24B/H-MCV-2T/1 

Drawings 

(mm) 

litll г---1 [IL 

V.C'�'St_f � - с» -<5•18 

32В Metal Hoods/Housings 

IP65 

thread 

Side Entry Hoods М32 

М40 

М50 

PG29 

PG36 

PG42 

Тор Entry Hoods М32 

М40 

М50 

PG29 

PG36 

PG42 

Bulkhead Mounted Hous ing 

Surface Mounted Housings М32 

& High Structure 2М32 

М40 

2М40 

PG29 

2PG29 

PG36 

2PG36 

Product Code PartNumber 

170 032 01 О 0320 HA32B-PS-2B-M32 

170 032 01 О 0400 HA32B-PS-2B-M40 

170 032 01 О 0500 HA32B-PS-2B-M50 

170 032 01 О 0290 HA32B-PS-2B-PG29 

170 032 01 О 0360 HA32B-PS-2B-PG36 

170 032 01 О 0420 HA32B-PS-2B-PG42 

170 032 040 0320 НА32В-РТ-2В-М32 

170 032 040 0400 НА32В-РТ-2В-М40 

170 032 040 0500 НА32В-РТ-2В-М50 

170 032 040 0290 HA32B-PT-2B-PG29 

170 032 040 0360 HA32B-PT-2B-PG36 

170 032 040 0420 HA32B-PT-2B-PG42 

170 032 107 0000 HA32B-ST-1 L/S 

with plastic cover 
HA32B-ST-1 L/S-CV 

170 032117 0000 

with metal cover 
HA32B-ST-1 L/S-MCV 

170 032 127 0000 

170 032 137 0320 HA32B-SF-1 L/S-M32 

170 032 137 2320 HA32B-SF-1 L/S-2M32 

170 032 137 0400 HA32B-SF-1 L/S-M40 

170 032 137 2400 HA32B-SF-1 L/S-2M40 

170 032 137 0290 HA32B-SF-1 L/S-PG29 

170 032 137 2290 HA32B-SF-1 L/S-2PG29 

170 032 137 0360 HA32B-SF-1 L/S- PG36 

170 032 137 2360 HA32B-SF-1 L/S- 2PG36 
with plastic cover 

Drawings 

(mm) 

§\WJ
L 9._J L 82.s _J 

��< 

05.5
1= � 

�5. 8 О _j 
110 65 49.5 

124 110 87.5 

110 

;:::: � panel cutout size 

05.5 86 

М32 170 032147 0320 HA32B-SF-1 L/S-CV-M32 

2М32 170 032147 2320 HA32B-SF-1 US-CV-2M32 

М40 170 032147 0400 HA32B-SF-1 L/S-CV-M40 

2М40 170 032147 2400 HA32B-SF-1 US-CV-2M40 

PG29 170 032147 0290 HA32B-SF-1 US-CV- PG29 

2PG29 170 032147 2290 HA32B-SF-1 US-CV-2PG29 ---+------+---------1 . .. &: 
L,2s_J" 

51. 2 

PG36 170 032147 0360 HA32B-SF-1 US-CV-PG36 

2PG36 170 032147 2360 HA32B-SF-1 US-CV-2PG36 
with metal cover 

М32 170 032 157 0320 HA32B-SF-1 US-MCV-M32 

2М32 170 032 157 2320 НA32B-SF-1 US-MCV-2M32 

М40 170 032 157 0400 HA32B-SF-1 US-MCV- M40 

2М40 170 032 157 2400 НA32B-SF-1 US-MCV-2М40 

PG29 170 032 157 0290 НA32B-SF-1 US-MCV-PG29 

2PG29 170 032 157 2290 НАЗ2В-SF-1 LJS-MCV-2PG29 

PG36 170 032 157 0360 НA32B-SF-1 US-MCV-PG36 

2PG36 170 032 157 2360 НАЗ2В-SF-1 US-MCV-2PG36 
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32В Metal Hoods/Housings 

IP65 

thread Product Code PartNumber 

Si de Entry Hoods М32 170 032 190 0320 HA32B-PS-4B-M32 

М40 170 032 190 0400 HA32B-PS-4B-M40 

М50 170 032 190 0500 HA32B-PS-4B-M50 

PG29 170 032 190 0290 HA32B-PS-4B-PG29 

PG36 170 032 190 0360 HA32B-PS-4B-PG36 

PG42 170 032 190 0420 HA32B-PS-4B-PG42 

Тор Entry Hoods М32 170 032 220 0320 НА32В-РТ-4В-М32 

М40 170 032 220 0400 НА32В-РТ-4В-М40 

М50 170 032 220 0500 НА32В-РТ-4В-М50 

PG29 170 032 220 0290 HA32B-PT-4B-PG29 

PG36 170 032 220 0360 HA32B-PT-4B-PG36 

PG42 170 032 220 0420 HA32B-PT-4B-PG42 

Bulkhead Mounted Housing 

170 032 253 0000 HA32B-ST-2L/W 

Surface Mounted Housings М32 170 032 263 0320 HA32B-SF-2L/W-M32 

2М32 170 032 263 2320 HA32B-SF-2L/W-2M32 

М40 170 032 263 0400 HA32B-SF-2L/W-M40 

2М40 170 032 263 2400 HA32B-SF-2L/W-2M40 

PG29 170 032 263 0290 HA32B-SF-2L/W-PG29 

2PG29 170 032 263 2290 HA32B-SF-2L/W-2PG29 

PG36 170 032 263 0360 HA32B-SF-2L/W-PG36 

2PG36 170 032 263 2360 HA32B-SF-2L/W-2PG36 

2PG42 170 032 263 2420 HA32B-SF-2L/W-2PG42 

СаЫе-tо-СаЫе Housings М32 170 032 283 0320 HA32B-MC-2L/W-M32 

М40 170 032 283 0400 HA32B-MC-2L/W-M40 

М50 170 032 283 0500 HA32B-MC-2L/W-M50 

PG29 170 032 283 0290 HA32B-MC-2L/W-PG29 

PG36 170 032 283 0360 HA32B-MC-2L/W-PG36 

PG42 170 032 283 0420 HA32B-MC-2L/W-PG42 

IP23-02 

21. 4 

Lock selection, see pageP24-02 

Drawings 
(mm) 

§i ,WJ 
L94_J Lв25_J 

ГТМ/РG 

ш] 
L94_J 

r::: � 

Lв25_J 

l:-65--:J 

21.4 
87.5 

panel cutout size �t
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� 

05.5 86 

в 
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32В Metal Hoods/Housings 

IP65 

Lock selection, see pageP24-02 

thread Product Code PartNumber 
Drawings 

(mm) 

removaЫe metal cover 

use with douЫe lock 
lever bu lkhead/ surface 

mounte d housings <> "'

� 
170 032 540 6000 HA32B-MCV-4B/2 

046 

removaЫe metal cover 

МIЕ/1'1100 1 
use with 4 lugs hoods 

--о 170 032 563 3000 HA32B-MCV-2L/W.1 S 046 

\ 

r 15. 2 15. 2 

.,, 

;;; 
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48В Metal Hoods/Housings 

IP65 

th read Product Code 

Side Ent ry Hoods М32 170 048 01 О 0320 

М40 170 048 01 О 0400 

М50 170 048 01 О 0500 

PG29 170 048 01 О 0290 

PG36 170 048 01 О 0360 

PG42 170 048 010 0420 
Тор Ent ry Hoods М32 170 048 040 0320 

М40 170 048 040 0400 

М50 170 048 040 0500 

PG29 170 048 040 0290 

PG36 170 048 040 0360 

PG42 170 048 040 0420 
Bulkhead Mounted Housing 

170 048 107 0000 

with plastic cover 
170 048 117 0000 

with metal cover 
170 048 127 0000 

Surface Mounted Housings М32 170 048 137 0320 
& High Struc ture 2М32 170 048 137 2320 

М40 170 048 137 0400 
2М40 170 048 137 2400 
PG29 170 048 137 0290 
2PG29 170 048 137 2290 
PG36 170 048 137 0360 
2PG36 170 048 137 2360 

Part Nurnber 

HA48B-PS-2B-M32 

HA48B-PS-2B-M40 

HA48B-PS-2B-M50 

HA48B-PS-2B-PG29 

HA48B-PS-2B-PG36 

HA48B-PS-2B-PG42 

НА48В-РТ-2В-М32 

НА48В-РТ-2В-М40 

НА48В-РТ-2В-М50 

HA48B-PT-2B-PG29 

HA48B-PT-2B-PG36 

HA48B-PT-2B-PG42 

HA48B-ST-1 L/S 

НА48В-SТ-1 L/S-CV 

HA48B-ST-1 L/S-MCV 

HA48B-SF-1 L/S-M32 
HA48B-SF-1 L/S-2M32 
HA48B-SF-1 L/S-M40 
HA48B-SF-1 L/S-2M40 
HA48B-SF-1 L/S-PG29 
HA48B-SF-1 L/S-2PG29 
HA48B-SF-1 L/S-PG36 
HA48B-SF-1 L/S-2PG36 

with plastic cover 
М32 170 048 147 0320 HA48B-SF-1 L/S-CV-M32 
2М32 170 048 147 2320 HA48B-SF-1 L/S-CV-2M32 
М40 170 048 147 0400 HA48B-SF-1 L/S-CV-M40 
2М40 170 048 147 2400 HA48B-SF-1 L/S-CV-2M40 
PG29 170 048 147 0290 HA48B-SF-1 L/S-CV-PG29 
2PG29 170 048 147 2290 HA48B-SF-1 L/S-CV-2PG29 
PG36 170 048 147 0360 HA48B-SF-1 L/S-CV-PG36 
2PG36 170 048 147 2360 HA48B-SF-1 L/S-CV-2PG36 

with metal cover 
М32 170 048 157 0320 HA48B-SF-1 L/S-MCV-M32 
2М32 170 048 157 2320 HA48B-SF-1 L/S-MCV-2M32 
М40 1 70 048 157 0400 HA48B-SF-1 L/S-MCV-M40 
2М40 1 70 048 157 2400 HA48B-SF-1 L/S-MCV-2M40 
PG29 170 048 157 0290 HA48B-SF-1 L/S-MCV-PG29 
2PG29 170 048 157 2290 HA48B-SF-1 L/S-MCV-2PG29 
PG36 1 70 048 157 0360 HA48B-SF-1 L/S-MCV-PG36 
2PG36 1 70 048 157 2360 HA48B-SF-1 L/S-MCV-2PG36 

1 Р24-01 

Drawings 
(mm) 
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panel cutout size 
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Optional locks 

33. 4 

Mark Material Description PartNurnber Product Code 

High-strength lock, with 

L/GC Stainless steel+ TPR soft rubber protection, НА 16B-SFH-2L/GC-M25 170 016 271 0250suitaЬ!e for harsh 
environments 

High-strength lock, 
L/G Stainless steel suitaЬ!e for harsh НА 16B-SFH-2L/G-M25 170 016 272 0250 

environments 

Com mon lock, 
L/W 

Iron zinc -nickel alloy + 
suitaЬ!e for general НА 16B-SFH-2L/W-M25 170 016 273 0250 metal spring 
industrial environment 

DetachaЬ!e lock, 
L/P Plastic+Stainless Steel suitaЬ!e for general НА 16B-SFH-2L/P-M25 170 016 275 0250 

industrial environment 

DetachaЬ!e lock, 
L/E Plastic+Stainless Steel suitaЬ!e for general НА 16B-SFH-2L/E-M25 170 016 276 0250 

industrial environment 
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Tools 

Removal tool 

PartNumber Product Code 

5А Removal tool 

RT-5A 193 004 001 2000 

НО Series 1 ОА Removal tool 

RT-HD/10A 193 004 002 2000 

НЕЕ Series 16А Removal tool 

RT-HEE/16A 193 004 003 2000 

Crimp tool 

Crimping wire range PartNumber Product Code 

0.041 mm
2 

AWG 25-11 CTW-0.14/4 104 980 014 

0.37-4mm
2 

СТ-0.37/4 193 003 003 0000 
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