® WD Series IP55/1P65
Servo motor connector

Part number system

WD, | 28
; /J ‘— Cable fix type:
Series code U: Metal clamping-nut
V: Rubber sleeve
X W: Plastic hose
Panel hole cutout diameter
Connector type:
Contact gender T: Plug
J: Male contact Z: Receptacle
K: Female contact
Number of contact: 4, 15
% These connectors are designed for servo motors, socket is IP65 without mating
or cap, there is a layer of rubber-seal-insert stops water goes back of socket.

Material and spec

Coupling

Shell material

Insert material

Contact material

Termination

Mating cycle

Temperature range

Insulation resistance (M Q)

Threaded

Zinc alloy with black nickel plating

Plug: PPS, max temperature 260°C
Socket: Rubber and PPS, max temperature 260°C

Brass with gold plating
Solder
500

-40C~+85C

2000
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® Receptacle: Z 1P65
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Optional plastic hose adapter -

Optional PG16 plastic hose adapter “=———=
Hose size: 1/2

Solder contact spec

Male contact face view

® (Cable connector with clamping-nut: TU 1P65
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Cable outer diameter range:
10.5-12.5mm =
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Cable outer diameter range:
11.5-13.6mm

® (able connector with with rubber sleeve: TV IP65

Rated current (A) 2(5) 10
Contact diameter (mm) gg 15
Rated voltage (AC.V) 500 500
Test voltage(AC.V) 1 min 1500 1500
Contact resistance (m£) Ois 2.5
Wire size (mm?/ AWG) Soat <2/14




